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January, 2005

Dear Customer, 
First, I would like to thank you for supporting the EZTouch 
and EZText product lines for the last four years. Over 10,000 of you, 
OEMs, System Integrators as well as End Users, in a wide variety 
of industries, have successfully incorporated these products into your 
Automation Control Solutions.
The EZTouch and the EZText products until December 31st, 2004, 
have been sold exclusively through AutomationDirect.com. They 
have done an excellent job in providing off the shelf delivery, great 
customer service and first line tech support which was backed by 
Technical Support from AVG’s Uticor division in Bettendorf, IA. 
(Through customer feedback surveys, you consistently have given our Tech Support the highest rating 
possible, we thank you for that). You may continue purchasing these products through ADC.
In January  2005, AVG is launching a new division called EZAutomation that is dedicated to providing you 
the most SENSIBLE automation products, with the best possible service in the industry.
EZAutomation divisions’ charter is to: 
1. Provide even better customer service than you are used to and deserve. We are conscious of the four 

different time zones and thus have extended hours to reach our live order desk.
2. Provide even better technical support than you are used to and deserve by providing extended hours for 

factory technical support, 18 hours a day, Monday through Friday, and Emergency tech support on the 
weekends. 

3. Provide even better ease of doing business with us through same day shipping services extended to 
7:15pm, CST, 30 day money-back guarantee, free shipping for on-line orders or orders over $300.00.

4. Carry on the proud traditions of offering the most sensible automation products with “twice the features 
at half the prices”.

5. Carry on the proud traditions of our Autotech division to bring out the most innovative products. We 
are introducing eight brand new value-packed products in this catalog as well as providing significant 
enhancements to the EZTouch and EZText operator interfaces. 

6. Provide you with more local support throughout the world through our existing network of 100 plus high 
tech distributors, as well as vastly increasing its size.

7. Provide you high reliability products in the tradition of “Uticor Tough”.
This is our first attempt in coming out with an exhaustive catalog, therefore I ask you in advance to forgive us 
for any mistakes we might have made in this presentation. I am, however, very interested in your continuous 
feedback. I am easily accessible via email: shalabh@avg.net
Thank you, 
Shalli Kumar 
President/CEO

Message from the President/CEO
EZText

EZTouch

EZAutomation

Launching January 2005!
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Our Products are Designed and Built in the USA

American Pride in Manufacturing
All Research, Development and Manufacturing for EZAutomation 
is done at our plant in Bettendorf, IA. 

Almost all products in 
this catalog have been 
manufactured with pride in 
the USA by AVG/EZAutomation

A Brief Overview of AVG
AVG, an American Group of companies, is vertically 
integrated to design and manufacture state of the art 
electronic products, cost effectively, for the best Return On 
Investment for our customers.  

Significant Highlights & Core Competencies...
• Established in 1975, AVG has introduced more than 
500 innovative new products.

• Extensive hardware, firmware, & software design 
capability, in Illinois &  Iowa.  

• Hold 20+ Patents & 15 New Pending

• Has an installed base of over $1 Billion in fortune 
500 companies such as Ford, GM, P&G, Abbot, Miller, 
& IBM.

• PCB fabrication.

• 3 EMS Plants for  Com-
plete Turn Key Assembly 
& Box Build.

•  Thick Film Hybrids.

• One of the largest semi-
conductor FABs.

• Known for “Uticor Tough,” High Reliability, HALT-
HASSed Products, designed to operate in harsh 
industrial environments.

• In the fore-front of  High Technology such as BGA 
and controlled impedance high density board 
products.

4140 Utica Ridge Road
Bettendorf, IA 52722
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Same Day Shipping
For Orders Received By 7:15 PM Central Standard Time

We built a brand new 6000 sq. ft. warehouse and filled 
it with over $2 million of EZAutomation products.

The entire inventory is computer managed. Our target 
is to release your order to the warehouse within 15 
seconds of sending a confirmation to you, and then 
boxed up within the next 10 minutes. We have held 
many, many drill rehearsals to test our systems. Thus 
we are confident that any order received by 7:15 P.M. 
CST will be shipped the same day.

We wanted to make sure that we are up early enough 
to take care of our East Coast customers and stay late 
to cater to our West Coast customers. With this in 
mind, we decided to have our order desk open from 
6:00 A.M. in the morning to 8:00 P.M.

Bettendorf, IA

Picks Up
7:30pmAT

CST

Applicable to All Phone, Fax, Email or On-Line Orders

6,000 Sq. Ft. 
Brand New EZAutomation 

Warehouse with over 
$2 Million of Inventory

Phone: 877-774-EASY (774-3279)
Mon - Fri 6:00am - 8:00pm Central Std Time

Fax: 1-877-775-EASY (775-3279)
Email: sales@ezautomation.net
On-Line: www.EZAutomation.net
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Enhanced Customer Support

Extended Customer Service Hours: 
6:00 am to 8:00 pm Central Standard Time

We wanted to provide you even better 
customer support than you currently get. 
To accomplish that, here is what we did:

You will find our customer service reps to be well trained in our 
products. Each one of our CSRs is totally self sufficient with 
enhanced phone systems, computers, 
and printers/fax machines.

The phone system displays the length of 
time a customer has been on the phone. 
It also pulls up your purchase history 
as you punch in your customer code. 

Our entire customer order system 
has been designed with the same 
“point and click” philosophy as the 
EZTouch Programming Software. Our 
target is to answer your phone call 
within 30 seconds of the first ring.

We realize that most End-User plants 
start early in the morning and West 
Coast customers are also entitled to 
make purchasing decisions until closing 
time and not 1:30pm. Therefore, we 
extended our live order desk to open 
at 6:00 am and close at 8:00 
pm Central Standard Time.

Phone: 1-877-774-EASY (774-3279)
Fax: 1-877-775-EASY (775-3279)
sales@ezautomation.net

         GO GINNI GOLaunching January, 2005
Please check our website or call to check 
the exact date of product availability.
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Enhanced Technical Support
Extended Tech Support Hours: 
6:00 am to 12:00 midnight Central Standard Time
Many of you are already exposed to our excellent 
Tech Support as we have serviced you as the 
Technical Support team behind the first line tech 
support through ADC. In fact, you 
have consistently rated us as one of 
the highest scorers through ADC’s 
customer feedback programs.

WE HAVE MADE IT 
BETTER YET!
1. Extended Hours: 
6:00 am to 12:00 midnight CST. We 
realize that many times you need 
technical support late in the day. 
Therefore, you will have access to our 
expert technical assistance until 12:00 
midnight, Monday through Friday.

2. Emergency 
Weekend Support: 
You can reach us at 563-650-
8112 on the weekends for 
emergency tech support.
We may not be able to provide you 
the level of support available during 
the week, but we would most likely be 
able to solve your emergency needs.

3. Fully Equipped Labs: 
Each one of our technical support team members 
has a private lab equipped with not only all of our 
products, but also most of the major brand PLCs 
to assist you in troubleshooting problems.

4. Excellent Documentation: 
You are already familiar with our EZTouch and 
EZText product manuals. We write our manuals to 
be EZ to read and follow, so that you may not even 
need to make a call to the Tech Support department. 

5. Local Support: 
We have a staff of well trained sales consulting 
engineers, all degreed college graduates, throughout 
the USA. In addition, we have a network of high 
tech distributors throughout North America. 

6. Uticor GMBH, 
Moenchengladbach, Germany: 
Our European customers have direct access to 
our German division located near Dusseldorf, 
Germany. We have highly technical application 
engineers that have years of experience in dealing 
with PLCs, and Visualization products. 

7. Uticor Pyt,
Australia: 
The outback region is covered by Uticor AVG Pyt, 
servicing the south pacific region of the world.

    RATED A+

Phone: 1-877-774-EASY
Fax: 1-877-775-EASY
techsupport@ezautomation.net

Rated the 
Best in 
Class!
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37 Years of Tradition in the Automation Industry
with over 200 Innovative, High Value Products

In the Automation industry, you know us as the designers 
and manufacturers of the EZTouch and EZText products.
What perhaps some of you may not know, is the history 
of two of our other divisions in this business, 
Autotech Controls and Uticor Technologies.  

Bettendorf, IA
Established 1968

“Built Like a Tank”

Uticor, formerly Struthers Dunn Systems 
division, has been in the forefront of PLC, 
welding controls, message displays and 
operator interface technology since 1968. 

Uticor, in fact, was one of the early 
inventors of PLCs back in 1968. It 
held numerous patents on PLCs, then 
called Process Control Computers. 

In the 1970’s, Uticor applied it’s PLC 
technology to welding controls and became 
one of the top suppliers of this technology 
to the Automotive industry. In fact, Uticor 
provided university research grants in 
collaboration with Ford in this area. 

In the 1980’s, Uticor became known as the 
premier supplier of Message Displays and 
Marquees in North America. It’s large LED 
marquees became an Automotive standard. 
Uticor always had a very conservative design 
philosophy and it showed in its products 
and thus earned worldwide recognition as 
“Built Like a Tank” or “Uticor Tough”.

US Patent No.
3,761,882 issued 
to Uticor on 
Sept 25, 1973
Describing the first time 
use of programmable 
memories in PLCs 

EZTouch
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“Innovation by Design”

Carol Stream, IL
Established 1975

AVG’s Autotech division was the 
inventor of the first microprocessor 
based Programmable Limit Switch. In 
fact Autotech was the first company 
to coin the phrase “PLS” for replacing 
electro-mechanical cam-banks. Autotech 
has always lived by its tradition of 
being the most innovative company 
in the field of Automation controls. 

PLS 
Products

First 
microprocessor 
based modular 
PLS with an 
incredible 
scan-time of 57 
microseconds for 
20,000 setpoints

First integrated digital 
resolver, DigiSolver,
Standard of the 
tire industryFirst PLC plug in Resolver module 

that plugs into AB, Modicon, 
GE and Siemens PLCs

First PLS with a 
built-in PLC

Due to the 
patented DMA 
techniques 
utilized in 
its PLSs to 
achieve 1° 
accuracy at 
even 3000 RPM, Autotech’s 
M1250, 1450 series PLSs 
remain the exclusive 
standard for two piece can 
lines throughout the world. 
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Five Traits Common to AVG Automation Products
Highest Processing Power 
per Cubic Inch
We have always packed the most processing power per cubic 
inch in most of our products. M1150 PLS remains today as the 
most compact PLS in the business. This is possible because 
of the vertical integration of AVG companies allowing us to 
utilize our strengths in the semiconductor technology, thick 
film hybrid technology and printed circuit board technology. 

Highest Operating Speed
We hold numerous patents in the area of high speed PLC 
or PLS operations, particularly under electrically noisy 
environments. Our M1250 PLS can process 20,000 of 
3 digit setpoints in 57 microseconds, the fastest in the 
industry. Our recently introduced TouchPLS can process 
256 of 4 digit setpoints in less than 10 microseconds.

Simplest Human Interface
We require our design engineers to spend considerable 
time in technical field support. They have gone through 
numerous machine start-ups. They recognize the 
importance of simple human interface. You will find 
that trait throughout AVG Automation products. We 
developed a five key interface for our PLSs where as 
all our competitors use at least 20 keys. The simplicity 
and Ease of use of EZTouch is already legendary. In 
developing the EZTouch and EZText products, our 
designers counted the number of clicks for every 
operation, resulting in an HMI where you can develop 
a fairly complex screen in less than 10 minutes.

P r o g r a m  E Z T o u c h  
p a n e l s  i n  m i n u t e s !

1

2

3

Smallest PLS 
in the World

10 Microsecond 
Scan-time

Innovative 5 key PLS 
operator interface,
an Autotech Hallmark

E Z  a s  1  -  2  -  3
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High Reliability Products
Later in this catalog, we will take 
you through our entire design and 
manufacturing process which has 
earned us the reputation for providing 
“Built Like a Tank” and “Uticor Tough” 
products to the industry. Most notably, 
our LED marquees look the same 10 
years after their installation as they 
looked on the first day of operation.

Highest Immunity to Electrical Noise
We come from a background where our Automotive 
customers, such as Pontiac Motors, back in 1976, 
required us to run encoder wiring right along side 
with 440 VAC motor wiring without a shield as they 
did not want to change the connector between the 
control cabinet and the machine. You see, we had just 
invented the PLS and were replacing the old rotary 
cam switch with a PLS. GM wanted the benefits of 
the advanced technology but not change their wiring. 
Our Autotech division designed a Resolver based 
PLS where you could run it right along with 440 VAC 
and withstand unimaginable inductive kicks. In fact, 
we ended up making the resolver wiring short circuit 
proof and capable of taking a direct 120 VAC hit. 

All our products go through exclusive noise 
testing and have the following ratings:
 
NEMA ICS 2-230 Showering Arc
ANSI C37, 90a-1974 SWC
Level C Chattering Relay Test

4

5

“Built Like a Tank”

AVG products in a coal 
mine in Australia

AVG started in the 
Automotive Industry in 1968
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Customer Driven LeadershipTM

Many of you are already familiar with the culture 
of Customer Driven Leadership as practiced by 
Automationdirect.com. As part of their federation, 
we were introduced to CDL and adopted it as AVG’s 
operating philosophy. We are officially trained by Dr. 
Ted Anders and his team in the practice of servant 
leadership.
Besides providing a strong character based 
foundation, CDLTM is by far the best business 
measurement system today. All company employees 
participate in defining the vision, promise, core 
values and profit boundaries for the company. 
Customers generate report cards for the team 
members servicing them in various departments such 
as customer service, inside sales, technical support, 
shipping as well as accounting. We will request that 
you periodically grade us as we seek continuous 
improvement.
In servant leadership culture, we ask our team 

members to issue report cards to team leaders who 
in turn issue report cards to senior management who 
also grade the President. So it is all about AVG/
EZAutomation teams serving each other to provide 
the best customer service to you. With the launch 
of EZAutomation and now having direct contact 
with you, the customer, we most definitely have a 
challenge to serve you even better than what you’re 
currently used to. We know that we will make many 
mistakes in the process, but we are committed to get 
better everyday.

It is all about serving you, the customer!

EZAutomation’s official promise 
to our customers is to provide:

“The most SENSIBLE Automation 
products built tough, and delivered 

with a level of service that will 
put a smile on your face”

VISION

CORE VALUES

PR
OF

IT
PROMISE

Customers

Team Members

Team Leaders

President

report cards

report cards report c
ard

s

report c
ard

s
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E Z A u t o m a t i o n
T H E  M O S T  S E N S I B L E  A U T O M AT I O N  P R O D U C T S

DIRECT FROM THE FACTORY
with worldwide local support

Product
  Overview

E Z Te xt TM

E Z Marquee TM

The Most SENSIBLE
PLC Touch Panels 

The Original EZText - Enhanced 
with Vacuum Fluorescent Option

NEW

NEW

NEW
NEW

EZ Mon i to r TM

The Most Practical 
Industrial Marquees 
at SENSIBLE Prices

EZ Text PL C TM

NEW

NEW

EZ Touch PL C TM

Touch Panel w/ 
Built-in PLC

EZ PLC TM

NEW
The Most SENSIBLE Micro 
Modular PLC Ever Built

EZ I/O TM

NEW
The Most SENSIBLE Real World 
I/O on DeviceNet, Profibus & Ethernet

Starting at
$399EZ Pane l TM

Enhanced 
Drivers

The Most 
SENSIBLE Stable 
Platform CE Computer

Starting at
$599

Starting at
$548

Text Panel w/ 
Built-in PLC

Starting at
$272

Starting at
$169

Starting at
$19

Starting at
$149

Starting at
$349

Starting at
$999

The Most SENSIBLE 
Flat Panel Monitors

Starting at
$699

AMD 333 MHz
CE ProcessorThe Most SENSIBLE Open 

Platform PLC Touch Panel
Internet Browser & Windows CE File Viewer

EZ CE Touchpane l TM

EZ To uchsc re e n CE C om pute r TM

Starting on 
page 3-1

Starting on 
page 4-1

Starting on 
page 5-1

Starting on 
page 8-1

Starting on 
page 9-1

Starting on 
page 12-1

Starting on 
page 10-1

Starting on 
page 7-1

Starting on 
page 6-1

Starting on 
page 11-1
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3 New Models

12 New Drivers with String Support and Universal Ethernet

Enhanced Programming Software

EZP-S6W-RS 
6” White on Blue

EZP-T6C-ES 
6” TFT

EZP-T8C-ES
8” TFT

• Aromat Mewtocol Com
• Control Techniques 

- Unidrive- 2 wire, 4wire 
(binary)

• Control Technology Corp. 
(CTC) 2600, 2700 and 5100

• Idec Computer Link
• Mitsubishi - CC Link (CC 

Link protocol)

• Siemens S7-200
• Square D Symax - 300 and 

400 Series
• Texas Instruments - TI5x5 

Series 
• Uni-Telway - Telemecanique 

TSX 37 Micro 

Enhanced drivers for AB PLCs 
with string support
Universal Ethernet Driver 
with AB’s I/P, GE’s SRTP, 
AB’s DF1 and Modbus TCP/IP 
protocols

Backward Compatible and Free for 
existing EZTouch customers

To fit every budget 
and application!

• Overlapping of objects
• Free sizing of touch objects
• Pick and Apply styles
• Display of Tag addresses on objects
• Support for Importing Image Formats: 

JPEG, GIF, ICO
• New 4000 symbol library

Depending on Item

Starting at
$399

 

PLC Touch Panels

15” TFT
Starting at $2499

10” TFT
Starting at $1649

8” TFT
Starting at $1299

8” STN
Starting at $949

6” STN
Starting at $699

6” TFT
Starting at $899

Expanded variety 
of models and 

PLC drivers 

6” White on Blue
Starting at $399

6” Mono
Starting at $419

$399 $899
$1299

Starting on 
page 3-1

E Z Pane l TM
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Starting at
$169 

PLC Text Panels

EZ Te xt TM

2 New Models

5 New Drivers
• Aromat Mewtocol Com
• Control Technology Corp. (CTC), 2600, 2700, 5100 
• Idec Computer Link
• Square D Symax - 300 and 400 Series
• Texas Instruments - TI5x5 Series 

with Vacuum 
Fluorescent Display

EZ-220P
Starting at $229

$269 
$329 

Depending on Item

EZ-220V
2-line vacuum fluorescent 

message display

EZ-220PV
2-line vacuum fluorescent 

message display
with keypad

No Matter How You Look At It!

EZ-220L
Starting at $219

EZ-SP
Starting at $229

EZ-420
Starting at $189

EZ-220
Starting at $169

Choice of 7 EZText 
Enhanced Panels

Starting on 
page 4-1

EZ-220V
Starting at $269

EZ-220PV
Starting at $329

   INCREDIBLE VALUE
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Industrial Marquees at
SENSIBLE Prices 

Starting on 
page 5-1

EZ Marquee TM

At these prices, all production 
machines should have a Marquee!

Starting at

$349

Choice of 16 EZMarquee Message Displays

EZ Interface to Most PLCs 
All you need is ASCII out 

1 Line of 10 2” Characters to 
4 Lines of 40 2” Characters 

Options for DeviceNet, 
Profibus and 
Ethernet TCP/IP

Add 2000+ message storage 
capacity, message triggers, 
Logic Control with Local I/O, 
and the power of a 32 bit 40 
MHz Processor for only $130 

EZMarquee Programming Software

2” - 8” Mixed Characters 
For Up to 400 Feet Visibility

International Character Set
Supports up to 8 Different 
Languages

$499
1 line of 20 

2” characters

Scrolling, Blinking Messages

EZ as 1 - 2 - 3 just like EZTouch

Other Features
NEMA 12 Enclosure
Matched LEDs for Uniform Brightness
Excellent Power Management without a fan 

Master Marquee option when used 
with EZPLC

$1499
4 lines of 20

 2”  characters

$130
ADDER

$899
2 lines of 2” 

 tri-color 
characters, 
20 per line

$79 DeviceNet
$129 Profibus
$99 Ethernet
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E Z Text PLC TM

Starting at

$291
for 16 I/O 

Text Panel with Built-in PLC

Choice of 5 EZText Operator Panels

Built-in Micro-Modular PLC
with 64 KB of User Memory 
and 3 ms Scan time

EZ-220P-PLC

$342
Up to 48 I/O

EZ-420-PLC

$292
Up to 32 I/O

EZ-220-PLC

$272
Up to 32 I/O

EZ-220-V-PLC

$372
Up to 32 I/O

EZ-220P-V-PLC 

$442
Up to 48 I/O

$49 

Extremely Flexible and 
SENSIBLE Plug-in I/O
Including 100 kHz 
Encoder Modules

SENSIBLE EZ to use
Programming 
Software

$99
 12 bit, 4 Analog IN 

4 Analog Out 

First SENSIBLE 
Analog I/O

Incredible Communications 
capability for its class

Built-in RS422/485 port 
DeviceNet, Profibus and Ethernet 
Options

Starting on 
page 6-1

The Most SENSIBLE One-Piece 
Automation Controller for a 
Compact Machine
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Starting at

$548
for 16 I/O 

Touch Panel with Built-in PLC

Integrating EZTouch with our 
revolutionary new EZPLC

Choice of 8 Operator Panels

Built-in Micro-Modular PLC
with 64 KB of User Memory 
and 3 ms Scan time

EZP-S6W-FS-PLC
6” White on Blue

$510
Up to 32 I/O

$99 

SENSIBLE EZ to use
Programming 
Software

Incredible Communications 
capability for its class

I/O Base depends 
on size of panel

EZP-S6C-FS-PLC
6” Color

$910
Up to 32 I/O

EZP-S8C-FS-PLC
8” Color

$1099
Up to 64 I/O

EZP-T10C-FS-PLC
10” Color

$1849
Up to 64 I/O

EZP-T15C-FS-PLC
15” Color

$2649
Up to 64 I/O

Starting on 
page 7-1

Extremely Flexible and 
SENSIBLE Plug-in I/O
Including 100 KHz 
Encoder Modules

$99
 12 bit, 4 Analog IN 

4 Analog Out 

First SENSIBLE 
Analog I/O

Built-in RS422/485 port 
DeviceNet, Profibus and Ethernet 
Options

EZ Touch PLC TM
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Choice of Four I/O Bases
32, 48, 64 and 96 I/O

$49 

Choice of 4 I/O bases and over 
20 different modules for 
complete flexibility

EZ P LC TM

Power Packed Micro Modular PLC 

Starting at

$149
 for 16 I/O

Starting at

$111
Extremely Flexible and 
SENSIBLE Plug-in I/O

64 KByte of User 
Memory
and 
3 ms scantime

Including 
100 kHz 
Encoder 
Modules

Starting at

$19
 for 8DC IN or OUT

SENSIBLE EZ to use
Programming 
Software

$99
 12 bit, 4 Analog IN 

4 Analog Out 

First SENSIBLE 
Analog I/O

Incredible Communications 
capability for its class

Starting on 
page 8-1

Where option modules don’t cost more than the PLC

Built-in RS422/485 port 
DeviceNet, Profibus and Ethernet Options

$99 
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EZ I/O TM

Starting on 
page 9-1

Digital DC I/O
8 24 DC Output 
@ 0.5 Amp each
Short Circuit Proof 

$19 

Discrete AC I/O
4 110-240 VAC Input
4 110-240 VAC 
Outputs @ 0.8 Amp 

$29 

Discrete Relay Out

$34 

Analog I/O
Incredible 
Value

$99 

12 Bit Analog In, 4 Analog Out 
0-5V, 0-10V, 0-20 mA or 4 to 20 mA 
4 Input Thermocouple for $129

High Speed Counter and PLS
2 Channel 60 KHz 
counter module with 
quadrature encoder 
input with 4 high speed 
PLS outputs

$99 

Mix-N-Match I/O
12 different input and output 
combination modules

Compact, Flexible, Powerful 
and SENSIBLY Priced

4 Normally Open 
Relay Outputs, 
1 amp 220 VAC

You will demand a lot more from your 
current supplier after you look at EZI/O

DeviceNet, Profibus and Ethernet Compatible
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The Most SENSIBLE Made in America 
CE Computer with Guaranteed 

Hardware for 7 Years
Starting on page 10-1Starting at

$599
 

8 Models

AMD Alchemy 333 MHz CPU
Motherboard with the same footprint 
as EZPanel, low power; does not 
need heat sinks.

32 MB Flash, 64MB RAM, Built-in 
Compact Flash Slot
10/100 Base-T Ethernet
One RS232, one RS232/422/485 Port 
USB Host

4 Wire Analog Touchscreen
Full Industrial Ratings with NEMA 
4 Front Plate
Network Interface and
Real World I/O Options
Software:
      Standard: Windows CE.NET 4.2 Core
 with Internet Explorer Base API
    Enhanced: Windows CE.NET 4.2    
    Professional Plus
 with File Viewers such as Acrobat, Excel,  
 Word, PowerPoint, Image and Internet   
 Explorer for Windows CE

6” White on Blue
QVGA

Standard: $599
Enhanced: $699

6” Monochrome
QVGA

Standard: $699
Enhanced: $799

6” STN Color
QVGA

Standard: $799
Enhanced: $899

6” TFT Color
QVGA

Standard: $1099
Enhanced: $1199

15” TFT Color, VGA
Standard: $1999
Enhanced: $2099

10” TFT Color, VGA
Standard: $1799
Enhanced: $1899

8” TFT Color, VGA
Standard: $1499
Enhanced: $1599

8” STN Color, VGA
Standard: $1299
Enhanced: $1399

$599 
$699 

$799 
$1099 

$1999 $1799 $1499 
$1299 

E Z Touchsc reen CE C ompute r TM

To be released soon
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Starting on 
page 11-1

The Most SENSIBLE Open Platform PLC Touchpanel 
Combining the Ease of Use of the Original EZTouch 
with the Most SENSIBLE CE Touch Panel Computer

Made in 
America

Hardware
• AMD Alchemy 333 MHz CPU
• 32 MB Flash, 64MB RAM
• Compact Flash Slot
• 10/100 Base-T Ethernet
• One RS232, one RS232/422/485 Port
• USB Host
• Network and I/O Card Option
• Light weight / Low Power
• Complete NEMA 4 Industrial Ratings

Software
• Adobe Acrobat PDF Viewer
• Microsoft Excel Viewer
• Microsoft Word Viewer
• MPEG (Video) Viewer
• Microsoft Word Pad Text Editor
• Internet Explorer
• Microsoft Terminal Services
• FTP Server for sending to/receiving 

files from a Remote Location

EZTouch Plus these Additional Features

Identical Footprint as
EZTouch and EZPanel 

EZ as 1-2-3 
Programming Software
compatible with 
EZTouch, EZPanel 
and EZCE Touchpanel 
brands

Starting at

$699
 

8 Models

EZ CE Touc h p a n e l TM

To be released soon
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EZ Moni to r TM

The Most SENSIBLE Industrial 
Flat Panel Monitors

Starting on 
page 12-1

Starting at

$999 

10” SVGA TFT 
Color - Nema 4/4X

12” SVGA TFT 
Color - Nema 4/4X

15” XGA TFT Color
 - Nema 4/4X

17” XGA TFT Color
 - Nema 4/4X

17” XGA TFT Color
 - with Touch Screen, 

Nema 4/4X

15” XGA TFT Color
 - with Touch 

Screen, Nema 4/4X

12” SVGA TFT 
Color - with Touch 
Screen, Nema 4/4X

10” SVGA TFT 
Color - with Touch 
Screen, Nema 4/4X

•Industrial Rated Displays with 
•Nema 4,4x Front Bezel
•4 Sizes from 10.4”    
 Display to 17” Display

•Available With and Without  
Analog Resistive Touch Screens
•50,000 Hours Backlight 
Half-life (12” and 17”)

$999$999 

$1099 

$1199 

$1499
$1299 

$1199 $1099 

Only 1.9” Deep!
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SENSIBLE Prices on High Quality Products

How Do We Do It?

Vertical Integration:
AVG is a vertically integrated American company with in-
house capability to manufacture semiconductors, thick film 
hybrids and printed circuit boards. We use internal transfer 
costs for components eliminating mark up after mark up.

You Don’t Have to be an Asian Importer to Offer Competitive Prices 
on Automation Products!

Automated Manufacturing:
AVG’s typical labor costs in EZAutomation products is 
less than 8% of the selling price. This is accomplished 
by using high speed automation in SMT assembly and 
an in-line production philosophy. Thus, we are able 
to very effectively compete with Asian manufacturers 
even with their low labor rates. Freight and duty 
well offset the impact of higher American wages. 
Automated manufacturing also results in fewer rejects 
and higher quality. A product built without any repairs,  
is inherently more reliable.

Flat Management Structure:
At AVG, we do not believe in multiple layers of 
management and thus run a very lean organization, 
resulting in reduced overhead costs. We pride ourselves 
in having management involved in actual work in the 
trenches. You would not find our managers sitting 
around in closed door offices. We invite you to visit our 
factory in Bettendorf, IA and see for yourself the Iowa 
farm work ethic.

Lower Costs of Marketing and  
Distribution without Sacrificing 
Local Customer Support:
Since EZAutomation provides a high degree of stock 
and technical support to its Value Added Resellers, 
the cost of distribution is reduced. And no, we do not 
have high paid salepersons in their flashy suits or at 
golf courses. So you are not paying for them. However, 
in addition to our “Best in Class Factory Technical 
Support”, we believe in local service and support. 
As you can see from the prices in this catalog, we 
can categorically state that our total cost of sales, 
marketing, advertising and local value added 
customer support is lower than any direct business 
model.

Follow the EZTouch model:
When EZTouch was introduced in January 2001, it was 
hailed as the most practical PLC Touchpanel on the 
market. It not only offered the easiest to use programming 
software, this feature rich touchpanel broke all the previous 
price barriers. It truly offered “twice the features at half 
the prices”. This feat was accomplished by designing 
the panel from the ground up to be manufactured in 
high quantities. Previous 3 board construction of Uticor 
PGI panels was condensed to a highly integrated single 
board having the CPU, video driver, power supply 
as well as the driver electronics all on one board.
AVG has followed the same philosophy in designing 
the seven new product lines being introduced in this 
catalog. EZMarquee is a very good example. AVG 
engineers first reduced the power consumption of the 
marquee by 2/3rd while maintaining the same luminous 
intensity. Once that was accomplished, everything else 
fell in line. Power supplies were reduced by 2/3rd. 
Heatsinks, metal and massive circuit boards you will find 
in a typical marquee, were condensed dramatically.

1

2

3

4

5

22

EZTouch CPU board 
with high level of chip 

integration on EZTouch

Marquee processor board 
using Coldfire 5272 40 MHz 
processor with integrated 

Ethernet and a highly efficient 
144 pin BGA (Ball Grid Array)

Made in 
America
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It really is $19 for 8 of 24 DC, 0.5 
Amp short-circuit proof outputs
In a limited focus group study, we discovered that some 
of you might be concerned about the quality or reliability 
of a $19 I/O module once you find out that this is $19 for 
8 outputs and not $19 for each output. So we are going to 
discuss this module in a little more detail.
This $19 module is the result of a highly innovative design. All our designs must also pass our rigorous 
HALT/HASS tests as fully described in the following pages. This module is no exception. It was 
subjected to the following tests:
1. -40˚C to 125˚C @ 20 G of shock and 4 G of vibration with a temperature gradient of 100˚C/minute.
2. -20˚C to 70˚C @ 10 G of shock and 2.4 G of vibration with power on.
3. NEMA ICS 2-230 showering arc ANSI C37.90a-1974 SWC Level C Chattering Relay Test.
4. Short circuit test at 70˚C.
5. 2500 Volt Optical Isolation.
This module comes with a removable field wiring terminal block, has an LED indicator for each output 
and carries our standard 2 year warranty.

Innovative Design and Rigorous Manufacturing 
Process Controls mean SENSIBLE prices 
and High Reliability Innovative Design 

is a Habit at AVG

EZ I/O modules

Product Innovation:
As you will see throughout this catalog, we pack the 
highest processing power per cubic inch. Just look at our 
EZ I/O. It is AVG’s innovation that led to this extremely 
cost effective design. Whether it is silicon, ceramic, plastic 
or FR4, the cost is generally per square inch or cubic inch. 
By reducing the size, we not only gain the advantage of 
offering a panel space saving product to our customers, it 
costs us less, resulting in lower costs to you.

EZText PLC

Smallest PLS in 
the World

EZMarquee 1/3rd Weight, 
1/3rd Power, 1/3rd Price

Compare our SENSIBLE prices to others!
PLC Discrete I/O

EZAutomation ADC Allen-Bradley
EZIO-8DCOP
8 DC Out

0.5 Amp, 24 VDC

$19 

DO-10TD2
10 DC Out

0.3 Amp, 24 VDC

$49

1762-OB8
8 DC Out

0.5 Amp, 24 VDC

$144

PLC 12 Bit Analog I/O
EZAutomation ADC Allen-Bradley

EZIO-4ANI4ANOV
4 Analog In

4 Analog Out
$99

2 of FO-2AD2DA-2
2 Analog In

2 Analog Out
$298

2 of 1762-IF2OF2
2 Analog In

2 Analog Out
$588

Profibus Interface
EZAutomation ADC Allen-Bradley
EZIO-PROFIBUS

$129 

HO-PSCM

$259
NA

10.4” TFT CE Computer with 
Advanced HMI Software and Windows 

CE Professional Plus
EZAutomation ADC Allen-Bradley

EZC-T10C-E
with programming 
software and cable

$2118
NA

6182H-10TLH4D
with programming 
software and cable

$4103

       MOST SENSIBLE
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EZAutomation Products are Built... 
HALT Based Design Process
(Highly Accelerated Life Test)
The Ultimate Test for Reliability
The HALT test was initially conceived for testing electronic 
products for shuttle launch. The purpose of this test is to subject 
the product to a combination of high shock, vibration, and a steep 
temperature gradient. MTBF of all electronic products depends 
upon the strength of connections of various components inside 
and therefore HALT is the ultimate test for reliability testing.
Here is how it works:

1. Initial Design Specifications
Before a product is taken to drawing board, all the desired 
specifications are laid out around which a product is to be 
designed. These specifications are based on the actual working 
parameters that are applied to our products in the industry. Let’s 
pick an example of our EZText and see all the steps it goes 
through. The published specifications for EZText are to the right:

EZText’s Published Specifications:
Storage (Non-Operating) Temperature: -20˚C to +60˚C 
Operating Temperature: 0˚C to +45˚C
Vibration: 5 to 55 Hz 2 G’s for 2 hours in X, Y, and Z axis

Shock: 10 G for 12ms in the X, Y, and Z axis

Internal HALT Threshold To Achieve The Above 
Published Specifications:
Our internal HALT thresholds are ALWAYS higher then the 
required published specifications. These thresholds for EZText 
are as follows:
Storage Temperature: -40˚C to +80˚C
Storage (Non-Operating) Vibration: 5 to 55 Hz 4 G’s for 2 hours in X, Y, 
and Z axis
Storage (Non-Operating) Shock: 20G for 12ms in the X, Y, and Z axis
Operating Temperature: -10˚C to +55˚C
Operating Vibration: 5 to 55 Hz 2.4 G’s for 2 hours in X, Y, and Z axis
Operating Shock 10G for less than 12ms in the X, Y, and Z axis

2. HALT Test Of Finished Product
Once a product is designed and built as per initial specifications, 
it is subjected to HALT testing. Again the point of this phase is to 
eliminate any pre-mature failure that might be present in its initial 
design. Based on the above published specifications, EZText is 
subjected to following tests:

I) Without Power (Non-Operating)
A - Temperature Cycling: 20°C beyond 
published spec @ 100°C/min.
For Non-Operating (storage) conditions, EZText goes through a total 
of 50 cycles of thermal shock in the range of -40˚C to +80˚C at the rate 
of 100˚C/min. If EZText passes Temperature Cycling test, it advances 
to next step. If for any reason EZText  does not complete temperature 
cycling test for at least 50 cycles it goes back to drawing board for re-
design and the process continues until it passes.

B - Shock and Vibration Cycling: 2 Times 
published spec
After EZText passes Temperature Cycling test, it is subjected to Vibration 
and Shock test as set by internal HALT specifications of 5-55 HZ 4 G’s 
for 2 hours maximum and 20 G’s for 12 ms respectively Non-Operating 
(storage) conditions. If EZText passes the Shock and Vibration cycling 
test, it advances to next step. If for any reason EZText does not complete 
the Shock and Vibration cycling test for at least 50 cycles, it goes back to 
drawing board for re-design and the process continues until it passes. 

C - Combined Temperature and 
Shock/Vibration: 20°C beyond & 2 Times Gs @ 
100°C/min.
After EZText passes Shock and Vibration cycling test, it is subjected to 
a combined Temperature, Shock, and Vibration test as set by internal 
HALT specifications of -40˚C to +80˚C at the rate of 100˚C/min, 5-55 
HZ 4 G’s for 2 hours maximum, and 20 G’s for 12 ms respectively for 
Non-Operating (storage) conditions. 

 A

Time - Minutes

Temperature Cycling - Non Operating

Te
m

pe
ra

tu
re

 - 
D

eg
 C

°

100
80
60
40
20

0
-20
-40

5 10 15 20 25 3530

Vibration  X axis - Seconds
Shock      X axis - Milliseconds

Shock and Vibration Cycling

S
ho

ck
 - 

G
’s

24
20
16
12

8
4
0

0 20 40 60 80 120100

B

Shock, Vibration and Temperature Cycling
24
20
16
12

8
4
0

-4
-8

0 20 40 60 80 120100

C

Vibration
Shock
Temperature

X axis - Seconds
X axis - Milliseconds
X axis - Minutes

Y axis - Vibration (G’s)
Y axis - Shock (G’s)
Y axis - Temp x 10 (DegC°)



1-25About EZAutomationwww.EZAutomation.net

 Company Overview

II) Unit Under Power, Fully Functional 
(Operating)

A - Temperature Cycling: 10°C beyond 
published spec @ 100°C/min.
For Operating conditions, EZText goes through a total of 
50 cycles of thermal shock in the range of -30˚C to +70˚C 
at the rate of 100˚C/min. If EZText passes Temperature 
Cycling test, it advances to next step. If for any reason 
EZText  does not complete temperature cycling test for at 
least 50 cycles it goes back to drawing board for re-design 
and the process continues until it passes.

B - Shock and Vibration Cycling: 20% 
beyond published spec
After EZText passes Temperature Cycling test, it is 
subjected to Vibration and Shock test as set by internal 
HALT specifications of 5-55 HZ 2.4 G’s for 2 hours 
maximum and 12 G’s for 12 ms respectively Operating 
conditions. If EZText passes the Shock and Vibration 
cycling test, it advances to next step. If for any reason 
EZText does not complete the Shock and Vibration cycling 
test for at least 50 cycles, it goes back to drawing board for 
re-design and the process continues until it passes. 

C - Combined Temperature and 
Shock/Vibration: 10°C beyond & 20% 
beyond published Gs @ 100°C/min.
After EZText passes Shock and Vibration cycling test, 
it is subjected to a combined Temperature, Shock, and 
Vibration test as set by internal HALT specifications of 
-30˚C to +70˚C at the rate of 100˚C/min, 5-55 HZ 2.4 G’s 
for 2 hours maximum, and 12 G’s for 12 ms respectively 
for Operating conditions. 

After the successful completion of both Operating 
and Non-Operating HALT tests within specifications, 
EZText is released for production.

HASS Based Manufacturing 
Process
Highly Accelerated Stress Screening 
(HASS)
HASS is an integral part of the manufacturing process at AVG/
EZAutomation. The main purpose of HASS testing is to ensure 
that our manufacturing processes are in control. 1% AQL (per 
Mil Spec) level samples from the end of the manufacturing 
line are subjected to HASS testing to qualify and re-qualify the 
manufacturing process. If we detect a failure in HASS testing 
beyond acceptable Mil Spec numbers, the entire manufacturing 
lot is segregated for further screening. To explain this further, 
lets continue with the example of EZText.

The operating specification for EZText is 0˚C to +45˚C with 
2Gs of vibration and 10Gs of shock. 1% AQL sample of a 
production run will be subjected to HASS testing from -5˚C 
to +50˚C @ 2.2 Gs of vibration and 11 Gs of shock. Failure 
beyond Mil Spec number based on 1% AQL, will subject the 
entire lot to segregation and further analysis.
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HALT/HASS Chamber
-60˚C to 150˚C at 100˚C/min @ 50 Gs of shock and vibration. 
We invested over $500,000 in this HALT/HASS Chamber.



1-26 About EZAutomation 1-877-774-EASY

EZAutomation - Company Overview

QS 9000 8D Analysis Program
Having gotten started in the Automotive Industry, we follow the 
Automotive QS9000 procedures to track any field failures. If 
we notice repeated failures of the same kind, we invoke our 8D, 
also called Advanced Technical Analysis or “ATA” for short, 
procedure. 8D stands for eight disciplines. The purpose of 8D ATA 
is to determine the root cause of a defect and institute preventive 
measures to stop future occurrences. In the event you experience a 
repeat problem, we encourage you to immediately contact our tech 
support group. Sometimes we may even become a little bit of a pest 
in pursuing the “root cause” trail as the 8D ATA team’s sole charter 
is to prevent future problems. The 8D Process has 8 distinct steps 
and generates an 8D report as shown to the right.

1. Team Contact
This is the first step of 8D process and is used to initiate a 
team, a multi-disciplinary team that involves members who are 
customers as well as employees of AVG/EZAutomation. The 
main purpose of this step is to have all the contact information 
from all the parties to enable free communication. Also this 
section includes data such as the part# of a product, Serial #, 
Date 8D analysis started and the date it will be completed.

2. Problem Description
This step in 8D Process is one of the most critical 
steps of solving a problem effectively and efficiently. 
The main focus in this step is to gather all the neces-
sary information required to understand a problem as 
described by a customer. It has two parts to it:
A) Customer Complaint 

The first and foremost important task is to effec-
tively communicate with a customer to understand 
the complaint as described by the customer.

B) Technician’s Evaluation 
Based on Customer’s Complaint, a technician validates 
the issues as described by a customer to make sure that he 
understands the problem. If for any reason a technician 
cannot validate a complaint, he gets in touch with the cus-
tomer to inquire further to complete the validation process.

3. Possible Root Causes
After validating a complaint from a customer, the next 
step is to identify the root cause of a problem. This step 
involves performing a failure analysis and investigat-
ing to determine the root cause of a problem. Before pos-
sible root causes are identified, it is necessary that a 
detailed description of the failure mechanism is provided to 
show that the failure has been understood to the fullest.

4. Symptoms
The next step is to tie the symptoms with the possible root 
causes. Steps 1-3 play a key role in understanding, investigat-
ing, and narrowing down all the possible reasons for a failure. 
This step solidifies a relationship between a failure and the pos-
sible cause of a failure. This link has to be justified with proper 
documentation for validation and complete root cause analysis.

5. Actions
Once a relationship has been established between the root cause 
and a failure, the very next step is to correct that problem. First 
all suspect product is segregated for further testing. Design 
and/or manufacturing is corrected to remove the failure mode.

6. Verification
After all the actions are taken to fix a failed product, the next 
step is to verify the relationship previously established between 
the root cause and the failure. This requires extensive test-
ing and operation of a product within specifications to verify 
that fixing a root cause has eliminated the cause of failure.

7. Prevention
One of the most important benefits of 8D analysis is the 
prevention program. If a root cause is identified to be pres-
ent in the design and/or manufacturing process of a product, 
necessary changes are suggested to engineering department 
to make sure all such root causes are eliminated from the 
very design and/or manufacturing process of a product.

8. Congratulating Team
The last step of an 8D process is to congratulate the team mem-
bers who worked on all the 7 steps to completion. At AVG, ac-
knowledgement is the key to our better working environment!
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We make it EZ for you to organize software and 
update products in the field
EZ Launch Pad
Any EZAutomation software when installed comes with EZ 
Launch Pad, which is a great tool for keeping track of all the 
software in the EZ family, including EZTouch software. Just 
click on EZ Launch Pad and it will list all EZ programming 
editors present on your computer and you will be able to select 
the desired editor for your application.

Stay up to date with FREE Updates for next two 
years, 2005 & 2006
EZAutomation products are built from the ground up to be the 
most sensible products in the automation industry utilizing 
upgradeable firmware stored in flash memory of the products. 
We at EZAutomation are continuously updating and improving 
our products and thus release updated firmwares at least 
twice a year. EZPanel Enhanced, EZText Enhanced, EZPLC, 
EZTouchPLC, EZTextPLC, EZCE Touchscreen Computer and 
EZCE Touchpanel all have upgradable flash firmwares. Updated 
firmwares for all these products will be posted on our website 
at www.EZAutomation.net where they are available for users of 
EZAutomation products FREE of charge until Dec. 31st, 2006. 
Take advantage of Free updates and stay current with the most 
current revisions available.

No Cumbersome Software Registration
Ever been through the task of software registration? It took us a 
full day to just get new programming software registered with 
one of the major Automation suppliers in the world. Not with 
EZAutomation! Our software does not require any registration, 
licensing, or special keys to activate whatsoever. We automate 
the world and firmly believe in making it as simple and EZ as 
possible. Just install our software and start developing your 
projects and applications without ever having to worry about 
cumbersome software registration.

OEM Application Update Utility
With this catalog and the launch of EZAutomation, we are 
also introducing an extremely useful FREE tool for our OEM 
customers. Many OEMs sell their machines to customers with 
limited computer knowledge.  When an OEM makes a change in 
its machine programs, such as PLC programs or HMI programs, 
they desire to provide updates to their end customers world 
wide, with minimal effort. The OEM application utility has 
been written for this purpose. The OEM can put this utility on 
their website and load new programs whenever necessary. The 
end customer can simply connect their machine to a PC, click 
a few buttons and get the new program in minutes! This is an 
incredibly useful feature for the OEMs and to our knowledge, 
not found in any other operator panels.
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Pricing Policy
No Discounts
EZAutomation is bringing to you innovative products with high 
reliability at prices well below half that of our competitors. We 
request you to please honor our pricing policy of “No Discounts”. 
Our price is the same whether you buy one unit or thousands. Our 
customer service representatives will politely decline to have any 
conversation with respect to price discounts. We will offer from 
time to time “B” stock in “Like New” condition, but that would be 
through our official release/declaration from EZAutomation.

Custom Products
Through Uticor and Autotech
EZAutomation is offering only standard off the shelf products. 
We will of course continue to add product features in response 
to customer feedback but those additions will get incorporated 
in new product releases or product enhancements from time 
to time. We will continue to aggressively seek your feedback 
regarding product features.

On the other hand, if you like to have some modifications 
made to one of the EZAutomation products and have sufficient 
quantity to justify the customization, you may communicate that 
wish to your CSR and we will have the right person from our 
sister divisions, either Uticor Technologies or Autotech Controls 

contact you. These divisions thrive on custom products and may 
consider your request for customization in quantities as low as 
50, but generally 500 and up depending upon the product.

Fixed Catalog Prices. No Discounts No Negotiation, Please!
The best prices in the industry!

The most SENSIBLEAutomation products!

1-877-774-EASY

EZAutomation
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Visit our web site at www.EZAutomation.net at any 
time. Our site contains all the latest products, news 
and information. You’ll also find detailed product 
specifications, technical manuals, software downloads, 
troubleshooting guides and more, including sections of 
this catalog available for download in PDF format. 
If you ever need assistance using our Web site, call us at 
1-877-774-EASY or email us at sales@ezautomation.net 
and we’ll be glad to help with an questions you may have.

Quick Search and Purchase History
You have the capability of searching by part number 
or description. This carries you to a product page that 
lists features, extended info, price, stock status, and 
accessories that go with the product and its photo. Also, 
at the bottom of the features page, you’ll see your recent 
history. You have an option to turn your history off.

View the Part you Want to Order
You have a photo of every product. You can also 
click on the photo to enlarge it if needed. You can 
also view parts from your previous orders.

Real-time Stock Check
You can check stock status by clicking on desired product 
picture to view availability prior to ordering. If an item 
is not in stock, you are given an estimated lead-time.

Order Tracking
Using My Account/OrderStatus in your personal home 
page, you can track your order anytime the evening 
after your order is processed. Click Review/Track 
Orders, find the order in your history and click view. 
Click Track your package in the blue headline.

Account Information
As a registered user, you have immediate access to your 
account. Some examples of information you’ll view are:
1) Review order history/track packages
2) Shipping/billing address
3) View order status
4) Change email address/password
5) Edit reviews
6) Obtain help

Online Store
Our online store is available 24 hours a day, 7 days a week. 
There you’ll find all of our EZAutomation products. We accept 
most major credit cards (MasterCard, VISA, American Express 
and Discover) as well as approved purchase orders. To establish 
a credit account with EZAutomation fill out our online credit 
application from the web site or print it out and fax it to us.

Secure Shopping
Our online store uses the latest encryption technology 
to protect our online shoppers by providing safe and 
secure ordering, whether by credit card or P.O..

E-mail Confirmations
When you order online, you’ll receive email notifications 
confirming acceptance and shipment of your order.

Ordering Accessories is EZ
For each item we’ll list all the necessary accessories such as 
cables, software, etc. This ensures that you’ll be able to find all 
the parts you may need to get your product up and running.

E-mail Newsletter
The first time you login, you’ll be given the option of 
signing up for our e-newsletter. Our e-newsletter will 
keep you informed of new software updates, product 
releases, the latest company news and more.

Technical Support
Our online support consists of sections including frequently 
asked question, software and firmware updates, manuals and 
specifications and troubleshooting guides. You’ll also be 
able to e-mail our technical support department to receive 
quick and thorough responses to any technical questions.

EZAutomation Website 

Free Shipping
Free UPS Ground 

Shipping for all online 
orders over $300!
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General Information and 
Terms and Conditions
Order acceptance policy 
and security interest
EZAutomation’s standard terms and conditions govern the 
transaction of accepting your PO and shipping the products 
pursuant to the PO. This applies to all POs whether by phone, 
fax, mail or online. If your PO or any other correspondence 
lists any terms different than ours, we may process the order 
but not accept your terms. We also reserve the right to change 
our terms and conditions at any time prior to shipment of 
your order. Your acceptance of the shipment of goods from 
EZAutomation confirms your acceptance of our terms and 
conditions. These terms and conditions are clearly spelled 
out in this catalog and shall govern all transactions relating to 
EZAutomation products. You may inquire about our existing 
terms and conditions at any time. EZAutomation also maintains 
a Security Interest in all goods shipped but not paid. We reserve 
the right to repossess any of our products either at your facility 
or shipped to your end customer, if we have not been fully paid 
for these products in accordance with our terms and conditions.

Order Processing
We encourage existing customers to place orders on-line using 
your respective account numbers. If you are a new customer, 
please contact Customer Service and they will assign you an 
account number. On-line orders are processed as soon as they 
are received into the business system pending no credit or 
shipping questions. If you prefer to mail or fax your orders it is 
our goal to input all orders the same day that they are received. 
Any orders that we receive over the weekend or on a holiday 
will be entered into our system the next operating business day. 
Please note: It is our policy to verify all orders from new 
customers.

Purchase Orders
It is not EZAutomation’s policy to require the confirmation of 
telephone purchase orders. If your company prefers to confirm 
their purchase orders; we recommend that the label plainly 
states that the order is a confirmation of a purchase order. Your 
cooperation will help to eliminate unnecessary duplicate order 
entries. Only EZAutomation terms and Conditions will apply.

Taxes
Unless otherwise indicated, all prices and charges exclude 
excise, sales, value added, use, property, or like taxes that may 
be imposed by any taxing authority upon the manufacture, sale, 
or delivery of items sold by EZ Automation.

Changes to Orders
Due to our pledge that offers same day shipping and same day 
order processing; any changes that need to be made on an order 
that you have placed must be made before the actual order is 

entered into our system. Because of our quick order processing 
times, there is not much time for an order to be changed. Once 
our customer service representatives enter the order into the 
system; the order can not be changed.  It is highly recommended 
that you review your orders and ask any pertinent questions you 
may have before submitting the final purchase order due to the 
limited time span you have for changes.

Receiving Shipments
We encourage all deliveries to be inspected promptly upon 
arrival. If it comes to your attention that there are any 
shortages or discrepancies it is imperative that you notify us 
within 48 hours of receipt.

Returns
30-Day Money Back Guarantee
EZAutomation products are backed by a 30 day, unconditional, 
money-back guarantee. You may return the product for any 
reason for prompt exchange, credit, or refund (excluding 
shipping and handling charges). You can find detailed 
information about returns and warranties on page 1-37. 
Warranty/Returns
EZAutomation products carry a 2 year warranty against 
defects in materials and workmanship. We will replace or 
repair the defective product at our discretion. The warranty 
will be null and void if product is abused or used outside of 
the product specifications.

Company Address
Please use the address 
to the right for all forms 
of correspondence to 
EZAutomation.  

Contact Us
We even made contacting 
us EZ!! All toll-free 
numbers are EZ to 
remember. We look 
forward to hearing from 
you!
Sorry we couldn’t find telephone number 
with EZ and had to settle for EASY.

Business Hours 
Please feel free to order 
online or fax an order 
anytime on the phone.

Mail:
EZAutomation
4140 Utica Ridge Road
Bettendorf, IA 52722

Phone:
877-774-EASY(3279)

Fax:
877-775-EASY(3279) 

Email:
sales @ezautomation.net

Customer Service:
Monday - Friday
6 a.m. - 8 p.m.

1-877-774-EASY
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Ordering Information
Ordering via Website
Placing orders online is quick and easy and 
allows you to be able to go on-line to check the 
status and shipments of orders placed. Ordering 
on-line also offers you the benefit of being able to 
view your purchase history among other account 

activities. EZ Automation strives to keep our web site up-to-date and 
to keep our customers aware of new products that are coming out on 
a regular basis.  Our on-line store at www.EZAutomation.net features 
a full range of our products and accessories. We further incentivise 
online ordering by offering you Free UPS ground shipping on all 
online orders exceeding $300.
www.EZAutomation.net

U.S. and Canada 
New customers that want to establish credit with EZAutomation must 
call and obtain a customer account number before ordering via web. 
Once an account is established, we welcome all customers to place 
orders via our website for direct shipment. If you have forgotten your 
login information, call Customer Service for assistance. Customers 
must supply a valid  U.S. or Canadian billing and shipping address, 
email address, and phone number for order to be accepted. Payment is 
only accepted in US currency. Orders are processed and shipped from 
our facility located in Bettendorf, Iowa. Customers in Canada are 
fully responsible for country taxes and duties incurred on a shipment. 
All orders, billing, or shipping activities should be directed to the 
following address:
4140 Utica Ridge Road
Bettendorf, IA 52722

Outside the U.S. and Canada
If you are outside the U.S. or Canada, you can place an order in our 
online store. If you pay by credit card we shall process your order in 
a normal manner. If you wish to establish credit your order will be 
forwarded to the international distributor closest to you. This may be 
within your country or a nearby country. The distributor will contact 
you about your order, pricing and terms and conditions. 
We forward or respond to all international orders, but we cannot 
accept any responsibility for orders placed through our distributors.

Online Pricing 
Our on-line pricing is reflected using U.S. dollars and is the only 
currency that our company will trade in.  We strive to ensure that 
our on-line pricing is in agreement with our printed desk references 
but if you happen to notice a pricing discrepancy please notify us 
immediately and we will honor the most recent price list posted. 
Please note that the terms and conditions listed in the printed desk 
references supersede all direct or implied terms on the store front of 
our web site.
Online Processing
Once you complete your on-line order it is automatically entered into 
our system. We will send to your email address an alert confirming 
that we have received your order. We ship all orders on the day the 
order is entered if it is received before 7:15 p.m. CST on a normal 
business day.  
Same-day shipping deadlines, carrier options and shipping 
charges are determined in shipping options on page 1-35.

Ordering via Phone
Our goal is to assist you in placing your order 
in the most pleasant, sensible and efficient 
way possible...the EZAutomation way! 
Our customer service representatives enjoy 

speaking with our customers and are dedicated to providing 
fast and friendly service. In the rare occasion that we cannot 
answer your call right away, please wait for the next available 
representative. 
1-877-774-EASY(3279)  

Ordering via Fax
Our fax machines are available 24 hours a 
day. If you place an order over a weekend 
or on a national holiday, your order will be 
processed the following business day. All of 

our standard terms and conditions will still apply to your order. 
Our goal is to be able to enter all faxed orders the same day they 
are received. Once we enter your order into our system we will fax 
or email you a confirmation of your order.
When placing a fax order, you may want to just copy the order 
form on page 1-32, and fax to us for EZ ordering.
1-877-775-EASY(3279) 

Mail Orders
If you wish to place an order with our company 
by mail please fill out your company’s order 
form and drop it off at a mailbox or post office 
near you.

EZAutomation
4140 Utica Ridge Road
Bettendorf, IA 52722

Ordering through VAR 
(Value Added Reseller)
We are quite selective about hiring VARs to provide you Local 
support. We train them and certify them. We expect a very high 
degree of service from them on order processing and deliveries. 
However, if you feel more comfortable dealing directly with the 
factory, please do so. Our technical support is available to all EZ 
Family products irrespective of where you bought the product.

Legal Disclaimer
If goods herein being purchased are being purchased for purposes 
of export, purchaser must obtain from the Federal Government 
certain export documentation before shipping to a foreign country. 
In addition, manufacturer’s warranties for exported goods may 
vary or be null and void. If you have any questions, please inquire.
 © Copyright 2004, EZAutomation. All rights reserved.
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Item Qty Part Number Description Unit Price Total Price
1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19

Subtotal
Total

EZAutomation Order Form

Billing Address
Company Name: ______________________________
Contact Name: _______________________________
Address: ____________________________________
City: _______________________________________
State: _________________ Zip: _________________
Phone: ____________________  Fax: _____________

Shipping Address (if different)

Company Name: ______________________________
Contact Name: _______________________________
Address: ____________________________________
City: _______________________________________
State: _________________ Zip: _________________
Phone: ____________________  Fax: _____________

Customer Number: _______________________  Date: __________________

Phone: 1-877-774-EASY (774-3279)
Fax: 1-877-775-EASY (775-3279)

Shipping and Payment Method (required)
UPS Next Day Air   UPS 2nd Day Air    UPS 3 Day Air   UPS Ground
Payment Method:
Purchase Order     PO # ___________________
Master Card      Visa     American Express
Card Number: ___________________________________________________
Security Code: _______________Exp. Date: ___________________________
Signature: ______________________________________________________
Name on Card: __________________________________________________

Thank you for 
your order.

EZAutomation standard Terms 
and Conditions apply.

*Shipping and handling charges will be included on 
invoice.Terms: Net 30 (subject to approval)

To the Attention of EZAutomation
4140 Utica Ridge Road
Bettendorf, IA 52722
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Item Qty Part Number Description Unit Price Total Price
1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19

Subtotal
Total

Shipping Information
Shipping Carriers
Standard delivery is via UPS Ground. If you would like to 
use a carrier other than UPS please indicate which carrier you 
prefer on your order and  specify the shipment method you 
wish to use (options shown below). Prepaid freight charges 
will be added to the invoices. Our available carriers are:
• FedEx  • UPS  • DHL

Shipment Methods
Ground delivery time is based on how far away your location 
is in relation to Bettendorf, IA. Faster deliveries are available 
with the following options:
• Next Day Air
• Two Day Air
• Three Day Air
• Early AM
• Saturday

Shipping Orders

As a general rule of thumb; all received orders that are ground 
or next day and come in before our shipping deadline 
of 7:15 p.m. CST, will be shipped on the same 
business day. Any orders received after the 
shipping deadline will be shipped out 
the following business day. Any new 
customers wishing to open a credit 
account with us will need to allow 
up to two working business days 
for credit verification. Existing 
EZTouch customers can obtain 
open credit the same day.

In order to take advantage of our same 
day shipping guarantee, your order must be 
paid by credit card or you must have an open 
credit account with our company 
that is current and in good standing. 
If your payment by credit card is 
declined, your open credit account 
with our company is past due, or 
your order amount exceeds your 
credit limit, there is the possibility 
that your order may be delayed.  

Insurance
Since it is our policy to ship all of our goods FOB Bettendorf, 
IA, the risk of loss transfers to you once we deliver the goods 
to the carrier of your choice. To ensure against potential loss or 
unusual damage to your order, you have the option to purchase 
insurance at your expense (online orders have insurance 
automatically included in the shipping charges). If you are 
interested in purchasing insurance for your shipment please 
ask our customer service representative to calculate the cost 
for you when you are finished placing your order. The cost for 
the insurance will be added on to your invoice if you decide to 
purchase it.  

Shipment Inquiries
If you believe that your shipment has been delayed or was 
incomplete upon arrival, please take into consideration the 
following items before you call to inquire about your order:
• Allow a sufficient amount of time for your shipment to arrive. Please 
be aware that various carriers schedule multiple shipments which may 
delay your shipments. This pertains particularly to overnight packages. 
If you have reason to believe that your shipment has indeed been 
delayed you can track your order on-line by accessing our shipment 
tracking feature.

• Air shipments to Canada have the potential to be delayed for a longer 
period of time due to unforeseen delays originating from customs.  

• It may be beneficial to notify your receiving department of the delayed 
shipment. There are times when receiving may not have had the 
opportunity to check the shipment in yet or the shipment is merely 
waiting in receiving to be delivered to the designated party. 

• Please be sure to complete a thorough inspection of all the packages 
you receive to ensure that you locate any small items that may be 

concealed by the packing material. 
• It would be in your best interest to inspect all deliveries im-

mediately upon arrival. Please notify us within 48 hours 
of receipt of your order for any suspected shortages or 

discrepancies so that we may resolve the issue in a 
timely matter.

Shipping and Handling 
Charges

Shipping charges are calculated based on 
a flat fee per order value and any additional 

special surcharges. Please refer to the Shipping 
Chart and the notations on the chart, located 

below, to calculate shipping charges through UPS.

Rates Order Value
Shipment type $0 - <$100 $100 - <$200 $200 - <$300 $300 - <$500 $500 - <$1000 $1000+

Ground $5 $10 $15 $0 $0 $0

3-day Air $10 $15 $20 $25 $30 Call or 
check 

website 
for quote

2-day Air $15 $20 $25 $30 $35

Next-day Air $25 $30 $35 $40 $45

Expedited Freight $95 surcharge for each heavy item, in addition to normal shipping charges, applicable to 
large marquees. Check with our customer service or on the Web. 

Notes: Dollar value of software is not included from order value for determining shipping charges.
These charges do not apply to shipments to Canada, Alaska or Hawaii.
Add $7.00 surcharge for COD shipment. There is no COD shipment to Canada.
Add $7.00 handling charge for all shipments to Canada regardless of the dollar value.
Add $25.00 surcharge for Early AM delivery, $10.00 for Saturday delivery and $7.00 for delivery to Puerto Rico.

   EXTENDED SHIPPING HOURS
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Payment Options
Credit Accounts
Purchase orders are accepted by our company by customers who 
have an approved account with us. If you are interested in setting up 
an open credit account with us; you can get the process started for 
your approval with your first order. You will find a credit application 
in this catalog on page 1-38 that you can fill out and fax over to our 
accounting department. If you are placing your first order via our web 
site; you must complete the on-line credit application.

Existing EZTouch Customers
In order to make it EZ for existing EZTouch customers to obtain open 
credit from us, all we require you to do is to Fax or E-mail to us a 
recent invoice from your previous supplier of EZTouch or EZText. We 
shall immediately give you open credit for same day shipping for up 
to $2000.00. If you need higher credit, you will then need to fill in the 
Credit Application and get your credit approved in the next 2 business 
days.
Remember you also get a Free Upgrade to EZPanel Enhanced Editor 
when you buy a new EZPanel from us. So, get same day EZ Credit 
and Free software with one stroke!

Credit Account Terms
Orders are invoiced the day of shipment with our credit account terms 
being Net 30 days. Our shipping terms are FOB from the city of 
Bettendorf, IA with freight prepaid and included on the invoice. All 
accounts are payable in full within 30 days of the date of invoice.

You will need to reinstate your account if you wish to place an order 
on an account that has been inactive for a period of time of one year 
or longer. In order to verify your credit information; it may take up to 
two business days to process your account information.

 
Maintaining our competitive prices and offering our exceptional 
customer service and tech support is all dependent on our customers 
keeping their account balances current. In the event that your 
account exceeds the 30 day payable time frame; your account will 
be subject to interest charges of 1.5 percent per month (18% APR) 
on the remaining unpaid balance where allowable by law, as well 
as attorney’s fees, court costs, and other costs of collections. Our 
company has the right to suspend credit accounts without notice.

Credit Card
We accept the following major credit cards: VISA, MasterCard, & 
American Express. All orders that are being paid for, using a major 
credit card must be approved prior to shipment. The response time 
will be dependent on the credit card verification process so it is 
imperative to have your order ready before 7:00 p.m. CST in order 
for us to be able to meet the shipping deadline. In the event that a 
problem arises, we will contact you immediately, by phone or e-mail, 
to advise you of the delay and the details of the problem which will in 
turn minimize the delay of your shipment.

Wire Transfer
We offer the option of payment by wire transfer for larger orders. For 
further details regarding the option of payment by wire transfer, please 
call your CSR. 

Terms and Conditions
EZAutomation’s terms and conditions apply to all orders and we do 
not allow any deviation from our terms of agreement.

Shipping Information
Notes on Delivery
Please make note of the following guidelines, restrictions and/or exceptions 
on delivery times:
• All shipments depend upon stock availability.
• No deliveries are made to P.O. boxes.
• Delivery times are based upon freight carriers’ policies and procedures. We 
cannot guarantee delivery times.
• Air services may vary by zip code.
• Timely delivery of air shipments to Canada cannot be guaranteed due to 
potential delay in customs.

Notes on Same-day shipping 
deadlines
• Same-day shipping only applies to UPS shipments.
• For same-day shipping, place order before 7:15pm CST. 
• We do not ship on Saturday, Sunday or holidays.

   FREE UPS GROUND SHIPPING
   ON ALL ORDERS OVER $300!

EZ CREDIT FOR EXISTING EZTOUCH CUSTOMERS
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Returns, Warranty and Purchase Agreement
30-Day Money-Back Return
There is a 30-day money-back guarantee on all of our products 
which begins 10 days after the date of the invoice. This allotted 
time period gives you plenty of time to receive and inspect your 
order and ensure that it was shipped correctly. If you should 
decide to return the product back to EZAutomation within the 
30 day period, you must return the products in their original 
boxes and in the same condition they were received in. 

The following guidelines apply to returns subject to our 30 
day money back policy:
1. Once you have requested an RMA for your order we will fax or e-mail it to you. Please 

place it inside a clear packing list envelope so that the return address is clearly 
visible. 

2. Please do not mark or write on the original product boxes as this will incur refurbishing 
fees.

3. Products need to be returned in the original boxes they came in and in the same 
condition you received them in. You should include all original documentation, cables, 
and other components included with the original parts shipment.  

4. Shipments should be in an appropriate shipping container to avoid product damage. 
See “Limits of Liability” below.

5. It is imperative that your return includes only the products that are issued on the RMA. 
Any other products that are sent without approval will be returned to you.

6. Once you receive the RMA it is important that you return the products within two 
weeks of the issue date to qualify for a refund or credit.

Shipments not following the above procedures may be returned to sender. Restocking 
and refurbishing charges may incur.

Remanufactured products
If you are interested in saving money on your next purchase with 
EZAutomation, you may find that our remanufactured parts may 
be the solution you are looking for. These select re-manufactured 
parts are only available to our U.S. and Canadian customers. We 
offer a 20% discount off of our catalog prices of any items that 
are available and we will give you a full 1-year warranty from 
the date of purchase against defects and workmanship. (No 30-
day money-back returns apply for this offer.)

The products are offered on a “first come, first serve” basis 
while supplies last. Please visit our on-line website to view the 
availability of the products you are interested in and to access 
the convenience of ordering on-line. 

Limited Warranty Policy
To minimize the risk of potential safety problems, you should 
follow all applicable local and national codes that regulate 
the installation and operation of your equipment. These codes 
vary from area to area and usually change with time. It is your 
responsibility to determine which codes should be followed, 
and to verify that the equipment, installation and operation are 
in compliance with the latest revision of these codes. 

At a minimum, you should follow all applicable sections of the 
National Fire Code, National Electrical Code, and the codes of 
the National Electrical Manufacturers Association (NEMA). 
There may be local regulatory or government offices that can 
also help determine which codes and standards are necessary 
for safe installation and operation.

Equipment damage or serious injury to personnel can result 
from the failure to follow all applicable codes and standards. 
We do not assume any responsibility for your product design, 
installation or operation. 

Our products are not fault-tolerant and are not designed or 
intended for use as on-line control equipment in hazardous 
environments requiring fail-safe performance, such as 
in operation of nuclear facilities, aircraft navigation or 
communication systems, air traffic control, direct life support 
machines, weapons systems, clutch control systems on presses,  
in which the failure of the product could lead directly to death, 
personal injury or severe physical or environmental damage.

When possible, our preferred option is to replace the product 
immediately, even before you have returned the defective 
product. Products that are returned under warranty (after 30 
days) may be replaced with remanufactured goods.

This catalog contains many product specifications, wiring 
diagrams, and other information. You should not use this 
document for installation, operation or troubleshooting of any 
equipment. Always consult the appropriate product manual 
prior to using the equipment. If you have any questions 
regarding the installation or operation of the equipment, or if 
you need additional information, please call our Tech Support.

Limits of Liability
Although we may initially issue a return material authorization 
number, it does not guarantee that you will receive a refund 
or a replacement. If a refund is granted to you and then we 
find out that the problem originated due to “customer abuse” 
we will take action to reverse the credit and notify you 
immediately. EZAutomation does not accept responsibility or 
issue credit for products damaged in transit for any reason. It 
is highly recommended that you ensure the product is properly 
packaged for shipment and that you insure the item, at your 
expense, for the amount of the potential credit that you are 
seeking.
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New Product Warranty
As to Products sold to Customer hereunder, EZAutomation, 
shall not be deemed to be held or obligated or accountable 
upon or under any warranties or guaranties express, or implied, 
statutory, by operation of the law, or otherwise, in any manner 
or form, beyond the express warranty that the Products (a) will 
conform to the description contained in the Manual and (b) will 
be free from defects in the material and workmanship, under 
normal use and service when correctly installed and maintained, 
for a period of TWO (2) years from EZAutomation’s tender of 
delivery to Customer. EZAUTOMATION HEREBY EXPRESSLY 
DISCLAIMS ALL IMPLIED WARRANTIES INCLUDING 
THE WARRANTY OF MERCHANTABILITY. EZAutomation’s 
liability under any warranty is limited solely (at EZAutomation’s 
discretion) to replacing or repairing Products which become 
defective during the warranty period. Customer shall (1) notify 
EZAutomation promptly in writing of any claims, and (2) provide 
EZAutomation with an opportunity to inspect and test Products 
claimed to be defective. In no event shall EZAutomation be 
liable for any defective Products if examination discloses that 
the defective condition of such Products was caused by misuse, 
abuse, improper installation or application, improper maintenance 
or repair, disassembly, alternation, accident or negligence in use, 
improper temperature, humidity or other environmental condition, 
storage, transportation or handling. Customer hereby expressly 
agrees to extend a Product warranty to its customers which is 
in substance and scope, identical to the warranty provided by 
EZAutomation in this paragraph.

Product Repair Warranty
As to all factory-made repairs, conversions and modifications, 
EZAutomation shall not be deemed to be held or be obligated 
or accountable under any warranties or guaranties express, 
or implied, statutory, by operation of the law, or otherwise 
in any manner or form, beyond the express warranty that the 
repairs, conversions, and or modifications will be free from 
defects in workmanship, under normal use and service when 
correctly installed and maintained, for a period of ninety (90) 
days from EZAutomation’s tender of delivery to Customer. 
EZAUTOMATION HEREBY EXPRESSLY DISCLAIMS ALL 
IMPLIED WARRANTIES INCLUDING THE WARRANTY 
OF MERCHANTABILITY. EZAutomation’s liability under any 
such warranty is limited solely (at EZAutomation’s discretion) 
to replacing or repairing the Product or Product component 
which is the subject of the specific repair, conversion and/or 
modification. In the event that any such product or component 
becomes defective during the warranty period, Customer 
shall (1) notify EZAutomation promptly in writing of any 
claims, and (2) provide EZAutomation with an opportunity to 
inspect and test Products claimed to be defective. In no event 
shall EZAutomation be liable for any defective Products if 
examination discloses that the defective application, improper 
maintenance or repair disassembly, alternation, accident or 

negligence in use, improper temperature, humidity or other 
environmental condition, storage, transportation or handling. 
Customer hereby expressly agrees to extend a Product warranty 
to its customers which is, in substance and scope, identical to 
the warranty provided by EZAutomation in this paragraph.

Limitation on Liability for 
Consequential Damages Resulting 
from Product Malfunction
In the event that a Product or component malfunction leads to 
damages or injuries to the Product, the Customer’s business, to 
the end-user’s business, to other equipment, to a factory or place 
of business, or to employees or other persons, EZAutomation’s 
liability shall be limited solely to repair or replacement of parts 
of the Product or component. EZAutomation shall not be liable 
for such damages or injuries, provided, however, that if a court 
of competent jurisdiction shall find as a matter of law that any 
clause of this paragraph is unconscionable, it is agreed that our 
liability shall be limited solely to a U.S. dollar amount equal to 
the cost of the malfunctioning product to Customer, less freight 
and insurance if included in Customer’s invoice price and less 
any depreciation deductions or investment tax credits taken by 
Customer or another purchaser or end-user with regard to such 
Product on your or his income taxes. The remedies provided for 
herein shall be exclusive and shall be Customer’s sole remedies.

Defective Deliveries: Revocation of 
Acceptance
Customer will give EZAutomation notice in writing of any 
objections to incomplete delivery or deliveries of defective 
Products within ten (10) days after delivery thereof. 
EZAutomation will promptly undertake to remedy same in such 
manner as may be appropriate. No Products shall be returned to 
EZAutomation without EZAutomation’s prior written consent. 
Revocation of acceptance by Customer of the Products must 
also be in writing within ten (10) days after delivery of the 
Products to Customer.

Limitation of Authority
It is expressly understood between Customer and 
EZAutomation that this Agreement does not give Customer 
any right or authority to act for or represent EZAutomation 
or EZAutomation’s affiliates or to pledge EZAutomation’s 
credit or contract any liability whatsoever on EZAutomation’s 
behalf. It is understood that this Agreement does not confer 
upon Customer any authority to warrant any Product sold 
hereunder, or to make any adjustments on EZAutomation’s 
behalf in connection with Products sold by Customer without 
EZAutomation’s express written consent.

Limited Warranty Policy
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Limited Warranty Policy
Limitation of Actions
No action for breach of the contract for the sale of 
EZAutomation products shall be commenced more than one 
year after the accrual of the cause of action thereof.

Warranty Service Procedures
Service and repair of EZAutomation’s products is provided at 
the factory, at:
4140 Utica Ridge Road, Bettendorf, Iowa 52722

The following procedures apply in all transactions involving 
service and repair of equipment under warranty.

Service at Customer’s site is provided at Customer’s expense. 
Charges for service calls are as per the applicable revision of the 
Field Service and School Rate Charges document, which can be 
obtained from EZAutomation’s Customer Service.

All equipment returns to the factory for warranty repairs must 
be authorized by the Customer Service Department.

The cost of shipment of the Product or components from the 
Customer’s site to the factory at 4140 Utica Ridge Road, 
Bettendorf, Iowa 52722, is the Customer’s responsibility. 
Products or components repaired under warranty shall be 
returned to Customer by regular surface transportation at 
EZAutomation’s expense. Other modes of transportation 
requested by the Customer shall be at Customer’s expense.

Products or components returned to EZAutomation without 
prior authorization will be refused. 

Products or components returned to EZAutomation for warranty 
repairs with “Bill Recipient” shipping instructions will be 
refused unless prior arrangements have been made in writing 
with EZAutomation regarding payment of the inbound 
transportation costs.

Other Provisions
The remedies set forth in the Warranty Policy are the only 
remedies available to any person for breach of warranty. 
EZAutomation shall have no liability to any person or legal 
entity for indirect, incidental or consequential damages of any 
description, whether arising out of warranty or other contract, 
negligence or other tort or otherwise. EZAutomation further 
disclaims all responsibility for any problems, injuries or claims 
arising from misapplication of its products, and for uses of its 
products in a manner inconsistent with published specifications 
and operating instructions.

All inquiries regarding warranty service and repair should be 
directed to the Manager of Customer Service, EZAutomation.

Notices
All notices that are required, or that may be given pursuant to 
this Agreement, shall be sent by registered or certified mail, 
return receipt requested, or by facsimile, to the addresses listed 
above or such other address and person as either or that parties 
may from time to time specify to the other in writing. A notice 
shall be deemed to have been given on the date of mailing or on 
the date of dispatch of a facsimile with confirmed answer-back.

Entire Agreement: Applicable Law
Purchases under this Agreement constitutes the entire 
understanding between the parties and replaces and supersedes 
any prior agreements between the parties. This Agreement may 
not be changed, modified or amended except by an instrument 
in writing signed by Customer and EZAutomation. This 
Agreement shall be interpreted for all purposes in accordance 
with the laws of the State of Iowa, and unless otherwise defined 
hereunder, all terms used herein which ore defined in the 
Iowa Uniform Commercial Code (the “Code”) have the same 
meaning hereunder as in the Code.

Other Terms, Conditions 
and General Notices
This catalog contains references to other companies in the 
Automation field. Their company names, products and product 
trademarks are their sole property and we disclaim any 
proprietary interest in these trademarks and names. We also use 
published information on competitive products and are very 
careful about verifying this information before we put it  in 
the catalog. We are quite thorough in this respect and maintain 
published documents in our files at all times. If we have made 
an inadvertent mistake, please bring it to our attention and we 
will do our best to correct the mistake in a timely manner.
All EZAutomation products with a TM suffix are those 

products where we claim to have a trademark to be registered at 
appropriate time.
EZAutomation constantly strives to better our products and 
services and therefore we reserve the right to make changes to 
our products and terms and conditions of their sale, at any time 
without prior notice and without any obligation. EZAutomation 
also makes no representations or warranties, expressed, implied 
or statutory with respect to information in this catalog.
Copyright 2005, AVG/EZAutomation  All Rights Reserved
No part of this publication shall be copied, reproduced, or 
transmitted in any way without the prior, written consent of 
AVG/EZAutomation.
AVG/EZAutomation retains the exclusive rights to all the 
information included in this document.



EZAutomation

4140 Utica Ridge Road • Bettendorf, IA 52722
Phone: 1-877-774-EASY (774-3279)
Fax: 1-877-775-EASY (775-3279)

Company Information
Company Name: ________________________________________
Billing Address: ________________________________________
City: _________________________________________________
State: _______________________________ Zip: ______________
Phone: _________________________ Fax: __________________
Federal ID#: _________________  D&B#: __________________
Shipping Address: ______________________________________
City: _________________________________________________
State: __________________________ Zip: __________________
Phone: _________________________ Fax: __________________
Email Address for Invoicing:  ______________________________

Business Information
□Individual         □Business        □Co-Parternship         □Limited Partnership          □Corporation
The company was founded in ______(year). We have been at our present location for _____ years.
Net Worth in $: __________________________ Estimated Yearly Sales in $: _________________________
Estimated Monthly Purchases from us in $ _____________________________________________________
State Tax Exempt Number (if applicable) _______________________________________________________

Bank References
Bank Name: _______________________________  Bank Officer’s Name:  _________________________
Address: _______________________________________________________________________________
_______________________________________________________________________________________
Phone:  ____________________________________ Account #: __________________________________
Approximate $ Amount of Unused Available Credit at Bank:  _____________________________________

Trade References
Company: ____________________________________ Contact: ___________________________________
Address: ________________________________________________________________________________
How Long? _____________________ Phone: _______________________ Fax: ______________________
Highest Amount of Credit Granted in $:  _______________________________________________________

Company: ____________________________________ Contact: ___________________________________
Address: ________________________________________________________________________________
How Long? _____________________ Phone: _______________________ Fax: ______________________
Highest Amount of Credit Granted in $:  _______________________________________________________

Confidential Credit Application

To the best of our knowledge, all statements made herein are true and accurate. We authorize EZAutomation to make any inquiries for action on this credit application. We hereby 
indemnify EZAutomation, and it’s agents from any liability resulting from this application. Returned checks will carry processing fee of a minimum of $25. Credit may be suspended 
at our discretion at any moment. Finance charge of 1.5% per month will apply for all unpaid past due amounts. 

Signature: ______________________________   Name:_____________________________________
Title: ___________________________________   Date:_____________________________________

Credit Amount Requested
$________________

Standard terms are Net 30 (FOB Shipping 
Point). 1.5% per month finance charge  after 
30 days.

Remit Address:
Autotech Technologies, LP
1102 Momentum Place
Chicago, IL 60689-5311
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Return Material Authorization Form
4140 Utica Ridge Road • Bettendorf, IA 52722
Phone: 1-877-774-EASY (774-3279) • Fax: 1-877-775-EASY (775-3279)

General Information
Date: __________________
Company Name: ____________________________________________  Customer #: ___________________
Contact Person: ___________________________________________________________________________
Phone: __________________________________________Fax: ____________________________________
Email Address: ___________________________________________________________________________
Product Information
Part Number: __________________ Part Number: ________________ Part Number: ___________________
Quantity: _____________________ Quantity: ___________________  Quantity: ______________________
Date Code: ___________________ Date Code: __________________  Date Code:  ____________________
How long has product been in operation? _______________________________________________________
Reason for return: _________________________________________________________________________
________________________________________________________________________________________
Explain Problems in Detail: _________________________________________________________________
________________________________________________________________________________________
________________________________________________________________________________________
________________________________________________________________________________________
________________________________________________________________________________________
Original PO and Invoice Number: ____________________________________________________________
Shipping Information
For approved returns we shall ship replacement via UPS Ground at no cost to you. For expedited delivery, freight is your responsibility.

Address: ________________________________________________________________________________
City: ___________________________________________________________________________________
State: __________________________________________________________Zip: _____________________
Preferred Shipping Method: _________________________________________________________________
PO # to reference for replacement: ____________________________________________________________

Warranty and 30 Day Guarantee Returns
If you are requesting a return material authorization for either 30 day money back guarantee provision or for in-warranty 
product failure, please fill out all information and fax this form to us. Once we receive this form, we will promptly contact 
you and issue an RMA number if appropriate. After receiving your RMA number, please follow these steps:
1. Use the completed RMA form as a packing slip. Write the RMA number on the outside of the shipping box, not the 
product box. This information is required for proper and prompt receipt by our receiving department. You must return the 
product within two weeks of the date of RMA issuance.
2. Products you want to return must be packed in like-new condition in the original boxes.
3. All documentation, cables and other parts included with the original shipment must be returned.
4. Please do not write on the original product box.
5. Do not ship partial shipments. Return must be complete.
6. Return only those products that have been authorized by the RMA. Additional products that are sent without approval 
may be returned to you.
7. Please make sure to return the parts to the appropriate address shown at the top of the RMA form.
8. Shipping freight and insurance is your responsibility. 
Shipments that do not follow the above procedures may be returned to sender and/or restocking and refurbishing charges may be incurred.
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□Approved by EZAutomation by  _________________
    RMA #_______________           _________________

Name

Signature
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EZPanel Enhanced Operator InterfacesPRICE LIST
Part Number Ship Price
6” White On Blue Page 3-37
EZP-S6W-RS: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN  White on Blue  display, Nema 1 front,  with 48 cell resistive touch screen, 256 KB of RAM (non-expandable), and 20-30VDC 
operating range. All the serial drivers listed below are supported and the panel does not provide support for Ethernet Option Cards. EZP-PANEL-M manual included with the panel.

STK $399

EZP-S6W-RSU: EZPanel Enhanced with Slim Bezel, 5.7” STN  White on Blue  display, Nema 1 front,  48 touch cells, 256 KB of RAM (non-expandable), and 20-30VDC operating range. Panel has Universal 
Ethernet Port built-in for Ethernet/IP, DF1 over Ethernet, Modbus TCP/IP, and GE SRTP only and does NOT include support for serial drivers listed below. EZP-PANEL-M manual included with the panel.

3DAY $798

6” Monochrome Page 3-38,  3-39
EZP-S6M-F: EZPanel Enhanced operator interface with 5.7” STN  Monochrome display, NEMA 4,4x (indoor), 48 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range. 
Accepts optional 512K, 1MB, or 2 MB compact flash cards. All the serial drivers listed below are supported. EZP-PANEL-M manual included with the panel.

STK $519

EZP-S6M-FH: EZPanel Enhanced with 5.7” STN  Monochrome display, NEMA 4,4x (indoor), 48 touch cells, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, A-B DH+ or Remote I/O 
interface. Optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DH+ or Remote I/O. 

3DAY $1,019

EZP-S6M-R: EZPanel Enhanced operator interface with 5.7” STN  Monochrome display, NEMA 4,4x (indoor), 48 cell resistive touch screen, 256 KB of RAM (non-expandable), and 20-30VDC operating range. All 
the serial drivers listed below are supported and the panel does not provide support for Ethernet Option Cards. EZP-PANEL-M manual included with the panel.

STK $419

EZP-S6M-ES: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN Monochrome display, NEMA 1 FDA Compliant front, 48 cell resistive touch screen, 256 KB of RAM (non-expandable), and 20-30VDC 
operating range. Only EZProtocols (for EZAutomation) are supported and the panel does not provide support for Ethernet Option Cards. EZP-PANEL-M manual included with the panel.

STK $419

EZP-S6M-RS: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN Monochrome display, NEMA 1 FDA Compliant front, 48 cell resistive touch screen, 256 KB of RAM (non-expandable), and 20-
30VDC operating range. All the serial drivers listed below are supported only and the panel does not provide support for Ethernet Option Cards. EZP-PANEL-M manual included with the panel.

STK $449

EZP-S6M-FS: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN Monochrome display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 
20-30VDC operating range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. All the serial drivers listed below are supported. EZP-PANEL-M manual included with the panel.

STK $549

EZP-S6M-FSC: EZPanel Enhanced with Slim Bezel, 5.7” STN Monochrome display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating 
range, CCLink interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via CCLink. 

3DAY $1,049

EZP-S6M-FSD: EZPanel Enhanced  with Slim Bezel, 5.7” STN Monochrome display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating 
range, DeviceNet interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DeviceNet. 

3DAY $1,449

EZP-S6M-FSE: EZPanel Enhanced with Slim Bezel, 5.7” STN Monochrome display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating 
range, Ethernet/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Ethernet/IP. 

3DAY $1,449

EZP-S6M-FSH: EZPanel Enhanced with Slim Bezel, 5.7” STN Monochrome display, NEMA 1 FDA Compliant front, 192 touch cells, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating range, A-B 
DH+ or Remote I/O interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DH+ or Remote I/O. 

3DAY $1,049

EZP-S6M-FSM: EZPanel Enhanced with Slim Bezel, 5.7” STN Monochrome display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating 
range, MODBUS interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS Plus. 

3DAY $1,049

EZP-S6M-FSP: EZPanel Enhanced  with Slim Bezel, 5.7” STN Monochrome display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating 
range, Profibus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Profibus. 

3DAY $1,449

EZP-S6M-FST: EZPanel Enhanced  with Slim Bezel, 5.7” STN Monochrome display, NEMA 1 FDA Compliant front, 192 touch cells, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating range, 
MODBUS TCP/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS TCP/IP.

3DAY $849

EZP-S6M-FSU: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN Monochrome display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 
20-30VDC operating range, Universal Ethernet Port. Accepts optional 512K, 1MB, or 2 MB compact flash cards. EZP-PANEL-M manual included with the panel.

3DAY $948

6” STN Color Page 3-40, 3-41
EZP-S6C-F: EZPanel Enhanced operator interface with 5.7” STN Color display, NEMA 4,4x (indoor) front, 48 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range. 
Accepts optional 512K, 1MB, or 2 MB compact flash cards. All the serial drivers listed below are supported. EZP-PANEL-M manual included with the panel.

STK $799

EZP-S6C-FH: EZPanel Enhanced with 5.7” STN Color display, NEMA 4,4x (indoor) front, 48 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, A-B DH+ or 
Remote I/O interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DH+ or Remote I/O. 

3DAY $1,299

EZP-S6C-K: EZPanel Enhanced operator interface with 5.7” STN Color display, NEMA 4,4x (indoor) front, 48 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range. 
Accepts optional 512K, 1MB, or 2 MB compact flash cards. Only DirectLOGIC PLC protocols (for Automation Direct) are supported. EZP-PANEL-M manual included with the panel.

STK $699

EZP-S6C-ES: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Only EZProtocols (for EZAutomation) are supported. EZP-PANEL-M manual included with the panel.

STK $699

EZP-S6C-KS: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Only DirectLOGIC PLC protocols (for Automation Direct) are supported. EZP-PANEL-M manual included with the panel.

STK $749

EZP-S6C-FS: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. All the serial drivers listed below are supported. EZP-PANEL-M manual included with the panel.

STK $799

EZP-S6C-FSC: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range, CCLink interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via CCLink. 

3DAY $1,299

EZP-S6C-FSD: EZPanel Enhanced  with Slim Bezel, 5.7” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating range, 
DeviceNet interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DeviceNet. 

3DAY $1,699

EZP-S6C-FSE: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range, Ethernet/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Ethernet/IP. 

3DAY $1,699

EZP-S6C-FSH: EZPanel Enhanced  with Slim Bezel, 5.7” STN Color display, NEMA 1 FDA Compliant front, 192  touch cells, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating range, A-B DH+ or 
Remote I/O interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DH+ or Remote I/O.

3DAY $1,299

EZP-S6C-FSM: EZPanel Enhanced  with Slim Bezel, 5.7” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating range, 
MODBUS Plus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS Plus.

3DAY $1,299

EZP-S6C-FSP: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range, Profibus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Profibus. 

3DAY $1,699

EZP-S6C-FST: EZPanel Enhanced with Slim Bezel, 5.7” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating range, 
MODBUS TCP/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS TCP/IP.

3DAY $1,069

EZP-S6C-FSU: EZPanel Enhanced operator interface with Slim Bezel, 5.7” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range, Universal Ethernet Port. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Does NOT include support for serial drivers listed below. EZP-PANEL-M manual included with the panel.

3DAY $1,198

6” TFT Color Page 3-42
EZP-T6C-ES: EZPanel Enhanced operator interface with Slim Bezel, 5.7” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Only EZProtocols (for EZAutomation) are supported. EZP-PANEL-M manual included with the panel.

STK $899

EZP-T6C-FS: EZPanel Enhanced operator interface with Slim Bezel, 5.7” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. All the serial drivers listed below are supported. EZP-PANEL-M manual included with the panel.

STK $999

EZP-T6C-FSC: EZPanel Enhanced operator interface with Slim Bezel, 5.7” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range, CCLink interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via CCLink. 

3DAY $1,499

EZP-T6C-FSD: EZPanel Enhanced with Slim Bezel, 5.7” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating range, 
DeviceNet interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DeviceNet. 

3DAY $1,899

EZP-T6C-FSE: EZPanel Enhanced with Slim Bezel, 5.7” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating range, 
Ethernet/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Ethernet/IP. 

3DAY $1,899

EZP-T6C-FSH: EZPanel Enhanced  with Slim Bezel, 5.7” TFT Color display, NEMA 1 FDA Compliant front, 192  touch cells, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating range, A-B DH+ or 
Remote I/O interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DH+ or Remote I/O. 

3DAY $1,499

Please check shipping code, STK = Stock Item, 3DAY = Ships in 3 business days, TBRS = To Be Released Soon.
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EZPanel Enhanced Operator Interfaces
Part Number Ship Price
EZP-T6C-FSM: EZPanel Enhanced with Slim Bezel, 5.7” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating range, 
MODBUS Plus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS Plus. 

3DAY $1,499

EZP-T6C-FSP: EZPanel Enhanced operator interface with Slim Bezel, 5.7” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range, Profibus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Profibus. 

3DAY $1,899

EZP-T6C-FST: EZPanel Enhanced  with Slim Bezel, 5.7” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC operating range, 
MODBUS TCP/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS TCP/IP. 

3DAY $1,269

EZP-T6C-FSU: EZPanel Enhanced operator interface with Slim Bezel, 5.7” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB) and 20-30VDC 
operating range, Universal Ethernet Port. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Does NOT include support for serial drivers listed below. EZP-PANEL-M manual included with the panel.

3DAY $1,398

8” STN Color Page 3-43
EZP-S8C-F: EZPanel Enhanced operator interface with Slim Bezel, 8.2” STN Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating 
range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. All the serial drivers listed below are supported. EZP-PANEL-M manual included with the panel.. EZP-PANEL-M manual included with the panel.

STK $949

EZP-S8C-FC: EZPanel Enhanced operator interface with Slim Bezel, 8.2” STN Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, CCLink interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via CCLink. 

3DAY $1,449

EZP-S8C-FD: EZPanel Enhanced operator interface with Slim Bezel, 8.2” STN Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, DeviceNet interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DeviceNet.

3DAY $1,849

EZP-S8C-FE: EZPanel Enhanced operator interface with Slim Bezel, 8.2” STN Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Ethernet/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Ethernet/IP. 

3DAY $1,899

EZP-S8C-FH: EZPanel Enhanced  with Slim Bezel, 8.2” STN Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, A-B 
DH+ or Remote I/O interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DH+ or Remote I/O. 

3DAY $1,449

EZP-S8C-FM: EZPanel Enhanced  with Slim Bezel, 8.2” STN Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, 
MODBUS Plus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS Plus.

3DAY $1,449

EZP-S8C-FP: EZPanel Enhanced operator interface with Slim Bezel, 8.2” STN Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Profibus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Profibus. 

3DAY $1,899

EZP-S8C-FT: EZPanel Enhanced with Slim Bezel, 8.2” STN Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, 
MODBUS TCP/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS TCP/IP. 

3DAY $1,399

EZP-S8C-FU: EZPanel Enhanced operator interface with Slim Bezel, 8.2” STN Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Universal Ethernet Port. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Does NOT include support for serial drivers listed below. EZP-PANEL-M manual included with the panel.

3DAY $1,348

EZP-S8C-FS: EZPanel Enhanced operator interface with Slim Bezel, 8.2” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. All the serial drivers listed below are supported. EZP-PANEL-M manual included with the panel.. EZP-PANEL-M manual included with the panel.

STK $949

EZP-S8C-FSC: EZPanel Enhanced operator interface with Slim Bezel, 8.2” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-
30VDC operating range, CCLink interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via CCLink. 

3DAY $1,449

EZP-S8C-FSD: EZPanel Enhanced with Slim Bezel, 8.2” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, 
DeviceNet interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DeviceNet. 

3DAY $1,849

EZP-S8C-FSE: EZPanel Enhanced with Slim Bezel, 8.2” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, 
Ethernet/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Ethernet/IP.

3DAY $1,899

EZP-S8C-FSH: EZPanel Enhanced  with Slim Bezel, 8.2” STN Color display, NEMA 1 FDA Compliant front, 192 touch cells, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, A-B DH+ or 
Remote I/O interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DH+ or Remote I/O. 

3DAY $1,449

EZP-S8C-FSM: EZPanel Enhanced with Slim Bezel, 8.2” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, 
MODBUS Plus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS Plus.

3DAY $1,449

EZP-S8C-FSP: EZPanel Enhanced operator interface with Slim Bezel, 8.2” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Profibus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Profibus. 

3DAY $1,899

EZP-S8C-FST: EZPanel Enhanced with Slim Bezel, 8.2” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, 
MODBUS TCP/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS TCP/IP. 

3DAY $1,399

EZP-S8C-FSU: EZPanel Enhanced operator interface with Slim Bezel, 8.2” STN Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-
30VDC operating range, Universal Ethernet Port. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Does NOT include support for serial drivers listed below. EZP-PANEL-M manual included with the panel.

3DAY $1,348

8” TFT Color Page 3-44
EZP-T8C-E: EZPanel Enhanced operator interface with Slim Bezel, 8.2” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Only EZProtocols (for EZAutomation) are supported. EZP-PANEL-M manual included with the panel.

STK $1,299

EZP-T8C-F: EZPanel Enhanced operator interface with Slim Bezel, 8.2” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating 
range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. All the serial drivers listed below are supported. EZP-PANEL-M manual included with the panel.. EZP-PANEL-M manual included with the panel.

STK $1,399

EZP-T8C-FC: EZPanel Enhanced operator interface with Slim Bezel, 8.2” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, CCLink interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via CCLink.

3DAY $1,899

EZP-T8C-FD: EZPanel Enhanced operator interface with Slim Bezel, 8.2” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, DeviceNet interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DeviceNet. 

3DAY $2,299

EZP-T8C-FE: EZPanel Enhanced operator interface with Slim Bezel, 8.2” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Ethernet/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Ethernet/IP. 

3DAY $2,299

EZP-T8C-FH: EZPanel Enhanced  with Slim Bezel, 8.2” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, A-B 
DH+ or Remote I/O interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DH+ or Remote I/O. 

3DAY $1,899

EZP-T8C-FM: EZPanel Enhanced with Slim Bezel, 8.2” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, 
MODBUS Plus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS Plus. EZP-PANEL-M 
manual included with the panel.

3DAY $1,899

EZP-T8C-FP: EZPanel Enhanced operator interface with Slim Bezel, 8.2” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Profibus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Profibus.

3DAY $2,299

EZP-T8C-FT: EZPanel Enhanced with Slim Bezel, 8.2” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, 
MODBUS TCP/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS TCP/IP. 

3DAY $1,799

EZP-T8C-FU: EZPanel Enhanced operator interface with Slim Bezel, 8.2” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Universal Ethernet Port. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Does NOT include support for serial drivers listed below. EZP-PANEL-M manual included with the panel.

3DAY $1,798

10” TFT Color Page 3-45
EZP-T10C-E: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Only EZProtocols (for EZAutomation) are supported. EZP-PANEL-M manual included with the panel.

STK $1,599

EZP-T10C-F: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating 
range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. All the serial drivers listed below are supported. EZP-PANEL-M manual included with the panel.. EZP-PANEL-M manual included with the panel.

STK $1,649

EZP-T10C-FC: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, CCLink interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via CCLink. 

3DAY $2,199

EZP-T10C-FD: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating 
range, DeviceNet interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DeviceNet. 

3DAY $2,599

EZP-T10C-FE: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Ethernet/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Ethernet/IP. 

3DAY $2,599

Please check shipping code, STK = Stock Item, 3DAY = Ships in 3 business days, TBRS = To Be Released Soon.
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EZPanel Enhanced Operator Interfaces
Part Number Ship Price
EZP-T10C-FH: EZPanel Enhanced  with Slim Bezel, 10.4” TFT Color display, NEMA 4,4x (indoor) front, 192 touch cells, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, A-B DH+ or 
Remote I/O interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DH+ or Remote I/O. 

3DAY $2,199

EZP-T10C-FM: EZPanel Enhanced with Slim Bezel, 10.4” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, 
MODBUS Plus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS Plus. 

3DAY $2,199

EZP-T10C-FP: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Profibus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Profibus.

3DAY $2,599

EZP-T10C-FT: EZPanel Enhanced with Slim Bezel, 10.4” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, 
MODBUS TCP/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS TCP/IP. 

3DAY $2,199

EZP-T10C-FU: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 4,4x (indoor) front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Ethernet/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Does NOT include support for serial drivers listed below. EZP-PANEL-M manual included with the panel.

3DAY $2,098

EZP-T10C-FS: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range. Accepts optional 512K, 1MB, or 2 MB compact flash cards. All the serial drivers listed below are supported. EZP-PANEL-M manual included with the panel.. EZP-PANEL-M manual included with the panel.

STK $1,699

EZP-T10C-FSC: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-
30VDC operating range, CCLink interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via CCLink. 

3DAY $2,199

EZP-T10C-FSD: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, DeviceNet interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DeviceNet. 

3DAY $2,599

EZP-T10C-FSE: EZPanel Enhanced with Slim Bezel, 10.4” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating 
range, Ethernet/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Ethernet/IP. 

3DAY $2,599

EZP-T10C-FSH: EZPanel Enhanced with Slim Bezel, 10.4” TFT Color display, NEMA 1 FDA Compliant front, 192 touch cells, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating range, A-B DH+ or 
Remote I/O interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DH+ or Remote I/O. 

3DAY $2,199

EZP-T10C-FSM: EZPanel Enhanced with Slim Bezel, 10.4” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating 
range, MODBUS Plus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS Plus.

3DAY $2,199

EZP-T10C-FSP: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Profibus interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Profibus. 

3DAY $2,599

EZP-T10C-FST: EZPanel Enhanced with Slim Bezel, 10.4” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC operating 
range, MODBUS TCP/IP interface. Accepts optional 512K, 1MB, or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS TCP/IP. 

3DAY $2,199

EZP-T10C-FSU: EZPanel Enhanced operator interface with Slim Bezel, 10.4” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 512 KB of RAM (expandable to 1.5MB), and 20-30VDC 
operating range, Universal Ethernet Port. Accepts optional 512K, 1MB, or 2 MB compact flash cards. Does NOT include support for serial drivers listed below. EZP-PANEL-M manual included with the panel.

3DAY $2,098

15” TFT Color Page 3-46
EZP-T15C-FS: EZPanel Enhanced operator interface with Slim Bezel, 15” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 1MB of RAM (expandable to 2MB), and 20-30VDC 
operating range. Accepts optional 1MB or 2 MB compact flash cards. All the serial drivers listed below are supported. EZP-PANEL-M manual included with the panel. EZP-PANEL-M manual included with the panel.

STK $2,499

EZP-T15C-FSC: EZPanel Enhanced operator interface with Slim Bezel, 15” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 1MB of RAM (expandable to 2MB), and 20-30VDC 
operating range, CCLink interface. Accepts optional 1MB or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via CCLink. 

3DAY $2,999

EZP-T15C-FSD: EZPanel Enhanced operator interface with Slim Bezel, 15” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 1MB of RAM (expandable to 2MB), and 20-30VDC 
operating range, DeviceNet interface. Accepts optional 1MB or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DeviceNet. 

3DAY $3,399

EZP-T15C-FSE: EZPanel Enhanced operator interface with Slim Bezel, 15” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 1MB of RAM (expandable to 2MB), and 20-30VDC 
operating range, Ethernet/IP interface. Accepts optional 1MB or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Ethernet/IP.

3DAY $3,399

EZP-T15C-FSH: EZPanel Enhanced with Slim Bezel, 15” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 1MB of RAM (expandable to 2MB), and 20-30VDC operating range, A-B 
DH+ or Remote I/O interface. Accepts optional 1MB or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via DH+ or Remote I/O.

3DAY $2,999

EZP-T15C-FSM: EZPanel Enhanced operator interface with Slim Bezel, 15” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 1MB of RAM (expandable to 2MB), and 20-30VDC 
operating range, MODBUS Plus interface. Accepts optional 1MB or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS Plus. 

3DAY $2,999

EZP-T15C-FSP: EZPanel Enhanced operator interface with Slim Bezel, 15” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 1MB of RAM (expandable to 2MB), and 20-30VDC 
operating range, Profibus interface. Accepts optional 1MB or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via Profibus.

3DAY $3,399

EZP-T15C-FST: EZPanel Enhanced with Slim Bezel, 15” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 1MB of RAM (expandable to 2MB), and 20-30VDC operating range, 
MODBUS TCP/IP interface. Accepts optional 1MB or 2 MB compact flash cards. The panel also provides support for all the serial drivers listed below when not communicating via MODBUS TCP/IP. 

3DAY $3,299

EZP-T15C-FSU: EZPanel Enhanced operator interface with Slim Bezel, 15” TFT Color display, NEMA 1 FDA Compliant front, 192 cell resistive touch screen, 1MB of RAM (expandable to 2MB), and 20-30VDC 
operating range, Universal Ethernet Port. Accepts optional 1MB or 2 MB compact flash cards. Does NOT include support for serial drivers listed below. EZP-PANEL-M manual included with the panel.

3DAY $2,898

EZPanel Enhanced Manual, Programming Software and Cables Page 3-33
EZP-PANEL-M: Hardware and Installation manual for EZPanel Enhanced operator interfaces STK $15
EZP-PGMCBL: EZPanel Enhanced and EZCE Touchpanel programming software cable  STK $20
EZP-PANELEDIT: EZPanel Enhanced and EZCE Touchpanel Programming Software CD STK $99
EZPanel Enhanced, EZText Panel Enhanced, and EZCE Touchpanel Communication Cables Page 11-27
EZP-CBL: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced  to EZPLC. 15 pin D-shell male connector to 9 pin D-shell male connector. STK $20
EZP-2CBL: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced  to DL05, DL06, DL105, DL205, D3-350 or D4-450 CPU. 15 pin D-shell male connector to RJ 12 modular 
connector.

STK $20

EZP-2CBL-1: 10’ RS232C shielded cable to connect any EXText, EZPanel, or EZCE Touchpanel Enhanced to a DL06, D2-250(-1) or D2-260 (bottom port) CPU. 15 pin D-shell male connector to 15 pin male HD. STK $20
EZP-3CBL: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to a D3-340 CPU top or bottom port. 15 pin D-shell male connector to RJ11 modular connector. STK $20
EZP-4CBL-1: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced panel to DL 405 (top port) CPU. 15 pin D-shell male connector to 15 pin D-shell male connector. STK $20
EZP-4CBL-2: 10’ RS 232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to a D2-DCM, D3-350 (bottom port), a D3-232-DCU installed on D3-333 or D3-340, or DL 405 (bottom point) CPU. 15-pin 
D-shell male to 25 pin D-shell male. 

STK $20

EZP-MLOGIX-CBL: 6’ shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to an AB Micrologix 1000, 1200, or 1500 CPU. 15 pin D-shell male connector to 8 pin DIN connector. STK $25
EZP-SLC-232-CBL: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to an AB SLC 5/03, 5/04 or 5/05 CPU with DF-1 port. 15 pin D-shell male connector to 9 pin D-shell female 
connector.

STK $20

EZP-PLC5-232-CBL: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to an AB PLC5 CPU with DF1 port. 15 pin D-shell male connector to 25 pin D-shell male connector. STK $20
EZP-DH485-CBL: 10’ RS232C shielded cable to connect any EZPanel, or EZCE Touchpanel Enhanced to an AB SLC 500 CPU with a DH485 port and 747-A/C Module . STK $22
EZP-90-30-CBL: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to GE Fanuc Series 90/30, 90/70 serial port using SNPX protocol. 15 pin D-shell male connector to 15 pin D-shell 
male connector.

STK $20

EZP-MITSU-CBL: 10’ RS422 shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to Mitsubishi FX series CPU. 15 pin D-shell male connector to 25 pin D-shell male connector. STK $20
EZP-MITSU-CBL-1: 10’ RS422 shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to Mitsubishi FX series CPU. 15 pin D-shell male connector to 8 pin min. din. STK $20
EZP-S7MPI-CBL: 10’ shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to Siemens Simatic S7 series CPU. 15 pin D-shell male connector to 9 pin D-shell connector. STK $20
EZP-OMRON-CBL: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to Omron C200 or C500 with Hostlink protocol. 15 pin D-shell male connector to 25 pin D-shell male 
connector.

STK $20

EZP-ARCOL-CBL: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced  to Aromat PLC. 15 pin D-Shell male connector to 5 pin mini DIN male connector. STK $20
EZP-CTRLUNI-CBL: 10’ RS422 shielded cable to connect any EZPanel or EZCE Touchpanel Enhanced to Control Techniques Unidrive 4-wire. 15 pin D-Shell male connector to 9 pin D-shell female connector. STK $20
EZP-CTRLUNI-CBL-1: 10’ RS485 shielded cable to connect any EZPanel or EZCE Touchpanel Enhanced to Control Techniques Unidrive 2-wire. 15 pin D-Shell male connector to 9 pin D-shell female connector. STK $20
EZP-CTCBI-CBL: 10’ RS232 shielded cable to connect any EZPanel or EZCE Touchpanel Enhanced to Control Technology Corp (CTC) PLC. 15 pin D-Shell male connector to RJ12 connector. STK $20
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EZP-IDECM-CBL: 10’ RS485 shielded cable to connect any EZPanel or EZCE Touchpanel Enhanced to IDEC Micro 3 PLC. 15 pin D-Shell male connector to 8 pin mini-din connector. STK $20
EZP-MODUNI-CBL: 10’ RS485 shielded cable to connect any EZPanel or EZCE Touchpanel Enhanced to Modicon Uni-Telway Telemecanique TSX 37 Micro PLC. 15 pin D-Shell male connector to 8 pin mini DIN 
connector. 

STK $20

EZP-MODRTU-CBL: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to Modicon Modbus RTU. 15 pin D-Shell male connector to 9 pin D-shell male connector. STK $20
EZP-S7200-CBL: 10’ RS485 shielded cable to connect any EZPanel or EZCE Touchpanel Enhanced to Siemens S7 200 PLC. 15 pin D-Shell male connector to 9 pin D-shell male connector. STK $20
EZP-SYMAX-CBL: 10’ RS422 shielded cable to connect EZPanel, or EZCE Touchpanel Enhanced to Square-D symax. 15 pin D-Shell male connector to 9 pin D-shell male connector. STK $20
EZP-TX505-CBL: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced connect to Texas Instrument 505 Series PLC. 15 pin D-Shell male connector to 9 pin D-shell female 
connector.

STK $20

EZP-IDECS-CBL: 10’ RS232C shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to IDEC Micro Smart PLC. 15 pin D-Shell male connector to 8 pin mini DIN male connector. STK $20
EZP-TX545-CBL: 10’ RS422 shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to Texas Instrument 545-1102 series PLC. 15 pin D-Shell male connector to 9 pin D-shell male connector. STK $20
EZP-TX545-CBL1: 10’ RS422 shielded cable to connect any EZText, EZPanel, or EZCE Touchpanel Enhanced to Texas Instrument 545-1104 PLC. 15 pin D-Shell male connector to 9 pin D-shell female connector. STK $20
EZP-MODRJ-CBL: 10’ RS232 shielded cable to connect any EZPanel or EZCE Touchpanel Enhanced to Modicon Micro PLC. 15 pin D-Shell male connector to RJ45 connector. STK $20
EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer Accessories Page 10-10
EZP-PANEL-M: Hardware and Installation manual for EZPanel Enhanced operator interfaces. This manual is included with every panel. STK $15
EZC-TOUCHPANEL-M: Hardware and Installation manual for EZCE Touchpanel operator interfaces. This manual is included with every panel. TBRS $15
EZTCC-COMPUTER-M: Hardware and Installation manual for EZTouchscreen CE Computer. This manual is included with every CE Computer. Note: Hardware and Installation included with every 
CE Computer.

TBRS $15

EZP-RAM-1: 512K RAM Card for EZPanel Enhanced operator interfaces only. STK $50
EZP-RAM-2: 1MB expansion RAM card for EZPanel Enhanced operator interfaces only. STK $97
EZP-FLASH-1: 512K flash memory card for non-volatile user-program storage for EZPanel Enhanced operator interfaces only. STK $46
EZP-FLASH-2: 1MB flash memory card for non-volatile user-program storage for EZPanel Enhanced operator interfaces only. STK $56
EZP-FLASH-3: 2MB flash memory card for non-volatile user-program storage for EZPanel Enhanced operator interfaces only. STK $80
EZP-ETHERNET: Ethernet (10BaseT) communication interface card for EZPanel Enhanced operator interfaces only. Works with H2 and H4-ECOM ethernet modules for Automation Direct’s DL205 
and DL405 PLCs (compatible with -F and -FS EZPanel operator interfaces only). Manual included with option card.

STK $190

EZP-ETHERPLUS: ModBus TCP/IP Ethernet communication interface card for EZPanel Enhanced operator interfaces only for 10BaseT network connection. Manual included with option card. STK $240
EZP-BAT: Replacement 1/2 AA, 3.6 volt lithium battery for EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $20
EZP-BRK-1: Optional DIN rail clips. Only for 6” models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer (package of 2). STK $15
EZP-COMCON3: 15-pin male D-sub connectors with terminal blocks, for connecting RS422 network cable to EZ Products STK $19
EZP-PANEL6-GSK: Replacement gasket for 6-inch EZPanel Enhanced operator interface (standard, NON-SLIM) bezels only. STK $8
EZP-PANEL8-GSK: Replacement gasket for 8-inch EZPanel Enhanced operator interface (standard, NON-SLIM) bezels only. STK $8
EZP-PANEL10-GSK: Replacement gasket for 10-inch EZPanel Enhanced operator interface (standard, NON-SLIM) bezels only. STK $8
EZP-PANEL-STUDS: Spare mounting studs for for EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer panels. Comes in package of 8 with nuts. STK $8
EZP-6SLIMF-GSK: Replacement gasket for Slim Bezel 6 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $8
EZP-8SLIMF-GSK: Replacement gasket for Slim Bezel 8 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $25
EZP-10SLIMF-GSK: Replacement gasket for Slim Bezel 10 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $30
EZP-15SLIMF-GSK: Replacement gasket for Slim Bezel 15 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $34
EZP-COV6: Pack of 3 protective shields for 6 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $20
EZP-COV8: Pack of 3 protective shields for 8 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $34
EZP-COV10: Pack of 3 protective shields for 10 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $38
EZP-COV15: Pack of 3 protective shields for 15 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $56
 NOTE: EZPanel Enhanced panels (except -K models) support EZPLCs with EZ Protocol; Aromat Mewtocol COM, Control Techniques Unidrive 2-wire, 4-wire Binary; IDEC ComputerLink; Square-D 300 Series CPU, 400 series CPU with Symax; TI5x5 series CPU with TBP or NITP; 
Uni-Telway Telemecanique TSX 37 Micro with UNI-TE; DL05/06, DL105, DL205, DL305, DL405 serial protocols, including K-sequence, DirectNet and Koyo Modbus; Allen-Bradley SLC 5/03, SLC 5/04, SLC 5/05, PLC5, MicroLogix 1000, 1200 and 1500 CPUs with DF1 or DH485 
protocols; Siemens S7 300/400 PLCs (MPI Adapter, 3964R protocol), S7200 CPU; GE Fanuc 90/30 and 90/70 series with SNPX and any Series Six PLC with CCM2 protocol; standard MODBUS; Omron’s C200 and C500 with HostLink protocol; Mitsubishi FX Series. -K models support 
DirectLOGIC PLC protocols only. Other protocols available with pre-installed interface card based on part number; All panels come with EZP-PANEL-M User Manual. Configuration software, cables, and connectors sold seperately.

EZText Enhanced
EZ-220: EZText Enhanced with 2 Line x 20 character LCD Display, Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, built-in menu system with adjusting arrows, data 
scrolling, data setpoint and display, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, dynamic decimal point option with read/write 
messages, and 20-30 VDC operating range. All serial drivers supported. EZ-TEXT-M-E manual included with the panel.

STK $169 
Pg 4-13

EZ-220L: EZText Enhanced with 2 Line x 20 LARGE character LCD Display, Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, built-in menu system with adjusting arrows, 
data scrolling, data setpoint and display, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, dynamic decimal point option with read/write 
messages, and 20-30 VDC operating range. All serial drivers supported. EZ-TEXT-M-E manual included with the panel.

STK $219 
Pg 4-13

EZ-420: EZText Enhanced with 4 Line x 20 character LCD Display, Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, built-in menu system with adjusting arrows, data 
scrolling, data setpoint and display, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, dynamic decimal point option with read/write 
messages, and 20-30 VDC operating range. All serial drivers supported. EZ-TEXT-M-E manual included with the panel.

STK $189 
Pg 4-13

EZ-220P: EZText Enhanced with 2 Line x 20 character LCD Display, Nema 4,4x (indoor) front, Numeric KEYPAD, five user defined pushbuttons with LED Indicators, built-in menu system with adjusting 
arrows, data scrolling, data setpoint and display, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, dynamic decimal point option with 
read/write messages, and 20-30 VDC operating range. All serial drivers supported. EZP-TEXT-M manual included with the panel.

STK $229 
Pg 4-14

EZ-SP: EZText Setpoint Interface with 8 digit Numeric LED display, 16 character LCD display programmable with up to 256 data points with 16 character description per data point, Nema 4,4x (indoor) 
front, five user defined pushbuttons with LED Indicators, arrow adjust for data and display, and 20-30 VDC operating range. All the serial drivers listed below are supported. EZ-TEXT-M-E manual 
included with the panel.

STK $229
Pg 4-15

VFD Models
EZ-220V: EZText Enhanced with 2 Line x 20 character Vacuum Fluorescent Display (VFD), Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, built-in menu system with 
adjusting arrows, data scrolling, data setpoint and display, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, dynamic decimal point 
option with read/write messages, and 20-30 VDC operating range. All serial drivers supported. EZ-TEXT-M-E manual included with the panel.

STK $269 
Pg 4-13

EZ-220PV: EZText Enhanced with 2 Line x 20 character Vacuum Fluorescent Display (VFD), Nema 4,4x (indoor) front, Numeric KEYPAD, five user defined pushbuttons with LED Indicators, built-in 
menu system with adjusting arrows, data scrolling, data setpoint and display, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, 
dynamic decimal point option with read/write messages, and 20-30 VDC operating range. All the serial drivers supported. EZ-TEXT-M-E manual included with the panel.

STK $329 
Pg 4-14

EZText Enhanced Manual, Programming Software, Cables and Accessories Page 4-12
EZ-TEXT-M-E: Hardware Manual For All EZText Enhanced panels (EZ-220, EZ-420, EZ-220L, EZ-220P, EZ-220V, EZ-220V, and EZ-220PV) except EZText Setpoint Panels
Note: Hardware and User Manuals Included with every EZText Enhanced Panels

STK $25

EZ-TEXT-SP-M-E: Hardware Manual for EZText Enhanced Setpoint panel (EZ-SP) Only. Note: Hardware and User Manuals Included with every EZText Enhanced Panels STK $15
EZ-TEXTEDIT-E: Windows based Programming software for all EZText Enhanced panels. Requires Windows 95/98/NT or 2000. Manual and CD-ROM included STK $28
EZTEXT-PGMCBL: Programming cable for setup and programming for all EZText Enhanced panels. 2 m (6.56ft) RS232 cable with 15-pin D-shell male connector on one end and 9-pin D-shell 
female connector at the other end.

STK $16

EZ-MULTIDROP-M: Hardware and Installation manual for EZ-Multiplexer. Included with every EZ-MULTIPLEXER purchase. STK $8

EZPanel Enhanced Operator Interfaces
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EZTextEnhanced

1 Line 10 Char Page 5-30
EZMR-1L10C: 1 Line of 2” charac, 10 charc per line, RED LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $349
EZMR-1L10C-E: 1 Line of 2” charac, 10 charc per line, RED LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $448
EZMR-1L10C-D: 1 Line of 2” charac, 10 charc per line, RED LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $448
EZMR-1L10C-P: 1 Line of 2” charac, 10 charc per line, RED LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $478
EZMT-1L10C: 1 Line of 2” charac, 10 charc per line, TRI-COLOR LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $449
EZMT-1L10C-E: 1 Line of 2” charac, 10 charc per line, TRI-COLOR LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $548
EZMT-1L10C-D: 1 Line of 2” charac, 10 charc per line, TRI-COLOR LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $548
EZMT-1L10C-P: 1 Line of 2” charac, 10 charc per line, TRI-COLOR LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $578
2 Line 10 Char Page 5-31
EZMR-2L10C: 2 Lines of 2” charac, 10 charc per line, RED LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $549
EZMR-2L10C-E: 2 Lines of 2” charac, 10 charc per line, RED LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $648
EZMR-2L10C-D: 2 Lines of 2” charac, 10 charc per line, RED LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $648
EZMR-2L10C-P: 2 Lines of 2” charac, 10 charc per line, RED LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $678
EZMT-2L10C: 2 Lines of 2” charac, 10 charc per line, TRI-COLOR LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $649
EZMT-2L10C-E: 2 Lines of 2” charac, 10 charc per line, TRI-COLOR LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $748
EZMT-2L10C-D: 2 Lines of 2” charac, 10 charc per line, TRI-COLOR LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $748
EZMT-2L10C-P: 2 Lines of 2” charac, 10 charc per line, TRI-COLOR LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $778
1 Line 20 Char Page 5-32
EZMR-1L20C: 1 Line of 2” charac, 20 charc per line, RED LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $499
EZMR-1L20C-E: 1 Line of 2” charac, 20 charc per line, RED LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $598
EZMR-1L20C-D: 1 Line of 2” charac, 20 charc per line, RED LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $598
EZMR-1L20C-P: 1 Line of 2” charac, 20 charc per line, RED LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $628
EZMT-1L20C: 1 Line of 2” charac, 20 charc per line, TRI-COLOR LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $599
EZMT-1L20C-E: 1 Line of 2” charac, 20 charc per line, TRI-COLOR LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $698
EZMT-1L20C-D: 1 Line of 2” charac, 20 charc per line, TRI-COLOR LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $698
EZMT-1L20C-P: 1 Line of 2” charac, 20 charc per line, TRI-COLOR LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $728
1 Line 40 Char Page 5-35
EZMR-1L40C: 1 Line of 2” charac, 40 charc per line, RED LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $799
EZMR-1L40C-E: 1 Line of 2” charac, 40 charc per line, RED LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $898
EZMR-1L40C-D: 1 Line of 2” charac, 40 charc per line, RED LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $898
EZMR-1L40C-P: 1 Line of 2” charac, 40 charc per line, RED LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $928
EZMT-1L40C: 1 Line of 2” charac, 40 charc per line, TRI-COLOR LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $899
EZMT-1L40C-E: 1 Line of 2” charac, 40 charc per line, TRI-COLOR LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $998
EZMT-1L40C-D: 1 Line of 2” charac, 40 charc per line, TRI-COLOR LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $998
EZMT-1L40C-P: 1 Line of 2” charac, 40 charc per line, TRI-COLOR LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $1028
2 Line 20 Char Page 5-33
EZMR-2L20C: 2 Lines of 2” charac, 20 charc per line, RED LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $799
EZMR-2L20C-E: 2 Lines of 2” charac, 20 charc per line, RED LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $898
EZMR-2L20C-D: 2 Lines of 2” charac, 20 charc per line, RED LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $898
EZMR-2L20C-P: 2 Lines of 2” charac, 20 charc per line, RED LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $923
EZMT-2L20C: 2 Lines of 2” charac, 20 charc per line, TRI-COLOR LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $899
EZMT-2L20C-E: 2 Lines of 2” charac, 20 charc per line, TRI-COLOR LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $998
EZMT-2L20C-D: 2 Lines of 2” charac, 20 charc per line, TRI-COLOR LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $998
EZMT-2L20C-P: 2 Lines of 2” charac, 20 charc per line, TRI-COLOR LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $1028
2 Line 40 Char Page 5-36
EZMR-2L40C: 2 Lines of 2” charac, 40 charc per line, RED LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $1,499
EZMR-2L40C-E: 2 Lines of 2” charac, 40 charc per line, RED LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $1,598

Part Number Ship Price
EZ-TEXT-S-GSK: Replacement gasket for small EZText Enhanced panels (EZ-220, EZ-420, EZ-220V) STK $8
EZ-TEXT-L-GSK: Replacement gasket for largel EZText Enhanced panels (EZ-220L, EZ-220P, EZ-SP, EZ-220PV) STK $9
EZ-BRK-2: Optional DIN Rail Clips for EZText Enhanced panels, package of 4 STK $34
EZ-TEXT-STUDS: Spare Mounting Studs, Four studs with nuts included in a package STK $8
EZ-COMCON3: 15-pin male D-sub connectors with terminal blocks for connecting RS422 network cable from EZPanel Enhanced or EZText Enhanced STK $19
EZ-COMCON4: 9-pin female D-sub connectors with terminal blocks STK $19
EZ-TEXT-CORE: EzText replacement ferrite core, package of two STK $15
EZ-TEXT-PWRTERM: EZText Enhanced replacement power terminal strip STK $12

EZText Enhanced Accessories Page 4-16
EZ-MULTIDROP: Multiplexer for connecting up to 5 EZText panels to one PLC (panel to PLC connection is RS422 only). EZ-COMCON3 and EZ-COMCON4 communication kits are required to build a cable for any 
panel communicating to Multiplexer. EZ-MULTIDROP-M manual included with Multiplexer.

STK $279

Note: All EZText Enhanced Panels support EZPLC with EZ Protocol; Idec with ComputerLink; MODBUS RTU; TI5X5, TI505, TI545-1102, TI545-1104 with TBP or NITP, Square D Symax - 300 Series CPU, 400 Series CPU; Aromat PLC; Control 
Techniques - Unidrive 4-wire (binary); DL05/06, DL105, DL205, DL305, DL405 serial protocols including K-sequence, DirectNet and Koyo Modbus; Allen-Bradley SLC 5/03, SLC 5/04, SLC 5/05, PLC5, and Micrologix 1000, 1200, and 1500 CPUs 
with DF1 protocols. Siemens S7 300/400 PLCs (MPI Adaptor, 3964R protocol). GE Fanuc 90/30 and 90/70 series with SNPX and any series Six PLC with CCM2 protocol; Standard MODBUS; Omron’s C200 and C500 with HostLink protocol; 
Mitsubishi FX series; All panels include hardware and configuration manual. Configuration software and cables sold separately.

EZMarquee
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Part Number Ship Price
EZMR-2L40C-D: 2 Lines of 2” charac, 40 charc per line, RED LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $1,598
EZMR-2L40C-P: 2 Lines of 2” charac, 40 charc per line, RED LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $1,628
EZMT-2L40C: 2 Lines of 2” charac, 40 charc per line, TRI-COLOR LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $1,799
EZMT-2L40C-E: 2 Lines of 2” charac, 40 charc per line, TRI-COLOR LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $1,898
EZMT-2L40C-D: 2 Lines of 2” charac, 40 charc per line, TRI-COLOR LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $1,898
EZMT-2L40C-P: 2 Lines of 2” charac, 40 charc per line, TRI-COLOR LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $1,928
4 Line 20 Char Page 5-34
EZMR-4L20C: 4 Lines of 2” charac, 20 charc per line, RED LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $1,499
EZMR-4L20C-E: 4 Lines of 2” charac, 20 charc per line, RED LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $1,598
EZMR-4L20C-D: 4 Lines of 2” charac, 20 charc per line, RED LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $1,598
EZMR-4L20C-P: 4 Lines of 2” charac, 20 charc per line, RED LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $1,628
EZMT-4L20C: 4 Lines of 2” charac, 20 charc per line, TRI-COLOR LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $1,799
EZMT-4L20C-E: 4 Lines of 2” charac, 20 charc per line, TRI-COLOR LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $1,898
EZMT-4L20C-D: 4 Lines of 2” charac, 20 charc per line, TRI-COLOR LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $1,898
EZMT-4L20C-P: 4 Lines of 2” charac, 20 charc per line, TRI-COLOR LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $1,928
4 Line 40 Char Page 5-37
EZMR-4L40C: 4 Lines of 2” charac, 40 charc per line, RED LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $2,199
EZMR-4L40C-E: 4 Lines of 2” charac, 40 charc per line, RED LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $2,298
EZMR-4L40C-D: 4 Lines of 2” charac, 40 charc per line, RED LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $2,298
EZMR-4L40C-P: 4 Lines of 2” charac, 40 charc per line, RED LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $2,328
EZMT-4L40C: 4 Lines of 2” charac, 40 charc per line, TRI-COLOR LED, two built-in comm ports RS232 and RS422/485, Nema 12 housing. STK $2,999
EZMT-4L40C-E: 4 Lines of 2” charac, 40 charc per line, TRI-COLOR LED, 10 BaseT Ethernet comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $3,098
EZMT-4L40C-D: 4 Lines of 2” charac, 40 charc per line, TRI-COLOR LED, DeviceNet Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. 3DAY $3,098
EZMT-4L40C-P: 4 Lines of 2” charac, 40 charc per line, TRI-COLOR LED, Profibus DP Slave comm interface, two built-in comm ports RS232 and RS422/485, Nema 12 housing. TBRS $3,128
EZMarquee Manual, Programming Software, Cables and Accessories Page 5-21
EZM-MARQUEE-M: Hardware User Manual for EZMarquees. Note: EZM-EZMarquee-M Hardware User Manual is not included with EZMarquees. STK $30
EZM-GRMT: Grommets for EZMarquee Back Plate - All Models (package of 2) STK $8
EZM-BKPLT: Back Plate with Gasket for EZMarquees - All Models. Does not include grommets STK $10
EZM-TERM5: RS422/485 Terminal Block for EZMarquee - All Models STK $4
EZM-MNTBRK1: Mounting Brakets for EZMarquees - 1L10C and 1L20C Models Only (package of 2) STK $16
EZM-MNTBRK2: Mounting Brakets for EZMarquees - 2L10C and 2L20C Models Only (package of 2) STK $20

EZTextPLC
220 EZTextPLC Page 6-20
EZ-220-PLC: EZTextPLC with 2 Line x 20 character LCD Display, Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, arrow adjust, 256 programmable messages with up to 2 embedded 
read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 4 slots for EZIO 
modules for a total of 32I/O Max.

STK $272

EZ-220-PLC-E: EZTextPLC with built-in 10 baseT Ethernet comm interface, 2 Line x 20 character LCD Display, Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, arrow adjust, 256 
programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port,  real time clock/Calendar, 3 ms scan time for 
1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

3DAY $371

EZ-220-PLC-D: EZTextPLC with built-in DeviceNet Slave comm interface, 2 Line x 20 character LCD Display, Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, arrow adjust, 256 
programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port,  real time clock/Calendar, 3 ms scan time for 
1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

3DAY $351

EZ-220-PLC-P: EZTextPLC with built-in Profibus DP Slave comm interface, 2 Line x 20 character LCD Display, Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, arrow adjust, 256 
programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K 
instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

TBRS $401

420 EZTextPLC Page 6-20
EZ-420-PLC: EZTextPLC with 4 Line x 20 character LCD Display, Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, arrow adjust, 256 programmable messages with up to 2 embedded 
read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 4 slots for EZIO 
modules for a total of 32I/O Max.

STK $292

EZ-420-PLC-E: EZTextPLC with built-in 10 baseT Ethernet comm interface, 4 Line x 20 character LCD Display, Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, arrow adjust, 256 
programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K 
instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

3DAY $391

EZ-420-PLC-D: EZTextPLC with built-in DeviceNet Slave comm interface, 4 Line x 20 character LCD Display, Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, arrow adjust, 256 
programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K 
instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

3DAY $371

EZ-420-PLC-P: EZTextPLC with built-in Profibus DP Slave comm interface, 4 Line x 20 character LCD Display, Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, arrow adjust, 256 
programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K 
instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

TBRS $421

220P EZTextPLC Page 6-18
EZ-220P-PLC: EZTextPLC with 2 Line x 20 character LCD Display, Nema 4,4x (indoor) front, Numeric KEYPAD, five user defined pushbuttons with LED Indicators, arrow adjust, 256 programmable messages 
with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 
4 slots for EZIO modules for a total of 32I/O Max.

STK $342

EZ-220P-PLC-E: EZTextPLC with built-in 10 baseT Ethernet comm interface, 2 Line x 20 character LCD Display, Nema 4,4x (indoor) front, Numeric KEYPAD, five user defined pushbuttons with LED Indicators, 
arrow adjust, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 
ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

3DAY $441

EZ-220P-PLC-D: EZTextPLC with built-in DeviceNet Slave comm interface, 2 Line x 20 character LCD Display, Nema 4,4x (indoor) front, Numeric KEYPAD, five user defined pushbuttons with LED Indicators, 
arrow adjust, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 
ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

3DAY $421

EZ-220P-PLC-P: EZTextPLC with built-in Profibus DP Slave comm interface, 2 Line x 20 character LCD Display, Nema 4,4x (indoor) front, Numeric KEYPAD, five user defined pushbuttons with LED Indicators, 
arrow adjust, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 
ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

TBRS $471

EZMarquee
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Part Number Ship Price
220 VFD EZTextPLC Page 6-20
EZ-220V-PLC: EZTextPLC with 2 Line x 20 character Vacuum Fluorescent Display (VFD), Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, arrow adjust, 256 programmable messages 
with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 
4 slots for EZIO modules for a total of 32I/O Max.

STK $372

EZ-220V-PLC-E: EZTextPLC with built-in 10 baseT Ethernet comm interface, 2 Line x 20 character Vacuum Fluorescent Display (VFD), Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indica-
tors, arrow adjust, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calen-
dar, 3 ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

3DAY $471

EZ-220V-PLC-D: EZTextPLC with built-in DeviceNet Slave comm interface, 2 Line x 20 character Vacuum Fluorescent Display (VFD), Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indicators, 
arrow adjust, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 
ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

3DAY $451

EZ-220V-PLC-P: EZTextPLC with built-in Profibus DP Slave comm interface, 2 Line x 20 character Vacuum Fluorescent Display (VFD), Nema 4,4x (indoor) front, five user defined pushbuttons with LED Indica-
tors, arrow adjust, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calen-
dar, 3 ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

TBRS $501

220P VFD EZTextPLC Page 6-18
EZ-220PV-PLC: EZTextPLC with 2 Line x 20 character Vacuum Fluorescent Display (VFD), Nema 4,4x (indoor) front, Numeric KEYPAD, five user defined pushbuttons with LED Indicators, arrow adjust, 256 
programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K 
instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

STK $442

EZ-220PV-PLC-E: EZTextPLC with built-in 10 baseT Ethernet comm interface, 2 Line x 20 character Vacuum Fluorescent Display (VFD), Nema 4,4x (indoor) front, Numeric KEYPAD, five user defined 
pushbuttons with LED Indicators, arrow adjust, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII 
port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

3DAY $541

EZ-220PV-PLC-D: EZTextPLC with built-in DeviceNet Slave comm interface, 2 Line x 20 character Vacuum Fluorescent Display (VFD), Nema 4,4x (indoor) front, Numeric KEYPAD, five user defined pushbuttons 
with LED Indicators, arrow adjust, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII port, real time 
clock/Calendar, 3 ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

3DAY $521

EZ-220PV-PLC-P: EZTextPLC with built-in Profibus DP Slave comm interface, 2 Line x 20 character Vacuum Fluorescent Display (VFD), Nema 4,4x (indoor) front, Numeric KEYPAD, five user defined 
pushbuttons with LED Indicators, arrow adjust, 256 programmable messages with up to 2 embedded read only data points and 1 read/write data point per message, Built-in high performance PLC with RS422/ASCII 
port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max.

TBRS $571

EZTextPLC Manual, Programming Software, Cables and Accessories Page 6-16
EZ-TEXTPLC-M: Hardware User Manual for EZTextPLCs. Note: EZP-EZTextPLC-M Hardware User Manual included with all EZTextPLCs. STK $35
EZ-TEXTPLC-EDIT: Programming Software for EZTextPLC STK $49
EZP-PGMCBL: Programming Cable STK $20
For other accessories, see EZTEXT Enhnaced on 2-4

EZTextPLC

6” White on Blue Page 7-22
EZP-S6W-RS-PLC:   EZTouchPLC with Slim Bezel, 5.7” STN  White on Blue  display, Nema 1 FDA Compliant front, 48 cell touch screen, 256 KB of HMI RAM (non-expandable), Built-in high perfor-
mance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. 

STK $510

EZP-S6W-RS-PLC-E: EZTouchPLC with built-in 10 baseT Ethernet comm interface, Slim Bezel, 5.7” STN  White on Blue  display, Nema 1 FDA Compliant front, 48 cell touch screen, 256 KB of HMI RAM (non-expand-
able), Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply.

3DAY $609

EZP-S6W-RS-PLC-D: EZTouchPLC with built-in DeviceNet Slave comm interface, Slim Bezel, 5.7” STN  White on Blue  display, Nema 1 FDA Compliant front, 48 cell touch screen, 256 KB of HMI RAM (non-ex-
pandable), Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. 

3DAY $589

EZP-S6W-RS-PLC-P: EZTouchPLC with built-in Profibus DP Slave comm interface, Slim Bezel, 5.7” STN  White on Blue  display, Nema 1 FDA Compliant front, 48 cell touch screen, 256 KB of HMI RAM (non-expand-
able), Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. 

TBRS $639

6” STN Monochrome Page 7-23
EZP-S6M-FS-PLC: EZTouchPLC with Slim Bezel, 5.7” STN  Monochrome display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, Built-in high performance PLC with 
RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. EZP-TouchPLC-M manual 
included with the panel.

STK $613

EZP-S6M-FS-PLC-E: EZTouchPLC with built-in 10 baseT Ethernet comm interface, Slim Bezel, 5.7” STN  Monochrome display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, 
Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. 

3DAY $712

EZP-S6M-FS-PLC-D: EZTouchPLC with built-in DeviceNet Slave comm interface, Slim Bezel, 5.7” STN  Monochrome display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, 
Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply.

3DAY $692

EZP-S6M-FS-PLC-P: EZTouchPLC with built-in Profibus DP Slave comm interface, Slim Bezel, 5.7” STN  Monochrome display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, 
Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. 

TBRS $742

6” STN Color Page 7-24
EZP-S6C-FS-PLC: EZTouchPLC with Slim Bezel, 5.7” STN Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, Built-in high performance PLC with RS422/ASCII 
port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. EZP-TouchPLC-M manual included with the panel.

STK $910

EZP-S6C-FS-PLC-E: EZTouchPLC with built-in 10 baseT Ethernet comm interface, Slim Bezel, 5.7” STN Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, 
Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. 

3DAY $1,009

EZP-S6C-FS-PLC-D: EZTouchPLC with built-in DeviceNet Slave comm interface, Slim Bezel, 5.7” STN Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, Built-
in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply.

3DAY $989

EZP-S6C-FS-PLC-P: EZTouchPLC with built-in Profibus DP Slave comm interface, Slim Bezel, 5.7” STN Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, 
Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. 

TBRS $1,139

6” TFT Color Page 7-25
EZP-T6C-FS-PLC: EZTouchPLC with Slim Bezel, 5.7” TFT Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, Built-in high performance PLC with RS422/ASCII 
port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. EZP-TouchPLC-M manual included with the panel.

STK $1,110

EZP-T6C-FS-PLC-E: EZTouchPLC with built-in 10 baseT Ethernet comm interface, Slim Bezel, 5.7” TFT Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, 
Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. 

3DAY $1,209

EZP-T6C-FS-PLC-D: EZTouchPLC with built-in DeviceNet Slave comm interface, Slim Bezel, 5.7” TFT Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, Built-
in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. 

3DAY $1,189

EZP-T6C-FS-PLC-P: EZTouchPLC with built-in Profibus DP Slave comm interface, Slim Bezel, 5.7” TFT Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 512 KB of HMI RAM, 
Built-in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 4 slots for EZIO modules for a total of 32I/O Max, and 20-30VDC power supply. 

TBRS $1,239

8” STN Color Page 7-26
EZP-S8C-FS-PLC: EZTouchPLC with Slim Bezel, 8.2” STN Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-in high performance PLC with RS422/ASCII port, 
real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. EZP-TouchPLC-M manual included with the panel.

STK $1,099

EZP-S8C-FS-PLC-E: EZTouchPLC with built-in 10 baseT Ethernet comm interface, Slim Bezel, 8.2” STN Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-in 
high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

3DAY $1,198

EZP-S8C-FS-PLC-D: EZTouchPLC with built-in DeviceNet Slave comm interface, Slim Bezel, 8.2” STN Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-in 
high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

3DAY $1,178

EZTouchPLC
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EZPLC
AC Powered EZPLC

EZPLC-A-32: EZPLC base with 32 Bit 40 MHz processor, 96-120 VAC power supply, 64K words total memory, two integrated communication ports for RS232 (programming and HMI) and RS422/485 (sup-
ports ASCII In/Out), built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max (maximum number of I/O points vary based on the type of 
EZIO modules used).

STK $129
Pg 8-27

EZPLC-A-32E: EZPLC Enhanced base with built-in 10 baseT Ethernet with 32 Bit 40 MHz processor, 96-120 VAC power supply, 64K words total memory, two integrated communication ports for RS232 
(Programming and HMI) and  RS422/485 (supports ASCII In/Out), Built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max (based on 
the type of EZIO modules utilized).

3DAY $228
Pg 8-27

EZPLC-A-48: EZPLC base with 32 Bit 40 MHz processor, 96-120 VAC power supply, 64K words total memory, two integrated communication ports for RS232 (programming and HMI) and RS422/485 (sup-
ports ASCII In/Out), built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 6 slots for EZIO modules for a total of 48I/O Max (maximum number of I/O points vary based on the type of 
EZIO modules used).

STK $168
Pg 8-28

EZPLC-A-48E: EZPLC Enhanced base with built-in 10 baseT Ethernet with 32 Bit 40 MHz processor, 96-120 VAC power supply, 64K words total memory, two integrated communication ports for RS232 
(Programming and HMI) and  RS422/485 (supports ASCII In/Out), Built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 6 slots for EZIO modules for a total of 48I/O Max (maximum 
number of I/O points vary based on the type of EZIO modules used).

3DAY $267
Pg 8-28

EZPLC-A-64: EZPLC base with 32 Bit 40 MHz processor, 96-120 VAC power supply, 64K words total memory, two integrated communication ports for RS232 (programming and HMI) and RS422/485 (sup-
ports ASCII In/Out), built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 8 slots for EZIO modules for a total of 64I/O Max (maximum number of I/O points vary based on the type of 
EZIO modules used).

STK $188
Pg 8-29

EZPLC-A-64E: EZPLC Enhanced base with built-in 10 baseT Ethernet with 32 Bit 40 MHz processor, 96-120 VAC power supply, 64K words total memory, two integrated communication ports for RS232 
(Programming and HMI) and  RS422/485 (supports ASCII In/Out), Built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 8 slots for EZIO modules for a total of 64I/O Max (maximum 
number of I/O points vary based on the type of EZIO modules used).

3DAY $287
Pg 8-29

EZPLC-A-96: EZPLC base with 32 Bit 40 MHz processor, 96-120 VAC power supply, 64K words total memory, two integrated communication ports for RS232 (programming and HMI) and RS422/485 (sup-
ports ASCII In/Out), built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 12 slots for EZIO modules for a total of 96I/O Max (maximum number of I/O points vary based on the type 
of EZIO modules used).

3DAY $219
Pg 8-30

EZPLC-A-96E: EZPLC Enhanced base with built-in 10 baseT Ethernet with 32 Bit 40 MHz processor, 96-120 VAC power supply, 64K words total memory, two integrated communication ports for RS232 
(Programming and HMI) and  RS422/485 (supports ASCII In/Out), Built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 12 slots for EZIO modules for a total of 96I/O Max (maximum 
number of I/O points vary based on the type of EZIO modules used).

3DAY $318
Pg 8-30

DC Powered EZPLC
EZPLC-D-32: EZPLC base with 32 Bit 40 MHz processor, 20-30 VDC power supply, 64K words total memory, two integrated communication ports for RS232 (programming and HMI) and RS422/485 (sup-
ports ASCII In/Out), built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max (maximum number of I/O points vary based on the type of 
EZIO modules used).

STK $111
Pg 8-27

EZPLC-D-32E: EZPLC Enhanced base with built-in 10 baseT Ethernet with 32 Bit 40 MHz processor, 20-30 VDC power supply, 64K words total memory, two integrated communication ports for RS232 
(Programming and HMI) and  RS422/485 (supports ASCII In/Out), Built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 4 slots for EZIO modules for a total of 32I/O Max (based on 
the type of EZIO modules utilized).

3DAY $210
Pg 8-27

EZPLC-D-48: EZPLC base with 32 Bit 40 MHz processor, 20-30 VDC power supply, 64K words total memory, two integrated communication ports for RS232 (programming and HMI) and RS422/485 (sup-
ports ASCII In/Out), built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 6 slots for EZIO modules for a total of 48I/O Max (maximum number of I/O points vary based on the type of 
EZIO modules used).

STK $150
Pg 8-28

EZPLC-D-48E: EZPLC Enhanced base with built-in 10 baseT Ethernet with 32 Bit 40 MHz processor, 20-30 VDC power supply, 64K words total memory, two integrated communication ports for RS232 
(Programming and HMI) and  RS422/485 (supports ASCII In/Out), Built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 6 slots for EZIO modules for a total of 48I/O Max (maximum 
number of I/O points vary based on the type of EZIO modules used).

3DAY $249
Pg 8-28

EZTouchPLC
Part Number Ship Price
EZP-S8C-FS-PLC-P: EZTouchPLC with built-in Profibus DP Slave comm interface, Slim Bezel, 8.2” STN Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-in 
high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

TBRS $1,228

8” TFT Color Page 7-27
EZP-T8C-FS-PLC: EZTouchPLC with Slim Bezel, 8.2” TFT Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-in high performance PLC with RS422/ASCII port, 
real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. EZP-TouchPLC-M manual included with the panel.

STK $1,549

EZP-T8C-FS-PLC-E: EZTouchPLC with built-in 10 baseT Ethernet comm interface, Slim Bezel, 8.2” TFT Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-in 
high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

3DAY $1,648

EZP-T8C-FS-PLC-D: EZTouchPLC with built-in DeviceNet Slave comm interface, Slim Bezel, 8.2” TFT Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-in 
high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

3DAY $1,628

EZP-T8C-FS-PLC-P: EZTouchPLC with built-in Profibus DP Slave comm interface, Slim Bezel, 8.2” TFT Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-in 
high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

TBRS $1,678

10” TFT Color Page 7-28
EZP-T10C-FS-PLC: EZTouchPLC with Slim Bezel, 10.4” TFT Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-in high performance PLC with RS422/ASCII port, 
real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. EZP-TouchPLC-M manual included with the panel.

STK $1,849

EZP-T10C-FS-PLC-E: EZTouchPLC with built-in 10 baseT Ethernet comm interface, Slim Bezel, 10.4” TFT Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-
in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

3DAY $1,948

EZP-T10C-FS-PLC-D: EZTouchPLC with built-in DeviceNet Slave comm interface, Slim Bezel, 10.4” TFT Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-in 
high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

3DAY $1,928

EZP-T10C-FS-PLC-P: EZTouchPLC with built-in Profibus DP Slave comm interface, Slim Bezel, 10.4” TFT Color display, Nema 4,4x (indoor) front, 192 cell touch screen, 512 KB of HMI RAM, Built-
in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

TBRS $1,978

15” TFT Color Page 7-29
EZP-T15C-FS-PLC: EZTouchPLC with Slim Bezel, 15” TFT Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 1MB of HMI RAM, Built-in high performance PLC with RS422/ASCII port, 
real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. EZP-TouchPLC-M manual included with the panel.

STK $2,649

EZP-T15C-FS-PLC-E: EZTouchPLC with built-in 10 baseT Ethernet comm interface, Slim Bezel, 15” TFT Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 1MB of HMI RAM, Built-
in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

3DAY $2,748

EZP-T15C-FS-PLC-D: EZTouchPLC with built-in DeviceNet Slave comm interface, Slim Bezel, 15” TFT Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 1MB of HMI RAM, Built-in 
high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

3DAY $2,728

EZP-T15C-FS-PLC-P: EZTouchPLC with built-in Profibus DP Slave comm interface, Slim Bezel, 15” TFT Color display, Nema 1 FDA Compliant front, 192 cell touch screen, 1MB of HMI RAM, Built-
in high performance PLC with RS422/ASCII port, real time clock/Calendar, 3 ms scan time for 1K instructions (typical), 8 slots for EZIO modules for a total of 64I/O Max, and 20-30VDC power supply. 

TBRS $2,778

EZTouchPLC Manual, Programming Software, Cables and Accessories Page 7-12
EZP-TOUCHPLC-M: Hardware User Manual for EZTouchPLCs. Note: EZP-EZTouchPLC-M Hardware User Manual included with all EZTouchPLCs. STK $35
EZP-TOUCHPLC-EDIT: Programming Software for EZTouchPLC STK $99
EZP-PGMCBL: Programming Cable STK $20

EZPLC, EZTouchPLC, and EZTextPLC Accessories Page 7-12
EZPLC-BAT: Replacement Battery STK $20
EZPLC-TERM5: RS422/485 5-point Terminal Block STK $4
EZPLC-DNTERM5: DeviceNet 5-Pin Field Terminal Block for DeviceNet Interface Card - EZPLCs Only STK $8
Note: For EZTouchPLC and EZTextPLC Mounting Hardware Accessories, refer to EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer Accessories Section on Page 2-13
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6” White On Blue Page 10-13
EZTCC-S6W-S: EZTouchscreen CE Computer with Slim Bezel, 5.7” STN White on Blue  display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor), Analog Resistive touch screen, AMD 333 
MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-Computer-
M manual included with the computer.

TBRS $599

EZTCC-S6W-E: EZTouchscreen CE Computer Enhanced with Slim Bezel, 5.7” STN White on Blue  display, pre-loaded with Win CE.net Professional Plus, Nema 4,4x (indoor), Analog Resistive touch 
screen, AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. 
EZTCC-Computer-M manual included with the computer.

TBRS $699

Part Number Price
Specialty Modules Page 9-28, 9-29
EZIO-4THI: 4 Channel thermocouple input module with support for J, K, S, and T type thermocouples with 0.1 degree Celcius resolution. No user power required. Page 9-28 TBRS $139
EZIO-4HSCM1: High Speed 24-Bit Counter module with support for 2 high speed quadrature encoders up to 60 KHz. 2 High speed outputs per encoder input. Page 9-29 3DAY $99
EZIO-4HSCM2: High Speed 24-Bit Counter module with support for 1 high speed quadrature encoder up to 100 KHz. Inhibit Input, Reset Input, Pre-Set Input, and 4 High Speed Outputs. Page 9-29 3DAY $99

DC Modules Page 9-8 to 9-14
EZIO-8DCI: 8 point 10-28 VDC Inputs (sink/source) Page 9-8 STK $19
EZIO-8DCOP: 8 point 10-28 VDC (source) Outputs, 0.5 Amp per point, 1.0 Amp per module. Page 9-9 STK $19
EZIO-8DCON: 8 point 10-28 VDC (sink) Outputs, 0.5 Amp per point, 1.4 Amp max per module. Page 9-10 STK $19
EZIO-8HSDCI: 8 point High Speed 10-28 VDC Inputs (sink/source), OFF to ON response=0.3 ms (typ).  Page 9-11 STK $24
EZIO-4DCI4DCON: 4 point 10-28 VDC (sink/source) Inputs; 4 point 10-28 VDC (sink) outputs, 0.5 Amp per point, 1.4 Amp max for 4 outputs. Page 9-12 STK $19
EZIO-4DCI4DCIF: 4 point 10-28 VDC (sink/source) Inputs, OFF to ON response=3 ms ( typ); 4 point High Speed 10-28 VDC (sink/source) Inputs, OFF to ON response=0.3 ms ( typ); Fast input # 8 initiates fast interrupt of 20 µs. Pg 9-13 STK $24
EZIO-4DCI4DCOP: 4 point 10-28 VDC (Sink/Source) Inputs; 4 point 10-28 VDC (source) outputs, 0.5 Amp per point, 1 Amp max for 4 DC  Outputs. Page 9-14 STK $19

AC Modules Page 9-15 to 9-17
EZIO-8ACI: 8 point 70-132 VAC Inputs. Page 9-15 STK $29
EZIO-8ACO: 8 point 70-132 VAC Outputs, 1.0 Amp per point. Page 9-16 STK $29
EZIO-4ACI4ACO: 4 point 70-132 VAC Inputs; 4 point 70-132 VAC Outputs, 1.0 Amp per point for AC Outputs. Page 9-17 STK $29

AC/DC Combo Modules Page 9-18 to 9-20
EZIO-4DCOP4ACO: 4 point 10-28VDC (source) outputs, 0.5 Amp per point, 1 Amp max for 4 DC outputs;  4 point 70-132 VAC outputs 1.0 Amp per point for AC Outputs. Page 9-18 STK $29
EZIO-4ACI4DCOP: 4 point 70-132 VAC Inputs; 4 point 10-28VDC (source) outputs, 0.5 Amp per point, 1 Amp max for 4 DC outputs. Page 9-19 STK $29
EZIO-4DCI4ACO: 4 point 10-28 VDC (sink/source) Inputs; 4 point 70-132 VAC Outputs, 1.0 Amp per point for AC Outputs. Page 9-20 STK $29

Analog Modules Page 9-24 to 9-27
EZIO-8ANIV: 8 channel Analog Input module (Voltage), 12 bit resolution; Range: 0-5VDC, 0-10VDC (switch selectable). Page 9-24 STK $99
EZIO-8ANIC: 8 channel Analog Input module (Current), 12 bit resolution; Range:0-20 mA, 4-20mA (switch selectable). Page 9-25 STK $99
EZIO-4ANI4ANOV: 4 Channel Analog Inputs; 4 Channel Analog Outputs; 12-Bit resolution, 0-5VDC or 0-10VDC (switch selectable). Page 9-26 STK $99
EZIO-4ANI4ANOC: 4 Channel Analog Inputs; 4 Channel Analog Outputs; 12-Bit resolution, 0-20 mA or 4-20mA (switch selectable). Page 9-27 TBRS $99

Relay Modules Page 9-21 to 9-23
EZIO-4RLO: 4 point Relay Outputs, 5-180 VDC Max or 20-132 VAC; 4 Relays with Electrostatic Field Protection, Normally open (NO) contacts, 1.0 Amp Max Carry current per output.. Pg 9-21 STK $34
EZIO-4ACI4RLO: 4 point 70-132 VAC Inputs; 4 point Relay Outputs, 5-180 VDC Max or 20-132 VAC; 4 Relays with Electrostatic Field Protection, Normally open (NO) contacts, 1.0 Amp Max Carry current per output.. Pg 
9-22

STK $39

EZIO-4DCIP4RLO: 4 point 10-28 VDC (sink/source) Inputs; 4 point Relay Outputs, 5-180 VDC Max or 20-132 VAC; 4 Relays with Electrostatic Field Protection, Normally open (NO) contacts, 1.0 Amp Max Carry current per output.. Pg 9-23 STK $39

EZI/O Manual and Accessories Page 9-4
EZIO-M: Hardware Manual for EZIO Modules. Note: EZIO Modules are shipped without User Manual. Sold separately STK $25
EZIO-DUMMY: Dummy Module for EZPLC, EZTouchPLC, and EZTextPLC Open Slots STK $5
EZIO-TERM11: 11 Pin Removable 3.5mm Phoenix Terminal Block for EZIO Modules STK $5
EZIO-TERM11CJC: 11 Pin Removable 3.5mm Phoenix Terminal Block for Thermocouple Module with Built-in Cold Junction Compensator STK $15
EZIO-SCDRV: Pack of two 2.5mm blade screwdrivers for EZIO’s Phoenix Terminal Blocks STK $5

EZIO

Part Number Ship Price
EZPLC-D-64: EZPLC base with 32 Bit 40 MHz processor, 20-30 VDC power supply, 64K words total memory, two integrated communication ports for RS232 (programming and HMI) and RS422/485 (sup-
ports ASCII In/Out), built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 8 slots for EZIO modules for a total of 64I/O Max (maximum number of I/O points vary based on the type of 
EZIO modules used).

STK $170
Pg 8-29

EZPLC-D-64E: EZPLC Enhanced base with built-in 10 baseT Ethernet with 32 Bit 40 MHz processor, 20-30 VDC power supply, 64K words total memory, two integrated communication ports for RS232 
(Programming and HMI) and  RS422/485 (supports ASCII In/Out), Built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 8 slots for EZIO modules for a total of 64I/O Max (maximum 
number of I/O points vary based on the type of EZIO modules used).

3DAY $269
Pg 8-29

EZPLC-D-96: EZPLC base with 32 Bit 40 MHz processor, 20-30 VDC power supply, 64K words total memory, two integrated communication ports for RS232 (programming and HMI) and RS422/485 (sup-
ports ASCII In/Out), built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 12 slots for EZIO modules for a total of 96I/O Max (maximum number of I/O points vary based on the type 
of EZIO modules used).

3DAY $190
Pg 8-30

EZPLC-D-96E: EZPLC Enhanced base with built-in 10 baseT Ethernet with 32 Bit 40 MHz processor, 20-30 VDC power supply, 64K words total memory, two integrated communication ports for RS232 
(Programming and HMI) and  RS422/485 (supports ASCII In/Out), Built-in real time clock/Calendar, 3 ms scan time for 1K instructions (typical), and 12 slots for EZIO modules for a total of 96I/O Max (maximum 
number of I/O points vary based on the type of EZIO modules used).

3DAY $289
Pg 8-30

Communication Interface Modules (EZPLC Only) Page 8-24
EZPLC-DEVICENET: DeviceNet slave communication interface card for EZPLC ONLY. 5 point removable terminal block STK $79
EZPLC-PROFIBUS: Profibus DP slave communication interface card for EZPLC ONLY. Standard 9-pin female D-sub connector allows baud rates up to 12MB with auto baud rate detection. TBRS $129

EZPLC Manual, Programming Software, Cables, and Accessories Page 8-24
EZPLC-M: Hardware User Manual For EZPLC - All Models. Note: EZPLCs are shipped WITHOUT User Manual. Sold separately STK $30
EZPLC-CM: Hardware User Manual For DeviceNet, Profibus, and Ethernet Options STK $25
EZPLC-EDIT: EZPLC Programming Software STK $49
EZP-PGMCBL: Programming Cable STK $20

EZPLC

EZCE Touchscreen Computer
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Part Number Ship Price
6” Monochrome Page 10-14
EZTCC-S6M-S: EZTouchscreen CE Computer with Slim Bezel, 5.7” STN Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor), Analog Resistive touch screen, AMD 333 
MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-Computer-
M manual included with the computer.

TBRS $749

EZTCC-S6M-E: EZTouchscreen CE Computer Enhanced with Slim Bezel, 5.7” STN Monochrome display, pre-loaded with Win CE.net Professional Plus, Nema 4,4x (indoor), Analog Resistive touch 
screen, AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. 
EZTCC-Computer-M manual included with the computer.

TBRS $849

6” STN Color Page 10-15
EZTCC-S6C-S: EZTouchscreen CE Computer with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor), Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-Computer-M manual 
included with the computer.

TBRS $899

EZTCC-S6C-E: EZTouchscreen CE Computer Enhanced with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net Professional Plus, Nema 4,4x (indoor), Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-
Computer-M manual included with the computer.

TBRS $999

6” TFT Color Page 10-16
EZTCC-T6C-S: EZTouchscreen CE Computer with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor), Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-Computer-M manual 
included with the computer.

TBRS $1,199

EZTCC-T6C-E: EZTouchscreen CE Computer Enhanced with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net Professional Plus, Nema 4,4x (indoor), Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-
Computer-M manual included with the computer.

TBRS $1,299

8” STN Color Page 10-17
EZTCC-S8C-S: EZTouchscreen CE Computer with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor), Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-Computer-M manual 
included with the computer.

TBRS $1,299

EZTCC-S8C-E: EZTouchscreen CE Computer Enhanced with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net Professional Plus, Nema 4,4x (indoor), Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-
Computer-M manual included with the computer.

TBRS $1,399

8” TFT Color Page 10-18
EZTCC-T8C-S: EZTouchscreen CE Computer with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor), Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-Computer-M manual 
included with the computer.

TBRS $1,499

EZTCC-T8C-E: EZTouchscreen CE Computer Enhanced with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net Professional Plus, Nema 4,4x (indoor), Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-
Computer-M manual included with the computer.

TBRS $1,599

10” TFT Color Page 10-19
EZTCC-T10C-S: EZTouchscreen CE Computer with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor), Analog Resistive touch screen, AMD 333 MHz 
32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-Computer-M 
manual included with the computer.

TBRS $1,799

EZTCC-T10C-E: EZTouchscreen CE Computer Enhanced with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net Professional Plus, Nema 4,4x (indoor), Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-
Computer-M manual included with the computer.

TBRS $1,899

15” TFT Color Page 10-20
EZTCC-T15C-S: EZTouchscreen CE Computer with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor), Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-Computer-M manual 
included with the computer.

TBRS $1,999

EZTCC-T15C-E: EZTouchscreen CE Computer Enhanced with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net Professional Plus, Nema 4,4x (indoor), Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. EZTCC-
Computer-M manual included with the computer.

TBRS $2,099

EZTouchscreen CE Computer Accessories Page 10-10
EZTCC-COMPUTER-M: Hardware and Installation manual for EZTouchscreen CE Computer. This manual is included with every CE Computer. Note: Hardware and Installation included with every 
CE Computer.

TBRS $15

EZP-BAT: Replacement 1/2 AA, 3.6 volt lithium battery for EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $20
EZP-BRK-1: Optional DIN rail clips. Only for 6” models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer (package of 2). STK $15
EZP-COMCON3: 15-pin male D-sub connectors with terminal blocks, for connecting RS422 network cable to EZ Products STK $19
EZP-PANEL6-GSK: Replacement gasket for 6-inch EZPanel Enhanced operator interface (standard, NON-SLIM) bezels only. STK $8
EZP-PANEL8-GSK: Replacement gasket for 8-inch EZPanel Enhanced operator interface (standard, NON-SLIM) bezels only. STK $8
EZP-PANEL10-GSK: Replacement gasket for 10-inch EZPanel Enhanced operator interface (standard, NON-SLIM) bezels only. STK $8
EZP-PANEL-STUDS: Spare mounting studs for for EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer panels. Comes in package of 8 with nuts. STK $8
EZP-6SLIMF-GSK: Replacement gasket for Slim Bezel 6 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $8
EZP-8SLIMF-GSK: Replacement gasket for Slim Bezel 8 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $25
EZP-10SLIMF-GSK: Replacement gasket for Slim Bezel 10 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $30
EZP-15SLIMF-GSK: Replacement gasket for Slim Bezel 15 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $34
EZP-COV6: Pack of 3 protective shields for 6 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $20
EZP-COV8: Pack of 3 protective shields for 8 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $34
EZP-COV10: Pack of 3 protective shields for 10 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $38
EZP-COV15: Pack of 3 protective shields for 15 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $56

EZCE Touchscreen Computer (To Be Released Soon)

EZCE Touchpanel (To Be Released Soon)

6” White On Blue Page 11-30
EZC-S6W-S: EZCE Touchpanel with Slim Bezel, 5.7” STN  White on Blue  display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below 
are supported.

TBRS $699

EZC-S6W-SU: EZCE Touchpanel with Slim Bezel, 5.7” STN  White on Blue  display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for Ethernet/IP, DF1 over 
Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers. 

TBRS $1,098
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EZCE Touchpanel (To Be Released Soon)
Part Number Ship Price
EZC-S6W-E: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN  White on Blue  display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the 
serial drivers listed below are supported.

TBRS $799

EZC-S6W-EU: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN  White on Blue  display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch 
screen, AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port 
built-in for Ethernet/IP, DF1 over Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $1,198
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EZC-S6M-S: EZCE Touchpanel with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $799

EZC-S6M-SD: EZCE Touchpanel with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet interface. The panel 
also provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $1,699

EZC-S6M-SH: EZCE Touchpanel with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data Highway Plus (DH+) or 
Remote I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $1,299

EZC-S6M-SM: EZCE Touchpanel with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus interface. The 
panel also provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $1,299

EZC-S6M-SP: EZCE Touchpanel with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus interface. The panel 
also provides support for all the serial drivers when not communicating via Profibus. 

TBRS $1,699

EZC-S6M-SC: EZCE Touchpanel with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink interface. The panel also 
provides support for all the serial drivers when not communicating via CCLink.

TBRS $1,299

EZC-S6M-SU: EZCE Touchpanel with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for Ethernet/IP, DF1 over 
Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $1,198

EZC-S6M-E: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the 
serial drivers listed below are supported.

TBRS $899

EZC-S6M-ED: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet 
interface. The panel also provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $1,799

EZC-S6M-EH: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data 
Highway Plus (DH+) or Remote I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $1,399

EZC-S6M-EM: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS 
Plus interface. The panel also provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $1,399

EZC-S6M-EP: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus 
interface. The panel also provides support for all the serial drivers when not communicating via Profibus. 

TBRS $1,799

EZC-S6M-EC: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink 
interface. The panel also provides support for all the serial drivers when not communicating via CCLink.

TBRS $1,399

EZC-S6M-EU: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for 
Ethernet/IP, DF1 over Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $1,298
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EZC-S6C-S: EZCE Touchpanel with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 64MB 
RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $899

EZC-S6C-SD: EZCE Touchpanel with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit proces-
sor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet interface. The panel also 
provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $1,799

EZC-S6C-SH: EZCE Touchpanel with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data Highway Plus (DH+) or Remote 
I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $1,399

EZC-S6C-SM: EZCE Touchpanel with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus interface. The panel also 
provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $1,399

EZC-S6C-SP: EZCE Touchpanel with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus interface. The panel also provides 
support for all the serial drivers when not communicating via Profibus. 

TBRS $1,799

EZC-S6C-SC: EZCE Touchpanel with Slim Bezel, 5.7” STN  Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink interface. The panel also 
provides support for all the serial drivers when not communicating via CCLink.

TBRS $1,399

EZC-S6C-SU: EZCE Touchpanel with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for Ethernet/IP, DF1 over Ethernet, 
Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $1,298

EZC-S6C-E: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $999

EZC-S6C-ED: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet 
interface. The panel also provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $1,899

EZC-S6C-EH: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data 
Highway Plus (DH+) or Remote I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $1,499

EZC-S6C-EM: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus 
interface. The panel also provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $1,499

EZC-S6C-EP: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus inter-
face. The panel also provides support for all the serial drivers when not communicating via Profibus. 

TBRS $1,899

EZC-S6C-EC: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink inter-
face. The panel also provides support for all the serial drivers when not communicating via CCLink.

TBRS $1,499
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EZCE Touchpanel (To Be Released Soon)
Part Number Ship Price
EZC-S6C-EU: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for 
Ethernet/IP, DF1 over Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $1,398

6” TFT Color Page 11-33
EZC-T6C-S: EZCE Touchpanel with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 64MB 
RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $1,299

EZC-T6C-SD: EZCE Touchpanel with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit proces-
sor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet interface. The panel also 
provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $2,199

EZC-T6C-SH: EZCE Touchpanel with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data Highway Plus (DH+) or Remote 
I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $1,799

EZC-T6C-SM: EZCE Touchpanel with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus interface. The panel also 
provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $1,799

EZC-T6C-SP: EZCE Touchpanel with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus interface. The panel also provides 
support for all the serial drivers when not communicating via Profibus. 

TBRS $2,199

EZC-T6C-SC: EZCE Touchpanel with Slim Bezel, 5.7” TFT  Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink interface. The panel also 
provides support for all the serial drivers when not communicating via CCLink.

TBRS $1,799

EZC-T6C-SU: EZCE Touchpanel with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for Ethernet/IP, DF1 over Ethernet, 
Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $1,698

EZC-T6C-E: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $1,399

EZC-T6C-ED: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet 
interface. The panel also provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $2,299

EZC-T6C-EH: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data 
Highway Plus (DH+) or Remote I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $1,899

EZC-T6C-EM: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus 
interface. The panel also provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $1,899

EZC-T6C-EP: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus inter-
face. The panel also provides support for all the serial drivers when not communicating via Profibus. 

TBRS $2,299

EZC-T6C-EC: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink inter-
face. The panel also provides support for all the serial drivers when not communicating via CCLink.

TBRS $1,899

EZC-T6C-EU: EZCE Touchpanel Enhanced with Slim Bezel, 5.7” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for 
Ethernet/IP, DF1 over Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $1,798
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EZC-S8C-S: EZCE Touchpanel with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 64MB 
RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $1,399

EZC-S8C-SD: EZCE Touchpanel with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit proces-
sor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet interface. The panel also 
provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $2,299

EZC-S8C-SH: EZCE Touchpanel with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data Highway Plus (DH+) or Remote 
I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $1,899

EZC-S8C-SM: EZCE Touchpanel with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus interface. The panel also 
provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $1,899

EZC-S8C-SP: EZCE Touchpanel with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus interface. The panel also provides 
support for all the serial drivers when not communicating via Profibus. 

TBRS $2,299

EZC-S8C-SC: EZCE Touchpanel with Slim Bezel, 8.2” STN  Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink interface. The panel also 
provides support for all the serial drivers when not communicating via CCLink.

TBRS $1,899

EZC-S8C-SU: EZCE Touchpanel with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for Ethernet/IP, DF1 over Ethernet, 
Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $1,798

EZC-S8C-E: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $1,499

EZC-S8C-ED: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet 
interface. The panel also provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $2,399

EZC-S8C-EH: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data 
Highway Plus (DH+) or Remote I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $1,999

EZC-S8C-EM: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus 
interface. The panel also provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $1,999

EZC-S8C-EP: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus inter-
face. The panel also provides support for all the serial drivers when not communicating via Profibus. 

TBRS $2,399

EZC-S8C-EC: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink inter-
face. The panel also provides support for all the serial drivers when not communicating via CCLink.

TBRS $1,999

EZC-S8C-EU: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” STN Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for 
Ethernet/IP, DF1 over Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $1,898
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EZCE Touchpanel (To Be Released Soon)
Part Number Ship Price
8” TFT Color Page 11-35
EZC-T8C-S: EZCE Touchpanel with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 64MB 
RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $1,599

EZC-T8C-SD: EZCE Touchpanel with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit proces-
sor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet interface. The panel also 
provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $2,499

EZC-T8C-SH: EZCE Touchpanel with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data Highway Plus (DH+) or Remote 
I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $2,099

EZC-T8C-SM: EZCE Touchpanel with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus interface. The panel also 
provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $2,099

EZC-T8C-SP: EZCE Touchpanel with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus interface. The panel also provides 
support for all the serial drivers when not communicating via Profibus. 

TBRS $2,499

EZC-T8C-SC: EZCE Touchpanel with Slim Bezel, 8.2” TFT Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink interface. The panel also 
provides support for all the serial drivers when not communicating via CCLink.

TBRS $2,099

EZC-T8C-SU: EZCE Touchpanel with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in 
FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for Ethernet/IP, DF1 over Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $1,998

EZC-T8C-E: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $1,699

EZC-T8C-ED: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet 
interface. The panel also provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $2,599

EZC-T8C-EH: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data 
Highway Plus (DH+) or Remote I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $2,199

EZC-T8C-EM: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus 
interface. The panel also provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $2,199

EZC-T8C-EP: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus inter-
face. The panel also provides support for all the serial drivers when not communicating via Profibus. 

TBRS $2,599

EZC-T8C-EC: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink inter-
face. The panel also provides support for all the serial drivers when not communicating via CCLink.

TBRS $2,199

EZC-T8C-EU: EZCE Touchpanel Enhanced with Slim Bezel, 8.2” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for 
Ethernet/IP, DF1 over Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $2,098

10” TFT Color Page 11-36
EZC-T10C-S: EZCE Touchpanel with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 64MB 
RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $1,899

EZC-T10C-SD: EZCE Touchpanel with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit proces-
sor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet interface. The panel also 
provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $2,799

EZC-T10C-SH: EZCE Touchpanel with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data Highway Plus (DH+) or 
Remote I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $2,399

EZC-T10C-SM: EZCE Touchpanel with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit proces-
sor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus interface. The panel 
also provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $2,399

EZC-T10C-SP: EZCE Touchpanel with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit proces-
sor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus interface. The panel also 
provides support for all the serial drivers when not communicating via Profibus. 

TBRS $2,799

EZC-T10C-SC: EZCE Touchpanel with Slim Bezel, 10.4” TFT Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink interface. The panel also 
provides support for all the serial drivers when not communicating via CCLink.

TBRS $2,399

EZC-T10C-SU: EZCE Touchpanel with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for Ethernet/IP, DF1 over 
Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $2,298

EZC-T10C-E: EZCE Touchpanel Enhanced with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $1,999

EZC-T10C-ED: EZCE Touchpanel Enhanced with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet 
interface. The panel also provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $2,899

EZC-T10C-EH: EZCE Touchpanel Enhanced with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data 
Highway Plus (DH+) or Remote I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $2,499

EZC-T10C-EM: EZCE Touchpanel Enhanced with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus 
interface. The panel also provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $2,499

EZC-T10C-EP: EZCE Touchpanel Enhanced with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus 
interface. The panel also provides support for all the serial drivers when not communicating via Profibus. 

TBRS $2,899

EZC-T10C-EC: EZCE Touchpanel Enhanced with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink 
interface. The panel also provides support for all the serial drivers when not communicating via CCLink.

TBRS $2,499

EZC-T10C-EU: EZCE Touchpanel Enhanced with Slim Bezel, 10.4” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for 
Ethernet/IP, DF1 over Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $2,398

15” TFT Color Page 11-37
EZC-T15C-S: EZCE Touchpanel with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 64MB 
RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $2,699

EZC-T15C-SD: EZCE Touchpanel with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit proces-
sor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet interface. The panel also 
provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $3,599
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EZMonitor
EZ-10M: 10.4” SVGA TFT Color Display (600 vertical by 800 horizontal pixel array), 262,144 colors, 220cd/m2 (Typ.) Surface luminance, Contrast Ratio of 400:1, Industrial housing with Nema 4/4x front. Page 12-6 STK $999
EZ-12M: 12.1” SVGA TFT Color Display (600 vertical by 800 horizontal pixel array), 262,144 colors, 300cd/m2 (Typ.) Surface luminance, Contrast Ratio of 200:1, Industrial housing with Nema 4/4x front. Page 12-7 STK $999
EZ-15M: 15” XGA TFT Color Display (768 vertical by 1024 horizontal pixel array), 16M colors, 250cd/m2 (Typ.) Surface luminance, Contrast Ratio of 350:1, Industrial housing with Nema 4/4x front. Page 12-8 STK $1,099
EZ-17M: 17” SXGA TFT Color Display (1024 vertical by 1280 horizontal pixel array), 16.2M colors, 250cd/m2 (Typ.) Surface luminance, Contrast Ratio of 400:1, Industrial housing with Nema 4/4x front. Page 12-9 STK $1,199
EZ-10MT: 10.4” SVGA TFT Color Display (600 vertical by 800 horizontal pixel array) with Analog Resistive Touch Screen, 262,144 colors, 220cd/m2 (Typ.) Surface luminance, Contrast Ratio of 400:1, Industrial housing with Nema 4/4x front. Page 12-6 STK $1,099
EZ-12MT: 12.1” SVGA TFT Color Display (600 vertical by 800 horizontal pixel array) with Analog Resistive Touch Screen, 262,144 colors, 300cd/m2 (Typ.) Surface luminance, Contrast Ratio of 200:1, Industrial housing with Nema 4/4x front. Page 12-7 STK $1,199
EZ-15MT: 15” XGA TFT Color Display (768 vertical by 1024 horizontal pixel array) with Analog Resistive Touch Screen, 16M colors, 250cd/m2 (Typ.) Surface luminance, Contrast Ratio of 350:1, Industrial housing with Nema 4/4x front. Page 12-8 STK $1,299
EZ-17MT: 17” SXGA TFT Color Display (1024 vertical by 1280 horizontal pixel array) with Analog Resistive Touch Screen, 16.2M colors, 250cd/m2 (Typ.) Surface luminance, Contrast Ratio of 400:1, Industrial housing with Nema 4/4x front. Page 12-9 STK $1,499

EZMonitor Accessories Page 12-5
EZ-MPS-A: Molded design power supply: Input: 110V-240VDC at 50-60Hz, Output: 12VDC, 3.3A STK $39
EZ-MPS-B: Molded design power supply: Input: 110V-240VDC at 50-60Hz, Output: 12VDC, 5A STK $49
EZ-MVCBL-10: 10’ shielded video cable STK $29
EZ-MVCBL-25: 25’ shielded video cable STK $49
EZ-MVCBL-50: 50’ shielded video cable STK $75
EZ-TERM3: 3 Point Terminal Block Adapter for Power Input STK $29

EZMonitor

EZCE Touchpanel (To Be Released Soon)

Part Number Ship Price
EZC-T15C-SH: EZCE Touchpanel with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit proces-
sor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet interface. The panel also 
provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $3,199

EZC-T15C-SM: EZCE Touchpanel with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit proces-
sor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus interface. The panel 
also provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $3,199

EZC-T15C-SP: EZCE Touchpanel with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 
64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus interface. The panel also provides 
support for all the serial drivers when not communicating via Profibus. 

TBRS $3,599

EZC-T15C-SC: EZCE Touchpanel with Slim Bezel, 15” TFT Monochrome display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink interface. The panel also 
provides support for all the serial drivers when not communicating via CCLink.

TBRS $3,199

EZC-T15C-SU: EZCE Touchpanel with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 core, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in 
FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for Ethernet/IP, DF1 over Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $3,098

EZC-T15C-E: EZCE Touchpanel Enhanced with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 333 MHz 32 bit 
processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. All the serial drivers listed below are supported.

TBRS $2,799

EZC-T15C-ED: EZCE Touchpanel Enhanced with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. DeviceNet 
interface. The panel also provides support for all the serial drivers when not communicating via DeviceNet.

TBRS $3,699

EZC-T15C-EH: EZCE Touchpanel Enhanced with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. A-B Data 
Highway Plus (DH+) or Remote I/O interface. The panel also provides support for all the serial drivers when not communicating via DH+ or Remote I/O. 

TBRS $3,299

EZC-T15C-EM: EZCE Touchpanel Enhanced with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. MODBUS Plus 
interface. The panel also provides support all the serial drivers when not communicating via MODBUS Plus.

TBRS $3,299

EZC-T15C-EP: EZCE Touchpanel Enhanced with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. Profibus 
interface. The panel also provides support for all the serial drivers when not communicating via Profibus. 

TBRS $3,699

EZC-T15C-EC: EZCE Touchpanel Enhanced with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, 
AMD 333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, 1 RS232/422/485 port, and 20-30VDC operating range. CCLink 
interface. The panel also provides support for all the serial drivers when not communicating via CCLink.

TBRS $3,299

EZC-T15C-EU: EZCE Touchpanel Enhanced with Slim Bezel, 15” TFT Color display, pre-loaded with Win CE.net 4.2 Professional Plus, Nema 4,4x (indoor) front, Analog Resistive touch screen, AMD 
333 MHz 32 bit processor, 64MB RAM, 32MB built-in FLASH, Compact FLASH Slot, Ethernet port, 1 USB Host port, 1 RS232 port, and 20-30VDC operating range. Universal Ethernet Port built-in for 
Ethernet/IP, DF1 over Ethernet, Modbus TCP/IP, and GE SRTP. No support for serial drivers.

TBRS $3,198

NOTE: EZCE Touchpanel Enhanced panels (except -K & -E models) support EZPLCs with EZ Protocol; Aromat Mewtocol COM, Control Techniques Unidrive 2-wire, 4-wire Binary; IDEC ComputerLink; Siemens S7200; Square-D Symax 300 Series CPU, 400 series CPU; TI5x5 
series CPU with TBP or NITP; Uni-Telway Telemecanique TSX 37 Micro with UNI-TE; ;DL05/06, DL105, DL205, DL305, DL405 serial protocols, including K-sequence, DirectNet and Koyo Modbus; Allen-Bradley SLC 5/03, SLC 5/04, SLC 5/05, PLC5, MicroLogix 1000, 1200 and 
1500 CPUs with DF1 or DH485 protocols; Siemens S7 300/400 PLCs (MPI Adapter, 3964R protocol); GE Fanuc 90/30 and 90/70 series with SNPX and any Series Six PLC with CCM2 protocol; standard MODBUS; Omron’s C200 and C500 with HostLink protocol; Mitsubishi 
FX Series. -K models support DirectLOGIC PLC protocols only. Other protocols available with pre-installed interface card based on part number; All panels come with EZC-TOUCHPANEL-M User Manual. Configuration software, cables, and connectors sold separately.
EZCE Touchpanel Manual, Programming Software and Cables Page 11-27
EZC-TOUCHPANEL-M: Hardware and Installation manual for EZCE Touchpanel operator interfaces. Note: EZC-Touchpanel-M Hardware and User Manual included with every EZCE Touchpanel TBRS $15
EZP-PGMCBL: Programming cable  TBRS $20
EZP-PANELEDIT: EZPanel Enhanced and EZCE Touchpanel Programming Software CD TBRS $99
EZP-BAT: Replacement 1/2 AA, 3.6 volt lithium battery for EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $20
EZP-BRK-1: Optional DIN rail clips. Only for 6” models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer (package of 2). STK $15
EZP-COMCON3: 15-pin male D-sub connectors with terminal blocks, for connecting RS422 network cable to EZ Products STK $19
EZP-PANEL6-GSK: Replacement gasket for 6-inch EZPanel Enhanced operator interface (standard, NON-SLIM) bezels only. STK $8
EZP-PANEL8-GSK: Replacement gasket for 8-inch EZPanel Enhanced operator interface (standard, NON-SLIM) bezels only. STK $8
EZP-PANEL10-GSK: Replacement gasket for 10-inch EZPanel Enhanced operator interface (standard, NON-SLIM) bezels only. STK $8
EZP-PANEL-STUDS: Spare mounting studs for for EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer panels. Comes in package of 8 with nuts. STK $8
EZP-6SLIMF-GSK: Replacement gasket for Slim Bezel 6 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $8
EZP-8SLIMF-GSK: Replacement gasket for Slim Bezel 8 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $25
EZP-10SLIMF-GSK: Replacement gasket for Slim Bezel 10 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $30
EZP-15SLIMF-GSK: Replacement gasket for Slim Bezel 15 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer. STK $34
EZP-COV6: Pack of 3 protective shields for 6 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $20
EZP-COV8: Pack of 3 protective shields for 8 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $34
EZP-COV10: Pack of 3 protective shields for 10 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $38
EZP-COV15: Pack of 3 protective shields for 15 inch models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchscreen CE Computer STK $56
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EZAutomation - Price List

Our Products are Designed and Built in the USA

American Pride in Manufacturing
All Research, Development and Manufacturing for EZAutomation 
is done at our plant in Bettendorf, IA. 

Almost all products in 
this catalog have been 
manufactured with pride in 
the USA by AVG/EZAutomation

A Brief Overview of AVG
AVG, an American Group of companies, is vertically 
integrated to design and manufacture state of the art 
electronic products, cost effectively, for the best Return On 
Investment for our customers.  

Significant Highlights & Core Competencies...
• Established in 1975, AVG has introduced more than 
500 innovative new products.

• Extensive hardware, firmware, & software design 
capability, in Illinois &  Iowa.  

• Hold 20+ Patents & 15 New Pending

• Has an installed base of over $1 Billion in fortune 
500 companies such as Ford, GM, P&G, Abbot, Miller, 
& IBM.

• PCB fabrication.

• 3 EMS Plants for  Com-
plete Turn Key Assembly 
& Box Build.

•  Thick Film Hybrids.

• One of the largest semi-
conductor FABs.

• Known for “Uticor Tough,” High Reliability, HALT-
HASSed Products, designed to operate in harsh 
industrial environments.

• In the fore-front of  High Technology such as BGA 
and controlled impedance high density board 
products.

4140 Utica Ridge Road
Bettendorf, IA 52722
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EZAutomation - EZPanel Enhanced

EZPanel Enhanced
We named our touch panels EZPanel Enhanced because we added even more features 
to the original EZTouch panels, designed and built by AVG, the Easiest to configure 
PLC touch screens in the business. These panels quickly connect to most popular 
PLCs, and sport ridiculously low prices. Check out our offering and the many features 
and options that make EZPanel Enhanced panels the best value on the market. 

ENHANCED COSTS LESS!!

The Most SENSIBLE PLC Touch Panels!  
8 EXPANDED MODELS

12 NEW DRIVERS
AB Drivers with 
String Support

AND GET THIS...

EZ Pane l TM

$2499
Starting At

15” Color TFT/FDA
1MB (2 MB max.)

$399
Starting At

6” White on Blue
512KB

6” TFT
512KB (1.5 MB max.)

 8” TFT
512KB (1.5 MB max.)

$399 $899 $1299
Starting At

Starting At

NEW NEW
NEW
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What Does EZPanel Enhanced Offer?

E N H A N C E M E N T S

TO EXISTING 
EZTOUCH CUSTOMERS!!

Y O U  H AV E  A S K E D  F O R !
Our Tech Support Group has been supporting 
the EZTouch product line since its introduction in 
2001 and has constantly earned high marks from 
you.  

We asked them to find out from EZTouch 
customers what they would 
like to see improved in the 
panel. These enhancements 
are a direct result of your 
feedback. 

1

2

Enhanced AB Drivers
• Support for String & Long File 

types in AB drivers
• Support for full range of I/O and 

direct addressing of I/O for DF1 
and Micrologix

• Driver for SLC 5/05 over Ethernet 
(legacy Ethernet I/P)

• Support ControlLogix and 
Compact Logix Tag names

• Support for binary files (B3:0/0) 
using shortcut method of B3/0, 
B3/1, B3/2

New Programming 
Software 
Enhancements

• Overlapping of objects
• Free sizing of touch objects
• Pick and Apply styles
• Display of Tag addresses on objects
• Support for Importing Image Formats: 

JPEG, GIF, ICO
• New 4,000 Symbol Library

Then we added the following new 
PLC Drivers:

• Aromat Mewtocol COM
• Control Techniques - Unidrive 2-wire, 4-wire (binary)
• Control Technology Corp. (CTC) - CTC2600, 2700 and 5100 (CTC 

Binary)
• EZPLC
• Idec Computer Link
• Mitsubishi - CC Link (CC Link protocol)
• Siemens S7-200
• Square D Symax - 300 Series CPU, 400 Series CPU (Symax)
• Texas Instruments - TI5x5 Series, TI505, TI545-1102, TI545-1104 

(Transparent Byte Protocol or Non-Intelligent Terminal Protocol)
• Uni-Telway - Telemecanique TSX 37 Micro (UNI-TE Version 1.1)

3

AB Driver with String Support
NEW

Universal Ethernet: DF1 for AB, I/P for 
ControlLogix, SRTP for GE and ModBus TCP/IP

NEW

NEW

Even more drivers 
have been added 
to our already huge 
list of drivers

NEW

with the purchase 
of an EZPanel Enhanced
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EZAutomation - EZPanel Enhanced

SENSIBLE Hardware Common 
To All Models
Most Touch Panel manufacturers offer high end features such as  
Trend Graphs, etc. only in their high end (10” and above) models. 
NOT US!  Our feature set as well as programming language is 
common to all models from 6” White on Blue to 15” TFT. 

EZiest to use programming 
software as proclaimed by 
over 10,000 customers

6” Slim Bezel
White on Blue 6” Monochrome 6” Slim Bezel 

Monochrome

6” Slim Bezel
TFT Color

6” Slim Bezel
STN Color6” STN Color

8” Slim Bezel
STN Color

8” Slim Bezel
TFT Color 10” Slim Bezel

TFT Color

15” Slim Bezel
TFT Color

$399

EZ Pane l TM

$419

Common Features and Common  Programming Language for All Models

$419
Starting At

$699
Starting At

$699
Starting At

$899
Starting At

$949
Starting At

$1299
Starting At

$1649
Starting At

$2499
Starting At

NEW!

NEW!

NEW!

Now Connects
to 9 Networks

Now Connects
to 9 Networks

Now Connects
to 9 Networks Now Connects

to 9 Networks

Now Connects
to 9 Networks
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Ethernet Communications to PLC
AB’s DF1, AB’s I/P,  GE SRTP, Modbus TCP/IP

AB’s DF1 over Ethernet
As many small to medium sized PLCs 
from AB prefer to communicate over 
Ethernet using DF1 protocol, we have 
introduced this new option for only $399.

AB’s I/P over Ethernet

AB’s Ethernet I/P is getting increasingly popular with the use of ControlLogix 
platforms. The current EZP-FSE models do not allow communication to SLC505 
because it is limited to Ethernet IP IO protocol. The EZPanel Enhanced no longer has 
that limitation. In addition, the cost savings are great!

GE SRTP over Ethernet
As the use of industrial Ethernet is increasing 
in most plants, GE is also promoting the use of 
Ethernet with SRTP protocol. As of the printing 
of this catalog, EZPanel Enhanced is one of 
the few panels that can communicate with the 
SRTP protocol. 

This is a great new enhancement for the EZPanel product line. Until now, the 
Original EZTouch was limited to Ethernet communications with only Modbus 
TCP/IP and AB’s IP protocols. Now the EZPanel Enhanced is available with 
Ethernet that supports AB’s DF1 protocol, an enhanced AB’s IP protocol to com-
municate to ControlLogix, Modbus TCP/IP and GE’s SRTP protocol, not available 
on most panels.

$399
ONLY

ADDER
FOR ETHERNET I/P

AND SRTP

EZ-T10C-FSE
10 inch EZTouch with the 

old Ethernet I/P for AB

$2999 $2098

EZP-T10C-FSU

VS
10 inch EZPanel with  Enhanced 

Ethernet I/P for AB
with Support for Tag Names 

 

EZTouch

NEW

NEW

    SAVING $900

EZ Pane l TM

The Original
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EZAutomation - EZPanel Enhanced

EZPanel Programming Software Enhancements
EZPanel Enhanced Editor is an upgraded Programming 

Software that is also compatible with the original 
EZTouch. This enhanced Editor supports all the new 

PLC drivers as well as new convenience features 
requested by our customers over the last four years. 

Overlapping of Objects
Many times, an operator will want a great deal of information available on one screen at any given time. Getting all this information 
to fit, however, can be quite a task. Allowing objects to overlap is just one more way you can save a great deal of screen real estate. 
In our example below, 

Free Sizing of Touch Objects
EZPanel’s Enhanced Editor allows the free sizing of all 
objects without snapping to the grid or the actual object 
itself snapping to certain dimensional sizes. You can finally 
make all objects as large or as small as you want them to be.

“.. new convenience 
features.. “

300 500

200

700

200
700500300

Now you can overlap objects, for example a numberic indicator, 
on top of other objects such as dynamic bit maps or meters!

Recipe buttons can be overlapped to change up to 
40 operations at a time.
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Display of Tag Addresses 
on Objects
The PLC addressing uses Tag names, so that 
you can associate meaningful, easy-to remember 
names to the addresses. Additionally, tags are 
useful if you use different PLCs with the same 
HMI program. You will only need to design the 
HMI program once! Then just change the tag 
definitions to match the PLC you have to use - a 
wonderful time saving feature!

EZPanel Programming Software Enhancements

Pick and Apply Styles...
When designing screens, there are many attributes assigned to 
objects, such as object’s colors, object’s shapes, text sizes, text 
colors.. All these details in completing a style for the screen takes 
a great deal of time. This feature allows the ability to “copy and 
paste” these styles from one object to as many as you select.  
Another wonderful time saving feature! 

Pick the object that 
has the style you want 
to copy

Select all the objects where 
you want the style to apply 

The object’s style that was picked 
has now been applied to the other 
objects

    WE LOVE SAVING YOU TIME

...in line with continuous improvement 
of already the EZiest to program 
software for PLC Touch Panels.

The enhanced ability to display tag addresses on the objects allows 
EZier screen development and troubleshooting. Here we are showing 
the tag address for block transfer on AB’s Remote I/O.
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EZAutomation - EZPanel Enhanced

Unique On-Line Programming 
Makes Screen Design EZier

You know the power of 
On-Line programming 

if you deal with 
machine/process start-up

Patent 
Pending

Create Screen

THEIRS
1. Create Screen - 20 minutes
2. Compile and Download to Panel, minimum 

5 minutes
3. Check it out on the Panel
4. Change colors, fonts, object sizes an 

average of 4 times, 5 minutes each
Time to develop and finalize 
one screen - 60 minutes

Create ScreenOURS
1. Create a couple of objects
2. Click Save (also transfers to panel 

instantaneously) to see how they look on 
Panel

3. Add more objects, click save again
NO COMPILATION OR DOWNLOADS!
Time to develop and finalize 
one screen - 10 minutes

NO Compilation 

or Download

Just Click and 

Save to Panel

60 minutes

During machine start-up, you can simply plug 
your computer into Panel’s Programming Port 
and:
1) Create a Troubleshoot screen
2) Create a troubleshoot button on main screen. 
3) Disable critical outputs
4) Monitor registers and/or specific bits in your 
ladder logic... without ever having to shut down 
the machine!

Create a temporary 
Troubleshoot Screen in 
“Edit On-Line” Mode

1 Connect Computer 
to Panel

2

Troubleshoot without 
ever having to shut 
down the machine

3
Eliminates the need to go 
through hundreds of ladder 
rungs to troubleshoot the logic 

It’s like having a FREE On-Line Debug Tool

Compile...  Download...

Compile...  Download... and

Compile... and Download...

Compile... and... Download

Compile.................
....

10 minutes
It’s like developing screens

 right on your panel

  JUST MAKING IT EZ
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Compile...  Download... and

Compile... and Download...

Compile... and... Download

Compile.................
....

...So why should you have to buy a Touch 
Panel without On-Line Programming?

You wouldn’t buy a PLC today 
if it didn’t have On-Line Edit...

HERE IS A TRUE STORY...
After a machine upgrade including a new 
PLC and Operator Interface, our System 
Integrator asked the Machine Operator what 
he would like to see better yet. The Operator 
said the new “computer” was great with all 
the colors but he missed the old pressure 
gauge.

Our System Integrator immediately pulled 
out his notebook computer, hooked it up to 
the Touch panel, launched his programming 
software and put it in On-Line mode. 

And then, right in front of the operator’s eyes, 
moved the other objects on the screen and 
put an Analog Meter exactly to the operator’s 
color taste, without ever having to shut down 
the machine. 

All this took less than 2 minutes. 

Operator: “Now that is nice!” 
Let’s get these on all the 
machines.”

Unique On-Line Programming 

Only the original EZTouch and the EZPanel Enhanced have On-Line Programming

Online 
Programming

EZAutomation
EZPanel 

Enh’d
Series

Allen-Bradley
PanelView 

Series

GE
Quickpanel 

Series

Xycom/Proface
Panelstation 
& GP Series

Siemens
Simatic 
Series

Maple and 
other Chinese 

Imports

YES NO NO NO NO NO

1

2

3

4

1

2

3

4

Exclusive
to 

AVG Panels
  

YOUR
 

WISH IS MY COMMAND
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EZAutomation - EZPanel Enhanced

Read/Write

CURRENT
PROGRAMMING

SOFTWARE

NEW
PROGRAMMING

SOFTWARE

Read/Write

EZ Software Upgrade Program

Simple EZ Upgrade
In line with our philosophy 
of making it EZ for our 
customers to do business 
with us, we offer a simple, 
no hassle program to upgrade 
your existing EZTouch 
Programming Software.

We don’t want you to have 
to pay for the EZPanel 
Enhanced Editor if you already 
have invested in EZTouch 
Programming Software.

We will ship to you our brand 
new EZPanel Enhanced Editor 
FREE with the purchase of any 
model of EZPanel Enhanced.

Backward Compatible
EZPanel Enhanced Editor in 
fully backward compatible 
with your existing EZTouch 
panels.

Note: Please note that the EZPanel Enhanced Editor (FREE to existing EZTouch 
customers) will not support the new drivers as well as will not support the en-
hanced convenience features when programming the original EZTouch panels.

The Original
The Original

Programming Software Compatibility

FREE for Existing 
EZTouch Customers

with the purchase of 
an EZPanel

EZTouch EZTouch

EZ Pane l TM EZ Pane l TM

Your existing EZTouch programming software can also 
program the new EZPanel Enhanced

Read/Write
(Except enhanced 

drivers and features)
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EZPanel Enhanced - The Most Practical PLC 
Touch Panel Just Got EZier On Your Budget

6” White on Blue

Original Features
• Incredible 3-D graphical objects: 

pushbuttons, numeric entry, meters, line 
graphs, PID faceplates, etc. All are high-
speed, vector-based objects with amazing 
scalability.

• Display text in up to nine different languages 
(user-selected by a push of a button!)

• Built-in Symbol Factory with over 4,000 
symbols

• Screen and object password protection (eight 
user-defined levels)

• Unmatched alarm capability with history, 
count and details

• Recipe downloads to the PLC:20 values into 
20 registers (fixed or variable)

• Floating-point numbers to and from PLC
• Built-in clock and calendar
• Forty-character tagnames mapped to PLC 

addresses
• Bitmaps can be sized on the screen in the 

Programming Software
• Import/export tags to/from Excel or CSV files 

- Export messages to Excel or CSV file
• Export alarms to Excel or CSV file
• Multi-state Bitmap object (bit or word 

selectable)
• Multi-state Indicator/Message object (bit or 

word selectable) allows up to four embedded 
data variables in messages

• Bitmap Button object
• Scalable meters and bar graphs
• Floating point support for Meters, Bar 

Graphs, PID and Line Graphs
• User-selectable 3-D frames
• Password protected Alarms

Enhanced 
Programming 

• Allows overlapping of the objects
• Allows free-sizing of touch objects
• Convenience features, such as pick and 

apply styles and display of address on 
objects

• Support for importing jpeg, gif, ico images
• New 4,000 Symbol Library

Drivers Supported
• Allen-Bradley DF1 Half and Full Duplex 

(PLC-5, SLC 500, MicroLogix 1000, 1200 
and 1500) 

• DH485/AIC/AIC+ for MicroLogix 1000, 1200, 
1500, SLC500, 5/01, /02, /03

• Allen-Bradley Ethernet I/P for ControlLogix
• Allen-Bradley DF1 over Ethernet
• Aromat Mewtocol COM
• Control Techniques - Unidrive 2-wire, 4-wire 

(binary)
• Control Technology Corp. (CTC) - CTC2600, 

2700 and 5100 (CTC Binary)
• EZPLC
• GE Fanuc SNPX (90/30, 90/70)
• GE SRTP over Ethernet
• Idec Computer Link
• Omron Host Link (C200 and C500)
• All Mitsubishi FX Series
• Modbus TCP/IP Ethernet
• Modicon MODBUS RTU
• Siemens S7 MPI Adapter series PLCs
• Square D Symax - 300 Series CPU, 400 

Series CPU (Symax)
• Texas Instruments - TI5x5 Series, TI505, 

TI545-1102, TI545-1104
• All AutomationDirect DirectLOGICPLCs

Enhancement for AB 
Drivers

• Support for ST & Long File types in AB 
Drivers

• Support for full range of I/O and direct 
addressing of I/O for DF1 and MicroLogix

• Driver for SLC 5/05 over Ethernet (legacy 
Ethernet I/P)

• Support ControlLogix and Compact Logix Tag 
Names

• Support for Binary Files (B3:0/0) using 
shortcut method of B3/0, B3/1, B3/2

$99.00 Configuration
Software
The Programming software makes panel 
configuration and testing simple. Easy-to-use 
Windows-based menus and toolbars lead you 
through building a project. Run-time (online) 
editing makes debugging fast.

Being a loyal AVG customer has it’s 
advantages! Get EZPanel Enhanced Editor 
with all the latest drivers and enhancements 
ABSOLUTELY FREE with the purchase of a 
new EZPanel.

Note: EZP-S6W-RS is just like EZP-S6M-RS 
• Comes with 256K of non-expandable RAM
• Can be used only with serial communication 

drivers
• No flash card supported

We designed a new model 
with 5.7 inch White on 
Blue display, to give you 
the lowest cost panel in 
the entire industry!

Here’s what you 
get for $399

$399
$798 with 

Ethernet I/P!

TO EXISTING 
EZTOUCH CUSTOMERS!!

EZP-S6W-RS
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The EZPanel Enhanced line with all the additional features, 
has the same EZ to use programming software across all 
panels, all eight models. A wide variety of serial drivers is 
available and we continue to add more every quarter. We also 
have a broad range of units with pre-installed modules to 
connect to the most popular field networks, legacy as well as 
the latest.

The Most SENSIBLE PLC Touch Panels Available!

Drivers Supported
• Allen-Bradley DF1 Half and Full Duplex (PLC-5, SLC 500, 

MicroLogix 1000, 1200 and 1500) 
• DH485/AIC/AIC+ for MicroLogix 1000, 1200, 1500, SLC500, 
 5/01, /02, /03
• Aromat Mewtocol COM
• Control Techniques - Unidrive 2-wire, 4-wire (binary)
• Control Technology Corp. (CTC) - CTC2600, 2700 and 5100 
 (CTC Binary)
• EZPLC
• GE Fanuc SNPX (90/30, 90/70)
• Idec Computer Link
• Omron Host Link (C200 and C500)
• All Mitsubishi FX Series
• Modicon MODBUS RTU
• Siemens S7 MPI Adapter series PLCs
• Square D Symax - 300 Series CPU, 400 Series CPU (Symax)
• Texas Instruments - TI5x5 Series, TI505, TI545-1102, TI545-1104
• All AutomationDirect DirectLOGICPLCs

Connect to One of these Networks*
• Allen-Bradley Data Highway Plus or Remote I/O
• Ethernet/IP
• Ethernet DF1 Protocol
• DeviceNet
• Profibus DP
• MODBUS Plus
• MODBUS TCP/IP
• CCLink
• GE SRTP

* Not available on Reduced Memory “R” models

Easy to Program, Easy to Operate
You can create a basic screen in about 10 minutes.
We know you have better things to do than attend a class on 
how to configure a touch panel! EZPanel is so intuitive that in a 
few minutes you should be able to create great screens on your 
own. 
EZPanel programming software lets you:
 • Click, drop and edit objects on the screen
 • Copy and paste screens from and to other projects
 • Scale objects to virtually any size with little or no distortion
 • Enter data with a pop-up keypad
 • Configure panels for up to nine languages
 • Use the included Symbol Factory library of over 4,000   
   factory objects, or import 128-color bitmaps

Download Free software 
demo to see for yourself:
www.EZAutomation.net

EZPanel 
Programming 

Software

$99

Check out all the different EZPanel  
models and specifications available to 
you starting on page 3-34.  

Starting at
$399

 

15” TFT

10” TFT

8” TFT

8” STN

6” STN

6” TFT Expanded wide 
variety of models, 
sizes and PLC drivers 6” White on Blue

6” Mono
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Key Features
• Incredible 3-D graphical objects: 

pushbuttons, numeric entry, meters, 
line graphs, PID faceplates, etc. All 
are high-speed, vector-based objects 
with amazing scalability.

• 128 colors for use in objects and 
graphics

• Display text in up to nine different 
languages (user-selected by a push 
of a button!)

• Built-in Symbol Factory   with over 
4,000 symbols

• Screen and object password 
protection (eight user-defined levels)

• Unmatched alarm capability with 
history, count and details

• Recipe downloads to the PLC:20 
values into 20 registers (fixed or 
variable)

• Floating-point numbers to and from 
PLC

• Built-in clock and calendar
• Forty-character tagnames mapped 

to PLC addresses
• Optional 512 K, 1 MB, and 2 

MB flash memory cartridge for 
non-volatile program storage and 
distribution

• Expandable RAM memory cartridge 
for up to a total of 1 MB

• Bitmaps can now be sized on the 
screen in the EZPanel Software

• Import/export tags to/from Excel 
or CSV files - Export messages to 
Excel or CSV file

• Export alarms to Excel or CSV file
• Multi-state Bitmap object (bit or word 

selectable)
• Multi-state Indicator/Message object 

(bit or word selectable) allows up 
to four embedded data variables in 
messages

• Bitmap Button object
• Scalable meters and bar graphs
• Floating point support for Meters, 

Bar Graphs, PID and Line Graphs

• User-selectable 3-D frames
• Password protected Alarms

Enhanced Programming 
Features
• Allows overlapping of the objects
• Allows free-sizing of touch objects
• Convenience features, such as 

pick and apply styles and display of 
address on objects

• Support for jpeg, gif, ico images
• New 4,000 Symbol Library

AB Driver Enhancements
• Support for ST & Long File types in 

AB drivers
• Support for full range of I/O and 

direct addressing of I/O for DF1 and 
Micrologix

• Driver for SLC 5/05 over Ethernet 
(legacy Ethernet I/P)

• Support ControlLogix and Compact 
Logix Tag names

• Support for binary files (B3:0/0) 
using shortcut method of B3/0, B3/1, 
B3/2

Options
• High speed Ethernet communication 

module 
• Non-Volatile Flash memory 

cartridges are available in 512K, 1 
MB, or 2 MB capacity. These Flash 
cartridges (starting at $46 for 512K) 
are great for transporting programs.

Universal Ethernet Port for 
PLC Networks
Select from:
• DF1 over Ethernet
• SRTP over Ethernet
• Modbus TCP/IP over 

Ethernet
• AB’s IP Protocol over 

Ethernet

Designed from the Ground Up to be SENSIBLE
After seeing all the features, 
especially the new enhanced 
features, we think you’ll agree 
that these products are the most 
sensible touch panels available!



3-14 Touch Operator Interfaces 1-877-774-EASY

EZAutomation - EZPanel Enhanced

EZPanel Enhanced PLCs are EZ to Operate

The numeric entry object allows you to write 
a value to a PLC register. Using range check 
options you can pre-define the minimum 
and maximum set points. The keypad also 
automatically changes data types to what is 
appropriate, such as floating points, octal, 
hexadecimal or signed/ unsigned decimal.

A pop-up thumbwheel operates just as 
a mechanical thumbwheel would, in that 
the operator can “scroll” each digit up 
and down.

Simply hit “ENT” or “Enter” on all pop-ups 
to download your entry to the PLC.

All data input objects have 
password security. A user can 
define up to eight password 
labels of security. In addition, 
variable passwords can be 
defined from registers in the 
PLC.

POP-UP Electronic 
Thumbwheel
emulates a mechanical 
thumbwheel switch.

POP-UP Keypad allows 
you to enter data into a 
pre-defined PLC register.

Eight levels of password 
security for every input 
object.
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Our Engineers and Technical support personnel worked closely in designing 
this product, keeping one thing in mind... that this touch panel has to be the 
most user friendly for machine operators. Here are some highlighted features:

Operators Can Choose their Favorite Language 
The United States has one of the most culturally diverse population of all 
countries and that means operators have a need for multiple languages. We 
were among the first to identify this need which resulted in multiple language 
support in our EZPanel Enhanced editor. You can configure each and every 
object (except PID face plate) for up to nine different languages (ASCII 
characters) each. While configuring our panel, a “language button” can be 
created to let the operators select their favorite language. For example, one 
operator can change the whole screen to Spanish by pressing a “Spanish” 
button. The next operator can change the whole screen to English by pressing 
an “English” Button. And so on...

It’s EZier than ever for operators to input data!
EZPanel Enhanced allows pop-up keypads for users to enter data in any 
of its supported formats (Signed and Un-Signed Decimal, Floating Point, 
Hexadecimal, and Octal). When creating pop-up type inputs for the above 
type formats, it automatically selects the right type based on the PLC/internal 
tag chosen. Ever needed a thumbwheel type input? We’ve added that as well, 
which allows the operator to scroll up/down each digit (max of five digits). 
All the data input type objects (including pop-up and thumbwheel) can be 
protected with up to eight levels of password protection. These passwords 
can be pre-programmed in our editor or they could be pointers to registers in 
a PLC. Having the passwords pointing to PLC registers allows for different 
passwords for multiple shifts and overrides by supervisors.

Scale objects to any size with no distortion
Our Editor uses vector-based graphics for objects. Unlike other editors that 
use graphic symbols, which distort when scaled, objects created by EZPanel 
Enhanced editor retain their shape with no or very little distortion. Another 
advantage to using vector based graphics is the super fast response time as our 
objects utilize very little memory. Any object in our editor is configurable up 
to 128 colors and allows importing of bitmaps as well with 128 colors.

The most sensible objects hard to find 
in other brands 
EZPanel Enhanced offers a graphical trending feature (great for time change 
over), PID face plates (single loop PID controller face plates), Downloadable 
Recipe (you can download up to 20 values, predefined or pointing to variable 
registers, to a PLC with just a single push button), thumbwheel, analog and 
digital clocks, radio buttons, step switches, many forms of meters, and many 
more along with our 4000 objects from SymbolFactoryTM.

Just a few reasons operators 
love these panels

1

2

3

4
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The following example shows 
just how EZ it is to create an 
object:

Tool Bar

Program this Screen in less than 10 minutes
EZ as 1-2-3

EZPanel has earned it’s name!
We named it EZPanel for a reason. We made an 
easy to use, simple operator interface that will 
save you a lot of engineering hours and design 
time due to its simplicity and ease of use. You 
don’t need prior programming knowledge to 
design a screen. You do not need to attend any 
classes to learn how to program the EZPanel. It is 
Intuitive, it is Simple!

The only assumptions are:
• You are familiar with Windows-based 

environments

• You have a good understanding of 
your PLC memory’s address formats

A) Click on “Objects” on the main   
menu bar

B) Select the object you wish to create. 
In this example, click on “Switches”.

     You may also select an object from 
the tool bar below the main menu.

 Select an Object1

Or select switch 
object from the 
tool bar
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AB

C

D EClick the style of switch you wish to 
use.

Select “Label Text”. This will allow you 
to name and customize the object.

Select or create a PLC bit address tag 
that the “Switch” will activate. 

If you need password protection, click 
on the “Protection” tab at the top of the 
dialog box. 

If you wish to keep this object invisible 
until a PLC tag is triggered, click on 
“Visibility/Details”. 

Visibility will be discussed later
 in detail.

A) 

B)

C)

D)

E)

Click your mouse on the screen and 
stretch the object to your desired size. 
If you want to edit the object again, 
simply double click on it and the 
configuration dialog box will reappear. 
There is even a “Simulate” button on 
the dialog box for some objects so you 
can see how objects will work in real 
time. 

 Placing the Object3

 Fill in the Dialog Box2

PERFORM THE PREVIOUS STEPS FOR DIFFERENT OBJECTS 
AND YOU HAVE DESIGNED YOUR SCREEN!

Designed from Ground up to Simply be the
EZiest Software to Program Touch Panels

EZ has widely been recognized as the Easiest to program software in the industry. More than 10,000 companies and over 20,000 
Automation Control Engineers have used our software without having the need to attend even a one hour tutorial. In designing this 
product to be sold through the direct business channel without any local hand holding or training classes, we had to design this 
software to be so intuitive that even a first time user can get it up and running in a couple of hours without opening the software 
manual.

You do not have to spend $1300 or attend a 3 day course 
to learn how to program an operator panel!

Allen Bradley recommends attending their course number RS-RSVMETRG for developing skills needed to create and configure their panels even for small machine/process



3-18 Touch Operator Interfaces 1-877-774-EASY

EZAutomation - EZPanel Enhanced

Enhanced Graphics Provide Enhanced Results 
EZPanel comes with rich graphical features that can be used to visualize PLC 
data into useful operator interface information. Here are some examples:

EZ to Understand Trend Graphs
The Line Graph object continuously monitors specific tags in the EZPanel and 
displays their value as they change over time. Up to 6 tags can be monitored 
per Line Graph and up to 100 Line Graphs can be programmed. This object 
actually acts like a VCR and using Arrow keys you could scroll forward or 
backwards along the graph. Line Graphs store up to 999 data points and can 
be set to increments of seconds, minutes, hours or even days. 

EZ Insightful PID Faceplates
PID Faceplate is an object that reads 3 controlled values of the PID loop and 
displays them in the form of a bar graph. This graph provides valuable and 
timely process information that allows the operator to take suitable action at 
appropriate time. 

Multi-State Indicators
Multi-State Indicator object can be used to display preprogrammed messages. 
This object displays one message at a time based on a bit or a value in the 
tag. You can program up to 255 messages. There is an option to print a called 
message which can contain embedded variable data, and display it as an 
indicator light or message. 

Alarm Reporting
EZPanel allows you to have three types of alarm reports. Once an alarm is 
triggered by the PLC a pre-configured alarm banner would pop-up on the 
screen and if an alarm is activated an alarm message would be displayed 
at the bottom of the screen. By pressing Alarm button you can view alarm 
history, alarm count and specific alarm details.

Recipe Button
The Recipe object allows you to write preset values of up to 20 tags to the 
PLC to change the process. This feature can be used to download recipes to 
the PLC. 

Symbol Library and 128 Colors
Most of the Touch panels in the market limit 8-16 colors on objects like 
switches, graphs, buttons, etc. using EZPanel you can apply 128 colors to 
all the objects. A built in symbol factory with more than 4,000 symbols is 
available for you to copy and paste directly to a project screen and position 
them in any way you like. Bitmap objects can also be imported with 128 
colors. 

Scale Objects to Any Size Without Distortion
Patent Pending
Our Panel uses vector-based graphics for objects. Most other competitive 
panels use Bitmaps that have to be scaled to right size in other photo editing 
software (like Photoshop) and then imported to the panel editor. AVG has a 
unique patent pending process that not only avoids this duplicate work, but 
also saves large amounts of memory.
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Our Communications are Practically Universal 
Custom Cables Make Connection EZ
We have custom-designed cables to make it EZ to 
connect your PLC to our touch panel. These cables 
connect to most PLCs supported and cost you next 
to nothing. 

Connect Multiple Panels to your PLC
PLCs with multiple communication ports such as 
EZPLC can have multiple panels connected to it 
so that multiple operators can communicate to the 
same PLC on a large machine. 

Add Ethernet for Convenience and 
Faster Access
The touch response time of our panel is extremely 
fast, typically 0.75 seconds to be precise! The only 
limited factor is a PLC’s serial communication 
baud rate, which is usually 19.2 to 38.4K. 
Ethernet communication can be utilized via an 
optional Ethernet card in the EZPanel to increase 
communication speed. Also multiple EZPanels can 
be programmed over an Ethernet network. 

Connect EZPanel to a Data Highway 
Plus Network
Most EZPanel models have an option to connect to 
your Allen Bradley Data Highway Plus network. 

Connect EZPanel to AB’s Remote I/O
Most EZPanel models have an option to connect to 
your Allen Bradley Remote I/O.

Connect EZPanel to a Modbus Plus
Most EZPanel models have an option to connect to 
your Modicon Modbus Plus network.

Connect EZPanel to a CC Link
Most EZPanel models have an option to connect to 
your Mitsubishi sponsored CC Link network.

Connect EZPanel to Profibus
Most EZPanel models have an option to connect to 
your Siemens sponsored Profibus network.

Connect EZPanel to a DeviceNet 
Network
Most EZPanel models have an option to connect to 
your DeviceNet network.

Connect multiple EZPanels 
(with Ethernet option cards) 
over Ethernet

Ethernet Hub

Connect multiple 
EZPanels 
to the CPU.

EZPanel 
programming 
screen

Program Over Ethernet Network

Connect EZPanel to a GE Ethernet Network
Most EZPanel models have an option to connect to your GE SRTP 
Ethernet network.

Connect EZPanel to an AB Ethernet Network
Most EZPanel models have an option to connect to your AB’s 
Ethernet network either DF1 or Ethernet I/P.

Connect EZPanel to a Modbus TCP/IP Ethernet 
Network
Most EZPanel models have an 
option to connect to your Modbus 
TCP/IP Ethernet network.

   I TALK TO EVERY NETWORK
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Feature/Price

EZAutomation
EZPanel

EZP-T10C-FH

Allen-Bradley
PanelView Plus
2711P-T10C6D1

Screen type 10” TFT 10” TFT

Resolution VGA VGA

Number of Colors 256 18 bit

Touch cells 192 192

DH+/Remote I/O support Yes Yes

Online Programming Yes No

Power Consumption 16 watts 27 watts

Software Learning Curve 15 minutes 3 day course

Panel Price $2,199 $3,630

Programming software Price $99 $613

Programming cable Price $20 $100

Total Price of Panel,
Software and Cable $2,318 $4,343

Feature/Price

EZAutomation
EZPanel

EZP-S6C-F

Allen-Bradley
PanelView

2711-T6C16L1

Display type STN STN

Number of colors 128 16

Number of gray shades 16 4

Standard Memory 512K 240K

Online Programming Yes No

Trend graphs Yes No

Analog meters Yes No

Recipe download object Yes Yes

Thumbwheel (numeric entry) Yes No

Panel Price $799 $1,560

Programming software Price $99 $295

Programming cable Price $20 $95

Total Price of Panel,
Software and Cable $918 $1,950

Head to Head Comparison

You don’t have to spend days 
negotiating to even come close to 
our List Price for a single Unit!
As you can see from the Head to Head comparison, our 
prices are almost half of the competition and our features 
are better! Our competition like AB and GE would want you 
to believe that they can come close to our price if only you 

Judge for yourself which Panel is Best for your PLC?
It’s Clear which Looks Better!
We wanted to show some basic objects for each of these 
units to give an indication that the old phrase “You get 
what you pay for” doesn’t always apply!  All EZPanel 
objects have a built-in 3-D appearance, complete 
with tic marks, labels, and borders. In the following 
comparison, the screens were created with a simple rule; 
to create objects by using only a standard single object. 
(i.e. Can’t use other aids to enhance this object.)

OURS

THEIRS
11 20 17 Press

To
Start

Go ToGo To
Standby
Success

Which panel 
looks better 

to you?

Let’s Compare EZPanel Enhanced to Panelview Plus with DH+
OURS

THEIRS

committed to huge volumes and went through hours and days of 
negotiations to accomplish that. We make it EZ, one simple Low 
price whether you buy one or you buy hundreds!
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Compare Our Response Time 
and Screen Update Time

Patent 
Pending

Switch between 
screens in less 
than a second!

Fastest Response to Touch Input
Because of the use of vector based graphics and a 
proprietary OS, EZPanels are universally recognized as 
having the fastest response to touch inputs, typically less 
than 3/4 of a second even with complex screens. This means 
no waiting and also less wear on a panel from operators 
pounding an object on a screen waiting for a response. 

That’s REALLY Fast!
We certainly won’t lose panels due to

Operators pounding on buttons!

TYPICAL
0.75 SEC

    MAKING OPERATORS HAPPY

and not 2-3 sec. like theirs
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Unique Visibility Tags - Allows Objects to be Hidden for 
Maximum Utilization of Screen Real Estate

Normal Run Mode
Operator does not have access to 
changing PLS setpoints. 

1

2 Setpoint Edit Mode
PLC “PROG_MOD” Tag makes 
three additional objects appear 
on the screen. “ON POSITION”, 
“OFF POSITION” and 
“Updating Setpoint” objects are 
programmed with “PROG_MOD” 
variable as their Visibility tag. 

3 Fine Tune Mode
PLC “FINE_TUNE” Tag makes 
Fine tune objects replace the 
updating setpoint object. Panels 
without visibility tags would 
need screen real estate for 
both “PROG_MOD” objects and 
“FINE_TUNE” objects. Visibility 
tags thus save a tremendous 
amount of screen real estate. 
Its not unusual to reduce the 
number of total screens to half by 
virtue of this unique feature.

All objects have the unique ability to appear 
and disappear based upon both PLC tags, 
as well as internal tags. In the following 
example, we show one of the many ways 
Visibility Tags can be used to expand your 
screen.

Here is how one of 
our customers
used visibility 
tags to reduce the 
number 
of screens 
by 30%!

Patent 
Pending

REDUCE # OF SCREENS BY HALF
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EZPanel Enhanced Editor Programming Example

Click the “Write Program to Panel” button,  
click OK, and you’re done!
Or just click Save if in Online Mode.3

Select the configura-
tion method from our 
“Online, Read from 
Panel, and Edit Offline” 
options.

Enter system 
information and use 
the pull-down menu for 
correct selections. 

Click OK when you’re 
done!

Select any of the 33 objects available 
in the toolbar or from the Objects 
Option in the Main Menu Bar

3 Easy Steps are displayed on the 
right hand margin of the window at 
all times. Just click on them anytime 
you need assistance. 

Complete the 
Dialog box 
(on the right)

And the PLC 
assignment
(below)

Meter created on 
the screen

Meter is now on the EZTouch panelWrite program to panel meter

EZTOUCH PANEL  

The startup screen 
would provide you 
with options for 
creating and opening 

projects. First, choose the 
configuration mode: Edit 
offline, Read from Panel, 
Edit Online.  Then enter 
your system parameters by 
typing in the fields or using 
the pull down menus.

1

2 Once you select your options and your 
new/previously developed screen is open, 
you are ready to start creating your project 
using our easy to find toolbar or menu’s.

EZ as 1-2-3
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EZPanel Enhanced Objects 

The Most Sensible, Best-Looking Objects Available
The screen below shows a configuration of the available 33 objects in 
EZPanel Enhanced editor. This and the following page describe some of the 
featured objects available in the EZPanel Enhanced.  

Radio Buttons
You can create a series of pushbuttons using Radio 
Button Object. When one button is on, all the other 
buttons are off (Only one button/station active at one 
time, like an old car radio)

1 Pushbutton
2 Indicator Button
3 Radio Button
4 Switch
5 Step Switch
6 Tri-State Switch
7 Numeric Entry

8 Recipe
9 Thumbwheel

10 Indicator Light
11 Numeric Display
12 Analog Clock

13 Digital Clock

14 Meter
15 Bar Graph
16 Line Graph
17 PID Faceplate
18 Screen Change
19 Alarm History
20 Multi-state Indicator
21 Increment/Decrement
22 Static Text

23 Trigger Text

24 Lookup Text
25 Dynamic Text
26 Text Entry

27 Adjust Contrast
28 Inc/Dec Hour
29 Activate Screen Save
30 Select Language
31 Dynamic Bitmap
32 Bitmap Button
33 Multi-state Bitmap

333231

1 2 3 4 5 6

7 8 9 10 11 12 13

14 15

16

17

18

19

20

22

21

23

24

25

26

27

28

29

30

Meters
Meter Object has many style types and 
operations available. EZPanel Enhanced 
Editor allows you to custom design the 
color bars for alarm zones and also allows 
you to select the number of divisions 
to be displayed. The meters provide an 
excellent graphical representation of 
analog gauges.

Line and Bar Graphs
The Line and Bar graph objects have an 
outstanding resolution. You can custom 
design the legend for X and Y axis and 
assign labels to major “tic” marks on a 
chart. Just adding a bit of color makes 
them as visually appealing as they are 
functional. Line graph object has a VCR 
type forward/backward controls to view 
historical data.

PID Faceplate
Use our PID faceplate for PLC systems 
capable of PID loops. PID faceplate 
allows you to display values for three PID 
loop controlled parameters in the form of 
bar graphs.

14

3

16
17

15



3-25Touch Operator Interfaceswww.EZAutomation.net

 EZPanel Enhanced
E

ZP
anel

Recipe Objects
By using one of our most desired Recipe objects, 
you can download up to 20 pre-set or variable PLC 
registers per Recipe in the EZPanel Enhanced panel. 
This object can also be used to set values in PLC 
registers to change a process all together!

Alarm History
Use our pre-built Alarm History button to show 
Alarm Count and Alarm History with one touch of a 
button. Alarm History displays all the alarms triggered 
sequentially with the most recent one right on the top, 
whereas Alarm Count displays the exact number of 
times a certain alarm has been triggered. Use this great 
preventive maintenance tool to replace any components 
that need to be changed. Any time an alarm is highlighted 
and selected, it will show you all the details that you’ll 
ever need to know including the time it was triggered, the 
time it was cleared, date stamp, upper and lower limits 
along with the limit that tripped an alarm. 

EZPanel Enhanced Objects 

Bitmap Objects 
EZPanel Enhanced editor allows you 
to create Dynamic Bitmaps, Multi-state 
Bitmaps, Button Bitmaps, and Static 
Bitmap Objects in a breeze. There is a 
built in library of 4,000 objects available 
for you to copy and paste directly to 
a project screen and use them in any 
arrangement or position them just the 
way you like.  

For a true dynamic simulation, use our Dynamic 
Bitmap object to stack layers upon layers of 
bitmap objects which only allows one bitmap 
object to be displayed at one time based on 
whether it is triggered by a control program or 
the panel itself. For example, you can display a 
red image of a blower when it’s turned off and a 
green image when turned on. Dynamic Bitmap 
Objects allow you to select different bitmaps for 
“On” and “Off” states of a PLC/Internal register. 
Under “On Bitmap” settings, select a green blower (using the symbol 
factory) and repeat for “Off Bitmap” with a red blower. That’s it! And 
you have created a dynamic simulation of your blower.

Multi-State Bitmaps have the same functionality of Dynamic Bitmap 
buttons with only one difference: It is a lot more powerful in that it 
allows you to display all the way to 16 bitmaps based on the value of 
a bit in a word or a word address.

A ‘Bitmap Button’ object is a “Button” which is capable of displaying 
different bitmap images when turned on or off by a user with the touch 
of a button. On the other hand a ‘Static Bitmap’ lets you display a bitmap 
(imported, copied from clipboard, or symbol factory) which can be resized 
within the editor and stays static on a screen, e.g. a company logo.

With one press of a button, 
you can view all of the tag-
names and values of the 
recipe batch.

With a push of a button, you 
can view Alarm Count, Alarm 
History, and Alarm Details.

8

19

333231

You can customize the screen to simulate your 
process by adding bitmaps  from the extensive 
symbol library included in the EZPanel 
Enhanced Software.

Click and drag to size 
the bitmap objects in the 
EZPanel Enhanced software

The selected object will be 
highlighted and shown in 
the preview window

Copy the symbol from 
the library and paste it 
onto the EZPanel screen
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EZPanel Enhanced Editor
Easy-to-use Programming Software
EZPanel Enhanced Editor is by far one of the easiest to use 
programming software available in the market. You just saw 
a presentation of our editor’s most powerful objects in the 
last few pages. Now let’s take a look at how easy and simple 
it is to create some of those objects.

The EZPanel programming software is just like any other 
windows application that comes with a main menu bar, tear 
off toolbars, a Project Screen Explorer, a main window area, 
and individual screen windows. Build multiple screens at the 
same time and display them as tiled or cascaded in the main 
window.

Toolbars
EZPanel Enhanced Editor allows you to place up to nine 
different toolbars (Standard, Basic Objects, System Objects, 
Text Objects, Bitmap Objects, Draw, Panel 3 Easy Steps, and 
Project Screens). These are fully customizable toolbars and can 
be moved and placed to your liking. The following example 
shows how the basic toolbar is moved to the right of the screen 
and also shows the flyover tip associated with each object. You 
can also display ‘Panel’ toolbar by selecting it through ‘Edit’ 
pull down section. The following icons are present in ‘Panel’ 
toolbar: Write to Panel, Panel Information, Display Screen, 
Reboot Panel, Panel Time and Date, and Diagnostics.

Online Programming
Online program editing is one of the most powerful features 
of EZPanel Enhanced panel. It lets you program your panel 
‘Online’ without losing any precious time uploading and 
downloading projects to a panel. Just connect your panel to 
your computer, select online programming, edit, and save your 
entire project while your panel is online with a PLC.

In case you missed our illustration of just how important and 
powerful this feature is, please review pages 3-8 and 3-9 as it 
explains in detail this huge time saving feature! 

Windows Architecture
EZPanel Enhanced programming software is built on the 
Windows 32-bit system architecture and thus utilizes all the 
functionality associated with it. The ‘Main Menu Bar’ has 
pull downs for every menu, some of which provide even 
more dialog boxes when selected, along with the flyover 
tips. Whenever the cursor is on top of one of these icons, 
a brief description or a hot key is displayed on top of it for 
you to navigate with ease. This information is very helpful 
when trying to determine the right kind of object or selection 
amongst all the options available to you. Multiple screens in 
the main programming window can be tiled or cascaded as per 
your preference and can also be minimized/maximized within 
the main window. 

Project Screen 
Explorer
The left side 
margin displays 
the project 
screens you 
have created. 
Simply double-
click on a screen 
to open and edit. 

Main Menu Bar

The Drawing Tool Bar contains all of the necessary tools 
for creating and drawing lines and objects. It is a tear-
off, floating tool bar that can be positioned anywhere on 
the screen.

The active screen window is displayed 
when you have opened a project and 
screen to edit. The title bar at the 
top displays the screen that you are 
currently working on. You can have 
multiple screens open at the same 
time, but the active screen will be the 
one with the highlighted title bar. 

Tear-off floating toolbar contains all of 
the objects represented by an icon. Each 
icon has fly-over help that gives a brief 
description of the object icon. Simply 
click on the object that you want to 
create and the associated dialog box will 
appear prompting you with the necessary 
information to build the object.

Minimum PC 
Requirements
• Pentium, 133 MHz, CD ROM
• 32MB RAM
• 87 MB free disk space
• WIN95/98/2000/NT4.0/XP/XP Pro
• Color SVGA
800x600 minimum
1024x768 recommended

You can size the screen window to represent the panel 
screen size, turn on a grid, snap to a grid, and change 
the background color all from the Screen heading in the 
Main Menu Bar or by simply right clicking the screen.
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Password Protection
Most functional objects have password protection 
built-in for up to eight different user groups. 
Simply choose the group or level of protection and 
enter the password.

PLC Addressing
One of the fields to be 
completed in the object 
creation window is the 
PLC tagname. Type in 
the tagname and the 
appropriate PLC address 
string and data type, and 
the object will be linked 
to the PLC. It’s that easy!

Most of the 
objects have a 
style selection 
of how the 
object will 
appear on the 
screen.

You can custom label the 
objects by enabling the text and 
typing in the name you want. 

Color Palette
The color palette 
has 128 available 
colors for text, 
background, 
indicators and 
other object 
parameters.

It’s as EZ as
                                         
                  to Create an Object

1 - 2 - 3Using the tool bar or pull-
down menu, select the object 
that you want to create.1
Each object has an 
associated dialog box 
containing all of the 

necessary parameters for creating 
the object. Simply fill in the areas 
to meet your application needs and 
click OK.

2

Object is drawn on 
the screen. 3

Typical object configuration dialog box

(Example 
shown at 
step 3)

with Display Frame without Display Frame

EZPanels Enhanced Editor

Nine Different Languages
With EZPanel’s multiple language 
capabilites, you can now program 
the text for Panel components in 
up to 9-different languages.  This 
means English reading operators 
can work with the panel in Eng-
lish, while the Spanish proficient 
operators can work in the Spanish 
language on the same panel.  Also, 
with up to 9 different languages, OEMs exporting to other 
countries can develop programs to cover many of the com-
monly used languages.
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EZPanel Enhanced Editor
Multi-state Bitmap Object
This object displays images within a given frame on the 
EZPanel. The object displays one image at a time based 
upon the bit that is on or the value of a tag. The maximum 
number of images is limited only by memory size. Our 
bitmaps use significantly lower memory because of our 
vector graphics. 

Bitmap Button Object
This object combines the function of a dynamic bitmap, 
an indicator light and a button. It allows both writing to a 
bit and reading from another bit. The read bit determines 
whether the button is in the on condition or the off 
condition. Read and Write locations could be the same. 

Sizing Bitmap Objects
Patent pending
The EZPanel Enhanced Editor has a patent pending feature that 
saves the programmer from having to size a bitmap in another 
photo editing software like Photoshop, and then bring it onto the 
screen. You can size an object whichever way you want it within 
the EZPanel Editor itself. It saves you the headache of going 
back and forth between two softwares.

Default Bitmap
Bitmap of bit 1

Bitmap of bit 2
Bitmap of bit 3
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EZPanel Enhanced Editor
Multi-state Indicator Object
The Multi-state Indicator Object has been created to display 
preprogrammed messages within a frame on the EZPanel. Each 
object has its own message storage and does not need an external 
database. 256 messages can be displayed based upon the value of a 
bit or of a tag. 

Increment/Decrement Value Object
This object allows you to program a button that allows 
addition or subtraction of a preprogrammed value read 
from one tag and written to another as shown to the right.

The Multi-state Indicator can 
also be used without messages 
as simply a Multi-state 
Indicator Light, such as the one 
shown here. 

Messages

Syntax Checking of Address
EZPanel Enhanced Editor’s intelligent software
checks for the PLC address syntax as well as the correct data 
type, at the time of its entry, making EZPanel’s programming 
software virtually error-proof.

By finding simple mistakes formed at the beginning of the 
programming process, this simple feature found on our EZPanels 
can save your company both time and money.
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Introduction
The EZPanel Enhanced PLC Touch Panels are the most 
advanced operator panels in the industry, yet the EZiest to use 
and program. They also have almost universal connectivity 
to most PLCs and industrial networks. They are available in 
8 different display models, all using common CPU and flash 
firmware which is field upgradeable. 

Features
• Incredible 3-D graphical objects: pushbuttons, numeric entry, meters, 

line graphs, PID faceplates, etc. All are high-speed, vector-based 
objects with amazing scalability.

• 128 colors for use in objects and graphics
• Display text in up to nine different languages (user-selected by a push 

of a button!)
• Built-in Symbol Factory with over 4,000 symbols
• Screen and object password protection (eight user-defined levels)
• Unmatched alarm capability with history, count and details
• Recipe downloads to the PLC:20 values into 20 registers (fixed or 

variable)
• Floating-point numbers to and from PLC
• Built-in clock and calendar
• Forty-character tagnames mapped to PLC addresses
• Optional 512 K, 1 MB, and 2 MB flash memory cartidge for non-volatile 

program storage and distribution
• Expandable RAM memory cartridge for up to a total of 1 MB
• Bitmaps can now be sized on the screen in the EZPanel Software
• Import/export tags to/from Excel or CSV files - Export messages to 

Excel or CSV file
• Export alarms to Excel or CSV file
• Multi-state Bitmap object (bit or word selectable)
• Multi-state Indicator/Message object (bit or word selectable) allows up 

to four embedded data variables in messages
• Bitmap Button object
• Scalable meters and bar graphs
• Floating point support for Meters, Bar Graphs, PID and Line Graphs
• User-selectable 3-D frames
• Password protected Alarms

Enhanced Programming Features
• Allows overlapping of the objects
• Allows free-sizing of touch objects
• Convenience features, such as pick and apply styles and display of 

address on objects
• Support for jpeg, gif, ico images
• New 4,000 Symbol Library

AB Driver Enhancements
• Support for ST & Long File types in AB drivers
• Support for full range of I/O and direct addressing of I/O for DF1 and 

Micrologix
• Driver for SLC 5/05 over Ethernet (legacy Ethernet I/P)
• Support ControlLogix and Compact Logix Tag names
• Support for binary files (B3:0/0) using shortcut method of B3/0, B3/1, 

B3/2

Options
• High speed Ethernet communication module 
• Non-Volatile Flash memory cartridges are available in 512K, 1 MB, or 2 

MB capacity. These Flash cartridges (starting at $46 for 512K) are great 
for transporting programs.

Universal Ethernet Port for PLC 
Networks
Select from:
• DF1 over Ethernet
• SRTP over Ethernet
• Modbus TCP/IP over Ethernet
• AB’s IP Protocol over Ethernet

Getting Started
Installing the software and configuring the EZPanel is simple 
to do. You will only need the following items to successfully 
connect and configure the panel:
     • EZPanel Enhanced
     • 24 VDC power supply
       (min. 1.5A, switching)
     • Programming cable
     • PLC interface cable
     • PC
     • EZPanel Enhanced Programming Software

Easy Installation
Installing a panel is as EZ as 1-2-3! 
1. Mounting
Since the EZPanel Enhanced panel is a front-panel mount 
unit, it requires a panel cutout, which you can mount by either 
drilling holes for mounting screws or installation of add-on DIN 
clips to secure the panel to the mounting area. You can find the 
information on dimensions and installation on specific model 
pages starting on page 3-37. 

2. Wiring and Connections
After mounting the EZPanel, configure the protocol type in the 
software and connect the unit.  

3. Communications Setup
For your convenience, our panel ships with default 
communication parameters which can be later defined by 
the user. Ensure that the settings are correct, change them if 
necessary, and you’re ready to begin your project.

OverviewEZ Pane l TM
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PLC Compatibility Table
PLC/Network Model Protocols

EZAutomation EZPLC EZ Protocol

Allen-Bradley 

MicroLogix 1000/1200/1500 
SLC 500, 5/01, /02, /03

DH485/AIC/AIC+

MicroLogix 1000, 1200 and 1500 
SLC 5/03, /04, /05, PLC-5 (w/DF1)

DF 1 Half Duplex; DF1 Full Duplex

SLC 5/04, PLC 5 DH+ (Option Card)
PLC5 DF 1
PLC 2, 3 and 5 Remote I/O (w/DH+ Option Card)

Aromat Aromat Mewtocol COM

Control Techniques Unidrive 2-wire, 4-wire Binary

Control Technology 
Corporation (CTC)

CTC 2600, 2700 and 5100 CTC Binary

DeviceNet DeviceNet I/O Generic DeviceNet I/O (Option Card)

Ethernet ControlLogix, MicroLogix, 
CompactLogix, GE Versamax

Ethernet/IP, SRTP, DF1, Modbus 
TCP/IP

General Electric 90/30 and 90/70 Versamax SNPX, SNP

Idec Idec Computer Link

Mitsubishi FX Series (all) Direct
CC Link CC Link Protocol

Modicon
984 CPU, Quantum 113 CPU, AEG 
Modicon Micro Series 110 CPU: 311-xx, 
411-xx, 512-xx, 612-xx

Modbus RTU

984 Series, Quantum Series Modbus Plus (Option Card)

Omron C200, C500, CQM1, CPM1, CPM2 Host Link

Profibus Profibus-DP Generic Profibus-DP (Option Card)

DirectLOGIC

DL05
K-Sequence, DirectNet,  
MODBUS (Koyo Addressing)

DL105 K-Sequence

DL205

D2-230 K-Sequence
D2-240 K-Sequence, DirectNet

D2-250
K-Sequence, DirectNet, 
MODBUS (Koyo Addressing)

D2-240/250DCM DirectNet

DL305

D3-330/330P DirectNet
D3-340 DirectNet

D3-350
K-Sequence, DirectNet, 
MODBUS (Koyo Addressing)

D3-350 DCM DirectNet

DL405

D4-430 K-Sequence, DirectNet
D4-440 K-Sequence, DirectNet

D4-450
K-Sequence, DirectNet, 
MODBUS (Koyo Addressing)

All with DCM DirectNet

Siemens Siemens S7 MPI Adapter 3964R
Siemens S7-200 S7-200

Square D Symax 300 Series CPU, 400 Series CPU Symax

Texas Instruments TI5X5 Series - TI505, TI 545-1102, 
TI545-1104

TBP (Transparent Byte Protocol) 
or NITP (Non-Intelligent Terminal 
Protocol)

Uni-Telway Telemecanique TSX 37 Micro UNI-TE (Version 1.1)

EZPanel Enhanced Overview

PLC/Network Drivers

PLC Connector
Pin # Connection

1 Chassis GND

2 PLC TXD (RS-232)

3 PLC RXD (RS-232)

4 +5V

5 Logic GND

6 LE

7 PLC CTS (RS-232)

8 PLC RTS (RS-232)

9 RXD+ (RS-422)

10 RXD- (RS-422)

11 TXD+ (RS-422)

12 TXD- (RS-422)

13 Terminating resistor

14 NC

15 NC

COM 1 Connector
Pin # Connection

1 TXD- (RS-422)

2 TXD (RS-422)

3 RXD (RS-232)

4 RXD- (RS-232

5 Logic GND

6 TXD+ (RS-422)

7 CTS (RS-232)

8 RTS (RS-232)

9 RXD+ (RS-422)

Power Connector            PLC Port               COM1 Port

Status LED
Red = Fault

Green = 
Normal 

Operation

Setup for online 
programming

The COM1 
port is a 
RS-232C, 
RS-422A or 
RS-485A 
female 
9-pin D-sub 
connector

The PLC 
port is a 
RS-232C, 
RS-422A or 
RS-485A 
female 
15-pin D-sub 
connector

A block style 
connector is used to 
connect an external 
24VDC power supply. 
You can use your 
own FA-24PS 24VDC 
power supply as your 
source.

Power Connector
Pin # Connection

+ +V 24VDC (20-30VDC)
1.5A min. supply, 18W max.- -V

Chassis Ground┴──

EZPanel Wiring
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EZPanel’s RAM and Flash Card Options
Flash memory location
RAM memory location

Battery

Connector for 
network interface 

cards

RAM memory card installed

EZPanel Enhanced’s Firmware is stored in the internal 
Flash memory of the panel which can be field upgraded 
through it’s programming port.  

The user program resides in the battery backed RAM of 
the panel. A backup battery provides power to the unit 
when external 24VDC power input is not present. If 
the backup battery is removed while the unit is without 
external 24VDC power, the user program residing in the 
RAM of the unit will be lost.

Optional FLASH Card
Flash cards for EZPanel Enhanced are used for backup 
of user-programs. There are three sizes of flash cards 
available (512K, 1MB, and 2MB). When an EZPanel 
powers up it always checks for a flash card. If present, it 
loads the user-program from the flash card into the RAM 
of the panel.
1. Use flash cards for backing up user-programs. If the 

user program gets corrupted you will always have a 
backup copy for immediate transfer to a panel without 
the need of a PC. 

2. Take advantage of programming multiple units without 
a PC just by powering them up with the flash card 
installed. Once the unit powers up, the flash card can 
be removed and the user-program will reside in the 
RAM of the panel.

3. OEMs can distribute upgrades/updates of applications 
on flash cards which can be utilized by Users to 
transfer the updated/upgraded user-programs to the 
RAM of a panel without the need of a PC.

Optional RAM Card
There are two sizes of plug-in RAM cards available, 
512K and 1MB RAM, for expanding the available RAM 
on a panel. For most applications, the available RAM  
is more than sufficient for typical user-programs. For 
applications utilizing extensive bitmaps and/or screens 
can take advantage of plug-in RAM cards for expanding 
program storage space.

RJ45 Connector in place of 
15-pin D-Sub for Universal 
Ethernet models 

Flash Card getting installed

Battery Replacement
3.6 volt high energy Lithium battery is used to provide 
back-up power for program storage in the sytem RAM. 
EZPanel has a low battery indicator on the screen. It is 
recommended that the battery is replaced every five years. 
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Connecting to a PLC/Programming Computer is EZ 
Cable Connections
Due to the new drivers that have been added to our EZPanel 
Enhanced panels, we have added many new cables for the 
various communication methods.

Cable Part
Number

Cable
Description Price

EZP-PGMCBL 10 ft. Programming Cable $20
EZP-CBL 10 ft. EZPLC cable RS232 $20

EZP-2CBL 10 ft. RS 232C, 15 pin D-shell male to 
RJ12 $20

EZP-2CBL-1 10 ft. RS 232C, 15 pin D-shell male to15 
pin male $20

EZP-3CBL 10 ft. RS 232C, 15 pin D-shell male to 
RJ11 $20

EZP-4CBL-1 10 ft. RS 232C, 15 pin to 15 pin D-shell 
male $20

EZP-4CBL-2 10 ft. RS 232C, 15 pin to 25 pin D-shell 
male $20

EZP-MLOGIX-CBL 10 ft. Allen-Bradley MicroLogix 1000, 
1200, 1500 $25

EZP-SLC-232-CBL 10 ft. Allen-Bradley SLC 5-03-04-05 with 
DF-1 port $20

EZPLC5-232-CBL 10 ft. Allen-Bradley PLC-5 CPU with 
DF1 port $20

EZP-DH485-CBL 10 ft. Allen-Bradley SLC 500 with DH485 
port $22

EZP-90-30-CBL 10 ft. GE Fanuc Series 90/30 and 90/70 
using SNPX $20

EZP-MITSU-CBL 10 ft. Mitsubishi FX Series 15-25 pin 
D-shell male $20

EZP-MITSU-CBL-1 10 ft. Mitsubishi FX Series 15-8 DIN $20

EZP-S7MPI-CBL 10 ft. Siemens Simatic 7
15-9 D-shell $20

EZP-OMRON-CBL 10 ft. Omron C200-C500 with Hostlink 
protocol $20

EZP-ARCOL-CBL 10 ft. Aromat Mewtool COM $20

EZP-CTRLUNI-CBL 10 ft. Control Techniques 
(Emerson) RS422 4 wire $20

EZP-CTCBI-CBL 10 ft. CTC Binary, RS232 $20
EZP-IDECM-CBL 10 ft. IDEC Micro, 8 pin mini DIN $20
EZP-MODUNI-CBL 10 ft. Modicon Uni-Telway $20
EZP-MODRTU-CBL 10 ft. Modbus RTU $20
EZP-MODTCP-CBL 10 ft. Modbus TCP/IP $20
EZP-S7200-CBL 10 ft. Siemens S7 200 $20
EZP-SYMAX-CBL 10 ft. Square D Symax $20
EZP-TX505-CBL 10 ft. Texas Instrument 505 $20
EZP-CTRLUNI-CBL-1 10 ft. Control Technologies RS485, 2 wire $20
EZP-IDECS-CBL 10 ft. IDEC Smart $20
EZP-TX545-CBL 10 ft. Texas Instrument 545-1102, RS422 $20
EZP-TX545-CBL1 10 ft. Texas Instrument 545-1104, RS422 $20
EZP-MODRJ-CBL 10 ft. RS232 15 pin D-shell male to RJ45 $20

Part Number Description Price

EZP-PANELEDIT EZPanel 
Programming Software $99

EZP-PANEL-M Hardware User Manual $15
EZP-RAM-1 512K RAM Card $50
EZP-RAM-2 1MB RAM Card $97
EZP-FLASH-1 512K Flash Card $46
EZP-FLASH-2 1MB Flash Card $56
EZP-FLASH-3 2MB Flash Card $80

EZP-ETHERNET DirectLogic Ethernet Option 
Interface Card $190

EZP-ETHERPLUS Modbus TCP/IP or DirectLogic 
Ethernet Option Card $240

EZP-BAT Replacement 1/2 AA, 3.6 volt 
Lithium Battery $20

EZP-BRK-1 EZTouch optional DIN Mounting 
Clips (pk. of 2) $15

EZP-COMCON3
15-pin male D-sub connectors with 
terminal blocks, for connecting 
RS422 network cable from 
EZTouch or EZText panels

$19

EZP-PANEL6-GSK (6”) Standard Replacement Gasket 
for all 6” panels $8

EZP-PANEL8-GSK (8”) Standard Replacement Gasket $8

EZP-PANEL10-GSK (10”) Standard Replacement 
Gasket $8

EZ-PANEL-STUDS Spare mounting studs 
(four with nuts) $8

EZP-6SLIMF-GSK (6”) Slim bezel FDA replacement 
gasket $8

EZP-8SLIMF-GSK (8”) Slim bezel FDA replacement 
gasket $25

EZP-10SLIMF-GSK (10”) Slim bezel FDA replacement 
gasket $30

EZP-15SLIMF-GSK (15”) Slim bezel FDA replacement 
gasket $34

EZP-COV6 Pack of 3 protective shields for any 
6” EZTouch panel $20

EZP-COV8 Pack of 3 protective shields for any 
8” EZTouch panel $34

EZP-COV10 Pack of 3 protective shields for any 
10” EZTouch panel $38

EZP-COV15 Pack of 3 protective shields for any 
15” EZTouch panel $56

EZPanel Accessories

Delivery Status: STK

Delivery Status: STK
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EZPanel 6-inch Model Specifications

Part Number

EZP-S6W-RS (Non-expandable)     $399
EZP-S6W-RSU     $798
(Universal Ethernet, No Flash/RAM expansion) 

EZP-S6M-F (All Serial Drivers)     $519
EZP-S6M-FH (DH+, Remote I/O)    $1019
EZP-S6M-R (Non-expandable)    $419

EZP-S6M-FS (Full Featured)     $549
EZP-S6M-FSC (CC Link)    $1049
EZP-S6M-FSD (DeviceNet)    $1449
EZP-S6M-FSE  (Ethernet IP)    $1449
EZP-S6M-FSH  (DH+, Remote I/O)    $1049
EZP-S6M-FSM (Modbus Plus)    $1049
EZP-S6M-FSP  (Profibus)    $1449
EZP-S6M-FST  (Modbus TCP/IP)       $849
EZP-S6M-FSU  (Universal Ethernet)     $948
EZP-S6M-ES  (EZPLC) $419
EZP-S6M-RS  (Non-expandable) $449

EZP-S6C-F (All Serial Drivers)     $799
EZP-S6C-FH (DH+, Remote I/O)    $1299
EZP-S6C-K (Koyo Only)    $699

Specification 6” white on blue 6” gray scale 6” slim bezel gray scale 6” color

Enclosure NEMA 1 NEMA 4, 4X (indoor) NEMA 1, FDA Compliant NEMA 4, 4X (indoor)

Display Type 5.7” STN (4 shades of blue) 5.7” STN (16 shades of gray) 5.7” STN (128 colors)

Display View Area 4.72”x3.5”  (119.4x88.9 mm)

Screen Pixels 320x240

Brightness/Life 140 nits/25,000 hours 180 nits/25,000 hours

Touch Screen 48 resistive touch cells (8x6) 192 resistive touch cells (16x12)
except -ES and -RS models have 48 (8x6) 48 resistive touch cells (8x6)

CPU Type Motorola Coldfire 32-bit CPU (40 MHz)

Service Power 24VDC (20-30VDC operating range), 1.2A switching supply recommended

Power 10 watts @ 24VDC 12 watts @ 24VDC 13 watts @ 24VDC

Agency Approval UL, CUL, CE pending UL, CUL, CE

Operating Temp. 0 to 45°C (32 to 113°F)

Storage Temp. -20 to 60°C (-4 to 140°F)

Humidity 10-95% RH, noncondensing

Electrical Noise NEMA ICS 2-230 showering arc  ANSI C37.90a-1974 SWC Level C Chattering Relay Test

Withstand Voltage 1000VDC (1 minute), between power supply input terminal and protective ground (FG)

Insulation Res. Over 20 MΩ, between power supply input and terminal and protective ground (FG)

Vibration 5 to 55Hz 2G for 2 hours in the X, Y and Z axes

Shock 10G for under 12ms in the X, Y and Z axes

User Memory 256KB System RAM memory only

(all except -R)
512KB system RAM memory, 512K 

and 1MB Option RAM Card for Memory 
Expansion;  1MB or 2MB Option Flash 

Card for Memory Backup/Transfer
(-R)

256KB System RAM memory only

(all except -ES and -RS)
512KB system RAM memory, 512K and 

1MB Option RAM Card for Memory Expan-
sion;  1MB or 2MB Option Flash Card for 

Memory Backup/Transfer
(-ES and -RS)

256KB System RAM memory only

512KB system RAM memory, 512K 
and 1MB Option RAM Card for Memory 
Expansion;  1MB or 2MB Option Flash 

Card for Memory Backup/Transfer

# of Screens Up to 999 limited by memory

Real Time Clock Built into panel (PLC clock is still accessible if available)

Screen Saver Yes, Backlight off

Serial 
Communications

PLC port: RS-232/RS-422/RS-485  15-pin D-sub (female)

Download/program port: RS-232/RS-422/RS-485  9-pin D-sub (female)

External 
Dimensions

6.145”x8.048”x2.433”
(156.078x204.407x51.786mm)

7.30”x8.94”x2.29”
(185.42x226.076x58.166mm)

6.145”x8.048”x2.433”
(156.078x204.407x51.786mm)

7.30”x8.94”x2.29”
(185.42x226.076x58.166mm)

Weight 1.7 lbs 1.4 lbs 1.7 lbs 1.4 lbs

EZPanel Enhanced Selection Guide and Specifications

EZAutomation EZPanel NEMA Ratings
The NEMA rating of all operator interface products in this catalog relates only to the front bezel 
since only the front bezel is exposed to the external environment and the backend is enclosed 
inside an appropriately sealed enclosure used by the customer. The Touchpanels in this 

catalog have either NEMA 1 FDA Compliant or NEMA 4, 4x (Indoor) rating. Please note that the 
touchpanels that are rated NEMA 1 FDA Compliant can handle typical NEMA 4, 4x environment 
such as water seepage or hosedown. The only reason these panels do not have NEMA 4, 4x 
rating is because the FDA Compliant plastic matieral is not UL approved for NEMA 4 flammability.
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EZPanel Enhanced Selection Guide and Specifications
EZPanel 6 and 8-inch Model Specifications

Part Number

EZP-S6C-FS (Full Featured)     $799
EZP-S6C-FSC (CC Link)    $1299
EZP-S6C-FSD (DeviceNet)    $1699
EZP-S6C-FSE  (Ethernet IP)    $1699
EZP-S6C-FSH  (DH+, Remote I/O)    $1299
EZP-S6C-FSM (Modbus Plus)    $1299
EZP-S6C-FSP  (Profibus)    $1699
EZP-S6C-FST  (Modbus TCP/IP)      $1069
EZP-S6C-FSU  (Universal Ethernet)    $1198
EZP-S6C-ES  (EZPLC) $699
EZP-S6C-KS  (Koyo only) $749

EZP-T6C-FS (Full Featured)     $999
EZP-T6C-FSC (CC Link)    $1499
EZP-T6C-FSD (DeviceNet)    $1899
EZP-T6C-FSE  (Ethernet IP)    $1899
EZP-T6C-FSH  (DH+, Remote I/O)    $1499
EZP-T6C-FSM (Modbus Plus)    $1499
EZP-T6C-FSP  (Profibus)    $1899
EZP-T6C-FST  (Modbus TCP/IP)      $1269
EZP-T6C-FSU  (Universal Ethernet)   $1398
EZP-T6C-ES  (EZPLC) $899

EZP-S8C-F (Full Featured)     $949
EZP-S8C-FC (CC Link)    $1449
EZP-S8C-FD (DeviceNet)    $1849
EZP-S8C-FE  (Ethernet IP)    $1899
EZP-S8C-FH  (DH+, Remote I/O)    $1449
EZP-S8C-FM (Modbus Plus)    $1449
EZP-S8C-FP  (Profibus)    $1899
EZP-S8C-FT  (Modbus TCP/IP)      $1399
EZP-S8C-FU  (Universal Ethernet)   $1348

EZP-S8C-FS (Full Featured)     $949
EZP-S8C-FSC (CC Link)    $1449
EZP-S8C-FSD (DeviceNet)    $1849
EZP-S8C-FSE  (Ethernet IP)    $1899
EZP-S8C-FSH  (DH+, Remote I/O)    $1449
EZP-S8C-FSM (Modbus Plus)    $1449
EZP-S8C-FSP  (Profibus)    $1899
EZP-S8C-FST  (Modbus TCP/IP)      $1399
EZP-S8C-FSU  (Universal Ethernet)   $1348

Specification 6” color slim bezel 8” color slim bezel

Enclosure NEMA 1, FDA compliant NEMA 4, 4X (indoor) NEMA 1, FDA compliant

Display Type 5.7” STN (128-color palette) 5.7” TFT (128-color palette) 8.2” STN (128-color palette)

Display View Area 4.65”x3.5” (118.1 x 88.9mm) 6.65”x5.024” (168.9 x 127.61mm)

Screen Pixels 320x240 640x480

Brightness/Life 180 nits/25,000 hours 200 nits/50,000 hours 140 nits/25,000 hours 140 nits/25,000 hours

Touch Screen 192 resistive touch cells (16x12)

CPU Type Motorola Coldfire 32-bit CPU (40 MHz)

Service Power 24VDC (20-30VDC operating range), 1.5A switching supply recommended

Power 13 Watts @ 24VDC 15 Watts @ 24VDC 16 Watts @ 24VDC

Agency Approval UL, CUL, CE UL, CUL, CE pending UL, CUL, CE

Operating Temp. 0 to 50°C (32 to 122°F) 0 to 55°C (32 to 131°F) 0 to 50°C (32 to 122°F)

Storage Temp. -25 to 60°C (-13 to 140°F) -25 to 65°C (-13 to 149°F) -25 to 60°C (-13 to 140°F)

Humidity 10-95% RH, noncondensing

Electrical Noise NEMA ICS 2-230 showering arc  ANSI C37.90a-1974 SWC Level C Chattering Relay Test

Withstand Voltage 1000VDC (1 minute), between power supply input terminal and protective ground (FG)

Insulation Res. Over 20 MΩ, between power supply input and terminal and protective ground (FG)

Vibration 5 to 55Hz 2G for 2 hours in the X, Y and Z axes

Shock 10G for under 12ms in the X, Y and Z axes

User Memory 512KB system RAM memory, 512K and 1MB Option RAM Card for Memory Expansion;  1MB or 2MB Option Flash Card for Memory Backup/Transfer

# of Screens Up to 999 limited by memory

Real Time Clock Built into panel (PLC clock is still accessible if available)

Screen Saver Yes, Backlight off

Serial 
Communications

PLC port: RS-232/RS-422/RS-485  15-pin D-sub (female)

Download/program port: RS-232/RS-422/RS-485  9-pin D-sub (female)

External 
Dimensions

6.145”x8.048”x2.433”
(156.078x204.407x51.786mm)

8.748”x10.894”x2.289”   
(222.199x276.708x58.136mm)

Weight 1.7 lbs 2.9 lbs

EZAutomation EZPanel NEMA Ratings
The NEMA rating of all operator interface products in this catalog relates only to the front bezel 
since only the front bezel is exposed to the external environment and the backend is enclosed 
inside an appropriately sealed enclosure used by the customer. The Touchpanels in this 

catalog have either NEMA 1 FDA Compliant or NEMA 4, 4x (Indoor) rating. Please note that the 
touchpanels that are rated NEMA 1 FDA Compliant can handle typical NEMA 4, 4x environment 
such as water seepage or hosedown. The only reason these panels do not have NEMA 4, 4x 
rating is because the FDA Compliant plastic matieral is not UL approved for NEMA 4 flammability.
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EZPanel Enhanced Selection Guide and Specifications
EZPanel 8, 10 and 15-inch Model Specifications

Part Number

EZP-T8C-F (Full Featured)     $1399
EZP-T8C-FC (CC Link)    $1899
EZP-T8C-FD (DeviceNet)    $2299
EZP-T8C-FE  (Ethernet IP)    $2299
EZP-T8C-FH  (DH+, Remote I/O)    $1899
EZP-T8C-FM   (Modbus Plus)    $1899
EZP-T8C-FP  (Profibus)    $2299
EZP-T8C-FT  (Modbus TCP/IP)      $1799
EZP-T8C-FU  (Universal Ethernet)   $1798
EZP-T8C-E  (EZPLC) $1299

EZP-T10C-F (Full Featured)     $1649
EZP-T10C-FC (CC Link)    $2199
EZP-T10C-FD (DeviceNet)    $2599
EZP-T10C-FE  (Ethernet IP)    $2599
EZP-T10C-FH  (DH+, Remote I/O)   $2199
EZP-T10C-FM   (Modbus Plus)    $2199
EZP-T10C-FP  (Profibus)    $2599
EZP-T10C-FT  (Modbus TCP/IP)     $2199
EZP-T10C-FU  (Universal Ethernet)  $2098
EZP-T10C-E   (EZPLC) $1599

EZP-T10C-FS (Full Featured)     $1699
EZP-T10C-FSC (CC Link)    $2199
EZP-T10C-FSD (DeviceNet)    $2599
EZP-T10C-FSE  (Ethernet IP)    $2599
EZP-T10C-FSH  (DH+, Remote I/O)   $2199
EZP-T10C-FSM (Modbus Plus)    $2199
EZP-T10C-FSP  (Profibus)    $2599
EZP-T10C-FST  (Modbus TCP/IP)     $2199
EZP-T10C-FSU  (Universal Ethernet)  $2098

EZP-T15C-FS (Full Featured)     $2499
EZP-T15C-FSC (CC Link)    $2999
EZP-T15C-FSD (DeviceNet)    $3399
EZP-T15C-FSE  (Ethernet IP)    $3399
EZP-T15C-FSH  (DH+, Remote I/O)   $2999
EZP-T15C-FSM (Modbus Plus)    $2999
EZP-T15C-FSP  (Profibus)    $3399
EZP-T15C-FST  (Modbus TCP/IP)     $3299
EZP-T15C-FSU  (Universal Ethernet)  $2898

Specification 8” color slim bezel 10” color slim bezel 15” color slim bezel

Enclosure NEMA 4, 4X (indoor) NEMA 4, 4X (indoor) NEMA 1, FDA compliant NEMA 1, FDA compliant

Display Type 8 ” TFT (128-color palette) 10.4” TFT (128-color palette) 15.0” TFT (128-color palette)

Display View Area 6.05”x4.55” (153.7 x 115.8mm) 8.31”x6.22” (211.07 x 158mm) 12.02”x9.01” (305.28 x 228.96mm)

Screen Pixels 640x480

Brightness/Life 200 nits/40,000 hours 250 nits/40,000 hours

Touch Screen 192 resistive touch cells (16x12)

CPU Type Motorola Coldfire 32-bit CPU (40 MHz)

Service Power 24VDC (20-30VDC operating range), 1.5A switching supply recommended

Power 18 Watts @ 24VDC 20 Watts @ 24VDC

Agency Approval UL, CUL, CE pending UL, CUL, CE

Operating Temp. 0 to 55°C (32 to 131°F)

Storage Temp. -25 to 65°C (-13 to 149°F)

Humidity 10-95% RH, noncondensing

Electrical Noise NEMA ICS 2-230 showering arc  ANSI C37.90a-1974 SWC Level C Chattering Relay Test

Withstand Voltage 1000VDC (1 minute), between power supply input terminal and protective ground (FG)

Insulation Res. Over 20 MΩ, between power supply input and terminal and protective ground (FG)

Vibration 5 to 55Hz 2G for 2 hours in the X, Y and Z axes

Shock 10G for under 12ms in the X, Y and Z axes

User Memory 512KB system RAM memory, 512K and 1MB Option RAM Card for Memory Expansion;  
1MB or 2MB Option Flash Card for Memory Backup/Transfer

1MB system RAM memory, 512K and 1MB 
Option RAM Card for Memory Expansion;  

1MB or 2MB Option Flash Card for Memory 
Backup/Transfer

# of Screens Up to 999 limited by memory

Real Time Clock Built into panel (PLC clock is still accessible if available)

Screen Saver Yes, Backlight off

Serial 
Communications

PLC port: RS-232/RS-422/RS-485  15-pin D-sub (female)

Download/program port: RS-232/RS-422/RS-485  9-pin D-sub (female)

External 
Dimensions

8.748”x10.894”x2.289”   
(222.199x276.708x58.136mm) 10.59”x13.58”x2.86”   (268.99x344.93x72.64mm) 13.00”x16.75”x4.66”   

(330.2 x 425.45 x 118.36mm)

Weight 2.9 lbs 3.8 lbs 7 lbs

EZAutomation EZPanel NEMA Ratings
The NEMA rating of all operator interface products in this catalog relates only to the front bezel 
since only the front bezel is exposed to the external environment and the backend is enclosed 
inside an appropriately sealed enclosure used by the customer. The Touchpanels in this 

catalog have either NEMA 1 FDA Compliant or NEMA 4, 4x (Indoor) rating. Please note that the 
touchpanels that are rated NEMA 1 FDA Compliant can handle typical NEMA 4, 4x environment 
such as water seepage or hosedown. The only reason these panels do not have NEMA 4, 4x 
rating is because the FDA Compliant plastic matieral is not UL approved for NEMA 4 flammability.
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6” White on Blue 
Dimensions

EZPanel Enhanced 6” White on Blue Panel
NEW6” White on Blue EZPanel Enhanced - Slim Bezel (5.7” STN)

EZPanel Enhanced’s 6” slim bezel White on Blue panel has a 5.7” diagonal 
touch screen with 320x240 pixel resolution with 4 shades of blue. This panel is 
a new addition to the EZPanel Enhanced line with a LCD (liquid crystal display) 
and is available for serial drivers or Universal Ethernet with a choice of either 
DF1, I/P, Modbus TCP/IP or SRTP protocols. This panel has a very low slim 
profile along with a smaller footprint on enclosures. 

6” White on Blue models feature:
• 5.7” diagonal LCD
• 4 shades of blue
• NEMA 1 
• 320x240 pixel resolution
• 140 nits brightness
• 25,000 hour expected bulb half-life
• 48 touch cells (8x6)
• 1/4” gasket and four DIN mounting clips for NEMA 1
• 2.3” (59.0mm) installed depth
• 256K RAM, not expandable
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel Enhanced software or 

EZTouch Programming software

Model Number Interface Price Del.

EZP-S6W-RS All serial drivers $399 STK

EZP-S6W-RSU Universal Ethernet drivers - DF1, I/P, 
Modbus TCP/IP, SRTP $798 3DAY

Note
Please note that the touchpanels that are rated NEMA 1 can handle typical 
NEMA 4, 4x environment such as water seepage or hosedown. The only 
reason these panels do not have NEMA 4, 4x rating is because the FDA 
Compliant plastic matieral is not UL approved for NEMA 4 flammability.
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EZPanel Enhanced 6” Mono Panels
6” Monochrome EZPanel Enhanced - (5.7” STN)
EZPanel Enhanced’s 6” mono panels have a 5.7” diagonal touch screen, with a 
320x240 pixel resolution and feature an STN LCD (liquid crystal display) with 
16 shades of gray. There are three 6” mono panels to choose from: one with 
reduced memory/no Ethernet option, one with full 512K memory which accepts 
Ethernet cards, and the third with DH+/Remote I/O.

Panels with Full Memory offer:
• 512K RAM expandable to 1.5MB
• 512K, 1MB or 2MB option flash card for memory 
backup

• Ethernet card optional (EZP-ETHERNET)
• Modbus TCP/IP card optional (EZP-ETHERPLUS)
• 48 touch cells (8x6)
• DH+, Remote I/O option

6” Mono models feature:
• 5.7” diagonal mono STN LCD
• 16 shades of gray
• NEMA 4, 4X (indoor)
• 320x240 pixel resolution
• 140 nits brightness
• 25,000 hour expected bulb half-life
• 1/4” O-ring gasket and eight 

mounting studs for NEMA 4/4X 
(indoor)

• 2.3” (59.0mm) installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel 

Enhanced software or EZTouch 
Programming software

See the different communication interface 
options available in the charts to the right

Model 
Number Interface Price Del.

EZP-S6M-F
All serial drivers and 
accepts optional 
Ethernet cards

$519 STK

EZP-S6M-FH DH+, Remote I/O $1,019 3DAY

Model 
Number Interface Price Del.

EZP-S6M-R All serial drivers 
(non-expandable) $419 STK

Panels with Reduced Memory offer:
• 256K RAM, not expandable
• No Ethernet or DH+ card support
• 48 touch cells (8x6)

6” Mono 
Dimensions
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EZPanel Enhanced 6” Mono Slim Bezel Panels
6” Monochrome EZPanel Enhanced - Slim Bezel (5.7” STN)
EZPanel Enhanced’s 6” slim bezel panels have a 5.7” diagonal touch screen 
with 320x240 pixel resolution. These panels have an STN LCD (liquid crystal 
display) with 16 shades of gray. EZPanel enhanced are available in 2 models: 
1) Reduced Memory, not expandable, no network cards, 48 touch cells
2) Full memory, expandable, all network option cards, 192 touch cells

All these panels have a very low slim profile along with a smaller footprint on 
enclosures. 

Panels with Full Memory offer:
• 512K RAM expandable to 1.5MB
• 512K, 1MB or 2MB option flash card for memory 
backup

• Ethernet card optional (EZ-ETHERNET)
• Modbus TCP/IP card optional (EZ-ETHERPLUS)
• 192 touch cells (16x12)

6” Mono 
Dimensions

6” Mono models feature:
• 5.7” diagonal mono STN LCD
• 16 shades of gray
• NEMA 1, FDA compliant 
• 320x240 pixel resolution
• 140 nits brightness
• 25,000 hour expected bulb half-life
• 1/4” gasket and four DIN mounting 

clips for NEMA 1
• 2.3” (59.0mm) installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel 

Enhanced software or EZTouch 
Programming software

See the different communication 
interface options available in the charts 
to the right

Model 
Number Interface Price Del.

EZP-S6M-FS
All serial drivers 
and accepts 
optional Ethernet 
and network 
cards

$549 STK

EZP-S6M-FSD DeviceNet $1,449 3DAY
EZP-S6M-FSE AB Ethernet I/P $1,449 3DAY
EZP-S6M-FSH DH+, Remote I/O $1,049 3DAY
EZP-S6M-FSM Modicon MB+ $1,049 3DAY
EZP-S6M-FSP Profibus $1,449 3DAY
EZP-S6M-FST Modbus TCP/IP $849 3DAY
EZP-S6M-FSC CCLink $1,049 3DAY

EZP-S6M-FSU
Universal 
Ethernet drivers - 
DF1, I/P, Modbus 
TCP/IP, SRTP

$948 3DAY

Model 
Number Interface Price Del.

EZP-S6M-ES EZPLC only $419 STK

EZP-S6M-RS
All serial 
drivers (non-
expandable)

$449 STK

Panels with Reduced Features offer:
• 256K RAM, not expandable
• No Ethernet card support
• 48 touch cells (8x6)

Note
Please note that the touchpanels that are rated NEMA 1 FDA 
Compliant can handle typical NEMA 4, 4x environment such 
as water seepage or hosedown. The only reason these panels 
do not have NEMA 4, 4x rating is because the FDA Compliant 
plastic matieral is not UL approved for NEMA 4 flammability.
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EZPanel Enhanced 6” STN Color Panels
6” Color EZPanel Enhanced - (5.7” STN)
EZPanel Enhanced’s 6” panels have a 5.7” diagonal touch screen with 
320x240 pixel resolution. These panels have an STN LCD (liquid 
crystal display). 

There are three 6” color panels to choose from: one with Koyo driver 
only, one with full 512K memory which accepts Ethernet cards, and 
the third with DH+/Remote I/O.

6” STN Color
Dimensions

Model 
Number Interface Price Del.

EZP-S6C-K Koyo Direct Logic $699 STK
EZP-S6C-F All serial drivers $799 STK
EZP-S6C-FH DH+, Remote I/O $1,299 3DAY

6” STN Color models feature:
• 5.7” diagonal color STN LCD
• 128 colors
• NEMA 4, 4X (indoor)
• 320x240 pixel resolution
• 512K RAM expandable to 1.5MB
• 512K, 1MB or 2MB option flash card for 

memory backup
• Ethernet card optional (EZP-ETHERNET)
• Modbus TCP/IP card optional (EZP-

ETHERPLUS)
• 180 nits brightness
• 25,000 hour expected bulb half-life
• 48 touch cells (8x6)
• 1/4” O-ring gasket and eight mounting studs for 

NEMA 4/4X (indoor)
• 2.3” (59.0mm) installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel Enhanced 

software or EZTouch Programming software

See the many different communication 
interface options available in the chart to the 
right
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EZPanel Enhanced 6” STN Color Slim Bezel Panels
6” Color EZPanel Enhanced - Slim Bezel (5.7” STN)
EZPanel Enhanced’s 6” slim bezel panels have a 5.7” diagonal touch 
screen with 320x240 pixel resolution. These panels have a  STN LCD 
(liquid crystal display). 

Model 
Number Interface Price Del.

EZP-S6C-KS Koyo Direct Logic serial driver only $749 STK
EZP-S6C-ES EZPLC driver only $699 STK

EZP-S6C-FS All serial drivers and accepts optional Ethernet 
and network cards $799 STK

EZP-S6C-FSD DeviceNet $1,699 3DAY
EZP-S6C-FSE AB Ethernet I/P $1,699 3DAY
EZP-S6C-FSH DH+, Remote I/O $1,299 3DAY
EZP-S6C-FSM Modicon MB+ $1,299 3DAY
EZP-S6C-FSP Profibus $1,699 3DAY
EZP-S6C-FST Modbus TCP/IP $1,069 3DAY
EZP-S6C-FSC CCLink $1,299 3DAY

EZP-S6C-FSU Universal Ethernet drivers - DF1, I/P, 
Modbus TCP/IP, SRTP $1,198 3DAY

6” STN Color models feature:
• 5.7” diagonal color STN LCD
• Low-profile slim bezel design
• 128 colors
• NEMA 1, FDA compliant 
• 320x240 pixel resolution
• 512K RAM expandable to 1.5MB
• 512K, 1MB or 2MB option flash card for memory 

backup
• 180 nits brightness
• 25,000 hour expected bulb half-life
• 192 touch cells (16x12)
• 1/4” gasket and four DIN mounting clips for NEMA 1
• 2.3” (59.0mm) installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel Enhanced 

software or EZTouch Programming software

See the many different communication interface 
options available in the chart to the right

6” STN Color
Dimensions

Note
Please note that the touchpanels that are rated NEMA 1 FDA 
Compliant can handle typical NEMA 4, 4x environment such 
as water seepage or hosedown. The only reason these panels 
do not have NEMA 4, 4x rating is because the FDA Compliant 
plastic matieral is not UL approved for NEMA 4 flammability.
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EZPanel Enhanced 6” TFT Color Slim Bezel Panels
6” Color EZPanel Enhanced - Slim Bezel (5.7” TFT)
EZPanel Enhanced’s 6” slim bezel panels have a 5.7” diagonal touch 
screen with 320x240 pixel resolution. This model is a new addition to 
EZPanel Enhanced line with a TFT LCD (liquid crystal display).  

All these panels have a very low slim profile along with a smaller footprint 
on enclosures.

Model 
Number Interface Price Del.

EZP-T6C-ES EZPLC driver only $899 STK

EZP-T6C-FS All serial drivers and accepts Ethernet and 
network cards $999 STK

EZP-T6C-FSD DeviceNet $1,899 3DAY
EZP-T6C-FSE AB Ethernet I/P $1,899 3DAY
EZP-T6C-FSH DH+, Remote I/O $1,499 3DAY
EZP-T6C-FSM Modicon MODBUS Plus $1,499 3DAY
EZP-T6C-FSP Profibus $1,899 3DAY
EZP-T6C-FST MODBUS TCP/IP $1,269 3DAY
EZP-T6C-FSC CCLink $1,499 3DAY

EZP-T6C-FSU Universal Ethernet drivers - DF1, I/P, 
Modbus TCP/IP, SRTP $1,398 3DAY

6” TFT Color models feature:
• 5.7” diagonal color TFT LCD
• Low-profile slim bezel design
• 128 colors
• NEMA 1, FDA compliant
• 320x240 pixel resolution
• 512K RAM expandable to 1.5MB
• 512K, 1MB or 2MB option flash card for memory 

backup
• 200 nits brightness
• 50,000 hour expected bulb half-life
• 192 touch cells (16x12)
• 1/4” gasket and four DIN mounting clips for NEMA 1
• 2.3” (59.0mm) installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel Enhanced 

software or EZTouch Programming software

See the different communication interface 
options available in the chart to the right

6” TFT Color
Dimensions

Note
Please note that the touchpanels that are rated NEMA 1 FDA 
Compliant can handle typical NEMA 4, 4x environment such 
as water seepage or hosedown. The only reason these panels 
do not have NEMA 4, 4x rating is because the FDA Compliant 
plastic matieral is not UL approved for NEMA 4 flammability.
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EZPanel Enhanced 8” STN Color Slim Bezel Panels
8” Color EZPanel Enhanced - Slim Bezel (8.2” STN)
The 8” color EZPanel Enhanced slim bezel panels have a 8.2” diagonal 
touch screen, with a 640x480 pixel resolution and feature a STN LCD 
(liquid crystal display). All models feature a low-profile slim bezel 
design that provides a small footprint on your enclosure. These panels 
are available in either NEMA 1, FDA compliant or NEMA 4, 4X 
housing. See note below.

Features
• 8.2” diagonal color STN LCD
• Low-profile slim bezel design
• 128 colors
• 640x480 pixel resolution
• 512K RAM expandable to 

1.5MB
• 512K, 1MB or 2MB option flash 

card for memory backup
• Ethernet card optional (EZP-

ETHERNET)
• MODBUS TCP/IP card optional 

(EZP-ETHERPLUS)
• 140 nits brightness
• 25,000 hour expected bulb 

half-life
• 192 touch cells (16x12)
• 1/4” gasket and four DIN 

mounting clips for NEMA 1
• 1/4” O-ring gasket and eight 

mounting studs for NEMA 4, 
4X (indoor)

• 2.76” (60.53mm) installed 
depth

• Has all EZPanel Enhanced 
objects

• Has all 4,000 Library symbols
• Programmed with either 

EZPanel Enhanced software 
or EZTouch Programming 
software

See the different 
communication interface 
options available in the chart 
to the right

8.2” STN Color
Dimensions

Model 
Number Interface Price Del.

EZP-S8C-FS
All serial drivers 
and accepts 
optional Ethernet 
and network cards

$949 STK

EZP-S8C-FSD DeviceNet $1,849 3DAY
EZP-S8C-FSE AB Ethernet I/P $1,899 3DAY
EZP-S8C-FSH DH+, Remote I/O $1,449 3DAY
EZP-S8C-FSM Modicon MB+ $1,449 3DAY
EZP-S8C-FSP Profibus $1,899 3DAY
EZP-S8C-FST MODBUS TCP/IP $1,399 3DAY
EZP-S8C-FSC CCLink $1,449 3DAY

EZP-S8C-FSU
Universal Ethernet 
drivers - DF1, I/P, 
Modbus TCP/IP, 
SRTP 

$1,348 3DAY

Panels NEMA 1, FDA CompliantPanels NEMA 4, 4X (indoor)

Model 
Number Interface Price Del.

EZP-S8C-F
All serial drivers 
and accepts 
optional Ethernet 
and network cards

$949 STK

EZP-S8C-FD DeviceNet $1,849 3DAY
EZP-S8C-FE AB Ethernet I/P $1,899 3DAY
EZP-S8C-FH DH+, Remote I/O $1,449 3DAY
EZP-S8C-FM Modicon MB+ $1,449 3DAY
EZP-S8C-FP Profibus $1,899 3DAY
EZP-S8C-FT MODBUS TCP/IP $1,399 3DAY
EZP-S8C-FC CCLink $1,449 3DAY

EZP-S8C-FU
Universal Ethernet 
drivers - DF1, I/P, 
Modbus TCP/IP, 
SRTP 

$1,348 3DAY

Note
Please note that the touchpanels that are 
rated NEMA 1 FDA Compliant can handle 
typical NEMA 4, 4x environment such as 
water seepage or hosedown. The only reason 
these panels do not have NEMA 4, 4x rating is 
because the FDA Compliant plastic matieral is 
not UL approved for NEMA 4 flammability.
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EZPanel Enhanced 8” TFT Color Slim Bezel Panels

8” TFT Color
Dimensions

8” Color EZPanel Enhanced - Slim Bezel (8” TFT)
EZPanel Enhanced’s 8” slim bezel panels have a 8” diagonal touch screen 
with 640x480 pixel resolution. This model is a new addition to EZPanel 
Enhanced line with a TFT LCD (liquid crystal display).  

All these panels have a very low slim profile along with a smaller footprint 
on enclosures. 

Features
• 8” diagonal color TFT LCD
• Low-profile slim bezel design
• 128 colors 
• 640x480 pixel resolution
• 512K RAM expandable to 1.5MB
• 512K, 1MB or 2MB option flash card for memory backup
• Ethernet card optional (EZP-ETHERNET)
• MODBUS TCP/IP card optional (EZP-ETHERPLUS)
• 200 nits brightness
• 40,000 hour expected bulb half-life
• 192 touch cells (16x12)
• 1/4” O-ring gasket and eight mounting studs for NEMA 4, 4X 

(indoor)
• 2.76” (70.10mm) installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel Enhanced software or 

EZTouch Programming software

See the different communication interface options available 
in the chart to the right

Model 
Number Interface Price Del.

EZP-T8C-E EZPLC only $1,299 STK

EZP-T8C-F All serial drivers and accepts Ethernet 
and network cards $1,399 STK

EZP-T8C-FD DeviceNet $2,299 3DAY
EZP-T8C-FE AB Ethernet I/P $2,299 3DAY
EZP-T8C-FH DH+, Remote I/O $1,899 3DAY
EZP-T8C-FM Modicon MODBUS Plus $1,899 3DAY
EZP-T8C-FP Profibus $2,299 3DAY
EZP-T8C-FT MODBUS TCP/IP $1,799 3DAY
EZP-T8C-FC CCLink $1,899 3DAY

EZP-T8C-FU Universal Ethernet drivers - DF1, I/P, 
Modbus TCP/IP, SRTP $1,798 3DAY
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EZPanel Enhanced 10” TFT Color Slim Bezel Panels
10” Color EZPanel Enhanced - Slim Bezel (10.4” TFT)
The 10” color EZPanel Enhanced slim bezel panels have a 10.4” 
diagonal touch screen, with a 640x480 pixel resolution and feature a 
TFT LCD (liquid crystal display). All models feature a low-profile slim 
bezel design that provides a small footprint on your enclosure. These 
panels are available in either NEMA 1, FDA compliant or NEMA 4, 4X 
housing. See note below.

Features
• 10.4” diagonal color TFT 

LCD
• Low-profile slim bezel 

design
• 128 colors
• 640x480 pixel resolution
• 512K RAM expandable to 

1.5MB
• 512K, 1MB or 2MB option 

flash card for memory 
backup

• Ethernet card optional 
(EZP-ETHERNET)

• MODBUS TCP/IP 
card optional (EZP-
ETHERPLUS)

• 200 nits brightness
• 40,000 hour expected bulb 

half-life
• 192 touch cells (16x12)
• 1/4” gasket and four DIN 

mounting clips for NEMA 1
• 1/4” O-ring gasket and eight 

mounting studs for NEMA 
4, 4X (indoor)

• 2.38” (60.53mm) installed 
depth

• Has all EZPanel Enhanced 
objects

• Has all 4,000 Library 
symbols

• Programmed with either 
EZPanel Enhanced 
software or EZTouch 
Programming software

See the different 
communication interface 
options available in the 
chart to the right

10” TFT Color
Dimensions

Model 
Number Interface Price Del.

EZP-T10C-FS
All serial drivers 
and accepts 
optional Ethernet 
and network cards

$1,699 STK

EZP-T10C-FSD DeviceNet $2,599 3DAY
EZP-T10C-FSE AB Ethernet I/P $2,599 3DAY
EZP-T10C-FSH DH+, Remote I/O $2,199 3DAY
EZP-T10C-FSM Modicon MB+ $2,199 3DAY
EZP-T10C-FSP Profibus $2,599 3DAY
EZP-T10C-FST MODBUS TCP/IP $2,199 3DAY
EZP-T10C-FSC CCLink $2,199 3DAY

EZP-T10C-FSU
Universal Ethernet 
drivers - DF1, I/P, 
Modbus TCP/IP, 
SRTP 

$2,098 3DAY

Panels NEMA 1, FDA Compliant

Panels NEMA 4, 4X (indoor)

Model 
Number Interface Price Del.

EZP-T10C-F
All serial drivers 
and accepts 
optional Ethernet 
and network cards

$1,649 STK

EZP-T10C-E EZPLC only $1,599 STK
EZP-T10C-FD DeviceNet $2,599 3DAY
EZP-T10C-FE AB Ethernet I/P $2,599 3DAY
EZP-T10C-FH DH+, Remote I/O $2,199 3DAY
EZP-T10C-FM Modicon MB+ $2,199 3DAY
EZP-T10C-FP Profibus $2,599 3DAY
EZP-T10C-FT MODBUS TCP/IP $2,199 3DAY
EZP-T10C-FC CCLink $2,199 3DAY

EZP-T10C-FU
Universal Ether-
net drivers - DF1, 
I/P, Modbus 
TCP/IP, SRTP 

$2,098 3DAY

Note
Please note that the touchpanels that are 
rated NEMA 1 FDA Compliant can handle 
typical NEMA 4, 4x environment such as 
water seepage or hosedown. The only reason 
these panels do not have NEMA 4, 4x rating is 
because the FDA Compliant plastic matieral is 
not UL approved for NEMA 4 flammability.
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EZPanel Enhanced 15” TFT Color Slim Bezel Panels
15” Color EZPanel Enhanced - Slim Bezel (15.0” TFT)
The 15” color EZPanel Enhanced slim bezel panels have a 15.0” 
diagonal touch screen, with a 640x480 pixel resolution and feature a 
TFT LCD (liquid crystal display). All models feature a low-profile slim 
bezel design that provides a small footprint on your enclosure.

Features
• 15.0” diagonal color TFT LCD
• Low-profile slim bezel design
• 128 colors
• NEMA 1, FDA compliant  
• 640x480 pixel resolution
• 1MB RAM expandable to 1.5MB or 2MB
• 1MB or 2MB option flash card for memory backup
• Ethernet card optional (EZP-ETHERNET)
• MODBUS TCP/IP card optional (EZP-ETHERPLUS)
• 250 nits brightness
• 40,000 hour expected bulb half-life
• 192 touch cells (16x12)
• 1/4” gasket and four DIN mounting clips for NEMA 1
• 4.29” (108.9mm) installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel Enhanced software or 

EZTouch Programming software

See the different communication interface options avail-
able in the chart to the right

Model 
Number Interface Price Del.

EZP-T15C-FS All serial drivers and accepts optional 
Ethernet and network cards $2,499 STK

EZP-T15C-FSD DeviceNet $3,399 3DAY
EZP-T15C-FSE Ethernet/IP Allen Bradley $3,399 3DAY
EZP-T15C-FSH DH+, Remote I/O $2,999 3DAY
EZP-T15C-FSM Modicon MODBUS Plus $2,999 3DAY
EZP-T15C-FSP Profibus $2,999 3DAY
EZP-T15C-FST MODBUS TCP/IP $3,299 3DAY
EZP-T15C-FSC CCLink $2,999 3DAY

EZP-T15C-FSU Universal Ethernet drivers - DF1, I/P, 
Modbus TCP/IP, SRTP $2,898 3DAY

15” TFT Color
Dimensions

Note
Please note that the touchpanels that 
are rated NEMA 1 FDA Compliant can 
handle typical NEMA 4, 4x environment 
such as water seepage or hosedown. 
The only reason these panels do not 
have NEMA 4, 4x rating is because the 
FDA Compliant plastic matieral is not 
UL approved for NEMA 4 flammability.
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ENHANCED COSTS LESS!!

EZText Enhanced - The Most SENSIBLE 
PLC Text Panels!  

Vacuum Flourescent 
Text Display
An Incredible Value Proposition 

The original 
EZText is now...

EZ Te xt TM

EZ-220V EZ-420

EZ-220L EZ-220PEZ-SP

EZ-220PVEZ-220
$169 $269 $329 $189

$229$229$219

NEW! NEW!

NEW! $269

5  NEW DRIVERS
AND GET THIS...

   INCREDIBLE VALUE
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What does EZText Enhanced Offer?
Everything the original EZText 
    has plus the following 

E N H A N C E M E N T S
TO EXISTING 

EZText CUSTOMERS!!

Y O U  H AV E  A S K E D  F O R !
Our Tech Support Group has been supporting the 
EZText product line since its introduction in 2001 
and has constantly earned high marks from you.  
We asked them to find out from EZText customers 
what they would like to see improved in the panel. 
These enhancements are a direct result of your 
feedback. 

1

2

We added two new models with vacuum 
fluorescent displays for better viewing angle and 
higher visibility.

Then we added the following 
new PLC/Drive drivers:
• Aromat Mewtocol COM
• Control Technology Corp. (CTC) - CTC2600, 2700 and 5100 (CTC Binary)
• EZPLC
• Idec
• Texas Instruments - TI5x5 Series, TI505, TI545-1102, TI545-1104 

(Transparent Byte Protocol or Non-Intelligent Terminal Protocol)

NEW

EZ Software Upgrade 
Program
Simple EZ Upgrade
In line with our philosophy of making it EZ for our 
customers to do business with us, we offer a simple, 
no hassle program to upgrade your existing EZText 
Programming Software.
We don’t want you to have to pay for the EZText 
Enhanced Editor if you already have invested in EZText 
Programming Software.
We will ship to you our brand new EZText Enhanced 
Editor FREE with the purchase of any model of EZText 
Enhanced.

Backward Compatible
EZText Enhanced Editor in fully backward compatible 
with your existing EZText panels.

Read/Write

CURRENT
PROGRAMMING

SOFTWARE

NEW
PROGRAMMING

SOFTWARE

Read/Write

Note: Please note that the EZText Enhanced Editor (FREE to existing EZText customers) 
will not support the new drivers as well as will not support the enhanced convenience 
features when programming the original EZText panels.

The Original
The Original

Programming Software Compatibility

EZText EZText

EZ Te xt TM EZ Te xt TM

Read/Write
(Except enhanced 

drivers)
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Key Features
• Fits in the same cutout dimensions as  OP-

1000 and OP-600 series Optimate panels
• Heavy duty mounting gasket
• Has PLC message indicator LED that 

tells the operator that the PLC triggered a 
message

• Has up to 256 messages that can have up 
to three embedded variables

• 24VDC power supply
• EZ to use $28 programming software, with 

menu configuration similar to your computer 
file folders

• Communication cables: 
Programming cable $16.00 
PLC to EZText cables $20.00

Communications Drivers 
Supported
• Aromat Mewtocol COM
• EZPLC
• Allen-Bradley DF1 (PLC-5, SLC 5/03/04/05, 

MicroLogix 1000, 1200 and 1500)
• Control Technology Corp. (CTC) - 

CTC2600, 2700 and 5100 (CTC Binary)
• Idec Computer Link
• Modicon MODBUS RTU
• GE Fanuc SNPX (90/30, 90/70)
• All Mitsubishi FX Series (direct, multidrop)
• Omron Host Link (C200 and C500)
• Siemens S7 MPI Adapter series PLCs (S7 

300/400)
• DirectLOGIC PLCs
• Texas Instruments - TI5x5 Series, TI505, 

TI545-1102, TI545-1104 (Transparent 
Byte Protocol or Non-Intelligent Terminal 
Protocol)

EZText OEM 
Update Utility
This free software allows users to download 
new or updated projects to the EZ-
MULTIDROP, or to individual panels, without 
requiring the EZText programming software.

Vacuum Fluorescent 
Display at 1/4th the Price 
of AB Data Liners
The EZText Panel has been enhanced to 
incorporate a vacuum fluorescent display 
that has greater visibility as well as a wider 
viewing angle. At $269 for EZ-220V and $329 
for EZ-220PV, these Text Panels cost almost 
1/4th of the price of AB Data Liners and offer 
an excellent value proposition.    

                           SENSIBLE PLC Text Panels
Serial drivers for Aromat, Idec, CTC, Omron, 
Allen-Bradley, GE, Mitsubishi, Modicon, 
Siemens, AutomationDirect, and, of course, 
EZAutomation’s EZPLCs

Superbright, tri-color, 
user programmable 

annunciators
Super Long-life 

key pad

LED that indicates that the 
message was triggered by PLC

Scroll through messages 
arranged as folders

Up to 256 messages
Choice of LCD or wide viewing 

angle VFD

EZ Te x t TM

NEW!
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EZ-220
Two-Line LCD Message 
Display and Pushbuttons
• 2 x 20-character LCD message display
• Five user-defined pushbuttons and 
LEDs

• Scroll data entry buttons
• Built-in menu system
• EMI filtered power supply reduces 
noise and communication problems

EZ-420
Four-Line LCD Message 
Display and Pushbuttons
• 4 x 20-character LCD message display
• Five user-defined pushbuttons and 
LEDs

• Scroll data entry buttons
• Built-in menu system
• EMI filtered power supply reduces 
noise and communication problems

EZ-220L
Two-Line Large LCD Message 
Display and Pushbuttons
• 2 x 20-large character LCD message display
• Five user-defined pushbuttons and LEDs
• Scroll data entry buttons
• Built-in menu system
• EMI filtered power supply reduces noise and 
communication problems

EZ-220P
Two-Line LCD Message Display 
and Keypad
• 2 x 20-character LCD message display
• Five user-defined pushbuttons and LEDs
• Numeric keypad
• Scroll data entry buttons
• Three tri-color LED annunciators
• Built-in menu system
• EMI filtered power supply reduces noise and 
communication problems

EZ-SP
Eight-digit Setpoint Panel
• Setpoint entry with 1 x 16 character text display, 8-digit numerical 
display

• Up to 256 setpoints or displays with text messages
• Scroll keys to change values
• “Enter” key to transmit value to the PLC
• EMI filtered power supply reduces noise and communication 
problems

EZ-MULTIDROP
EZ Multiplexer Communication Master Unit
• Allows up to five EZText Enhanced Panels to communicate with a single PLC
• Optimized data requests from panels for greater efficiency
• Communicates to panels at 38.4k baud
• Supports non-contiguous PLC registers

Choose from Seven Models

EZ-220V
Two-Line VFD Message 
Display and Pushbuttons
• 2 x 20-character VFD message display 
• Five user-defined pushbuttons and 
LEDs

• Scroll data entry buttons
• Built-in menu system
• EMI filtered power supply reduces 
noise and communication problems

EZ-220PV
Two-Line VFD Message Display 
and Keypad
• 2 x 20-character VFD message display
• Five user-defined pushbuttons and LEDs
• Numeric keypad
• Scroll data entry buttons
• Three tri-color LED annunciators
• Built-in menu system
• EMI filtered power supply reduces noise and 
communication problems

EZ Te xt TM

$169 $269

$329 $189

$229

$229

$219

$279

NEW!

NEW!
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Configuring a Text Panel Has Never Been EZier
We incorporated features that give you 
the most flexibility with the least effort
With EZText Enhanced, we’ve eliminated the hassle of programming 
extensive ladder logic. You shouldn’t have to write pages and pages of 
logic to transfer operator-entered variables from your panel to the PLC. 
Basically, our software has made designating PLC memory locations  
for controlling panel LEDs, accepting pushbutton requests, triggering 
messages, accepting setpoint data and displaying status data EZier than 
ever! 

Select four registers 
in your PLC to 

communicate to 
EZText Enhanced

The first Register in this case N7:1 will be 
used for storing LED status and the 2nd 
Register N7:2 will be used to input pushbutton 
status. The configuration screen contains all 
of the information needed to configure the 
pushbuttons and their associated LEDs. You 
can configure the pushbuttons in three different 
ways: alternate, momentary, or alternate with 
PLC release option. The associated LEDs, 
which can also operate totally independent 
of the pushbutton action, can be triggered 
three ways: by the associated pushbutton, by 
the PLC, or they can be made to flash by the 
pushbuttons. This screen also allows the user 
to enter the associated PLC address. Once the 
address assignment has been selected, all of the 
pushbutton and LED fields will be populated 
with the associated bit assignments. 

Programming EZText Enhanced is EZ as 1-2-3!
EZText Enhanced can be programmed in just three easy steps! All you need to 
know are the word registers you are going to use from your PLC with our panel. 
Let’s take an example of EZ-220P panel which has user-programmable Push 
Buttons along with corresponding LED indicators, user-programmable Tri-Color 
annunciators, and a user-programmable database of 256 messages. In order to 
program all of these variables first we need to identify four word registers in a 
PLC which will be used to program EZText Enhanced. Let’s take AB MicroLogix 
PLC with word addresses N7:1 thru N7:4 for simplicity. The PLC registers can be 
chosen as per your program specifications and do not need to be in any particular 
sequence or order. 

Configuring 
Pushbuttons and Leds1 Configure LED trigger

Configure Pushbutton Action

User-defined pushbutton keys are 
automatically written to bits in a single 
user-defined PLC memory word.

LED status PLC Register

User-defined LED status is directly 
mapped from bits in a single user-
defined PLC memory word.

0 0 0 1 1 1 1 0 N7:1 1 0 0 1 0 0 0 0 N7:2

N7:1

N7:2

Pushbutton status PLC Register

Bits 0       1       2       3     4

Let’s enter N7:1 as the PLC address 
for LED status and N7:2 as the PLC 
address for pushbutton status

N7:0
0 0 0 1 1 1 1 0 N7:1
1 0 0 1 0 0 0 0 N7:2
0 0 0 1 1 1 1 0 N7:3
0 0 0 0 0 1 0 0 N7:4
1 0 0 0 0 0 0 0 N7:5

7 6 5 4 3 2 1 0

WHAT YOU SEE IS WHAT YOU GET!

BITS
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Each annunciator lamp 
can display all 3 colors

Colors are 
determined by 

two user-defined 
bits in the PLC 
register (N7:3)

}

0 0 0 1 1 1 1 0 N7:3
7 6 5 4 3 2 1 0 BITS

Lamp 1
2 bit pair 
decides 

color}}
Lamp 2
2 bit pair 
decides 

color

Lamp 3
2 bit pair 
decides 

color
The annunciator lamps on the EZ-220P and EZ-220PV models 
are configured similar to pushbuttons. Once you have selected the 
starting address in the PLC, all of the lamp colors will be identified 
by the bit pairs. The color that the lamp  illuminates depends on the 
bit assignment of the address selected. 
For example, if bit 0 is OFF and bit 1 is ON, the first lamp is Green. 
If bit 2 is ON and bit 3 is ON, the lamp is Yellow. If bit 4 is ON and 
bit 5 is OFF, the third lamp will be RED. The color code chart on the 
left, which is shown in our programming software, indicates which 
color would be shown based on the bit values. 

2

3

Configuring 
Annunciator Lamps

User Programmable Messages
There are two message types which can be displayed: local and PLC. Local 
messages are displayed on the screen unless the PLC triggers a PLC message, which 
overrides a local message.. When a PLC message is triggered, the PLC Message 
LED will also be illuminated. The PLC message LED will remain on until the user 
acknowledges the situation by pressing [esc] on the panel.

Stores Up To 

256 Messages
Triggered by the PLC or Locally

Layered messages provide more 
organization and detail.
These messages are triggered by the PLC 
and will trigger the PLC Message LED on 
the front of the EZText panels.

Each text message can contain 
up to three embedded variables, 
one of which can be entered by an 
operator from the keypad

3 embedded data 
variables for each 
message

0 0 0 0 0 1 0 0 N7:4

Programmable Message PLC Register

“PLC type” messages are controlled by a 
single word memory location of a PLC

Lamp 1 Lamp 2 Lamp 3

N7:4
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PLC Messages
“PLC type” messages are controlled by a single word memory 
location of a PLC. These messages have the highest priority 
and they overwrite any local messages that might exist on a text 
panel at any given time. When these messages are entered in 
EZText software, they are assigned a specific number by which 
they are referenced and archived. When the word memory 
location dedicated for PLC Type messages points to a specific 
message number, the message corresponding to that number is 
displayed on the panel.

The activation of a PLC Message will cause the PLC message 
LED to illuminate.  The LED is an indication to the operator 
that the message being displayed was triggered by the PLC.  
When a PLC Message is displayed, the operator may press 
the ESC key on the panel keypad to switch back to the Local 

Messages.  The ESC key may be 
pressed an additional time to view 
the most recently displayed PLC Message.

Local Messages
Local Messages are created within a Folder/Subfolder type 
hierarchy.  Messages can contain up to three embedded 
variables, which will reference memory locations inside the 
PLC.  During normal operation, the operator is free to view 
Local Messages in various folders using the arrow keys located 
on the panel keypad.  The keypad can also be used to enter new 
values into embedded variables located inside a message.

No PLC logic is required for the panel to scroll through Local 
Messages or Folders.

Select panel type 
from the selection screen

Configure PLC 
communications

Configure 
messages, pushbuttons, 
LEDs, etc.

The EZText Enhanced programming 
software (EZ-TEXTEDIT) is a 
Windows-based program. The EZ-
to-use screens and pull-down menus 
provide all tools you will need to select 
the panel type, configure the PLC 
communications, create text messages, 
etc. The EZText panels use simple 
addressing and bit asignments.
Competitor text panels require 
extensive programming and associated 
ladder logic to make the pushbuttons 
and LEDs operable.

Configuring a Text Panel Has Never Been EZier
PLC Message Types

Customize Your Pushbuttons and Annunciators
Every EZText Enhanced Panel is shipped with printable label sheets along with Microsoft 
Word template for customizing Pushbuttons and Annunciator lights. Installing EZTouch 
Enhanced software will give you access to “EZText_Enhanced_Inserts.DOC” in EZText 
Enhanced Panel directory. Use this word document to print your desired labels for push 
buttons and annunciator lights on the label sheets provided. Cut the label sheet to the right 
size using the trim marks provided and follow the instructions below to customize your 
labels.

Configuration Software
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                             Programming Software

Communicating to your PLC is EZ
After you have selected your PLC type, you can enter communication 
parameters. To make the process even EZier, we have populated most of 
the fields with settings appropriate to the PLC you selected. Change any 
values if necessary and click OK. 

View PLC Tagnames
The configuration software provides a screen to view all 
of the programmed messages and tagnames that you have 
assigned to the panel. With 256 message capability, this 
screen can provide a great organizational tool to help you 
remember what addresses you have used, what names or 
messages you have programmed, and any other items that you 
have programmed.

EZ-SP Configuration
The EZ-SP (setpoint display) panel has a unique setup screen 
for data and message display. Most other setpoint display panels 
have a physical label to identify the data displayed. The. EZ-SP 
attaches the associated text with the numeric data and displays it 
on the 1x16 LCD display and a bright 8 digit LED display.
The setup screen will contain such items as single/double word, 
decimal point information, associated text message, read/write 
information, PLC information, and data entry parameters. The 
pushbuttons on the front of the panel will scroll through the data 
items and when selected, permit data vairables to be changed.

EZ Te xt TM

Programming Software

ONLY  $28
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EZText Panel Specifications

Part Number EZ-220 EZ-220L EZ-420 EZ-220P EZ-SP EZ-220V EZ-220PV

Price $169 $219 $189 $229 $229 $269 $329

Description
2x20 LCD display, 
five user defined 
pushbuttons, five 
LEDs

2x20 LCD display, 
large characters, 
five user defined 
pushbuttons, five 
LEDs

4x20 LCD display, 
five user defined 
pushbuttons, five 
LEDs

2x20 LCD display, 
numeric keypad, 
five user defined 
pushbuttons, three 
tri-color LED an-
nunciators

1x16 LCD display, 
8 digit LED display, 
five control push-
buttons

2x20 VFD display, 
five user defined 
pushbuttons, five 
LEDs

2x20 VFD display, 
numeric keypad, 
five user defined 
pushbuttons, three 
tri-color LED an-
nunciators

Display Type Character LCD, 2 lines by 20 characters 
w/LED backlight

Character LCD, 
4 lines by 20 
characters w/LED 
backlight

Character LCD, 
2 lines by 20 
characters w/LED 
backlight

Character LCD, 
1 line by 16 
characters w/8 digit 
.52” LED numeric 
display

Character VFD (Vacuum Fluorescent 
Display), 2 lines by 20 characters w/LED 
backlight

Character Height 5.55mm (0.22”) 8.06mm (0.316”) 4.75mm (0.187”) 5.55mm (0.22”) 8.06mm (0.316”) 5.55mm (0.22”)

Viewing Angle ±15 degrees horizontal ±60 degrees horizontal

Keypad Overlay Five user-defined pushbuttons and four control pushbuttons

Numeric keypad, 
five user defined 
pushbuttons 
and four control 
pushbuttons

Four control push-
buttons

Five user-defined 
pushbuttons 
and four control 
pushbuttons

Numeric keypad, 
five user defined 
pushbuttons and 
four control push-
buttons

CPU Type 8-bit

Service Power 24VDC (20-30VDC operating range)

Power Consumption 4 Watts @ 24VDC 4.5 Watts @ 
24VDC 4 Watts @ 24VDC 5.5 Watts @ 

24VDC
6.5 Watts @ 
24VDC 6 Watts @ 24VDC 8.5 Watts @ 24VDC

Enclosure NEMA 4, 4x (indoor)

Agency Approval UL, cUL, CE

Operating 
Temperature  0° to 45°C (32° to 113°F)

Storage 
Temperature -20° to 60°C (-4° to 140°F)

Humidity 10-95% RH, (non-condensing)

Electrical Noise NEMA ICS 2-230 showering arc ANSI C37.90a-1974 SWC Level C Chattering Relay Test

Withstand Voltage 1000VDC (1 minute), between power supply input terminal and protective ground (FG)

Vibration 5 - 55Hz 2G for 2 hours in the X, Y, and Z axis

Shock 10G for under 12 ms in the X, Y, and Z axis

Burn-in Temperature cycled 96 hours and then fully functional tested

LED/LCD Life 100,000 hours

Serial 
Communications Download/Program/PCS Port TS-232/RS422/RS485 15-pin D-sub (female)

Dimensions (in/mm) 7.418x5.00 
(188.419x126.998)

10.018x5.00 
(254.458x126.998)

7.418x5.00 
(188.419x126.998)

10.018x5.00 
(254.458x126.998)

10.018x5.00 
(254.458x126.998) 7.418x5.00 10.018x5.00

Weight (lbs.) .65 .85 .65 .85 .85 .65 .85

                             Panels Selection GuideEZ Te xt TM
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Introduction
We are committed to provide HMI solutions for 
all budgets, and for all applications in Process 
Automation projects. EZText Enhanced Panels 
make the best operator interface alternative in the 
PLC system, if the project budget does not allow 
a fancier Touch Screen type HMI. For low cost 
applications requiring pushbuttons, or LEDs, we 
have a wide range of different Text panels to choose 
from. These simple and low-cost panels come with 
EZ-to-use Windows based software so that they are 
the simplest to program and quickest to install.

Features
All EZText Enhanced panels come standard 
with features such as:

• LCD display or VFD display
• Pushbuttons
• LEDs
• Embedded PLC data variables
• Built-in menu system
• EMI filtered power supply

Display
The LCD or VFD display on EZText Enhanced 
Panels can have one, two or four lines of text 
message displaying 20 characters each. (16 
characters for model EZ-SP) The messages can be 
programmed as static text, dynamic text or even 
interactive those are controlled in the PLC program. 
The panel comes with Windows based software to 
program the messages.

Pushbuttons
The panels have sealed membrane 
pushbuttons that allow you to trigger PLC 
actions. Each pushbutton can be configured 
to function as one of three switch types:

Alternate switch – keeps its current state 
until the button is pushed again
Momentary switch 
– activated only while 
the button is being 
pushed
Set with release switch – similar to the alternate 
switch except that the PLC can control the release

Ready to Get Started?
This is all you will need to get started:

• EZText Enhanced Panel
• EZText Programming software
• 24 VDC Power supply
• Computer
• Programming cable
• PLC
• Appropriate communication cable for PLC

PLC Compatibility Table
PLC Model Protocols

Allen-Bradley
MicroLogix 1000, 1200 and 1500, SLC 5/03, /04, /05, PLC5 DF 1 Half Duplex; DF1 Full Duplex
PLC5 DF 1

Aromat Aromat Mewtocol COM

Control Technology 
Corporation (CTC) CTC 2600, 2700 and 5100 CTC Binary

EZAutomation EZPLC EZ Protocol

General Electric 90/30, 90/70 SNPX

Idec Idec Computer Link

Mitsubishi FX Series (all) Direct

Modicon
984 CPU, Quantum 113 CPU, AEG Modicon Micro Series 110 CPU: 
311-xx, 411-xx, 512-xx, 612-xx Modbus RTU
984 Series, Quantum Series

Omron C200, C500, CQM1, CPM1 Host Link

Siemens S7 300/400 PLCs, MPI Adapter 3964R protocol

DirectLOGIC

DL05 
DL06

K-Squence

DirectNet

MODBUS (Koyo addressing)

DL105 K-Sequence

DL205

D2-230 K-Sequence

D2-240 K-Sequence, DirectNet

D2-250-1 
D2-260

K-Sequence, DirectNet, 
MODBUS (Koyo Addressing)

D2-240/250/260 DCM DirectNet

DL305

D3-330/330P* DirectNet

D3-340 DirectNet

D3-350 K-Sequence, DirectNet, 
MODBUS (Koyo Addressing)

D3-350 DCM DirectNet

DL405

D4-430 K-Sequence, DirectNet

D4-440 K-Sequence, DirectNet

D4-450 K-Sequence, DirectNet, 
MODBUS (Koyo Addressing)

All with DCM DirectNet

H2-WinPLC MODBUS RTU (serial port)

H2/H4 EBC (Think-N-Do Studio Version 6.5 or later required) K-Sequence (serial port)

Texas 
Instruments TI5X5 Series - TI505, TI 545-1102, TI545-1104

TBP (Transparent Byte Proto-
col) or NITP (Non-Intelligent 
Terminal Protocol)

Other H2-WinPLC (Think-N-Do V5.2, check for version compatibility) Modbus RTU (serial port) 

* Requires Data Communications Unit

                             Panels SpecificationsEZ Te xt TM

PLC Compatibility
The EXText Enhanced panels can be used with most of the popular PLCs available 
in the market such as AB, GE, Siemens, Mitsubishi, Omron etc. The chart below can 
be used to check compatibility of a particular PLC with the EZText Enhanced panel. 
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All EZText Enhanced panel’s backs are rectangular in shape. 
They are mounted and secured on the surface with screws and 
DIN clips. The four screws and the rubber gasket provide a 
seal between the bezel and mounting surface. 

We also provide alternative mounting solutions for panels. 
We can provide you with optional DIN clips, which are metal 
brackets that attach to the panel and secure the front panel to a 
mounting surface with a screw. 

Dimensions (inch, mm)
Legend EZ220(V)/420 EZ220L/220P(V)/SP
A 7.418 (188.419) 10.018 (254.458)
B 5.000 (126.998) 5.000 (126.998)
C 0.625 (15.875) 0.625 (15.875)
D 3.50 (88.9) 3.50 (88.9)
E .750 (19.05) .750 (19.05)
F .450 (11.430) .450 (11.430)
G 1.154 (29.312) 1.154 (29.312)
H 5.750 (146.050) 8.350 (212.090)
I .834 (21.184) .834 (21.184)

Mounting Accessories

Part Number Description Price
EZ-TEXT-S-GSK Standard replacement gasket (small) for EZ-220 and EZ-240 $8.00
EZ-TEXT-L-GSK Standard replacement gasket (large) for EZ220L, EZ220P and EZ-SP $9.00
EZ-BRK-2 DIN clips (pk. of 4) $34.00
EZ-TEXT-STUDS Mounting studs (pk. of 4) $8.00
EZ-COMCON3 15-pin male D-sub connector with terminal blocks, for connecting RS422 network cable from EZTouch or EZText panels $19.00
EZ-COMCON4 9-pin female D-sub connector with terminal blocks $19.00
EZ-TEXT-CORE EZText replacement ferrite cores $15.00
EZ-TEXT-PWRTERM EZText replacement power terminal strip $12.00

EZ-TEXT-M-E Hardware Manual For All EZText Enhanced panels (EZ-220, EZ-420, EZ-220L, EZ-220P, EZ-220V, EZ-220V, and EZ-220PV) except 
EZText Setpoint Panels. Hardware and User Manuals Included with every EZText Enhanced Panels $25.00

EZ-TEXT-SP-M-E Hardware Manual for EZText Enhanced Setpoint panel (EZ-SP) Only. Hardware and User Manuals Included with every EZText Enhanced Panels $15.00
EZ-TEXTEDIT-E Windows based Programming software for all EZText Enhanced panels. Requires Windows 95/98/NT or 2000. Manual and CD-ROM included $28.00

EZTEXT-PGMCBL Programming cable for setup and programming for all EZText Enhanced panels. 2 m (6.56ft) RS232 cable with 15-pin D-shell male connec-
tor on one end and 9-pin D-shell female connector at the other end. $16.00

                             Dimensions and Installation

A

H

B

C

D

E

F
G

I

EZ Te xt TM

Delivery Status: STK
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                             Dimensions and Installation

Part Number Description Price Del.
EZ-220V 2x20 VFD display, 5 pushbuttons, 5 LEDs (all user defined), 4 control pushbuttons $269 STK
EZ-220 2x20 LCD display, 5 pushbuttons, 5 LEDs (all user defined), 4 control pushbuttons $169 STK
EZ-420 4x20 LCD display, 5 pushbuttons, 5 LEDs (all user defined), 4 control pushbuttons $189 STK
EZ-220L 2x20 LCD display (large Characters), 5 pushbuttons, 5 LEDs (all user defined), 4 control pushbuttons $219 STK

Manual sold separately, EZ-TEXT-M, for $15.00.

EZ-220/220V/420/220L

Overview:
The EZ-220 (5.5mm character) and EZ-
220L (8.06mm character) come with a two 
line 2x20 LCD display, pushbuttons with 
LEDs, and control pushbuttons.  The EZ-
420 (4.75mm character) comes with a four 
line LCD display, and the new EZ-220V 
comes with a bright two line Vacuum 
Fluorescent display with 5.5mm characters 
with a wider viewing angle of ± 60 
degrees. Pushbuttons are used to control 
tasks or initiate an event in the PLC and 
in this way you can also monitor the bit 
condition in the ladder logic program. 
There are five function pushbuttons with 
LEDs and four control pushbuttons.  

Front Panel Descriptions:
LCD or VFD display
There are two kinds of messages that can 
be viewed on the screen of these models: 
local and PLC. When the machine is 
running in the normal mode, the local 
messages are displayed. The messages are 
viewed in tree structure format. A message 
beginning with “+” indicates a folder and 
when you select it by pressing enter, all 
the associated messages can be viewed. 

The PLC message is displayed whenever 
PLC triggers a message, the PLC message 
light will illuminate and the previous 
message on the display will be overwritten 
by the PLC message. The display will 
return back to the previous message after 
the PLC message is acknowledged.

There are three types of messages (Static, 
Dynamic or interactive) that may be 
configured in the EZText Enhanced and 
you can store up to 256 messages.

Control Pushbuttons
To scroll through the messages you 
have the convenience of four control 
pushbuttons. Not only can you view 
the message, but if the message has any 
embedded data that can be changed, the 
buttons can be used to adjust the values 
of this as well. The value will be updated 
in the PLC only after the enter button has 
been pressed. The ESC button will abort 
or cancel the changes without changing 
the PLC value.

User-Defined Pushbuttons
We provide you with five blank labeled, 
user defined pushbuttons. This provides 
you with the flexibility to custom label 
the pushbuttons and configure them as 
alternate, momentary, or alternate with 
PLC release.

Pushbuttons with LEDs
Above each pushbutton there is an 
associated LED. These buttons can be 
programmed to show various states or 
they can be programmed to be controlled 
by discrete bits in the PLC program. 
When push buttons are pressed, the 
three different control types (alternate, 
momentary, or alternate with PLC release) 
will determine the LED response. You can 
also program the LED to flash.

PLC Message LED
The panel has a PLC message LED. The 
LED will illuminate to indicate that the 
PLC has triggered a message that will be 
displayed in the LCD window. The LED 
will turn OFF when the ESC pushbutton is 
pressed.

NEW

PLC message LED 2x20 VFD or LCD display

Five user-defined 
pushbuttons

Four control 
pushbutttons

EZ-220V

EZ-220

EZ-420

EZ-220L
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NEW

Overview:
The EZ-220P and EZ-220PV come with 
a two line LCD or Vacuum Fluorescent 
display, a numeric keypad, control 
pushbuttons, pushbuttons with LEDs, and 
three LED annunciators. The displays 
contain two lines by 20, 5.5mm characters 
(2x20). The new EZ-220V comes with 
a bright two line Vacuum Fluorescent 
display with 5.5mm characters with a 
wider viewing angle of ± 60 degrees. 
Push buttons are used to control task 
or initiate an event in the PLC and in 
this way you can also monitor the bit 
condition in the ladder logic program. 
You can also define and program the five 
pushbuttons using the EZText Enhanced 
software. There also three annunciator 
lamps that can be used for various status 
of the machine or alarms.

Front Panel Descriptons:
LCD and VFD Display
There are two kinds of messages that 
can be viewed on these models: local 
and PLC. When the machine is running 
in the normal mode, the local messages 
are displayed. The messages are viewed 
in tree structure format. A message 
beginning with “+” indicates a folder and 

when you select it by pressing enter, all 
the associated messages can be viewed 
and the “- “appears at the beginning of 
message. 

The PLC message is displayed whenever 
PLC triggers a message, The PLC 
message light will illuminate and the 
previous message on the display will be 
overwritten by the PLC message. The 
display will return back to the previous 
message after the PLC message is 
acknowledged.

There are three types of messages (Static, 
Dynamic or interactive) that may be 
configured in the EZText Enhanced and 
you can store up to 256 messages.

Annunciator
Annunciaters are high intensity LEDs 
that will illuminate to show the state 
set in the PLC. The LED colors (red, 
green and amber) are based on the bits in 
the associated PLC address string. You 
can also add Labels to LEDS using the 
provided templates 

User-Defined Pushbuttons
We provide you with the blank labeled, 

user defined five pushbuttons. This 
provide you with the flexibility in 
customization so that you can custom 
label the pushbuttons and configure them 
as alternate, momentary, or alternate with 
PLC release.

Pushbuttons with LEDs
Above each pushbutton there is an 
associated LED. These buttons can be 
programmed to show various status or 
they can be programmed to be controlled 
by discrete bits in the PLC program. 
When push buttons are pressed, the 
three different control types (alternate, 
momentary, or alternate with PLC release) 
will determine the LED response. You can 
also make the LED to flash.

Numeric Keypad
EZText Enhanced’s numeric keypad has 
16 pushbuttons for scrolling data entry, 
or interactive messages. The numeric 
keypad can be used to update a value in 
the PLC. The value will be updated in 
the PLC only after the enter button has 
been pressed. The esc button will abort or 
cancel the changes without changing the 
PLC value. 

Part Number Description Price Del.

EZ-220PV 2x20 vacuum fluorescent display, three tri-color annunciator lamps, Numeric Keypad, 5 pushbutons, 5 LEDs (all 
user defined) $329 STK

EZ-220P 2x20 LCD display, three tri-color annunciator lamps, Numeric Keypad, 5 pushbutons, 5 LEDs (all user defined) $229 STK
Manual sold separately, EZ-TEXT-M, for $15.00.

EZ-220PV/220P

Five user-defined 
pushbuttons

numeric keypad

2x20 VFD displayLEDs

EZ-220PV

EZ-220P
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Overview:
The EZ-SP (Set Point) panel is a low cost 
but high performance driven interface for 
data display and operator control. The 
EZ-SP comes with super bright, seven 
segment numeric LEDs for viewing data 
and adjusting setpoints. The 1x16 LCD 
screen display can be used to display a 
message associated with the numerical 
display, and there are five control 
pushbuttons that can be used for message 
viewing and data input. Using EZText 
Enhanced software, you can configure up 
to 256 data fields to be displayed via the 
LCD or LED display.

Front Panel Descriptons:
LCD Display
The EZ-SP has one message line 
which can display up to 16 characters. 
Messages will be displayed based on the 
data displayed in the 8-position LED 
numerical display. You don’t need to 
create a label to describe the data. All 
you have to do is use the software to 
program the message of the label to be 
displayed with the data. When configured, 
this display will show values from PLC 
registers.

Control Pushbuttons
There are five control pushbuttons on 
the front of the panel. When configured 
using the EZText Enhanced programming 
software, a message can be set using the 
arrow pushbuttons. The operator can 
press the arrow buttons to increment or 
decrement the numeric value. The value 
will be updated in the PLC only after the 
enter button has been pressed. The “esc” 
button will abort or cancel the adjustment 
without setting the PLC.

Numeric Display
The EZ-SP has an eight-position numeric 
display with seven segment, super bright 
intensity LEDs which makes them easy to 
view.  When configured, this display will 
show values from PLC registers.

Part Number Description Price Del.
EZ-SP 1x16 LCD display, 8-digit LED display, five control pushbuttons $229 STK

Manual sold separately, EZ-TEXT-SP-M, for $15.00.

EZ-SP

Five user-defined 
pushbuttons

1x16 LCD 
display

Eight-character, seven-segment, 
super bright 0.52” LED display  
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Communication Master Unit     
EZmultiplexer is a docking station, where you may connect up to 
five of any combination of EZText Panels. When you select the 
multi-panel system in the programming software, you can configure 
panels to one port each (Port 1, Port 2, Port 3, and Port 4). Cables 
needed to connect are: EZ-COMCON3 and one EZ-COMCON4, 
Belden 9729 (or equal). 

A write utility is included so you can download changes to one or 
more panels on the complete system without EZText Enhanced 
Software. 

Hardware
• 1 EZMultiplexer
• Up to five EZText panels (choose from models EZ-220, EZ-

220L, EZ-420, EZ-220P, EZ-SP, EZ-220V and EZ-220PV)
• 24 Volt DC Power Supply (FA-24PS recommended)
• Programming Cable (P/N EZTEXT-PGMCBL)
• RS-422 multiplexer to EZText panel cables, one cable per 

panel (Belden 9729 or equal)
• EZ-COMCON3 and one EZ-COMCON4 connector for each 

panel
• RS-232C or RS-422A/485A PLC cable
• Programmable Logic Controller (PLC)

Software
• EZText Enhanced programming software (EZ-TEXTEDIT, 

Version 2.0 or later)

PC Requirements
• IBM or compatible PC (486 or better) with a mouse and 

separate serial port
• VGA display with at least 800 x 600 resolution (1024 x 768 

recommended)
• Windows 98 (Second Edition)/NT4.0/2000/XP
• CD ROM Drive

Multiple Panel Requirements:

EZMultiplexer Connects Up to 5 Panels to a PLC

Programming 
Computer

EZPLC

Up to 5 EZText Panels

Part Number Description Price Del.
EZ-MULTIDROP Communication Master Unit; Supports up to 5 EZText Enhanced Panels $279 STK
EZ-MULTIDROP-M Hardware and Installation manual for EZ-Multiplexer. Included with every EZ-Multiplexer purchase. $8 STK
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Same Day Shipping
For Orders Received By 7:15 PM Central Standard Time

Bettendorf, IA

Picks Up
7:30pmAT

CST

Applicable to All Phone, Fax, Email or On-Line Orders
Phone: 877-774-EASY (774-3279)
Mon - Fri 6:00am - 8:00pm Central Std Time

Fax: 1-877-775-EASY (775-3279)
Email: sales@ezautomation.net
On-Line: www.EZAutomation.net

Enhanced Customer Support

Extended Customer Service Hours: 
6:00 am to 8:00 pm Central Standard Time
Monday - Friday

We wanted to provide you even better 
customer support than you currently get. 
To accomplish that, here is what we did:

Phone: 1-877-774-EASY (774-3279)
Fax: 1-877-775-EASY (775-3279)
sales@ezautomation.net

Enhanced Technical Support
Extended Tech Support Hours: 
6:00 am to 12:00 midnight Central Standard Time
Monday - Friday

Phone: 1-877-774-EASY
Fax: 1-877-775-EASY
techsupport@ezautomation.net
Emergency Weekend Number: 563-650-8112
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E Z A u t o m a t i o n
T H E  M O S T  S E N S I B L E  A U T O M AT I O N  P R O D U C T S

DIRECT FROM THE FACTORY
with worldwide local support

Product
  Overview

EZ Te x t TM

E Z Marquee TM

The Most SENSIBLE
PLC Touch Panels 

The Original EZText - Enhanced 
with Vacuum Fluorescent Option

NEW

NEW

NEW
NEW

EZ Mon i to r TM

The Most Practical 
Industrial Marquees 
at SENSIBLE Prices

EZ Te xt PLC TM

NEW

NEW

EZ Touch PL C TM

Touch Panel w/ 
Built-in PLC

EZ PLC TM

NEW
The Most SENSIBLE Micro 
Modular PLC Ever Built

EZ I/O TM

NEW
The Most SENSIBLE Real World 
I/O for all PLCs

Starting at
$399EZ Pane l TM

Enhanced 
Drivers

The Most 
SENSIBLE Stable 
Platform CE Computer

Starting at
$599

Starting at
$548

Text Panel w/ 
Built-in PLC

Starting at
$272

Starting at
$169

Starting at
$19

Starting at
$149

Starting at
$349

Starting at
$999

The Most SENSIBLE 
Flat Panel Monitors

Starting at
$699

AMD 333 MHz
CE ProcessorThe Most SENSIBLE Open 

Platform PLC Touch Panel
Internet Browser & Windows CE File Viewer

EZ CE Touchpane l TM

EZ Touch sc ree n CE C ompute r TM
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What is EZMarquee?
In today’s industrial climate, 
communication needs to be instantaneous, 
interactive and proactive allowing 
Employees and Management to make 
timely decisions based on up-to-the-
minute facts of the manufacturing process. 
EZMarquees offer a wide variety of visual 
displays that provide the most practical and 
affordable communication solution.  

What does it have?
• 2” - 8” Red or Tricolor characters
• International Character Set
• From single line 10 characters to 4 lines 

of 40 characters
• String a network of 16 marquees
• EZ ASCII interface to PLC’s and PC 

Based Controls
• Devicenet, Profibus and Ethernet options
• NEMA 12 Industrial Ratings, 0° to 60°C
• UL, CUL, CSA, CE, Pending 

Where does it make sense?
EZMarquees are an excellent way to keep 
workers in touch with the manufacturing 
process via the following:
• Monitor productivity
• Communicate Alarm and safety messages
• Provide continuous report on factory 

conditions 

Machine Productivity/Status
Prior to the introduction of EZMarquee, 
it cost about $1500 to $2000 to have an 
industrial marquee on a machine which 
limited its use to only large machines. 

Now with EZMarquees 
available in the $500 price 
range, every production 
machine can benefit from 
the use of a marquee.

EZMarquee - The Most SENSIBLE Industrial/PLC 
Marquees at Affordable Prices

1 Line of 2” Red, 20 Characters

2 Lines of 2” Tri-Color, 20 Characters

TWO FOR ONE PRICING
You can buy two EZMarquees for the price of 
one of our competitors marquees!

EZMarquee TM

$349

$499

$899

16 MODELS 
AVAILABLE!!

Featuring

 AFFORDABLE COMMUNICATION 

EZ INTERFACE to PLCs, PCs, &
Embedded Controllers

1 Line of 2” Red, 10 Characters
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Communicate Machine/
Process Status Up to 200 
Feet Away
Display machine and 
process status on the 
EZMarquee 
(EZMT-2L20C) as shown to 
the right for only $899

Alert Alarm Conditions
Display critical alarm conditions  
on the EZMarquee (EZMR-1L20C) 
as shown to the left for only $499

Display Production Data and Alarms
Display production target data 
and actual data results on the 
EZMarquee (EZMR-1L10C) as shown 
to the right for only $349

At These Prices, All Production Machines Should 
Have a Marquee!
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Here is an Example!
Say we have a 2 Line, 20 Character per line marquee.
It can display either 2 lines of 20 2” characters, or 1 line of 10 4” characters. 

The message you want to display is: 

Temp. Zone 1: 454  
And you want to see the temperature “454” 200 feet away, using 4” characters. 
With competitors’ marquees you either scroll your message or are forced to get a 
much bigger marquee at more than double the cost.
 
Not with EZMarquee!
Since you can mix character heights, you can achieve your objective by displaying 
the message like this: 

You’ll Get Outstanding Quality, Features, Price...  

Scroll and Blink Your Messages!
With EZMarquee, messages displayed can be Stationary, 
Scrolling or Blinking based on the embedded codes in 
an ASCII string. Left-scroll messages feature “smooth 
scrolling”, that is, letters move one LED at a time. Each 
portion of a letter will illuminate every dot in that row 
when it scrolls across the display. Upward-scrolling 
messages actually do not scroll at all. Rather, they “wipe 

on” to the display in an upward fashion. The first section 
of message lines appear, then the display pauses, clears, 
and displays the next section of text. 

EZMarquee’s non-scrolling messages can contain 
blinking characters whereas scrolled messages cannot 
have blinking characters. The time interval for ‘on’ and 
‘off’ states of a blinking message can also be controlled.

Mixed Character Heights on the Same Line
EZMarquee is capable of displaying mixed character sizes on the same line! Other 
marquees limit you to use just one character size per line, which means you cannot 
use 2”, 4”, 6” or 8” character sizes on the same line.

This allows Temperature “454” to be visible 200 feet away and still have a 
20 character 2” Marquee.
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International Character Set
Take advantage of EZMarquee’s International 
character set to display your messages in multiple 
international languages. This option is switch 
selectable to allow message display in U.S. English, 
French, Danish, Swedish, German, Cyrillic or Japanese 
Kana!
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...and Performance From the EZMarquee Family!
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EZMarquee Will Pay for Itself in Less than 3 Months!
Increase Productivity and Savings
Most production machines or manufacturing lines produce anywhere 
from $500 to $50,000 of revenue per hour. Assuming 50% of the 
revenue to be material costs and the rest to be labor and overhead, 
you can quickly determine that even 1% increase in productivity 
means savings of at least $2.50 per hour which translates to at least 
$100 per week savings. You can calculate the rest!

So, if you are a Plant 
Engineer or Plant Manager, 
ask your Original Equipment 
Manufacturer to install a 
marquee on your machine.

Offer a Marquee with your Machine
If you are an OEM, you can get a jump start on your competition by 
offering a 2”, 20 character marquee for less than $500. Your machine 
will have the modern look of the 21st century and will be noticed (up to 
100 feet away) by everyone at your customer’s facility.

Get ahead of the 
competition by 
offering a bright 
LED marquee on 

your machine

“For a 6 week ROI, we should have 
an EZMarquee on every machine!”

EZMARQUEE ON EVERY MACHINE
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EZMarquee is EZ to Connect to your PLC
All you need is ASCII out

Connect to your 

DL06 PLC

Connect to your 

MicroLogix  
& other AB PLCs 

Connect RS232 ASCII port 2 of DL06 to 
RS232 port of EZMarquee. 

For networking multiple marquees, 
configure port 2 as RS422 and connect to 
RS422/485 of EZMarquee.

Use PRINTV 
function to 
initiate ASCII 
Command to 
trigger relevant 
message

Connect MicroLogix 
to RS232 port of 
EZMarquee.

Use AWT ASCII Write with:
SLC 5/03 OS301, OS302
SLC 5/04
SLC 5/05
MicroLogix 1200 Series B
MicroLogix 1500 Series B
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EZMarquee is EZ to Connect to your PLC
All you need is ASCII out Connect to your 

GE Versamax Micro
Connect GE Versamax Micro to RS232 
port of EZMarquee.

Connect to your  Mitsubishi FX
Connect to Mitsubishi 
FX to RS232 port of 
EZMarquee with RS 
(FNC 80) instruction

Connect to your  Siemens S7
Connect Siemens 
S7 to RS232 port of 
EZMarquee with XMT 
instruction.
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See what your message 
will look like instantly

We make it EZ to 
generate ASCII Strings

FREE String Generator Software
Makes it EZ to Configure Your EZMarquee

FREE
DOWNLOAD FROM
EZAutomation.net

Most PLCs have a fairly simple mechanism to generate an ASCII string, but 
we made it even EZier. 

You can download FREE software from www.EZAutomation.net to configure 
EZMarquee, preview messages and generate ASCII strings which can be 
simply copied and pasted into the PLC ladder logic.

1

2

Configure EZMarquee to set up 
communication parameters and address if 
in a network of marquees.

Type in your message along with 
it’s attributes like character size, 
color, and effects like scrolling or 
blinking. Preview the message to 
edit any changes. 

Copy the ASCII string and paste to 
the appropriate line in your ladder 
logic.

3

EZ TO GENERATE ASCII STRINGS
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EZMarquee is Even EZier to Use with EZPLC

EZPLC has an RS422/485 port and an Ethernet port that can be 
connected to the corresponding port on the EZMarquee. 

In addition, message programming and storage is much EZier as 
EZPLC has been designed from ground up to easily communicate  
with marquees.

EZPLC has a “send Marquee Message” instruction that allows messages 
to be easily programmed and stored in the EZPLC.
NO need to generate ASCII Strings, it’s AUTOMATIC!

1 Use EZPLC’s 
“Send to Marquee” 
instruction to initiate 
communication with 
EZMarquee.

2 Configure 
your 
message’s 
source tag 
and status 
tag.

3 Control your 
message 
attributes 
without ever 
having to worry 
about ASCII 
format

Type in your message along with 
it’s attributes like character size, 
color, and effects like scrolling or 
blinking. Preview the message to 
edit any changes. 
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During production, 
EZMarquees get a 24-
hour burn-in to eliminate 
premature mortality.

EZMarquee products have 
all appropriate regulatory 
approvals, such as UL, 
cUL, and CE for European 
market. (pending)

Like every other 
product designed 
by EZAutomation, 
EZMarquees went through 
extensive electrical tests 
such as: NEMA ICS 2-
230, showering arc, ANSI 
C37.90a-1974, & Surge.

EZMarquees were 
designed by an engineering 
team with an average of 
23 years of experience 
per engineer, in designing 
industrial products. 

EZAutomation used HALT 
(Highly Accelerated Life 
Testing) for identifying 
component & interconnect 
issues. HALT tests new 
designs for temperature & 
mechanical shock. HASS 
(Highly Accelerated Stress 
Screening) is used to ensure 
continued industrial quality 
in production.

EZMarquee is Designed and Built Industry Tough
NEMA 12 Waterproof, designed to withstand plant 
floor environments and communicate to PLCs
The EZMarquee is an industrial marquee which costs almost the 
same as a commercial marquee. The commercial marquees can 
not tolerate the environment of a typical plant, that is wide voltage 
fluctuations, high temperatures, high shock and vibration, exposure 
to dust and water and most importantly, electrical noise, typical in 
a plant.

The result is an Industrial Marquee 
capable of withstanding a harsh 
industrial environment and 
communicating to your PLC over an 
RS422/485 port or DeviceNet , Profibus, 
or Ethernet. 

Team of
Engineers

HALT-HASS 
Chamber

Noise Test 
Fixture

Burn-in 
Chamber

EXPERIENCED
DESIGN TEAM

HALT/HASS
TESTING

ELECTRICAL
NOISE TESTING

REGULATORY
TESTS

BURN-IN
CHAMBER

PERFECT FIT FOR AN
INDUSTRIAL SETTING
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EZMarquee can be ordered with Ethernet, DeviceNet, or 
Profibus communication interface built-in. This allows you to 
connect multiple EZMarquees over any of these networks and 
reduces hard wiring costs. 

Ethernet
All EZMarquee models are available with built-in high 
speed Ethernet TCP/IP communication interface in addition 
to RS232 and RS422/485 communication ports. This 
interface allows EZMarquee to reside on a 10 Mbps TCP/IP network 
(10Base T Ethernet) via an RJ45 port. Use Ethernet models for easy 
networking of EZMarquees with 100 meters being the maximum 
distance between two nodes. For distances greater then 100 meters 
repeaters can be used to extend the distance between any two nodes. 
For details on how to send messages to EZMarquee over Ethernet, 
consult EZMarquee’s manual.

DeviceNet
EZMarquee models when ordered with built-in DeviceNet 
Slave communication interface provide DeviceNet 
connectivity in addition to RS232 and RS422/485 
communication ports. DeviceNet communication interface 
for EZMarquee provides a digital, multi-drop network that 
can be used for communicating with DeviceNet enabled 
controllers and I/O devices. On DeviceNet network every device 
acts as a node and allows multiple communication hierarchies and 
prioritization of messages. EZMarquee with DeviceNet communication 
interface can be configured in a master-slave control architecture as a 
slave node and allows peer-peer communication. DeviceNet control 
system provides a single point of connection both for configuration and 
support for I/O as well as explicit messaging. 

Profibus
All EZMarquee models are available with built-in 
Profibus Slave communication interface in addition to 
RS232 and RS422/485 communication ports. This gives 
EZMarquee the ability to link with a Profibus Master 
Controller. Profibus is a vendor independent open field bus 
protocol standard in manufacturing automation and process control. It 
reduces hard-wiring costs and provides specifications for information 
exchanged between nodes of a Profibus network. This communication 
interface provides the ability to transfer data between a Profibus master 
and EZMarquee.The Profibus communication interface also has an 
auto-detect feature for the baud rate of the Profibus network.

Ethernet, DeviceNet and Profibus
Communication Interface Options

$99

$129

$99 1 V-
2 CAN L
3 Drain
4 CAN H
5 V+ (24V)

EZMarquee TM

To be released soon



5-13Marquee Displayswww.EZAutomation.net

 EZMarquee
E

ZM
arquee

2 Lines of 2” Tri-Color, 20 characters each line

You’ll Never Buy a Competitor’s Marquee 
After Comparing These Features... 

EZMarquee
$899
AB Inview P42C
$2355

Adaptive 4120C 
$2309

Vorne M1000
$1740

GE/TCP 
QuickMarquee
$4274

Feature
EZAutomation
EZMarquee
EZMT-2L20C

Allen-Bradley
Inview

2706-P42C

Adaptive
Alpha
4120C

GE
Quick Marquee

QM1104COA

Standard Enclosure NEMA 12 NEMA 12 NEMA 12 NEMA 12

Display type TRI-COLOR TRI-COLOR TRI-COLOR TRI-COLOR

Size 2 lines of 20 2” characters 2 lines of 20 2” characters 2 lines of 20 2” characters 2 lines of 20 2” characters

Power Consumption 110 to 250 VAC
55 Watts

110/240 VAC
180 Watts

120 VAC
180 Watts

115 VAC
150 VA

Weight 8.5 lbs 28 lbs 28 lbs 50 lbs

Full Brightness Operating Temperature 0-60 C° 0-35 C°
with heat rise

0-35 C°
with heat rise

0-55 C°

Humidity 5-95% NC 5-95% NC 5-95% NC 5-95% NC

Character Set International Extended ASCII International ASCII

Communication Ports RS232/422/485 RS232/485 RS232/485 RS232/422/485

Mixed Character Heights in One Line Yes No No No

Price $899 $2,355 $2,309 $4,274
CONNECTIVITY / PRICE

Ethernet $99 2706-PENET1 $670 1088-114A $268.50 None

DeviceNet $99 2706-PDNET $615 1188-9203 $900 None

Profibus $129 Not Available 1188-9201 $900 None

Watch out for heat 
rise and thermal 

shutdown

Communications, 
if available, cost an 

arm & a leg

Hope you 
own the 
bank!

OOPS!
No Tri-color, 

limited 
communication

MORE BANG 
FOR YOUR 

BUCK!!
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Let’s Compare 1 Line of 
10, 2” Red Character Marquees 
Feature

EZAutomation
EZMarquee
EZMR-1L10C

RedLion
LMC1
LMC1

Adaptive
522
215R

Vorne
GY2200

GY2200-232/485-SB

Standard Enclosure NEMA 12 NEMA 4 (Front only) NEMA 12 No NEMA Rating

Display type RED RED RED RED

Size 1 line of 10 2” characters 1 line of 10 2” characters 1 line of 14 2” characters 1 line of 10 2” characters

Power Consumption 110 to 250 VAC
8 Watts

110/240 VAC
25 VA

10-24 VDC
35 Watts

110 VAC
18 Watts

Weight 2.8 lbs 8.12 lbs 5 lbs 5 lbs

Full Brightness Operating Temperature 0-60 C° 0-50 C° 0-50 C° 0-55 C°

Humidity 5-95% NC 5-95% NC 5-95% NC 5-95% NC

Character Set International Standard ASCII Standard ASCII International

Communication Ports RS232/485 RS232/20mA
(MDPS module) RS485 RS232/485

Price $349 $1084 $549 $685

How About Comparing 
1 Line of 20, 2” Tri-Color Characters 
Feature

EZAutomation
EZMarquee
EZMT-1L20C

GE
522
8BSL

Adaptive
Alpha
220C

AB
Inview

Standard Enclosure NEMA 12 NEMA 12 No NEMA Rating

Display type TRI-COLOR RED ONLY TRI-COLOR SORRY!
THEY HAVE ONLY
LIMITED NUMBER

OF MODELS!
 

Size 1 line of 20 2” characters 1 line of 20 2” characters 1 line of 20 2” characters

Power Consumption 110 to 250 VAC
28 Watts

Not Available 100 to 240 VAC
Not Available

Weight 5.5 lbs 19 lbs 4.7 lbs

Full Brightness Operating Temperature 0-60 C° 0-50 C° 0-49 C°

Humidity 5-95% NC 10-95% NC 0-95% NC

Character Set International ASCII International

Communication Ports RS232/485 RS232/422 RS232/485

Price $599 $1401 $799
CONNECTIVITY / PRICE

Ethernet $99 Not Available 1088-114A $268.50
DeviceNet $99 Not Available 1188-9203 $900
Profibus $129 Not Available 1188-9201 $900

CONNECTIVITY / PRICE

Ethernet $99 Not Available 1088-114A $268.50 Not Available

DeviceNet $99 Not Available 1188-9203 $900 Not Available

Profibus $129 Not Available 1188-9201 $900 Not Available
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You No Longer Have to be GM to Afford 
Marquees or “AND-ONS” in your Plant
AND-ONs Improve Plant Productivity
AND-ON is actually a Japanese word for marquees. 
Most Japanese plants in the early eighties recognized 
that in order to achieve their productivity gain targets, 
it was vital to communicate important production 
information, whether it relates to production rates, 
downtime and uptime data, alarm messages or simply 
displaying motivational or employee recognition 
messages. They wanted to have these messages 
displayed for visibility over hundreds of feet. 

Americans and Europeans 
Begin to Follow Suit
American and European plants, wanting to achieve 
the same productivity gains, started to use marquees 
extensively in the late eighties and early nineties. 
However, the price of these AND-ONs or Marquees 
remain out of reach for most smaller plants. The 
prices range from $5,000 to $50,000 depending on the 
number and size of characters, and typically you had to 
buy 50 plus marquees to get these prices. 

Introduction of the EZMarquee with the established 
Uticor reliability, now makes these important productivity 
tools available to smaller companies even in single 
quantities. Not only can a small company now afford to 
put marquees on it’s plant floor, EZAutomation delivers 
on it’s promise of “Twice the Features, at Less than Half 
the Cost!” A typical AND-ON is not very flexible and 
essentially a custom product with letters engraved all 
over the display. If you need to make a change once you 

ordered your custom AND-ON, guess what? YOU’RE 
STUCK! Not with EZMarquee. Even at half the cost, 
EZMarquee is completely flexible. Every character is 
programmable the way you want it. 

EZMarquee Makes Visual Productivity Tools Affordable for Everyone!

TRADITIONAL 14 
STATION AND-ON 
COSTING ABOUT 
$20,000 IN SINGLE 
UNIT QUANTITIES

Traditional AND-ON showing status of 7 
stations, target production and actual 
production, 40 character message line 

Lead time: 
6-8 weeks

Lead time: Same 
day shipping or 
maximum 3 days

EZMarquee (EZMT-4L40C)
4 Line 40 Character TRI-COLOR LED
Every single character is programmable

Custom AND-ON
$10,000

EZMarquee
$2,999

1/3RD THE COST AND
YET COMPLETELY 
PROGRAMMABLE!
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EZMarquee when Combined with EZPLC, 
Makes a Terrific Stand-Alone System 
to Display Process Conditions

“Provides functionality 
of multi-thousand dollar 
systems for just $130 more!”

EZMarquee/EZPLC Combination
for any process display/control

Here are some 
examples of 
EZMarquee/EZPLC 
Combinations

EZMarquee, just like other marquees mentioned in this 
section, by itself is a slave device. It displays whatever 
information is sent to it by a master which could be 
either a PLC, a PC or an Embedded Controller. This 
information can be sent over a serial connection 
like RS232/422/485 in ASCII format, or Ethernet or 
DeviceNet or Profibus. It does not store any messages 
either. Many applications have the need to trigger 
preprogrammed messages or display the contents of 
a scaled process variable. For example, take a 4-20 
mA reading from a pressure transmitter and display 
digital equivalent. Or you may simply want to display 
production count and rate at the end of a production 
line without having to go to a PLC and deal with 
writing ladder logic for it. 

Since the EZMarquee can be very easily integrated 
with our EZPLC and this almost FREE PLC has a 
special marquee port, you can add the power of a very 
powerful PLC for as little as $130.00.

1

2

3
4

Message Database for up to 
10,000 messages

Production/Rate Counter

Counter Indicator/Controller

Analog Process Display and 
Control

Use any digital/analog 
transducer(s) with an 
EZMarquee/EZPLC Combination
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Counter Indicator / Controller
A production counter with Good Parts, Bad Parts, Uptime, 
Downtime, and Production rate and Visible to 100 Feet!

Let’s examine the complete system cost for making a counter display with our EZPLC/EZMarquee combination along 
with a 24VDC power supply and two proximity sensors. The proximity sensors are for generating inputs for good part 
and bad part count which feed a signal to EZPLC. Our EZPLC generates an ASCII string for EZMarquee through its 
built-in marquee instruction set and is sent over RS232/485 communication port.

Expand with Ease!
Want the message triggers to come over DeviceNet, Profibus or Ethernet? Add it for only $99 for Ethernet, $79 for 
DeviceNet, and $129 for Profibus!
Want to trigger alarms? It’s easy! Just get another EZI/O Relay Out module (EZIO-4RLO) to EZPLC (32I/O Capacity) 
and you get 4 AC/DC Relay outs to trigger alarms and sirens for only $34 more!

EZMarquee $499

24V DC Power 
Supply for 
PLC and Prox 
Sensors $35

2 Proximity 
Sensors $30

Model Number Description Price
EZMR-1L20C 1 Line 20 Character RED-LED $499
EZPLC-D-32, EZP-8DCI 32I/O PLC with 8 point DC In $130

24VDC Power Supply $35
Proximity Sensors $30

Total $694

EZPLC with one 
Module $130

  I LOVE PRODUCTIVITY

So, you have a Terrific Line Productivity Monitor for just $694 system cost!!

WOW!

System Cost:

$694
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Analog Process Display and Control 
Let’s read 4-20 mA current signals from up to 8 different temperature/pressure/flow gauges, 
Scale the readings, Display on a 2” RED LED marquee, and activate up to 4 Relay outputs for 
your alarms and sirens when your process readings exceed programmed limits!

The following stand alone system lets you take 4-20mA current inputs from up to 8 
different analog signals. All these sensors will feed input signal to EZPLC which is 
connected to EZMarquee via RS232/485 communication port. EZPLC can be used to 
scale all the inputs and display them on 2” RED LED marquee and can also turn Relay 
outputs to trigger alarms/ sirens etc. 

For $711 you are able to take input feed from up to 8 Analog devices (pressure transducer, 
LVDT etc), where you can display your process variables on a 2” EZMarquee via 
RS232/422/428. You also get 4 Relay outputs (AC/DC) to trigger sirens/alarms when your 
process variables go over your set points!

Expand with Ease!
Need to add Thermocouple inputs? Just add 
EZP-4THI module ($139) for up to 4 K Type thermocouples for temperature readout and control.

24V DC Power 
Supply for 
Sensors $35

Model Number Description Price
EZMT-1L10C 1 Line, 10 Char, TRI-Color LED $449
EZPLC-A-32 32IO EZPLC Base, AC Powered $129
EZIO-8ANI 8 Point Analog In $99
EZIO-4RLO 4 Relay Out Module (AC/DC) $34

Total $711

Various Temp/Pressure 
Sensors

EZMarquee $449

 NOW THAT IS INCREDIBLE

Monitor 8 Analog Process Variables, Display on a Tri-color Marquee and Turn 4 Alarms ON

System Cost:

$711
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EZMarquee is Light Weight and Energy Efficient
Half the Weight, 1/3rd of the Power Consumption
EZMarquee was designed from the ground up to be 
SENSIBLE. When designing a marquee, one of the biggest 
challenges is to manage the power. Even though each LED 
may need only 10 mA of steady state current or 80-100 
mA of peak current, the number of LEDs in even a small 
marquee is quite large.

For example, a 2 line 20 character tri-color sign has 1920 
Red and 1920 Green LEDs and could theoretically draw 
a steady state current of 3840 x 10 mA or 38 amps, even 
though not all LEDs will be “on” at the same time. However, 
you can expect a current of 25 amps.

Most competitive marquees use rather inefficient power 
supplies and would thus use approximately 200 watts. That 
is a lot of power which results in a significant increase 
in internal temperature causing them to design Thermal 
Overloads or sometimes even Fans to keep the marquee 
cool. AB’s Inview or Adaptive marquees for example are 
rated at 55° C but have an automatic dimdown at 55° C and 
an automatic shutdown at 70° C.

Not so with EZMarquee! With AVG’s innovation 
and vertical integration strength, we have designed the 
EZMarquee to consume 1/3rd of typical power and have 
used a very efficient power switching system (Patent 
Pending) without sacrificing the LED luminous intensity. 
This innovative and efficient design automatically results 
in reducing the weight of EZMarquee, typically half of 
competitor’s.

EZMarquee Maintains Uniform Brightness Over Life!  HOW?
The luminous intensity of an LED depends upon the current 
going through it. It is also a known fact that the luminous 
intensity degrades over a period of time. If the current flowing 
through each one of the 3840 LEDs in the competitor’s 
marquee shown to the right varies even as much as 10% and 
the luminous intensity differs even as much as 20%, the result 
would be a sign that will look great when first installed but 
would need replacement within a few years because some of 
the LEDs would be dimmer than others or simply burnt out. 

In order to avoid this dilemma and have the marquee look as 
good as when first installed, (remember Uticor’s reputation 
in marquees is simply legendary) EZAutomation marquees 
accomplish this by:
1. Using Matched Luminous Intensity LEDs
2. Carefully controlling the current through each LED
3. Reduce switching current losses to almost nothing
4. Use very efficient, 95% plus, switching power supplies
5. Perform a 24-hour burn-in test under power to weed out 

marginal LEDs

Our competitor’s 
marquee is rated at 
55° C Ambient, but 
dims at 55° C and 
shuts down at 70° C

RESULT: 
NO OVER HEATING 
NO THERMAL SHUTDOWN
Full operation up to 60° C Ambient!

Feature

EZAutomation
EZMarquee
EZMT-2L20C

Allen-Bradley
InView

2706-P42C

Adaptive
Alpha
4120C

Power 
Consumption 55 watts 180 watts 180 watts

Weight 15 lbs 28 lbs 28 lbs

Power Consumption & Weight Comparison
2 Lines of 2” Tri-Color, 20 Characters per line

Uticor/EZMarquee after 10 Years

Competitor’s Marquee after 10 Years

LED Luminous Intensity Aging Curve

12,500 25,000
Operational Time

0

Refer to page 133 of AB’s “Inview Marquee Message 
Display” Publication 2706-UM016C-EN-P - May 2004  
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Introduction
EZMarquees are the most affordable and sensible 
marquees for stand alone and plant wide communication 
displays. Messages displayed on EZMarquee can be made 
stationary, scrolling, or blinking based on user preference. 
Also EZMarquees International character support allows 
you to display messages in multiple languages. Among the 
many advantages of using EZMarquee are the FREE string 
generator to populate ASCII strings to be used in your 
PLC and EZPLC’s marquee instruction set which makes 
connecting to EZMarquee as easy as 1-2-3.

Overview
EZMarquees are offered in 16 different models in RED 
and TRI-Color LEDs to suite every application starting 
from $349 for 1 Line 10 Char display all the way to 
$2,999 for 4 Line 40 Char per line display. They provide 
a wide variety of communication options and can be 
interfaced with PLCs, PCs, and embedded controllers. 
All EZMarquees support ASCII protocol and can also 
be ordered with Ethernet, DeviceNet, and Profibus 
communication interface. See the table for all the part 
number and descriptions. 

How to Get Started?
All the EZMarquees come equipped with two 
communication ports RS 232 and RS422. Also they can be 
ordered with either Ethernet, DeviceNet, or Profibus based 
on your communication needs. In order to get started with 
standard EZMarquee here is all you need:
• EZMarquee
• 110/220 VAC input power
• RS 232/422 connection to your PLC/PC
• EZMarquee String Generator Software

Models Available
The following table provides you with the list of all the 
16 available models of EZMarquee. For more detailed 
information on every model, see the selection guide.
Features:
• 2” to 8” Red or Tri-Color Characters
• International Character Set
• 16 Available Models starting from 1 Line 10 Character 
display to 4 Line 40 Char per line display
• Ethernet, DeviceNet, and Profibus Interface
• Free ASCII String Generator software
• Nema 12 Industrial enclosure

• Pre-Matched LEDs
• 24 Hour Burn-in tested
• 100,000 Hours Rated life
• 110/220 VAC Power Input Voltage
• UL, CUL, CE, CSA approved pending
• Stationary, Scrolling, and Blinking Messages
• Mixed Character Sizes on One Line

Product OverviewEZMarquee TM

Part #: Description
EZMR-1L10C 1 Line, 10 Char, RED LED
EZMR-1L10C-E 1 Line, 10 Char, RED LED, Ethernet
EZMR-1L10C-D 1 Line, 10 Char, RED LED, DeviceNet
EZMR-1L10C-P 1 Line, 10 Char, RED LED, Profibus
EZMT-1L10C 1 Line, 10 Char, TRI-Color LED
EZMT-1L10C-E 1 Line, 10 Char, TRI-Color LED, Ethernet
EZMT-1L10C-D 1 Line, 10 Char, TRI-Color LED, DeviceNet
EZMT-1L10C-P 1 Line, 10 Char, TRI-Color LED, Profibus
EZMR-2L10C 2 Line, 10 Char, RED LED
EZMR-2L10C-E 2 Line, 10 Char, RED LED, Ethernet
EZMR-2L10C-D 2 Line, 10 Char, RED LED, DeviceNet
EZMR-2L10C-P 2 Line, 10 Char, RED LED, Profibus
EZMT-2L10C 2 Line, 10 Char, TRI-Color LED
EZMT-2L10C-E 2 Line, 10 Char, TRI-Color LED, Ethernet
EZMT-2L10C-D 2 Line, 10 Char, TRI-Color LED, DeviceNet
EZMT-2L10C-P 2 Line, 10 Char, TRI-Color LED, Profibus
EZMR-1L20C 1 Line, 20 Char, RED LED
EZMR-1L20C-E 1 Line, 20 Char, RED LED, Ethernet
EZMR-1L20C-D 1 Line, 20 Char, RED LED, DeviceNet
EZMR-1L20C-P 1 Line, 20 Char, RED LED, Profibus
EZMT-1L20C 1 Line, 20 Char, Tri-Color LED
EZMT-1L20C-E 1 Line, 20 Char, Tri-Color LED, Ethernet
EZMT-1L20C-D 1 Line, 20 Char, Tri-Color LED, DeviceNet
EZMT-1L20C-P 1 Line, 20 Char, Tri-Color LED, Profibus
EZMR-1L40C 1 Line, 40 Char, RED LED
EZMR-1L40C-E 1 Line, 40 Char, RED LED, Ethernet
EZMR-1L40C-D 1 Line, 40 Char, RED LED, DeviceNet
EZMR-1L40C-P 1 Line, 40 Char, RED LED, Profibus
EZMT-1L40C 1 Line, 40 Char, Tri-Color LED
EZMT-1L40C-E 1 Line, 40 Char, Tri-Color LED, Ethernet
EZMT-1L40C-D 1 Line, 40 Char, Tri-Color LED, DeviceNet
EZMT-1L40C-P 1 Line, 40 Char, Tri-Color LED, Profibus
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Networking:
EZMarquees can be networked using ASCII (RS422), Ethernet, DeviceNet, or Profibus Communication 
protocols. There are two standard ports on every EZMarquee RS232 and RS422. Models with Ethernet, 
DeviceNet, and Profibus communication enabled EZMarquees also have 232/422 ports available as well. 
There are dip switches on the back panel which can be used to set the group number and unit number of 
every EZMarquee for networking. You are allowed to have 2 groups of 8 marquees each.

Part #: Description
EZMR-2L20C 2 Line, 20 Char, RED LED
EZMR-2L20C-E 2 Line, 20 Char, RED LED, Ethernet
EZMR-2L20C-D 2 Line, 20 Char, RED LED, DeviceNet
EZMR-2L20C-P 2 Line, 20 Char, RED LED, Profibus
EZMT-2L20C 2 Line, 20 Char, Tri-Color LED
EZMT-2L20C-E 2 Line, 20 Char, Tri-Color LED, Ethernet
EZMT-2L20C-D 2 Line, 20 Char, Tri-Color LED, DeviceNet
EZMT-2L20C-P 2 Line, 20 Char, Tri-Color LED, Profibus
EZMR-2L40C 2 Line, 40 Char, RED LED
EZMR-2L40C-E 2 Line, 40 Char, RED LED, Ethernet
EZMR-2L40C-D 2 Line, 40 Char, RED LED, DeviceNet
EZMR-2L40C-P 2 Line, 40 Char, RED LED, Profibus
EZMT-2L40C 2 Line, 40 Char, Tri-Color LED
EZMT-2L40C-E 2 Line, 40 Char, Tri-Color LED, Ethernet
EZMT-2L40C-D 2 Line, 40 Char, Tri-Color LED, DeviceNet
EZMT-2L40C-P 2 Line, 40 Char, Tri-Color LED, Profibus
EZMR-4L20C 4 Line, 20 Char, RED LED
EZMR-4L20C-E 4 Line, 20 Char, RED LED, Ethernet
EZMR-4L20C-D 4 Line, 20 Char, RED LED, DeviceNet
EZMR-4L20C-P 4 Line, 20 Char, RED LED, Profibus
EZMT-4L20C 4 Line, 20 Char, Tri-Color LED
EZMT-4L20C-E 4 Line, 20 Char, Tri-Color LED, Ethernet
EZMT-4L20C-D 4 Line, 20 Char, Tri-Color LED, DeviceNet
EZMT-4L20C-P 4 Line, 20 Char, Tri-Color LED, Profibus
EZMR-4L40C 4 Line, 40 Char, RED LED
EZMR-4L40C-E 4 Line, 40 Char, RED LED, Ethernet
EZMR-4L40C-D 4 Line, 40 Char, RED LED, DeviceNet
EZMR-4L40C-P 4 Line, 40 Char, RED LED, Profibus
EZMT-4L40C 4 Line, 40 Char, Tri-Color LED
EZMT-4L40C-E 4 Line, 40 Char, Tri-Color LED, Ethernet
EZMT-4L40C-D 4 Line, 40 Char, Tri-Color LED, DeviceNet
EZMT-4L40C-P 4 Line, 40 Char, Tri-Color LED, Profibus

Support:
You can also find detailed information on all the products 
including EZMarquee on our website at www.ezautomation.net. If 
you have any more questions you can always call our number one 
rated technical support line for more information at 
1-877-774-EASY (3279) and we will be glad to assist you.

EZMarquee Manual, Programming Software, Cables and Accessories
Part Number Description Price
EZM-EZMARQUEE-M Hardware User Manual for EZMarquees. Note: EZM-EZMarquee-M Hardware User Manual included with all EZMarquees. $30
EZM-GRMT Grommets for EZMarquee Back Plate - All Models (package of 2) $8
EZM-BKPLT Back Plate with Gasket for EZMarquees - All Models. Does not include grommets $10
EZM-TERM5 RS422/485 Terminal Block for EZMarquee - All Models $4
EZM-MNTBRK1 Mounting Brakets for EZMarquees - 1L10C and 1L20C Models Only (package of 2) $16
EZM-MNTBRK2 Mounting Brakets for EZMarquees - 2L10C and 2L20C Models Only (package of 2) $20
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Choosing the Right Model

Unit Char. Size # of Characters 
per Line 

1L10C 2” 1 line of 10 
2L10C 2” 2 lines of 10 
2L10C 4” 1 line of 5
1L20C 2” 1 line of 20 
1L40C 2” 1 line of 40
2L20C 2” 2 lines of 20
2L20C 4” 1 line of 10
2L40C 2” 2 lines of 40
2L40C 4” 1 line of 20
4L20C 2” 4 lines of 20
4L20C 4” 2 lines of 10
4L20C 6” 1 line of 6
4L20C 8” 1 line of 5
4L20C 8”N 1 line of 10
4L40C 2” 4 lines of 40
4L40C 4” 2 lines of 20
4L40C 6” 1 line of 13
4L40C 8” 1 line of 10
4L40C 8” N 1 line of 20

Display Capacity
(number of characters shown at one time)

2” characters - readable from 100 feet
4” characters - readable from 200 feet
6” characters - readable from 300 feet
8” characters - readable from 400 feet
8” Narrow characters - readable from 400 feet

Different Sizes for Different Applications

This table shows all standard sizes 
and maximum number of lines and 
characters for each character height 
supported.

You can display characters of different 
heights in the same line.

1234567890123456789012345678901234567890
1234567890123456789012345678901234567890

2L

40C2L40C

12345678901234567890
12345678901234567890
12345678901234567890
12345678901234567890

1L refers to one one line or “row”  that 
equals 20 characters (each 2” high). 

20C refers to 20 characters, all of which 
are 2” high.

12345678901234567890

20C

1L

1L20C

20C

4L

4L20C

EZAutomation’s EZMarquee are available 
in several sizes. The smallest size is called 
the 1L10C as shown in the chart on the 
left. The other sizes are multiples of the 
smallest size, such as 1L20C (shown 
above) 2L40C (shown below), etc. 

How far do 
you need to 
communicate?

BIG AND BOLD
SEEN 400 FEET AWAY
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EZMarquee’s 
back cover with 

2 grommets for power 
and communications

Grommet for 
Communications

Grommet for 
Power Cable

NEMA 12 gasketed cover plate

110/220VAC 50-60Hz 
Power Input

RS232 Port

Under Protective Cover

RS422/485 Port
Used to send ASCII 
instructions to other 
devices

Baud Rate

Open = OFF = 0
Closed = ON = 1

Group Selector
Switch 2 Group #

0 = 1
1 = 2

Switch 1 Baud
0 = 9600
1 = 38.4K

Unit Selector
Switches Unit 

Number5 4 3
0 0 0 1
0 0 1 2
0 1 0 3
0 1 1 4
1 0 0 5
1 0 1 6
1 1 0 7
1 1 1 8

Character Set
Switches Char.

Set8 7 6
0 0 0 U.S.
0 0 1 Cyrillic
0 1 0 French
0 1 1 German
1 0 0 English
1 0 1 Danish
1 1 0 Swedish
1 1 1 Kana

Ethernet Port

RD-
RD+
SD+
SD-

Switch Settings and Connections

GND
TXD
RXD
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16 Models to Fit Every Budget and Application

1 Line 10 Char - Red

Whether you need small marquees for individual 
workstations, larger marquees to communicate 
across the assembly plant floor, or something in 
between, an EZMarquee will handle the job. 

Whatever your Application... 
                 ...We have a Solution!

1 Line 10 Char - Tri-Color

2 Lines 10 Char - Red

2 Lines 10 Char - Tri-Color

Your communication 
needs DO NOT have 
to cost a fortune!

$349
Starting at

$649
Starting at

$499
Starting at

$599
Starting at

$1,499
Starting at

$1,799
Starting at

$799
Starting at

$899
Starting at

1 Line 20 Char - Red

1 Line 20 Char - Tri-Color

2 Lines 20 Char - Tri-Color

4 Lines 20 Char - Red

4 Lines 20 Char - Tri-Color

2 Lines 20 Char - Red

$449
Starting at

$549
Starting at
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YES! Now you can buy 40 Character 
wide marquees at less than half the 
cost of our competitors!

$2,999
Starting at

$799
Starting at

$899
Starting at

$1,499
Starting at

$1,799
Starting at

$2,199
Starting at

1 Line 40 Char - Red

1 Line 40 Char - Tri-Color

2 Lines 40 Char - Red

2 Lines 40 Char - Tri-Color

4 Lines 40 Char - Red

4 Lines 40 Char - Tri-Color
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EZMarquee Selection Guide and Specifications

EZMarquee Model Specifications

Part Number

EZMR-1L10C $349.00
EZMR-1L10C-E $448.00
EZMR-1L10C-D $448.00
EZMR-1L10C-P $478.00 

EZMT-1L10C $449.00
EZMT-1L10C-E $548.00
EZMT-1L10C-D $548.00
EZMT-1L10C-P $578.00

EZMR-2L10C $549.00
EZMR-2L10C-E $648.00
EZMR-2L10C-D $648.00
EZMR-2L10C-P $678.00

EZMT-2L10C $649.00
EZMT-2L10C-E $748.00
EZMT-2L10C-D $748.00
EZMT-2L10C-P $778.00

Display Type RED LED TRI-Color LED RED LED TRI-Color LED
Specification 1 Line of 10 Char (2”) 2 Lines of 10 Char (2”)
Max. Viewable Distance 100 Feet with 2” Characters 200 Feet with 4” Characters
Power Consumption 8 watts 14 watts 15 watts 28 watts
Agency Approvals UL, CUL, CE, pending
Enclosure NEMA 12
Operating Temperature 0° to 60° C Ambient
Storage Temperature  -40° to 95° C Ambient
Humidity 10% to 95% RH, Non-Condensing
Input Power 110/220 VAC, 47-63Hz
Electrical Interference NEMA ICS 2-230    Showering Arc Test
Electrical Tolerance ANSI C37.90a-1974 (SWC) Surge With-Stand Capability Test
Vibration 5 - 55 Hz 2G for 2 hours in the X, Y, and Z axis
Shock 10G for under 12ms in the X, Y, and Z axis
Serial Communications Port 1 RS232; Port 2 RS422/485

External Dimensions 18.9” x 4.8” x 2.8”
(479.25 x 121.43 x 69.85mm)

18.9” x 6.2” x 2.8”
(479.25 x 156.13 x 69.85mm)

Weight 2.8 lbs 3 lbs 5 lbs 5.2 lbs

EZMT-1L10C

EZMR-2L10C

EZMT-2L10C

EZMR-1L10C
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EZMarquee Selection Guide and Specifications

EZMarquee Model Specifications

Part Number

EZMR-1L20C $499.00
EZMR-1L20C-E $598.00 
EZMR-1L20C-D $598.00 
EZMR-1L20C-P $628.00  

EZMT-1L20C $599.00
EZMT-1L20C-E $698.00
EZMT-1L20C-D $698.00
EZMT-1L20C-P $728.00

EZMR-1L40C $799.00
EZMR-1L40C-E $898.00
EZMR-1L40C-D $898.00
EZMR-1L40C-P $928.00

EZMT-1L40C $899.00
EZMT-1L40C-E $998.00
EZMT-1L40C-D $998.00
EZMT-1L40C-P $1,028.00

Display Type RED LED TRI-Color LED RED LED TRI-Color LED
Specification 1 Line of 20 Char (2”) 1 Lines of 40 Char (2”) 
Max. Viewable Distance 100 Feet with 2” Characters
Power Consumption 15 watts 28 watts 30 watts 60 watts
Agency Approvals UL, CUL, CE, pending
Enclosure NEMA 12
Operating Temperature 0° to 60° C Ambient
Storage Temperature  -40° to 95° C Ambient
Humidity 10% to 95% RH, Non-Condensing
Input Power 110/220 VAC, 47-63Hz
Electrical Interference NEMA ICS 2-230    Showering Arc Test
Electrical Tolerance ANSI C37.90a-1974 (SWC) Surge With-Stand Capability Test
Vibration 5 - 55 Hz 2G for 2 hours in the X, Y, and Z axis
Shock 10G for under 12ms in the X, Y, and Z axis
Serial Communications Port 1 RS232; Port 2 RS422/485

External Dimensions 36.9 ”x 4.8” x 2.8”
(936.44 x 121.43 x 69.85mm)

72.1” x 5.4” x 2.8”
(1831.31 x 106.35 x 69.85mm)

Weight 4.5 lbs 4.8 lbs 8 lbs 8.5 lbs

EZMR-1L40C

EZMT-1L40C

EZMR-1L20C

EZMT-1L20C
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EZMarquee Selection Guide and Specifications

EZMarquee Model Specifications

Part Number

EZMR-2L20C $799.00
EZMR-2L20C-E $898.00
EZMR-2L20C-D $898.00
EZMR-2L20C-P $923.00

EZMT-2L20C $899.00
EZMT-2L20C-E $998.00
EZMT-2L20C-D $998.00
EZMT-2L20C-P $1,028.00

EZMR-2L40C $1,499.00
EZMR-2L40C-E $1,598.00
EZMR-2L40C-D $1,598.00
EZMR-2L40C-P $1,628.00

EZMT-2L40C $1,799.00
EZMT-2L40C-E $1,898.00
EZMT-2L40C-D $1,898.00
EZMT-2L40C-P $1,928.00

Display Type RED LED TRI-Color LED RED LED TRI-Color LED
Specification 2 Lines of 20 Char (2”) 2 Lines of 40 Char (2”) 
Max. Viewable Distance 200 Feet with 4” Characters
Power Consumption 30 watts 55 watts 54 watts 100 watts
Agency Approvals UL, CUL, CE **
Enclosure NEMA 12
Operating Temperature 0° to 60° C Ambient
Storage Temperature  -40° to 95° C Ambient
Humidity 10% to 95% RH, Non-Condensing
Input Power 110/220 VAC, 47-63Hz
Electrical Interference NEMA ICS 2-230 Showering Arc Test
Electrical Tolerance ANSI C37.90a-1974 (SWC) Surge With-Stand Capability Test
Vibration 5 - 55 Hz 2G for 2 hours in the X, Y, and Z axis
Shock 10G for under 12ms in the X, Y, and Z axis
Serial Communications RS232/422/485

External Dimensions 36.1” x 11.7 ”x 2.7”
(936.44 x 156.13 x 69.85mm)

72.1” x 11.7” x 2.8”
(1831.31 x 144.02 x 69.85mm)

Weight 8 lbs 8.5 lbs 15 lbs 16 lbs

EZMR-2L20C

EZMT-2L20C

EZMR-2L40C

EZMT-2L40C
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EZMarquee Selection Guide and Specifications

EZMarquee Model Specifications

Part Number

EZMR-4L20C $1,499.00
EZMR-4L20C-E $1,598.00
EZMR-4L20C-D $1,598.00
EZMR-4L20C-P $1,628.00

EZMT-4L20C $1,799.00
EZMT-4L20C-E $1,898.00
EZMT-4L20C-D $1,898.00
EZMT-4L20C-P $1,928.00

EZMR-4L40C $2,199.00
EZMR-4L40C-E $2,298.00
EZMR-4L40C-D $2,298.00
EZMR-4L40C-P $2,328.00

EZMT-4L40C $2,999.00
EZMT-4L40C-E $3,098.00
EZMT-4L40C-D $3,098.00
EZMT-4L40C-P $3,128.00

Display Type RED LED TRI-Color LED RED LED TRI-Color LED
Specification 4 Lines of 20 Char (2”) 4 Lines of 40 Char (2”) 
Max. Viewable Distance 400 Feet with 8” Characters
Power Consumption 55 watts 100 watts 100 watts 180 watts
Agency Approvals UL, CUL, CE pending
Enclosure NEMA 12
Operating Temperature 0° to 60° C Ambient
Storage Temperature  -40° to 95° C Ambient
Humidity 10% to 95% RH, Non-Condensing
Input Power 110/220 VAC, 47-63Hz
Electrical Interference NEMA ICS 2-230    Showering Arc Test
Electrical Tolerance ANSI C37.90a-1974 (SWC) Surge With-Stand Capability Test
Vibration 5 - 55 Hz 2G for 2 hours in the X, Y, and Z axis
Shock 10G for under 12ms in the X, Y, and Z axis
Serial Communications Port 1 RS232; Port 2 RS422/485

External Dimensions 36.577” x 11.720” x 2.750”
(929.06 x 297.69 x 69.85mm)

72.450” x 11.720” x 2.750”
(1840.24 x 297.69 x 69.85mm)

Weight 15 lbs 16 lbs 30 lbs 32 lbs

EZMR-4L20C EZMT-4L20C

EZMR-4L40C

EZMT-4L40C
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EZMarquee - 1 Line 10 Characters
1 Line 10 Characters - NEMA 12
The 1 Line 10 Char EZMarquee can hold up to a maximum of 10 
characters (2”) per line and features 1 line of RED/Tri-Color LEDs. 
EZMarquees are enclosed in NEMA 12 extruded aluminum housing 
with NEMA ICS 2-230 level of electrical noise immunity. 
All 1 Line 10 Character models are capable of communicating over 
RS232 and RS422/485 along with different models for Ethernet, 
DeviceNet and Profibus connectivity. 

Model Number Interface Price Del.

EZMR-1L10C RS232 and 
RS422/485 only $349 STK

EZMR-1L10C-E Ethernet included $448 3DAY
EZMR-1L10C-D DeviceNet included $448 3DAY
EZMR-1L10C-P Profibus included $478 TBRS

1 Line 10 Characters feature:
• 1 line of 10 characters max
• Pre-matched LEDs
• 24 Hour Burn-In tested
• International Character Set
• Hang Mounting
• NEMA 4 Housing
• NEMA ICS 2-230
• 110/220 VAC Power Input
• Surge Protection
• 100,000+ Hours Rated Life

See the different communication interface 
options available in the charts below

Characteristics:
Character Height:  2”
Characters per Line: 10
Number of Lines:  1
Visibility:   100’

Model Number Interface Price Del.

EZMT-1L10C RS232 and 
RS422/485 only $449 STK

EZMT-1L10C-E Ethernet included $548 3DAY
EZMT-1L10C-D DeviceNet included $548 3DAY
EZMT-1L10C-P Profibus included $578 TBRS

1 Line 10 Characters
Dimensions

1.750
[44.45]

Ø0.201
[Ø5.11]

2.750
[69.85]

4.187
[106.35]

4.781
[121.43]

18.868
[479.25]

18.451
[468.67]

18.036
[458.12]

MOUNTING HOLE CENTERS
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EZMarquee - 2 Lines 10 Characters
2 Lines 10 Characters - NEMA 12
The 2 Line 10 Char EZMarquee can hold up to a maximum of 10 
characters (2”) per line and features 2 lines of RED/Tri-Color LEDs. 
EZMarquees are enclosed in NEMA 12 extruded aluminum housing 
with NEMA ICS 2-230 level of electrical noise immunity. 
All 2 Line 10 Character models are capable of communicating over 
RS232 and RS422/485 along with different models for Ethernet, 
DeviceNet and Profibus connectivity.
 

Model Number Interface Price Del.

EZMR-2L10C RS232 and 
RS422/485 only $549 STK

EZMR-2L10C-E Ethernet included $648 3DAY
EZMR-2L10C-D DeviceNet included $648 3DAY
EZMR-2L10C-P Profibus included $678 TBRS

2 Lines 10 Characters feature:
• 2 lines of 10 characters max
• Pre-matched LEDs
• 24 Hour Burn-In tested
• International Character Set
• Hang Mounting
• NEMA 4 Housing
• NEMA ICS 2-230
• 110/220 VAC Power Input
• Surge Protection
• 100,000+ Hours Rated Life

See the different communication interface 
options available in the charts below

Characteristics:
Character Height:  2” / 4”
Characters per Line: 10 / 5
Number of Lines:  2 / 1
Visibility:   100’ / 200’

Model Number Interface Price Del.

EZMT-2L10C RS232 and 
RS422/485 only $649 STK

EZMT-2L10C-E Ethernet included $748 3DAY
EZMT-2L10C-D DeviceNet included $748 3DAY
EZMT-2L10C-P Profibus included $778 TBRS

2 Lines 10 Characters
Dimensions

1.750
[44.45]

Ø0.201
[Ø5.11]

2.750
[69.85]

5.670
[144.02]

6.147
[156.13]

18.868
[479.25]

18.451
[468.67]

18.036
[458.12]

MOUNTING HOLE CENTERS
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EZMarquee - 1 Line 20 Characters
1 Line 20 Characters - NEMA 12
The 1 Line 20 Char EZMarquee can hold up to a maximum of 20 
characters (2”) per line and features 1 line of RED/Tri-Color LEDs. 
EZMarquees are enclosed in NEMA 12 extruded aluminum housing 
with NEMA ICS 2-230 level of electrical noise immunity. 
All 1 Line 20 Character models are capable of communicating over 
RS232 and RS422/485 along with different models for Ethernet, 
DeviceNet and Profibus connectivity.
 

Model Number Interface Price Del.

EZMR-1L20C RS232 and 
RS422/485 only $499 STK

EZMR-1L20C-E Ethernet included $598 3DAY
EZMR-1L20C-D DeviceNet included $598 3DAY
EZMR-1L20C-P Profibus included $628 TBRS

1 Line 20 Characters feature:
• 1 line of 10 characters max
• Pre-matched LEDs
• 24 Hour Burn-In tested
• International Character Set
• Hang Mounting
• NEMA 4 Housing
• NEMA ICS 2-230
• 110/220 VAC Power Input
• Surge Protection
• 100,000+ Hours Rated Life

See the different communication interface 
options available in the charts below

Characteristics:
Character Height:  2”
Characters per Line: 20
Number of Lines:  1
Visibility:   100’

Model Number Interface Price Del.

EZMT-1L20C RS232 and 
RS422/485 only $599 STK

EZMT-1L20C-E Ethernet included $698 3DAY
EZMT-1L20C-D DeviceNet included $698 3DAY
EZMT-1L20C-P Profibus included $728 TBRS

1 Line 20 Characters
Dimensions

1.750
[44.45]

Ø0.201
[Ø5.11]

2.750
[69.85]

4.187
[106.35]

4.781
[121.43]

36.868
[936.44]

36.451
[925.86]

36.036
[915.31]

MOUNTING HOLE CENTERS
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EZMarquee - 2 Lines 20 Characters
2 Lines 20 Characters - NEMA 12
The 2 Line 20 Char EZMarquee can hold up to a maximum of 20 
characters (2”) per line and features 2 lines of RED/Tri-Color LEDs. 
EZMarquees are enclosed in NEMA 12 extruded aluminum housing 
with NEMA ICS 2-230 level of electrical noise immunity. 
All 2 Line 20 Character models are capable of communicating over 
RS232 and RS422/485 along with different models for Ethernet, 
DeviceNet and Profibus connectivity.
 

Model Number Interface Price Del.

EZMR-2L20C RS232 and 
RS422/485 only $799 STK

EZMR-2L20C-E Ethernet included $898 3DAY
EZMR-2L20C-D DeviceNet included $898 3DAY
EZMR-2L20C-P Profibus included $928 TBRS

2 Lines 20 Characters feature:
• 2 lines of 20 characters max
• Pre-matched LEDs
• 24 Hour Burn-In tested
• International Character Set
• Hang Mounting
• NEMA 4 Housing
• NEMA ICS 2-230
• 110/220 VAC Power Input
• Surge Protection
• 100,000+ Hours Rated Life

See the different communication interface 
options available in the charts below

Characteristics:
Character Height:  2” / 4”
Characters per Line: 20 / 10
Number of Lines:  2 / 1
Visibility:   100’ / 200’

Model Number Interface Price Del.

EZMT-2L20C RS232 and 
RS422/485 only $899 STK

EZMT-2L20C-E Ethernet included $998 3DAY
EZMT-2L20C-D DeviceNet included $998 3DAY
EZMT-2L20C-P Profibus included $1028 TBRS

2 Lines 20 Characters
Dimensions

1.750
[44.45]

Ø0.201
[Ø5.11]

2.750
[69.85]

5.670
[144.02]

6.147
[156.13]

36.868
[936.44]

36.451
[925.86]

36.036
[915.31]

MOUNTING HOLE CENTERS
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EZMarquee - 4 Lines 20 Characters
4 Lines 20 Characters - NEMA 12
The 4 Line 20 Char EZMarquee can hold up to a maximum of 20 
characters (2”) per line and features 4 lines of RED/Tri-Color LEDs. 
EZMarquees are enclosed in NEMA 12 extruded aluminum housing 
with NEMA ICS 2-230 level of electrical noise immunity. 
All 4 Line 20 Character models are capable of communicating over 
RS232 and RS422/485 along with different models for Ethernet, 
DeviceNet and Profibus connectivity.
 

Model Number Interface Price Del.

EZMR-4L20C RS232 and 
RS422/485 only $1,499 STK

EZMR-4L20C-E Ethernet included $1,598 3DAY
EZMR-4L20C-D DeviceNet included $1,598 3DAY
EZMR-4L20C-P Profibus included $1,628 TBRS

4 Lines 20 Characters feature:
• 4 lines of 20 characters max
• Pre-matched LEDs
• 24 Hour Burn-In tested
• International Character Set
• Hang Mounting
• NEMA 4 Housing
• NEMA ICS 2-230
• 110/220 VAC Power Input
• Surge Protection
• 100,000+ Hours Rated Life

See the different communication interface 
options available in the charts below

Characteristics:
Character Height:  2”  / 4”  / 6” / 8” 
Characters per Line: 20 / 10 / 6  / 5  
Number of Lines:  4   /  2  / 1  / 1  
Visibility:   100’/200’/300’/400’

Model Number Interface Price Del.

EZMT-4L20C RS232 and 
RS422/485 only $1,799 STK

EZMT-4L20C-E Ethernet included $1,898 3DAY
EZMT-4L20C-D DeviceNet included $1,898 3DAY
EZMT-4L20C-P Profibus included $1,928 TBRS

4 Lines 20 Characters
Dimensions 2.750

[69.85]

11.095
[281.81]

11.720
[297.69]

36.100
[916.94]

N/A

36.577
[929.06]

10.470
[265.94]
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EZMarquee - 1 Line 40 Characters
1 Line 40 Characters - NEMA 12
The 1 Line 40 Char EZMarquee can hold up to a maximum of 40 
characters (2”) per line and features 1 line of RED/Tri-Color LEDs. 
EZMarquees are enclosed in NEMA 12 extruded aluminum housing 
with NEMA ICS 2-230 level of electrical noise immunity. 
All 1 Line 40 Character models are capable of communicating over 
RS232 and RS422/485 along with different models for Ethernet, 
DeviceNet and Profibus connectivity.
 

Model Number Interface Price Del.
EZMR-1L40C RS232 and RS422/485 only $799 STK
EZMR-1L40C-E Ethernet included $898 3DAY
EZMR-1L40C-D DeviceNet included $898 3DAY
EZMR-1L40C-P Profibus included $928 TBRS

1 Line 40 Characters feature:
• 1 line of 40 characters max
• Pre-matched LEDs
• 24 Hour Burn-In tested
• International Character Set
• Hang Mounting
• NEMA 4 Housing
• NEMA ICS 2-230
• 110/220 VAC Power Input
• Surge Protection
• 100,000+ Hours Rated Life

See the different communication interface 
options available in the charts below

Characteristics:
Character Height:  2”
Characters per Line: 40
Number of Lines:  1
Visibility:   100’

Model Number Interface Price Del.
EZMT-1L40C RS232 and RS422/485 only $899 STK
EZMT-1L40C-E Ethernet included $998 3DAY
EZMT-1L40C-D DeviceNet included $998 3DAY
EZMT-1L40C-P Profibus included $1028 TBRS

1 Line 40 Characters
Dimensions

2.750
[69.85]

4.812
[122.23]

5.437
[138.10]

72.100
[1831.31]

35.987
[914.07]

72.450
[1840.24]

4.187
[106.35]
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EZMarquee - 2 Lines 40 Characters
2 Lines 40 Characters - NEMA 12
The 2 Line 40 Char EZMarquee can hold up to a maximum of 40 
characters (2”) per line and features 2 lines of RED/Tri-Color LEDs. 
EZMarquees are enclosed in NEMA 12 extruded aluminum housing 
with NEMA ICS 2-230 level of electrical noise immunity. 
All 2 Line 40 Character models are capable of communicating over 
RS232 and RS422/485 along with different models for Ethernet, 
DeviceNet and Profibus connectivity.

Model Number Interface Price Del.
EZMR-2L40C RS232 and RS422/485 only $1,499 3DAY
EZMR-2L40C-E Ethernet included $1,598 3DAY
EZMR-2L40C-D DeviceNet included $1,598 3DAY
EZMR-2L40C-P Profibus included $1,628 TBRS

2 Lines 40 Characters feature:
• 2 lines of 40 characters max
• Pre-matched LEDs
• 24 Hour Burn-In tested
• International Character Set
• Hang Mounting
• NEMA 4 Housing
• NEMA ICS 2-230
• 110/220 VAC Power Input
• Surge Protection
• 100,000+ Hours Rated Life

See the different communication interface 
options available in the charts below

Characteristics:
Character Height:  2” / 4”
Characters per Line: 40 / 20
Number of Lines:  2 / 1
Visibility:   100’ / 200’

Model Number Interface Price Del.
EZMT-2L40C RS232 and RS422/485 only $1,799 3DAY
EZMT-2L40C-E Ethernet included $1,898 3DAY
EZMT-2L40C-D DeviceNet included $1,898 3DAY
EZMT-2L40C-P Profibus included $1,928 TBRS

2 Lines 40 Characters
Dimensions 2.750

[69.85]

6.147
[156.13]

5.437
[138.10]

72.100
[1831.31]

35.987
[914.07]

72.450
[1840.24]

5.670
[144.02]
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EZMarquee - 4 Lines 40 Characters
4 Lines 40 Characters - NEMA 12
The 4 Line 40 Char EZMarquee can hold up to a maximum of 40 
characters (2”) per line and features 4 lines of RED/Tri-Color LEDs. 
EZMarquees are enclosed in NEMA 12 extruded aluminum housing 
with NEMA ICS 2-230 level of electrical noise immunity. 
All 4 Line 40 Character models are capable of communicating over 
RS232 and RS422/485 along with different models for Ethernet, 
DeviceNet and Profibus connectivity.
 

Model Number Interface Price Del.
EZMR-4L40C RS232 and RS422/485 only $2,199 3DAY
EZMR-4L40C-E Ethernet included $2,298 3DAY
EZMR-4L40C-D DeviceNet included $2,298 3DAY
EZMR-4L40C-P Profibus included $2,328 TBRS

4 Lines 40 Characters feature:
• 4 lines of 40 characters max
• Pre-matched LEDs
• 24 Hour Burn-In tested
• International Character Set
• Hang Mounting
• NEMA 4 Housing
• NEMA ICS 2-230
• 110/220 VAC Power Input
• Surge Protection
• 100,000+ Hours Rated Life

See the different communication interface 
options available in the charts below

Characteristics:
Character Height:  2” / 4” / 6” / 8” 
Characters per Line: 40 / 20 / 13 / 10 
Number of Lines:  4 / 2 / 1 / 1 
Visibility:   100’ / 200’ / 300’ / 400’ 

Model Number Interface Price Del.
EZMT-4L40C RS232 and RS422/485 only $2,999 3DAY
EZMT-4L40C-E Ethernet included $3,098 3DAY
EZMT-4L40C-D DeviceNet included $3,098 3DAY
EZMT-4L40C-P Profibus included $3,128 TBRS

4 Lines 40 Characters
Dimensions 2.750

[69.85]

11.095
[281.81]

11.720
[297.69]

72.100
[1831.31]

35.987
[914.07]

72.450
[1840.24]

10.470
[265.94]

(TOP) (BOTTOM)



5-38 Marquee Displays 1-877-774-EASY

EZAutomation - EZMarquee

Same Day Shipping
For Orders Received By 7:15 PM Central Standard Time

Bettendorf, IA

Picks Up
7:30pmAT

CST

Applicable to All Phone, Fax, Email or On-Line Orders
Phone: 877-774-EASY (774-3279)
Mon - Fri 6:00am - 8:00pm Central Std Time

Fax: 1-877-775-EASY (775-3279)
Email: sales@ezautomation.net
On-Line: www.EZAutomation.net

Enhanced Customer Support

Extended Customer Service Hours: 
6:00 am to 8:00 pm Central Standard Time
Monday - Friday

We wanted to provide you even better 
customer support than you currently get. 
To accomplish that, here is what we did:

Phone: 1-877-774-EASY (774-3279)
Fax: 1-877-775-EASY (775-3279)
sales@ezautomation.net

Enhanced Technical Support
Extended Tech Support Hours: 
6:00 am to 12:00 midnight Central Standard Time
Monday - Friday

Phone: 1-877-774-EASY
Fax: 1-877-775-EASY
techsupport@ezautomation.net
Emergency Weekend Number: 563-650-8112
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EZAutomation - EZText PLC

What is EZTextPLC?
EZTextPLC is the most powerful combination of a 
PLC and an Operator Interface in a very compact 
package. It utilizes EZPLC’s base and thus capable 
of all the features present in our EZPLC and uses 
our ‘mix-match’ modular EZI/O to deliver a truly 
compact control.

What does it have?
• Choice of five EZText Operator Interfaces
• Up to 32 I/O PLC with EZ-220/EZ-420/EZ-220V
• Up to 48 I/O PLC with EZ-220P/EZ-220PV
• Heavy duty mounting gasket
• PLC message indicator LED
• Extremely flexible 8 point I/O modules
• 64K PLC Program memory
• Extremely fast scan time: 3ms for 1k
• Powerful Ladder Logic Instruction Set
• One extra RS422/485 Comm. port
• Supports ASCII In/Out
• Built in Real Time clock/calendar
• Extremely cost effective Ethernet, Devicenet and 

Profibus options
• Extremely cost effective Analog I/O
• 100 KHz counter module
• Interrupt Input module
• Save as much as 35% on panel space

Where does it make sense?
EZTextPLC can be used to configure a small 
control system that require a Text type display. It 
eliminates the need to buy and install a PLC and 
Operator Interface separately and thus reduces 
the electrical panel space, makes the control 
system extremely compact and cost effective. 
With EZTextPLC starting at $348 for a 32 Digital 
I/O system (16 Dig In/16 Dig Out), it is built to 
compete in the market of Embedded controllers 
without the hassle of “C” level programming or 
proprietary microprocessor boards. EZTextPLC 
uses EZI/O modules for I/O (starting at $19 for 
8 Digital Out!) which can be chosen from a large 
variety of options  including Analog I/O, High 
Speed Counter, Relay, and AC/DC combo modules.

The Most SENSIBLE One-Piece 
Automation Controller for a Small Machine

2 Line 20 Ch. Text Panel
with 32 Digital I/O PLC and 

Built-in RS422/485 Com. Port

EZ Text PLC TM

$348

DeviceNet, Profibus or 
Ethernet Connectivity Options
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• Two-line x 20-character LCD message display
• PLC message indicator LED
• Five user-defined buttons and LEDs
• Scroll data entry
• Built-in menu system reduces extensive ladder logic 

programming
• Up to three embeded variables on each message
• 16 24 VDC Digital inputs
• 16 24 VDC, 0.5 Amps Source outputs, Short circuit proof
• Snap-in 8 point I/O modules with status LED indicators
• Real-time clock and calendar
• CPU status indicator LED
• Low battery indicator LED
• 8192 variables, 8192 registers
• 64K byte of user memory
• 3ms Scan Time
• Two separate CPUs for PLC and HMI
• RS422/485 communication port built-in
• Optional DeviceNet or Profibus slave port
• Powerful instruction set
• Single programming port for both PLC and Panel
• Single EZTextPLC editor for only $49 with common tag 

database read
• 7.418” L x 5” W x 3.25” D for the complete package

EZ Te xt PLC TM Look at what you get for $348..

RS232 
Programming 

port

Optional Ethernet 
connectivity

Snap-in I/O 
modules

EZ to Wire Phoenix 
Plug-in Terminal 
Blocks

AC/DC mixed modules 
for maximum flexibility

RS422/485 port

Optional 
DeviceNet, 
Profibus

LED that indicates that the 
message was triggered by PLC

Scroll through messages 
arranged as folders

Up to 256 messages
Choice of LCD or wide viewing 

angle VFD

$49
SOFTWARE

Five user defined 
pushbuttons and LEDs

8 DC IN
8 DC OUT

8 DC IN 8 DC OUT
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EZAutomation - EZText PLC

• Two-line x 20-character LCD message 
display

• PLC message indicator LED
• Numeric keypad
• Five user-defined buttons and LEDs
• Scroll data entry
• Three tri-color LED annunciators
• Built-in menu system reduces extensive 

ladder logic programming
• Up to three embedded variables on each 

message
• (16) 24 VDC Digital inputs sink or source 

field selectable
• (8) 24 VDC, 0.5 Amps Source outputs, 

Short circuit proof
• (4) 12 bit Analog In
• (4) 12 bit Analog Out
• Up to 6 Snap-in 8 point I/O modules with 

status LED indicators, for a total of 48 I/O
• 3.5 mm Phoenix Removable terminal 

blocks for I/O
• Real-time clock and calendar
• CPU status indicator LED
• Low battery indicator LED
• Three PLC states: Run, Program, Run/Program with 

LED indicators
• 8192 variables, 8192 registers
• 64K byte of user memory
• 3ms Scan Time

• Two separate CPUs for PLC and HMI
• RS422/485 communication port built-in
• Optional DeviceNet or Profibus Slave port
• Powerful instruction set
• Single programming port for both PLC and Panel
• Single EZTextPLC editor for only $49 with common 

tag database read
• 10” L x 5” W x 3.25” D for the complete package

.. And what you get for $498EZ Text PLC TM

RS232 
Programming 
Port

Optional Ethernet 
connectivity

Snap-in I/O 
modules

EZ to Wire 
Phoenix Plug-in 
Terminal Blocks

AC/DC mixed modules for 
maximum flexibility

Communication 
Serial port
RS422/485

$49
SOFTWARE

8 DC IN
8 DC IN

Future Expansion
Dummy Cover

Future Expansion
Dummy Cover

4 Analog In
4 Analog Out

8 DC Out

24 Discrete and 8 Analog I/O Built-in 
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.. And what you get for $498 The Operator Interface is Extremely User Friendly
LED that indicates that the 

message was triggered by PLC

Scroll through messages 
arranged as folders

Up to 256 messages
Choice of LCD or wide viewing 

angle VFD

Superbright, tri-color, 
user programmable 

annunciators
Super Long-life 

key pad

Five User Defined 
Pushbuttons and LEDS

With PLC Performance You Will Find Only in 
PLCs Costing Thousands More!

64k Byte User Memory
Most Micro PLCs have only a limited 8-16k memory. But not this souped up 
PLC! Some of the things you can do with this 64k byte memory:
 • Store 2000 Messages
 • Store 500 20 Variable Recipes
 • Collect 10,000 Four Variable Data Points

32 Bit, 40 MHz RISC Processor 
Dedicated to PLC Processing Only, 
with a Separate Processor for HMI
The EZText PLC has two processors, one for handling the 
PLC and its I/O, and another co-processor for handling the 
HMI functions. Even though the two processors cost more, 
we wanted to make sure that you have one of the fastest PLCs 
on your machine. This $348 Text Panel PLC rivals scantime 
specifications of the fastest full-blown PLCs.

I/O Scan

Ladder Scan

For 1K Instructions 
& All Overhead

3 ms

64K 
Available 

for 
Ladder & 
Memory

8192 Registers
8192 Variables



6-6 Text Panels w/ Built-in PLCs 1-877-774-EASY

EZAutomation - EZText PLC

We Looked At Every Detail!EZ Text PLC TM

4 In/4 Out Wide Variety of 
Mix-n-Match I/O Modules

Snap-in I/O 
Modules

EZTextPLC offers the widest range of 
4 In/4 Out I/O modules. Mix 4 DC In 
with 4 AC Out.

EZ to Wire Phoenix Plug-in 
Terminal Blocks

0.5 Amp Short Circuit 
Proof DC Outputs

AC/DC Mixed Modules 
for Highest Flexibility

This 2x2x1” ultra compact module has 
8 DC Outputs rated at 0.5 Amp each 
that are short circuit proof!

   FLEXIBLE  AND SENSIBLE I/O

I/O Status LED 
Indicators

CPU Status 
Indicator LEDs

Back side of EZI/O module

8 Outputs for
$19
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Say “Goodbye” to Proprietary Microcontroller Boards!
This powerful combination of Operator Interface, high performance CPU and a very 
SENSIBLE real world I/O system makes EZTextPLC extremely competitive even when 
compared to Embedded Controllers or proprietary microcontroller boards.

Many OEMs in the past designed their own microprocessor boards to achieve a low 
cost point for their high volume, low end machines. The proprietary software is hard to 
maintain costing the OEM major amounts of money to deal with obsolete parts or make any 
change. The EZTextPLC has achieved an incredible price point for CPU, I/O and network 
connectivity. 

With the EZTextPLC, the 40MHz 32 bit RISC processor CPU with 64KB of 
memory, battery back-up, and a real time calendar costs less than $100.00 even 
in single unit quantities!

Real world I/O for 0.5 Amp short circuit proof DC outputs costs less than 
$2.50 per point. You can add DeviceNet for only $79.00. 

You get the picture!

Separate CPU and circuit board for HMI and PLC.
The EZTextPLC uses two independent circuits and PCBs for HMI and PLC functions eliminating the concern 
for PLC crash in case of a faulty Text panel. Even the power supply for both functions is separate. So even if 
someone punches a screwdriver through the keypad, the PLC control will continue to run.

$99

$129
$79

$99

DeviceNet or
Profibus
option

Ethernet

8 0.5 amp DC 
Outputs, Short 
circuit proof 

$19

4 12 bit analog input 
4 12 bit analog output

Proprietary 
Microcontroller 

boards and 
custom I/O

Standard Off the 
Shelf EZTextPLC

You get a great Price even for a single unit purchase, saving 
you thousands of dollars in development costs.
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EZAutomation - EZText PLC

EZ Text PLC TM Let’s Compare to a Separate 
Operator Interface and DL06

32 Digital I/O with Operator Interface - 16 Digital In, 16 Digital Out, 
24 Volt DC Power

DL06

EZTEXTPLC $47225

$348

EZTEXTPLC System
Price Model Description

$272 EZPD-220 EZText w/Built-in EZPLC (EZTEXTPLC)
$19 EZIO-8DCI EZI/O Analog In
$19 EZIO-8DCI EZI/O Analog In
$19 EZIO-8DCOP EZI/O Analog Out
$19 EZIO-8DCOP EZI/O Analog Out

Total $348

EZTEXT PLC with Software and Cable
$20 EZP-PGMCBL Programming Cable for EZTEXTPLC
$49 EZ-TEXTPLC-EDIT Programming Software for EXTEXTPLC

Total $417

DL06 System
Price Model Description

$199 DO-06DD2-D DL06 (20 DC In/16 DC Out, 12/24VDC)
$182 EZ-220 EZ Text

$20 EZ-2CBL EZ Text to DL06 Communication Cable 
(RS232C Cable)

$41.25 B161406SC Min. Additional Enclosure Cost difference
$30 Min. Additional Labor Cost to Install DL06 

Total $472.25

DL06 and EZText with Software and Cable
$30 D2-DSCBL PC Programming Cable for DL06

$149 PC-PGM-BRICK DirectSOFT32 for Windows PC
$28 EZ-TEXTEDIT EZ Text Software
$16 EZTEXT-PGMCBL EZ Text Programming Cable

Total $695.25

$417 with 
software

$695.25 
with 

software 

B080804SC
D0808
8x8x4 NEMA 12 
Control Enclosure

B161406SC
P1614
16x14x6 NEMA 12 
Control Enclosure
for PLC and other 
controls
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E Z Text PLC TM Let’s Compare to a Separate 
Operator Interface and MicroLogix

32 Digital I/O with Operator Interface - 16 Digital In, 16 Digital Out

MicroLogix 1200

$348EZTEXT PLC

$1425

We didn’t even include the cost of larger enclosure and installation for this comparison!

EZTEXTPLC System
Price Model Description

$272 EZPD-220 EZText w/Built-in EZPLC (EZTEXTPLC)
$19 EZIO-8DCI EZI/O Analog In
$19 EZIO-8DCI EZI/O Analog In
$19 EZIO-8DCOP EZI/O Analog Out
$19 EZIO-8DCOP EZI/O Analog Out

Total $348

EZTEXT PLC with Software and Cable
$20 EZP-PGMCBL Programming Cable for EZTEXTPLC

$49 EZ-TEXTPLC-EDIT Programming Software for 
EXTEXTPLC

Total $417

MicroLogix 1200 Requirements

Price Model Description

$649 1762-L40BXB MicroLogix 1200 PLC with 24 DC In and 8 
FET (24DC) Out

$144 1762-OB8 8 Point 24VDC output

$52 1762-RTC Real Time Clock

$70 2711-NC21 Panel to PLC Communication Cable

$510 2711-K3A5L1 PanelView 300 Monochrome Terminals RS-
232 (DH-485) Communication Port

Total $1425

MicroLogix and PanelView 
with Software and Cable

$514 9324-RL0100ENE MicroLogix Programming Software 
(Starter Kit)

$305 2711-ND3 Programming Software for PanelView

$67 1756-CP3 MicroLogix Programming Cable

$100 2711-NC13 Panelview Programming cable

Total $2411

B080804SC
D0808
8x8x4 NEMA 12 
Control Enclosure

$417 with 
software

B161406SC
P1614
16x14x6 NEMA 12 
Control Enclosure
for PLC and other 
controls

$2411 with 
software 
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EZAutomation - EZText PLC

It is Very EZ to Program an EZTextPLC 

Select panel type 
from the selection screen

Configure PLC 
communications

Configure 
messages, pushbuttons, 
LEDs, etc.

Configuration Screen     
The EZText Enhanced programming software (EZ-TEXTEDIT) 
is a Windows-based program. The EZ-to-use screens and 
pull-down menus provide all tools you will need to select the 
panel type, configure the PLC communications, create text 
messages, etc. The EZText panels use simple addressing and bit 
assignments.
Competitor text panels require extensive programming and 
associated ladder logic to make the pushbuttons and LEDs 
operable.

The configuration screen contains all of the information needed to configure 
the pushbuttons and their associated LEDs. You can configure the pushbuttons 
in three different ways: alternate, momentary, or alternate with PLC release 
option. The associated LEDs, which can also operate totally independent of the 
pushbutton action, can be triggered three ways: by the associated pushbutton, 
by the PLC, or they can be made to flash by the pushbuttons. This screen also 
allows the user to enter the associated PLC address. Once the address assignment 
has been selected, all of the pushbutton and LED fields will be populated with 
the associated bit assignments. 

Configuring 
Pushbuttons and Leds

Configure LED trigger
Configure Pushbutton action

LED status PLC register

User-defined pushbutton LED status 
is directly mapped from bits in a single 
user-defined PLC memory word.

User-defined pushbutton keys are automatically written 
to bits in a single user-defined PLC memory word.

0 0 0 1 1 1 1 0 N7:1

1 0 0 1 0 0 0 0 N7:2

N7:1

N7:2

Pushbutton status PLC register

User 
Programmable 
Messages
There are two message 
types which can be 
displayed: local and 
PLC. Local messages 
are displayed on the 
screen unless the PLC 
triggers a PLC message, 
which overrides a local 
message.. When a PLC 
message is triggered, the 
PLC Message LED will 
also be illuminated. The 
PLC message LED will 
remain on until the user 
acknowledges the situation 
by pressing [esc] on the 
panel.

Stores Up To 256 Messages
Triggered by the PLC or Locally

Layered messages provide more 
organization and detail.

These messages are triggered by the PLC and will 
trigger the PLC Message LED on the front of the 
EZText panels.

Each text message can contain 
up to three embedded variables, 
one of which can be entered by an 
operator from the keypad

0 0 0 0 0 1 0 0 N7:4

Programmable Message PLC Register

3 embedded data 
variables for each 
message

“PLC type” messages are controlled by a 
single word memory location of a PLC
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Advanced Instructions:

The EZPLC supports 32-bit floating point mathematical and logical operations. The 
data options allow you to use signed or unsigned integer data as well as floating point 
data type.

This instruction is meant to make ladder programming EZ and flexible. You can copy 
the data in one register, convert its data type and save it into another register without 
altering the ‘source’ register. The data can be converted from binary to BCD or grey 
code or vice versa.

This instruction adds convenience to handling data inside the ladder program. You 
can move blocks of memory. All you need to specify is starting point of your source 
address, number of data elements to move and starting point of destination memory 
address. Along with Move Block, Fill Block and Move table of Constants also make 
life of a programmer much simpler.

These instructions operate on ASCII string data type. You can Move string data 
between registers, base rung power flow upon string comparison and compute string 
length to store the length value in a different register.

Capability to use subroutines is a huge plus in EZPLC programming. For large and 
complex programs, user can define many subroutines and use them in the main ladder 
program. These subroutines can be called from the main logic. Return instruction 
allows user to return to the main logic at any step. 

This is a time or event based sequencer that updates up to 16 outputs per step, up to 
16 steps. Time base of each count is user defined and each step has its own counter. 
User can define an event to trigger the count. The rung power flow is allowed after 
completion of all the steps in a drum.

Now you don’t have to spend days to send signals to your marquee. Send to 
marquee instruction allows you to communicate to the marquee via ASCII strings. A 
unique message number is assigned to each message in the message database. This 
instruction looks up the message number, corresponding to the intended message 
to be displayed and sends it to the marquee. User can define actions if a message 
number cannot be found in the database.

This is how your EZPLC would process external events that require “instantaneous” 
response. User can write a separate interrupt logic routine. At the instance of an 
external event, the PLC would interrupt the main logic, execute this interrupt logic on 
a priority, and scan corresponding I/O. It would return to the main logic automatically 
after processing the interrupt routine. 

User can send/receive ASCII string data to/from any register in PLC to a predefined 
serial port. User can also define the Control address and character count of the source 
register. Similarly, user can send ASCII string data to a Marquee directly from the 
main logic.

Bit move instructions allow the user to move word data from a register type memory 
address to a bit in a discrete memory location and backward. 

32-bit floating point calculations

Data Conversion

Move Block

String

Subroutines

Marquee Instructions

Interrupt Routine

ASCII Instructions

The concept of this patent 
pending Free Flow Ladder 
Logic is to create less 
restricted rungs of logic. This 
saves the user rung space 
and valuable scan time. On 
the right you will see an 
example of Free Flow Ladder-
Logic. As you can see the 
Free Flow logic allows logic 
to be placed and connected 
anywhere in the rung rather 
than creating a new rung. 
This allows the user to spend 
more time on other parts of 
the machine development 
and let the CPU do more of 
the work of solving the logic.

Just One 
Rung!

For detailed information, see the PLC Programming Instructions on page 8-23 in the EZPLC section.

Drum Sequencer

Bit Move Instructions

EZTextPLC 
Editor has 
Windows 
type Folder 
organization 
for Quick EZ 
Search just like 
RSLogix and 
other high end 
programming 
software that costs thousands of dollars. The 
EZTextPLC Editor has a structured programming 
software. You do not have to scroll through literally 
hundreds of rungs to find your I/O mapping, 
subroutines or interrupts.

It is Very EZ to Program an EZTextPLC 
Free Flow Ladder Logic, Patent Pending
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This Almost FREE Automation Controller also 
has Great Connectivity to DeviceNet, Profibus 

and Ethernet TCP/IP

Ethernet TCP/IP
All EZTextPLC models are available with built-in high speed 
Ethernet TCP/IP communication interface in addition to RS232 
and RS422/485 communication ports. This interface allows 
EZTextPLC to reside on a 10 Mbps TCP/IP network (10Base 
T Ethernet) via an RJ45 port. Use Ethernet models for easy 
Ethernet programming with 100 meters being the maximum 
distance between two nodes. For distances greater then 100 
meters repeaters can be used to extend the distance between any 
two nodes.

DeviceNet Slave Module
EZTextPLC models when ordered with built-in DeviceNet 
Slave communication interface provide DeviceNet connectivity 
in addition to RS232 and RS422/485 communication ports. 
DeviceNet communication interface for EZTextPLC provides a 
digital, multi-drop network that can be used for communicating 
with DeviceNet enabled controllers and I/O devices. On 
DeviceNet network every device acts as a node and allows 
multiple communication hierarchies and prioritization of 
messages. EZTextPLC with DeviceNet communication interface 
can be configured in a master-slave control architecture as a 
slave node and allows peer-peer communication. DeviceNet 
control system provides a single point of connection both for 
configuration and support for I/O as well as explicit messaging. 

Profibus
All EZTextPLC models are available with built-in Profibus 
Slave communication interface in addition to RS232 and 
RS422/485 communication ports. This gives EZTextPLC 
the ability to link with a Profibus Master Controller. 
Profibus is a vendor independent open field bus protocol 
standard in manufacturing automation and process control. 
It reduces hard-wiring costs and provides specifications for 
information exchanged between nodes of a Profibus network. 
This communication interface provides the ability to transfer 
data between a Profibus master and EZTextPLC.The Profibus 
communication interface also has an auto-detect feature for the 
baud rate of the Profibus network. 

All EZTextPLC models can be ordered with 
Ethernet, DeviceNet and Profibus connectivity 
through separate part numbers.

$99

$129

$79

To be released soon
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Built-in RS422/485 Port to Communicate to 
External Devices such as Drives, 

Message Displays or Temperature Controllers

EZMarquee

Barcode Printer

AC Drive

RS485 Cable

EZTextPLC

1 Use EZTextPLC’s 
“Send to Marquee” 
instruction to initiate 
communication with 
EZMarquee.

2 Configure 
your 
message’s 
source tag 
and status 
tag.

3 Control your 
message 
attributes 
without ever 
having to worry 
about ASCII 
format

Type in your message along with 
it’s attributes like character size, 
color, and effects like scrolling or 
blinking. Preview the message to 
edit any changes. 

    EZ COMMUNICATIONS
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EZAutomation - EZText PLC

EZ Text PLC TM Selection Guide and Specifications
EZText PLC Model Specifications

EZTextPLC EZ-220-PLC $272 EZ-420-PLC $292 EZ-220P-PLC $342 EZ-220V-PLC $372 EZ-220PV-PLC $442

EZTextPLC w/ 
Ethernet

EZ-220-PLC-E $371 EZ-420-PLC-E $391 EZ-220P-PLC-E $441 EZ-220V-PLC-E $471 EZ-220PV-PLC-E $541

EZTextPLC w/ 
DeviceNet

EZ-220-PLC-D $351 EZ-420-PLC-D $371 EZ-220P-PLC-D $421 EZ-220V-PLC-D $451 EZ-220PV-PLC-D $521

EZTextPLC w/ 
Profibus

EZ-220-PLC-P $401 EZ-420-PLC-P $421 EZ-220P-PLC-P $471 EZ-220V-PLC-P $501 EZ-220PV-PLC-P $571

Starting at

$272
Starting at

$292
Starting at

$342
Starting at

$372
Starting at

$442
Specifications 220 EZTextPLC 420 EZTextPLC 220P EZTextPLC 220V EZTextPLC 220PV EZTextPLC

Display Type 2 Line x 20 Char LCD (5.55mm) 4 Line x 20 Char LCD (4.75mm) 2 Line x 20 Char LCD with 
Numeric Keypad (5.55mm)

2 Line x 20 Char Vacuum 
Fluorescent Display (5.55mm)

2 Line x 20 Char Vacuum 
Fluorescent Display with 
Numeric Keypad (5.55mm)

Keypad Overlay Five User Defined Pushbuttons and Four Control Pushbuttons Numeric Keypad, five user 
defined pushbuttons and four 
control buttons

Five User Defined Pushbuttons 
and Four Control Pushbuttons

Numeric Keypad, five user 
defined pushbuttons and four 
control buttons

Total Number of HMI 
Messages 256

LED/LCD Life 100,000 Hours

 I/O Capacity 4 Slot Base (32I/O Max) 6 Slot Base (48I/O Max) 4 Slot Base (32I/O Max) 6 Slot Base (48I/O Max)

Power Consumption 14 Watts @ 24VDC 14 Watts @ 24VDC 16.5 Watts @ 24VDC 17 Watts @ 24VDC 19.5 Watts @ 24VDC

Processors 32 Bit, 40 MHz RISC Processor (PLC), 8 Bit Processor (HMI)

Total PLC Memory 64 KB (Ladder)

# of PLC Registers 8192 16Bit

PLC Typical Scan 
Time

3ms (1K Boolean)

Real Time Clock/
Calendar

Built-in

Built-In Battery 
Backup Yes, Lithium coin cell battery with 5 year life expectancy, with a low battery indicator

PLC LED Indicators Input Power, CPU Status (Run, Program & Run/Program) Low Battery, Program PLC, Program Panel and Run LED indicators

I/O Supported EZIO Snap-in modules with status LEDs and Removable Terminal Block
DC / AC / Analog / Relay / Thermocouple / High Speed Counter

Electrical Noise Nema ICS 2-230 Showering arc; ANSI C37.90a SWC; Level C Chattering Relay Test

Withstand Voltage 1000VDC (1 minute) between power supply input terminal and protective ground)

Insulation 
Resistance

Over 20M Ohm between power supply input and terminal and protective ground

Enclosure Nema 4, 4x (indoor)

Operating 
Temperature

0C to 45C

Storage Temperature  -20C to 60C

Vibration 5 to 55Hz 2G’s for 2 hours in X,Y,and Z axis

Shock 10G for under 12ms in the X,Y, and Z axis

Humidity 10-95% Non-Condensing

Protocols Supported ASCII In/Out; EZ Protocol, Ethernet, DeviceNet Slave, and Profibus Slave

Built-In Serial 
Communication 
Ports

Port 1: RS232 (Programming and HMI Port Only)
Port 2: RS422 (1.2K, 2.4K, 4.8K, 9.6K, 19.2K, and 38.4K Baud Rates supported)

Agency Approval UL, CUL, CE (pending)

External Dimensions 7.418” x 5” x 2.587”
(188.418 x 127 x 65.711mm)

7.418” x 5” x 2.587”
(188.418 x 127 x 65.711mm)

10.018” x 5” x 2.587”
(254.46 x 127 x 65.71mm)

7.418” x 5” x 2.587”
(188.418 x 127 x 65.711mm)

10.018” x 5” x 2.587”
(254.46 x 127 x 65.71mm)

Weight 1.3 lbs 1.5 lbs 1.7 lbs 1.5 lbs 1.9 lbs
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 Configure Your EZTEXTPLC
From the most Flexible EZ I/O, Select the Modules 

Needed for your Applications 
23 Different Mix-n-Match Plug-in I/O Modules

4 Thermocouple Input .......................................................... EZIO-4THI $139
High Speed Counter, 1 input/4 output ................................ EZIO-4HSCM1 $99
High Speed Counter, 2 input/4 output ................................ EZIO-4HSCM2 $99
8 pt 24V DC In ..........................................................................EZIO-8DCI $19
8 pt 24V DC Out Source ....................................................... EZIO-8DCOP $19
8 pt 24V DC Out Sink .................................................. EZIO-8DCON $19
8 pt 24V DC In Fast ............................................................. EZIO-8HSDCI $24
4 pt 24V DC In, 4 pt 24V DC Out Sink .......................EZIO-4DCI4DCON $19
4 pt 24V DC In Standard, 4 pt 24V DC In Fast Interrupt ... EZIO-4DCI4DCIF $29
4 pt 24V DC In, 4 pt 24V DC Out Source ...................EZIO-4DCI4DCOP $19
8 pt 110 AC In ................................................................EZIO-8ACI $29
8 pt 110 AC Out ............................................................ EZIO-8ACO $29
4 pt 110 AC In, 4 pt 110 AC Out ....................................... EZIO-4ACI4ACO $29
4 pt 24V DC Out Source, 4 pt 110 AC Out .................EZIO-4DCOP4ACO $29
4 pt 110 AC In, 4 DC Out Source ................................... EZIO-4ACI4DCOP $29
4 pt 24V DC In, 4 110 AC Out .......................................... EZIO-4DCI4ACO $29
8 Analog In Voltage ................................................................EZIO-8ANIV $99
8 Analog In Current ................................................................ EZIO-8ANIC $99
4 Analog In, 4 Analog Out Voltage ................................. EZIO-4ANI4ANOV $99
4 Analog In, 4 Analog Out Current ................................. EZIO-4ANI4ANOC $99
4 pt Relay Out ...................................................................... EZIO-4IORLO $34
4 pt 110 AC In, 4 Relay Out ..............................................EZIO-4ACI4RLO $39
4 pt 24V DC In Source, 4 Relay Out ............................. EZIO-4DCOP4RLO $39

Page
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EZAutomation - EZText PLC

Introduction
EZTextPLC is the most powerful combination of a PLC and 
HMI in an ultra compact housing. It utilizes EZPLC’s base and 
EZText Enhanced operator interface in one compact package 
and thus has all the features present in EZText Enhanced along 
with EZPLC and I/O modules.

Overview
EZText PLC can be used to substitute small control systems that 
require a Text type display and a PLC with a maximum of 48 
I/O. EZText PLC is the most compact HMI/PLC combination in 
the industry and eliminates the need to buy a PLC and Operator 
Interface separately. Take advantage of EZTextPLC’s compact 
design to reduce electrical panel space by as much as 35%.

Getting Started
All you need are the following:
- EZTextPLC
- 24 VDC power supply (min. 1.5A, switching) 
- Programming cable 
- PC 
- EZTextPLC Programming Software

Features: 
• Choice of EZText operator Interfaces 
 Up to 32 I/O PLC with EZ-220V/EZ-220/EZ-420 
 Up to 48 I/O PLC with EZ-220PV/EZ-220P 
• 2 or 4 line 20 character LCD display
• 2 line 20 character VFD display option
• 5 user defined pushbuttons and LEDs
• Built-in Menu system
• Scroll Data Entry or Numeric Keypad
• 256 messages with 3 embedded variables per message
• Heavy duty mounting gasket 
• PLC message indicator LED   
• Extremely Flexible 8 point I/O Modules 
• 64K PLC Program memory 
• Extremely fast scan time: 3ms for 1k 
• Power Instruction Set 
• Supports ASCII In/Out 
• Built in real time clock/calendar 
• 100 KHz counter module
• Interrupt Input modules (optional) 
• CPU status indicator LED
• Low battery indicator LED
• Three PLC states: Run, Program, Run/Program with LED 

indicators
• 8192 variables, 8192 registers
• Single programming port for both PLC and Panel
• Single EZTEXT PLC editor for only $49 with common tag 

database

Easy Installation
Installing the panel is as EZ as 1-2-3. Just follow these 
instructions:

1. Mounting 
EZTextPLC Panel is a front mount unit and requires a panel cutout. 
Once you have a panel cutout made you can secure the EZtext PLC 
in place with screws or din clips. The rubber gasket will provide the 
seal between the panel and EZText PLC for a Nema 4,4x front. After 
mounting EZText PLC, insert your EZIO in the current slots and you 
are ready to wire and program it.
2. Wiring and Connections
After mounting all you have to do is to wire your EZTextPLC I/O 
modules to your desired products.
3. Program your EZTextPLC
Use programming cable to connect to EZText PLC from a PC and you 
are ready to program your unit, both for HMI and PLC.

Support 
You can also find up to date information on all the products, any 
new features, tech support and much more on our website 
www.ezautomation.net. If you have any questions for which you 
can’t find an answer, give us a call at 1-877-774-EASY (3279) 
and we will be glad to assist you.

EZ Text PLC TM Product Overview

EZTextPLC Accessories

Part Number Description Price
EZIO-M Hardware User Manual for EZI/O Modules $25

EZPLC-CM Hardware User Manual for DeviceNet, Profibus 
and Ethernet options $25

EZPLC-BAT EZPLC Replacement Battery $20
EZP-PGMCBL Programming Cable $20
EZIO-DUMMY Dummy Module for Open Slots $5
EZIO-TERM11 11 Pin Removable 3.5mm Phoenix Terminal Block $5
EZPLC-TERM5 5 Pin Removable 3.5mm Phoenix Terminal Block $4
EZ-DNTERM5 DeviceNet 5 Pin Field Terminal Block $8

EZ-TEXT-S-GSK Standard replacement gasket (small) for EZ-
220V-PLC, EZ-220-PLC, EZ-420-PLC $8

EZ-TEXT-L-GSK Standard replacement gasket (large) for 
EZ220PV-PLC, EZ-220P-PLC $9

EZ-BRK-2 DIN clips (pk. of 4) $34
EZ-TEXT-STUDS Mounting studs (pk. of 4) $8

EZ-COMCON3
15-pin male D-sub connector with terminal 
blocks, for connecting RS422 network cable from 
EZTouch or EZText panels

$19

EZ-COMCON4 9-pin female D-sub connector with terminal blocks $19
EZ-TEXT-CORE EZText replacement ferrite cores $15
EZ-TEXT-PWRTERM EZText replacement power terminal strip $12
EZ-TEXTPLC-M Hardware User Manual For All EZTextPLCs $35

EZ-TEXTPLC-EDIT
Windows based Programming software for all EZ-
TextPLCs. Requires Windows 95/98/NT or 2000. 
Manual and CD-ROM included

$49

EZTEXT-PGMCBL
Programming cable for setup and programming 
for all EZTextPLCs. 2 m (6.56ft) RS232 cable with 
15-pin D-shell male connector on one end and 
9-pin D-shell female connector at the other end.

$16

Delivery Status: STK
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Switch Settings, Status Indicators and Connections

Optional Ethernet 
connectivity on 
Enhanced model

Insert I/O Modules
Snapped into the two 
slots  

DeviceNet, Profibus 
Optional Port

3V Battery 
Included

Remove I/O Modules
Removed from the slots by 
pressing the two clips on the 
side of the module.

Block style 
connector used 
to connect an 
external 24VDC 
supply

24VDC 
Power Input

RS422/485
ASCII Port
Used to send or 
receive ASCII 
instructions to 
other devices

RS232 
Programming 
Port 
Used to program 
PLC or TextPanel

Port for I/O Module

SW1 SW2
PLC 
LED

Panel 
LED

RUN 
LED Connection

1 0 On Off Off RS232 port to PLC

0 1 Off On Off RS232 port to Panel

1 1 On On Off No Connection

0 0 Off Off On
PLC Connected to 
Text Panel; RS232 
port not connected

SW3 SW4

Tri-
Color 
LED Operation

1 0 Green Run
0 1 Red Program
1 1 Amber Run/Program
0 0 Off No Operation

SD-
SD+
RD+
RD-

Pin # Function
2 TXD
3 RXD
5 Logic GND

Rest NC

RS232 Programming Port and  
Communication SelectorOperation Set up

Back side of 
EZI/O module

Caution: Do not use AC output module in the bottom left slot 
due to height of the battery

Program 
PLC LED

Program 
Panel LED

Run Mode
PLC to Text 
Panel LED

1
2
3
4

1
2

Power LED
CPU LED
Low Battery LED
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EZAutomation - EZText PLC

48 Digital I/O with Operator Interface

Part Number Description Price Delivery
EZ-220P-PLC DC Power – 48 I/O Base $342 STK
EZ-220P-PLC-E DC Power – 48 I/O Ethernet Base $441 3DAY
EZ-220P-PLC-D DC Power – 48 I/O DeviceNet Base $421 3DAY
EZ-220P-PLC-P DC Power – 48 I/O Profibus Base $471 TBRS

Overview:
The EZ-220P-PLC and EZ-220PV-PLC 
come with a two line LCD or Vacuum 
Fluorescent display, a numeric keypad, 
control pushbuttons, pushbuttons with 
LEDs, and three LED annunciators. 
The displays contain two lines by 20, 
5.5mm characters (2x20). The new 
EZ-220V comes with a bright two line 
Vacuum Fluorescent display with 5.5mm 
characters with a wider viewing angle 
of ± 60 degrees. Push buttons are used 
to control task or initiate an event in 
the PLC and in this way you can also 
monitor the bit condition in the ladder 
logic program. You can also define and 
program the five pushbuttons using the 
EZTextPLC software. There also three 
annunciator lamps that can be used for 
various status of the machine or alarms.

Front Panel Descriptions:
LCD and VFD Display
There are two kinds of messages that can 
be viewed on these models: local Text 
panel and local PLC. When the machine 
is running in the normal mode, the local 
Text panel messages are displayed. The 
messages are viewed in tree structure 
format. A message beginning with “+” 

indicates a folder and when you select 
it by pressing enter, all the associated 
messages can be viewed and the “- 
“appears at the beginning of message. 

The local PLC message is displayed 
whenever PLC triggers a message, The 
PLC message light will illuminate and 
the previous message on the display will 
be overwritten by the PLC message. The 
display will return back to the previous 
message after the PLC message is 
acknowledged.

There are three types of messages (Static, 
Dynamic or interactive) that may be 
configured in the EZTextPLC Editor and 
you can store up to 256 messages.

Annunciator
Annunciators are high intensity LEDs 
that will illuminate to show the state 
set in the PLC. The LED colors (red, 
green and amber) are based on the bits in 
the associated PLC address string. You 
can also add Labels to LEDS using the 
provided templates 

User-Defined Pushbuttons
We provide you with the blank labeled, 
user defined five pushbuttons. This 

provide you with the flexibility in 
customization so that you can custom 
label the pushbuttons and configure them 
as alternate, momentary, or alternate with 
PLC release.

Pushbuttons with LEDs
Above each pushbutton there is an 
associated LED. These buttons can be 
programmed to show various status or 
they can be programmed to be controlled 
by discrete bits in the PLC program. 
When push buttons are pressed, the 
three different control types (alternate, 
momentary, or alternate with PLC release) 
will determine the LED response. You can 
also make the LED to flash.

Numeric Keypad
EZTextPLC’s numeric keypad has 16 
pushbuttons for scrolling data entry, 
or interactive messages. The numeric 
keypad can be used to update a value in 
the PLC. The value will be updated in 
the PLC only after the enter button has 
been pressed. The esc button will abort or 
cancel the changes without changing the 
PLC value. 

EZ-220PV-PLC/220P-PLC  Front End

Five user-defined 
pushbuttons numeric keypad

2x20 LCD or VFD displayLEDs

EZ-220PV-PLC

EZ-220P-PLC
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Optional Ethernet 
connectivity

Snap-in I/O 
modules

DeviceNet, 
Profibus 
Optional Port

Block style connector used 
to connect an external 
24VDC supply

24VDC 
Power Input

RS422/485
ASCII Port
Used to send or 
receive ASCII 
instructions to other 
devices

RS232 
Programming 
Port 
Used to program 
PLC or TextPanel

Part Number Description Price Delivery
EZ-220PV-PLC DC Power – 48 I/O Base $442 STK
EZ-220PV-PLC-E DC Power – 48 I/O Enhanced Ethernet Base $541 3DAY
EZ-220PV-PLC-D DC Power – 48 I/O Enhanced Ethernet and DeviceNet $521 3DAY
EZ-220PV-PLC-P DC Power – 48 I/O Enhanced Ethernet and Profibus $571 TBRS

EZ-220PV-PLC/220P-PLC  Back End
Dip Switches and LEDs
For communication and 
operation setting

CPU and 
Battery Status 
Indicators
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EZ-220V-PLC/220-PLC/420-PLC  Front End

Overview:
The EZ-220-PLC (5.5mm character) 
comes with a two line 2x20 LCD display, 
pushbuttons with LEDs, and control 
pushbuttons.  The EZ-420-PLC (4.75mm 
character) comes with a four line LCD 
display, and the new EZ-220V-PLC comes 
with a bright two line Vacuum Fluorescent 
display with 5.5mm characters with a 
wider viewing angle of ± 60 degrees. 
Pushbuttons are used to control tasks or 
initiate an event in the PLC and in this 
way you can also monitor the bit condition 
in the ladder logic program. There are five 
function pushbuttons with LEDs and four 
control pushbuttons.  

Front Panel Descriptions:
LCD or VFD display
There are two kinds of messages that can 
be viewed on the screen of these models: 
local Text panel and local PLC. When 
the machine is running in the normal 
mode, the local Text panel messages 
are displayed. The local messages are 
viewed in tree structure format. A message 
beginning with “+” indicates a folder and 
when you select it by pressing enter, all 

the associated messages can be viewed. 

The local PLC message is displayed 
whenever PLC triggers a message, the 
PLC message light will illuminate and 
the previous message on the display will 
be overwritten by the PLC message. The 
display will return back to the previous 
message after the PLC message is 
acknowledged.

There are three types of messages (Static, 
Dynamic or interactive) that may be 
configured in the EZTextPLC Editor and 
you can store up to 256 messages.

Control Pushbuttons
To scroll through the messages you 
have the convenience of four control 
pushbuttons. Not only can you view 
the message, but if the message has any 
embedded data that can be changed, the 
buttons can be used to adjust the values 
of this as well. The value will be updated 
in the PLC only after the enter button has 
been pressed. The ESC button will abort 
or cancel the changes without changing 
the PLC value.

User-Defined Pushbuttons
We provide you with five blank labeled, 
user defined pushbuttons. This provides 
you with the flexibility to custom label 
the pushbuttons and configure them as 
alternate, momentary, or alternate with 
PLC release.

Pushbuttons with LEDs
Above each pushbutton there is an 
associated LED. These buttons can be 
programmed to show various states or 
they can be programmed to be controlled 
by discrete bits in the PLC program. 
When push buttons are pressed, the 
three different control types (alternate, 
momentary, or alternate with PLC release) 
will determine the LED response. You can 
also program the LED to flash.

PLC Message LED
The panel has a PLC message LED. The 
LED will illuminate to indicate that the 
PLC has triggered a message that will be 
displayed in the LCD window. The LED 
will turn OFF when the ESC pushbutton is 
pressed.

PLC message LED 2x20 VFD or LCD display

Five user-defined 
pushbuttons

Four control 
pushbutttons

EZ-220V-PLC

EZ-220-PLC

EZ-420-PLC

32 Digital I/O with Operator Interface

Part Number Description Price Delivery
EZ-220V-PLC DC Power – 32 I/O Base $372 STK
EZ-220V-PLC-E DC Power – 32 I/O Enhanced Ethernet Base $471 3DAY
EZ-220V-PLC-D DC Power – 32 I/O Enhanced Ethernet and DeviceNet $451 3DAY
EZ-220V-PLC-P DC Power – 32 I/O Enhanced Ethernet and Profibus $501 TBRS
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Part Number Description Price Delivery
EZ-220-PLC DC Power – 32 I/O Base $272 STK
EZ-220-PLC-E DC Power – 32 I/O Enhanced Ethernet Base $371 3DAY
EZ-220-PLC-D DC Power – 32 I/O Enhanced Ethernet and DeviceNet $351 3DAY
EZ-220-PLC-P DC Power – 32 I/O Enhanced Ethernet and Profibus $401 TBRS
EZ-420-PLC DC Power – 32 I/O Base $292 STK
EZ-420-PLC-E DC Power – 32 I/O Enhanced Ethernet Base $391 3DAY
EZ-420-PLC-D DC Power – 32 I/O Enhanced Ethernet and DeviceNet $371 3DAY
EZ-420-PLC-P DC Power – 32 I/O Enhanced Ethernet and Profibus $421 TBRS

Optional Ethernet 
connectivity

Snap-in I/O 
modules

DeviceNet, Profibus 
Optional Port

Block style connector used 
to connect an external 
24VDC supply

24VDC 
Power Input

RS422/485
ASCII Port
Used to send ASCII 
instructions to other 
devices

RS232 
Programming 
Port 
Used to program 
PLC or TextPanel

EZ-220V-PLC/220-PLC/420-PLC  Back End

Dip Switches 
and LEDs
For communication and 
operation setting

CPU and 
Battery Status 
Indicators
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EZAutomation - EZText PLC

Our Products are Designed and Built in the USA

American Pride in Manufacturing
All Research, Development and Manufacturing for EZAutomation 
is done at our plant in Bettendorf, IA. 

Almost all products in 
this catalog have been 
manufactured with pride in 
the USA by AVG/EZAutomation

A Brief Overview of AVG
AVG, an American Group of companies, is vertically 
integrated to design and manufacture state of the art 
electronic products, cost effectively, for the best Return On 
Investment for our customers.  

Significant Highlights & Core Competencies...
• Established in 1975, AVG has introduced more than 
500 innovative new products.

• Extensive hardware, firmware, & software design 
capability, in Illinois &  Iowa.  

• Hold 20+ Patents & 15 New Pending

• Has an installed base of over $1 Billion in fortune 
500 companies such as Ford, GM, P&G, Abbot, Miller, 
& IBM.

• PCB fabrication.

• 3 EMS Plants for  Com-
plete Turn Key Assembly 
& Box Build.

•  Thick Film Hybrids.

• One of the largest semi-
conductor FABs.

• Known for “Uticor Tough,” High Reliability, HALT-
HASSed Products, designed to operate in harsh 
industrial environments.

• In the fore-front of  High Technology such as BGA 
and controlled impedance high density board 
products.

4140 Utica Ridge Road
Bettendorf, IA 52722
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EZAutomation - EZTouchPLC

The Most SENSIBLE Touch Panel 
and PLC Controller in One 

What is EZTouchPLC?
EZTouchPLC is the most sensible combination of PLC and HMI in one 
highly integrated package. It utilizes EZPLC’s base and thus capable of 
all the features present in our EZPLC and uses our ‘Mix-n-Match’ EZIO 
to deliver a truly modular integrated system.

What Does It Have?
• Incredible 3-D graphical objects: pushbuttons, numeric entry, meters, 

line graphs, PID faceplates, etc. All are high-speed, vector-based 
objects with amazing scalability.

• Display text in up to nine different languages (user-selected by a push 
of a button!)

• Built-in Symbol Factory with over 4,000 symbols
• Screen and object password protection (eight user-defined levels)
• Unmatched alarm capability with history, count and details
• Recipe downloads to the PLC:20 values into 20 registers (fixed or 

variable)
• Floating-point numbers to and from PLC
• Built-in clock and calendar
• Forty-character tagnames mapped to PLC addresses
• Bitmaps can be sized on the screen in the Programming Software
• Import/Export tags and messages to/from Excel or CSV files
• Export alarms to Excel or CSV file
• Multi-state Bitmap object (bit or word selectable)
• Multi-state Indicator/Message object (bit or word selectable) allows up 

to four embedded data variables in messages
• Bitmap Button object
• Scalable meters and bar graphs
• Floating point support for Meters, Bar Graphs, PID and Line Graphs
• User-selectable 3-D frames
• Password protected Alarms
• Extremely flexible 8 point I/O modules
• 64K PLC Program memory
• Extremely fast scan time: 3ms for 1k
• Powerful Ladder Logic Instruction Set
• One extra RS422/485 Comm. port
• Supports ASCII In/out
• Extremely cost effective Ethernet, Devicenet and Profibus option 

cards
• Extremely cost effective Analog I/O
• 100 KHz counter module
• Interrupt Input module
• Save as much as 35% on panel space

Where Does It Make Sense?
EZTouchPLC can be used as a total control for a small to medium 
machine that requires a touch type graphical display. It eliminates the 
need to buy and install a PLC and Operator Interface separately and 
thus reduces the electrical panel space, makes the control system 
extremely compact and cost effective. With EZTouchPLC starting at 
$548 for a 32 Digital I/O system (16 Dig In/16 Dig Out), it is built to 
compete in the market of Embedded controllers without the hassle 
of “C” level programming or proprietary microprocessor boards. 
EZTouchPLC uses EZI/O modules for I/O (starting at $19 for 8 Digital 
Out!) which can be chosen from a large variety of options  including 
Analog I/O, High Speed Counter, Relay, and AC/DC combo modules.

$548
Starting At

DeviceNet, Profibus or 
Ethernet Connectivity Options

6” White on Blue Touch Panel
with 32 Digital I/O PLC and 

Built-in RS422/485 Com. Port

EZ Touch PL C TM
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• 6” White on Blue Operator Interface (Touch Panel)
• Nema 4 Front Bezel
• Pre-Built 3-D Panel Objects
• Online Programming
• Display text in up to nine different languages (user-selected by a push 

of a button!)
• Built-in Symbol Factory with over 4,000 symbols
• Screen and object password protection (eight user-defined levels)
• Unmatched alarm capability with history, count and details
• Recipe downloads to the PLC:20 values into 20 registers (fixed or 

variable)
• Floating-point numbers to and from PLC
• Built-in clock and calendar
• Forty-character tagnames mapped to PLC addresses

• Bitmaps can be sized on the screen in the Programming Software
• Import/Export tags and messages to/from Excel or CSV files
• Export alarms to Excel or CSV file
• Multi-state Bitmap object (bit or word selectable)
• Multi-state Indicator/Message object (bit or word selectable) allows up 

to four embedded data variables in messages
• Bitmap Button object
• Scalable meters and bar graphs
• Floating point support for Meters, Bar Graphs, PID and Line Graphs
• 32 I/O Base – Allows Max of 4 (8 point I/O) modules 
• (16) 24VDC Digital Inputs
• (16) 24VDC 0.4 Amps Source Outputs, Short Circuit Proof
• I/O Modules are Snap-In 8 Point with Status LED’s
• 3.5 mm Pheonix Removable Field Terminal Blocks
• Single Tag Database for both PLC and HMI 
• Three PLC States: Run, Program and Run/Program with LED Indicators
• CPU Status LED Indicator
• Low Battery LED Indicator
• 8192 Variables, 8192 Registers
• 64 KB User Memory
• 3 ms Scan Time
• RS422/485 Communication Port Built-in
• Supports ASCII In/Out
• Powerful Ladder Logic Instruction Set
• Single EZTouchPLC Editor for $99 With Common Tag Database
• 8.048 x 6.145 x 4.146 for Complete Package 

Look at what you get for$548!

RS232 
Programming 

port

Optional Ethernet 
connectivity

Snap-in I/O 
modules

EZ to Wire Phoenix 
Plug-in Terminal 
Blocks

AC/DC mixed modules 
for maximum flexibility

RS422/485 port

Optional 
DeviceNet, 
Profibus

8 DC IN
8 DC OUT

8 DC IN
8 DC OUT

EZ Touch PL C TM
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• 8” STN Color Operator Interface (Touch Panel)
• Slim Front Bezel, NEMA 4,4x
• Ease of use of an EZTouch or EZPanel Enhanced
• Online Programming
• 64 I/O Base – Allows Max of 8 (8 point I/O) modules 
• 16 24VDC Digital Inputs
• 16 24VDC 0.5 Amps Source Outputs, Short Circuit Proof
• 4 12 bit Analog Inputs, 4 12 bit Analog Outputs
• 4 AC In, 4 Relay Out
• 4 110 VAC In / 4 110 VAC Out
• 4 Thermocouple In
• I/O Modules are Snap-In 8 Point, with Status LED’s
• 3.5 mm Pheonix Removable Terminal Blocks
• Single Tag Database for both PLC and HMI
• Built-in real time clock/calendar
• 8192 Variables, 8192 Registers
• 64 KB User Memory
• 3 ms Scan Time
• RS422/485 Communication Port Built-in
• Supports ASCII In/Out
• Powerful Ladder Logic Instruction Set
• Single EZTouchPLC Editor for $99 With Common Tag          

Database
• 10.894 x 8.748 x 4.326 for Complete Package 

Let’s Compare as to what it would take for a 
competitor to deliver this  60 I/O System

Part Number Qty Description Price
1762-L40BXB 1 MicroLogix 1200, 40 pt $649
1762-IA8 1 8 Point 120 VAC Input 

Module $139

1762-OA8 1 8 Point 120/240 VAC 
Output Module $180

1762-OB8 1 8 Point 24 VDC Source 
Output Module $144

1762-IT4 1 4 Channel, Thermocouple/
Mv Module $412

1762-IF2OF2 2 4 Channel Analog Combo 
Module $294

2711-NC21 1 16.4 ft (5m) RS232 Operat-
ing Cable $70

2711P-T7C4D1 1 Standard Communications, 
7 inch PanelView Plus $2,425

AB MicroLogix 1200

Total $4,607

Part Number Qty Description Price
D2-260 1 30.4K CPU $299
D2-09BDC1-1 1 9 slot base $195
D2-16ND3-2 1 16 point DC In $79
D2-16TD2-2 1 16 point DC Out $82
F2-4AD2DA 1 4 Analog In, 2 Analog Out $279
F2-02DA-1 1 2 Analog Out $152
D2-04TRS 1 4 Relay $60
D2-08NA-1 1 8 AC In $65
D2-08TA 1 8 AC Out $95
F2-04THM 1 4 Thermocouple $299

EZ-S8C-FS 1 8.2” STN Color EZTouch 
Panel $1,099

EZ-2CBL-1 1 10’ Cable to PLC $20

ADC DL205 (Job is too big for DL06)

Total $2,724

The Combination of the World’s 
EZiest to Use Touch Panel and 
PLC is Simply Unbeatable!

Look at what you get for$1,476!

    SIMPLY UNBEATABLE

E Z Touch P L C TM
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Lets Compare to a Separate Operator Interface 
and PLC From Automation Direct!

32 I/O with 6” Monochrome Touch Panel  
16 Digital In, 16 Digital Out  24 VDC Power

$889

EZTouchPLC Requirements

Price Model Description

$613 EZP-S6M-FS-PLC 6” Mono EZTouch with Built-in EZPLC 
– EZTouchPLC!

2@$19 EZP-8DCI 8 DC Input EZIO Module

2@$19 EZP-8DCO 8 DC Output EZIO Module

Total $738

With Programming Software and Cables

$20 EZP-PGMCBL Programming Cable for EZTouchPLC

$99 EZP-TOUCHPLC-
EDIT Programming Software for EZouchPLC

Total $857

DL06 and EZTouch Requirements

Price Model Description

$199 DO-06DD2-D (20 DC In/16 DC Out, 12/24VDC)
$580 EZ-S6M-FS EZTouch 6” Mono Touch Panel

$20 EZ-2CBL EZTouch to DL06 Communication Cable 
(RS232C Cable)

$60 NEMA 12 Enclosure Min. Additional Enclosure Cost difference *
$30 Min. Additional Labor Cost to Install DL06 

Tota99

With Programming Software and Cables

$149 PC-PGM-BRICK DirectSOFT32 for Windows PC
$30 D2-DSCBL PC Programming Cable for DL06

$140 EZ-TOUCHEDIT EZ Touch Software
$20 EZTOUCH-PGMCBL EZTouch Programming Cable

Total $1,138

$689

DL06 and 
EZTouch

EZTouchPLC

Total $689

Total $857

Total $889

Total $1,228

$808 with 
Programming Software

$1228 with 
Programming 
Software

EZ Touch PL C TM

SPACE SAVING 
IS AN 

ADDED BENEFIT

*See page 6-9 
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Let’s Compare to a Separate 
Operator Interface and PLC from Allen Bradley

32 I/O with 6” Monochrome Touch Panel  
16 Digital In, 16 Digital Out  --   24 VDC Power

MicroLogix 1200 
and PV550

EZTouchPLC

$1985

MicroLogix 1200 and PV550  Requirements

Price Model Description

$649 1762-L40BXB MicroLogix 1200 PLC with 24 DC In and 8 
FET (24DC) Out

$144 1762-OB8 8 Point 24VDC output

$52 1762-RTC Real Time Clock

$182 EZ-220 EZ Text

$28 EZ-TEXTEDIT EZ Text Software

$1,070 2711-T5A16L1 PV550 Mono Touch, DF1 & RS232 Print 
Port

$70 2711-NC21 5 Meter RS232 Cable, PV TO MicroLogix

Total $1985

With Programming Software and Cables 

$67 1756-CP3 LOGIX5000 RS232 Programmer Cable

$1,133 9324-RL0300ENE RSLOGIX 500 Standard CD-ROM

$305 2711-ND3 PANELBUILDER32 Software for PanelView

$100 2711-NC13 5 Meter RS232 Operating/Programming 
Cable

Total $3590 

$3590 with 
Programming 
Software

EZTouchPLC Requirements

Price Model Description

$613 EZP-S6M-FS-PLC 6” Mono EZTouch with Built-in EZPLC 
– EZTouchPLC!

2@$19 EZP-8DCI 8 DC Input EZIO Module

2@$19 EZP-8DCO 8 DC Output EZIO Module

Total $738

With Programming Software and Cables

$20 EZP-PGMCBL Programming Cable for EZTouchPLC

$99 EZP-TOUCHPLC-
EDIT Programming Software for EZouchPLC

Total $857

$689

Total $689

Total $857

$808 with 
Programming Software

EZ Touch PL C TM

SPACE SAVING 
IS AN 

ADDED BENEFIT
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Our Engineers and Technical support personnel worked closely in designing this 
product, keeping one thing in mind... that this touch panel has to be the most 
user friendly for machine operators. Here are some highlighted features:

Operators Can Choose their Favorite Language 
The United States has one of the most culturally diverse population of all 
countries and that means operators have a need for multiple languages. We 
were among the first to identify this need which resulted in multiple language 
support in our EZTouchPLC Editor. You can configure each and every object 
(except PID face plate) for up to nine different languages (ASCII characters) 
each. While configuring our panel, a “language button” can be created to let the 
operators select their favorite language. For example, one operator can change 
the whole screen to Spanish by pressing a “Spanish” button. The next operator 
can change the whole screen to English by pressing an “English” Button. And 
so on...

It’s EZier than ever for operators to input data!
EZTouchPLC allows pop-up keypads for users to enter data in any of 
its supported formats (Signed and Un-Signed Decimal, Floating Point, 
Hexadecimal, and Octal). When creating pop-up type inputs for the above type 
formats, it automatically selects the right type based on the PLC/internal tag 
chosen. Ever needed a thumbwheel type input? We’ve added that as well, which 
allows the operator to scroll up/down each digit (max of five digits). All the data 
input type objects (including pop-up and thumbwheel) can be protected with up 
to eight levels of password protection. These passwords can be pre-programmed 
in our editor or they could be pointers to registers in a PLC. Having the 
passwords pointing to PLC registers allows for different passwords for multiple 
shifts and overrides by supervisors.

Scale objects to any size with no distortion
Our Editor uses vector-based graphics for objects. Unlike other editors that use 
graphic symbols, which distort when scaled, objects created by EZTouchPLC 
Editor retain their shape with no or very little distortion. Another advantage to 
using vector based graphics is the super fast response time as our objects utilize 
very little memory. Any object in our editor is configurable up to 128 colors and 
allows importing of bitmaps as well with 128 colors.

The most sensible objects hard to find in other 
brands 
EZTouchPLC offers a graphical trending feature (great for time change over), 
PID face plates (single loop PID controller face plates), Downloadable Recipe 
(you can download up to 20 values, predefined or pointing to variable registers, 
to a PLC with just a single push button), thumbwheel, analog and digital clocks, 
radio buttons, step switches, many forms of meters, and many more along with 
our 4000 objects from SymbolFactoryTM.

Just a Few Reasons Operators 
Love EZTouchPLC’s HMI Screens

1

2

3

4
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EZTouchPLCs are EZ to Operate

The numeric entry object allows 
you to write a value to a PLC 
register. Using range check options 
you can pre-define the minimum 
and maximum set points. The 
keypad also automatically changes 
data types to what is appropriate, such as floating points, octal, 
hexadecimal or signed/ unsigned decimal.

A pop-up thumbwheel 
operates just as a mechanical thumbwheel would, in that 
the operator can “scroll” each digit up and down.
Simply hit “ENT” or “Enter” on all pop-ups to download 
your entry to the PLC.

All data input objects have password 
security. A user can define up to eight 
password labels of security. In addition, 
variable passwords can be defined from 
registers in the PLC.

POP-UP Electronic Thumbwheel
emulates a 
mechanical 
thumbwheel 
switch.

POP-UP Keypad allows 
you to enter data into 
a pre-defined PLC 
register.

Eight levels of password 
security for every input 
object.

PLC Performance You Will Find Only in 
PLCs Costing Thousands More!

64k Byte User Memory
Most Micro PLCs have only a limited 8-16k memory. But not this 
souped up PLC! Some of the things you can do with this 64k byte 
memory:
 • Store 2000 Messages
 • Store 500 20 Variable Recipes
 • Collect 10,000 Four Variable Data Points

32 Bit, 40 MHz RISC Processor 
Dedicated to PLC Processing Only, 
with a Separate Processor for HMI
The EZTouchPLC has two processors, one for handling the 
PLC and its I/O, and another co-processor for handling the 
HMI functions. Even though the two processors cost more, 
we wanted to make sure that you have one of the fastest PLCs 
on your machine. This $548 Touch Panel PLC rivals scantime 
specifications of the fastest full-blown PLCs. Additionally, the 
two processors even have their own power supplies. So, if the 
touch screen was to fail, it would not impact the PLC side of 
the EZTouchPLC.

I/O Scan

Ladder Scan

For 1K Instructions 
& All Overhead

3 ms

64K 
Available 

for 
Ladder & 
Memory

8192 Registers
8192 Variables

   MEMORY AND SPEED
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We Looked At Every Detail!
4 In/4 Out Wide Variety of 
Mix-n-Match I/O Modules

Snap-in I/O 
Modules

EZPLC offers the widest range of 4 
In/4 Out I/O modules. Mix 4 DC In with 
4 AC Out.

EZ to Wire Phoenix Plug-in 
Terminal Blocks

0.5 Amp Short Circuit 
Proof DC Outputs

AC/DC Mixed Modules 
for Highest Flexibility

This 2x2x1” ultra compact module has 
8 DC Outputs rated at 0.5 Amp each 
that are short circuit proof!

I/O Status LED 
Indicators

CPU Status 
Indicator LEDs

Back side of EZI/O module

EZ Touch PL C TM
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EZTouchPLC Objects 

The Most Sensible, Best-Looking Objects Available
The screen below shows a configuration of the available 33 objects in 
EZTouchPLC Editor. This and the following page describe some of the 
featured objects available in the EZTouchPLC.  

Radio Buttons
You can create a series of pushbuttons using Radio 
Button Object. When one button is on, all the other 
buttons are off (Only one button/station active at one 
time, like an old car radio)

1 Pushbutton
2 Indicator Button
3 Radio Button
4 Switch
5 Step Switch
6 Tri-State Switch
7 Numeric Entry

8 Recipe
9 Thumbwheel

10 Indicator Light
11 Numeric Display
12 Analog Clock

13 Digital Clock

14 Meter
15 Bar Graph
16 Line Graph
17 PID Faceplate
18 Screen Change
19 Alarm History
20 Multi-state Indicator
21 Increment/Decrement
22 Static Text

23 Trigger Text

24 Lookup Text
25 Dynamic Text
26 Text Entry

27 Adjust Contrast
28 Inc/Dec Hour
29 Activate Screen Save
30 Select Language
31 Dynamic Bitmap
32 Bitmap Button
33 Multi-state Bitmap

333231

1 2 3 4 5 6

7 8 9 10 11 12 13

14 15

16

17

18

19

20

22

21

23

24

25

26

27

28

29

30

Meters
Meter Object has many style types and 
operations available. EZTouchPLC Editor 
allows you to custom design the color 
bars for alarm zones and also allows 
you to select the number of divisions 
to be displayed. The meters provide an 
excellent graphical representation of 
analog gauges.

Line and Bar Graphs
The Line and Bar graph objects have an 
outstanding resolution. You can custom 
design the legend for X and Y axis and 
assign labels to major “tic” marks on a 
chart. Just adding a bit of color makes 
them as visually appealing as they are 
functional. Line graph object has a VCR 
type forward/backward controls to view 
historical data.

PID Faceplate
Use our PID faceplate for PLC systems 
capable of PID loops. PID faceplate 
allows you to display values for three PID 
loop controlled parameters in the form of 
bar graphs.

14

3

16
17

15
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Recipe Objects
By using one of our most desired Recipe objects, 
you can download up to 20 pre-set or variable PLC 
registers per Recipe in the EZTouchPLC panel. This 
object can also be used to set values in PLC registers 
to change a process all together!

Alarm History
Use our pre-built Alarm History button to show 
Alarm Count and Alarm History with one touch of a 
button. Alarm History displays all the alarms triggered 
sequentially with the most recent one right on the top, 
whereas Alarm Count displays the exact number of 
times a certain alarm has been triggered. Use this great 
preventive maintenance tool to replace any components 
that need to be changed. Any time an alarm is highlighted 
and selected, it will show you all the details that you’ll 
ever need to know including the time it was triggered, the 
time it was cleared, date stamp, upper and lower limits 
along with the limit that tripped an alarm. 

EZTouchPLC Objects 

Bitmap Objects 
EZTouchPLC Editor allows you to 
create Dynamic Bitmaps, Multi-state 
Bitmaps, Button Bitmaps, and Static 
Bitmap Objects in a breeze. There is a 
built in library of 4,000 objects available 
for you to copy and paste directly to 
a project screen and use them in any 
arrangement or position them just the 
way you like.  

For a true dynamic simulation, use our Dynamic 
Bitmap object to stack layers upon layers of 
bitmap objects which only allows one bitmap 
object to be displayed at one time based on 
whether it is triggered by a control program or 
the panel itself. For example, you can display a 
red image of a blower when it’s turned off and a 
green image when turned on. Dynamic Bitmap 
Objects allow you to select different bitmaps for 
“On” and “Off” states of a PLC/Internal register. 
Under “On Bitmap” settings, select a green blower (using the symbol 
factory) and repeat for “Off Bitmap” with a red blower. That’s it! And 
you have created a dynamic simulation of your blower.

Multi-State Bitmaps have the same functionality of Dynamic Bitmap 
buttons with only one difference: It is a lot more powerful in that it 
allows you to display all the way to 16 bitmaps based on the value of 
a bit in a word or a word address.

A ‘Bitmap Button’ object is a “Button” which is capable of displaying 
different bitmap images when turned on or off by a user with the touch 
of a button. On the other hand a ‘Static Bitmap’ lets you display a bitmap 
(imported, copied from clipboard, or symbol factory) which can be resized 
within the editor and stays static on a screen, e.g. a company logo.

With one press of a button, 
you can view all of the tag-
names and values of the 
recipe batch.

With a push of a button, you 
can view Alarm Count, Alarm 
History, and Alarm Details.

8

19

333231

You can customize the screen to simulate your 
process by adding bitmaps  from the extensive 
symbol library included in the EZTouchPLC 
Software.

Click and drag to size 
the bitmap objects in the 
EZTouchPLC software

The selected object will be 
highlighted and shown in 
the preview window

Copy the symbol from the 
library and paste it onto 
the EZTouchPLC screen
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It is Very EZ to Program an  

The following example shows 
just how EZ it is to create an 
object:

Tool Bar

EZTouchPLC has earned it’s name!
We named it EZTouchPLC for a reason. We made 
an easy to use, simple operator interface attached to 
a powerful micro-modular PLC that will save you 
a lot of engineering hours and design time due to 
its simplicity and ease of use. You don’t need prior 
programming knowledge to design a screen.  It is 
Intuitive, it is Simple!

The only assumptions are:

• You are familiar with 
Windows-based 
environments

• You have a good 
understanding of your PLC 
memory’s address formats

A) Click on “Objects” on the main   
menu bar

B) Select the object you wish to create. 
In this example, click on “Switches”.

     You may also select an object from 
the tool bar below the main menu.

 Select an Object1

AB

C

D E

Click the style of switch you wish to 
use.

Select “Label Text”. This will allow 
you to name and customize the 
object.

Select or create a PLC bit address 
tag that the “Switch” will activate. 

If you need password protection, 
click on the “Protection” tab at the 
top of the dialog box. 

If you wish to keep this object 
invisible until a PLC tag is triggered, 
click on “Visibility/Details”. 

Visibility will be discussed later
 in detail.

A) 

B)

C)

D)

E)

Click your mouse on the 
screen and stretch the object 
to your desired size. If you 
want to edit the object again, 
simply double click on it and 
the configuration dialog box 
will reappear. There is even a 
“Simulate” button on the dialog 
box for some objects so you 
can see how objects will work 
in real time. 

 Placing the Object3
 Fill in the Dialog Box2

EZ Touc h PL C TM
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Advanced Instructions:

The EZPLC supports 32-bit floating point mathematical and logical operations. The 
data options allow you to use signed or unsigned integer data as well as floating point 
data type.

This instruction is meant to make ladder programming EZ and flexible. You can copy 
the data in one register, convert its data type and save it into another register without 
altering the ‘source’ register. The data can be converted from binary to BCD or grey 
code or vice versa.

This instruction adds convenience to handling data inside the ladder program. You 
can move blocks of memory. All you need to specify is starting point of your source 
address, number of data elements to move and starting point of destination memory 
address. Along with Move Block, Fill Block and Move table of Constants also make 
life of a programmer much simpler.

These instructions operate on ASCII string data type. You can Move string data 
between registers, base rung power flow upon string comparison and compute string 
length to store the length value in a different register.

Capability to use subroutines is a huge plus in EZPLC programming. For large and 
complex programs, user can define many subroutines and use them in the main ladder 
program. These subroutines can be called from the main logic. Return instruction 
allows user to return to the main logic at any step. 

This is a time or event based sequencer that updates up to 16 outputs per step, up to 
16 steps. Time base of each count is user defined and each step has its own counter. 
User can define an event to trigger the count. The rung power flow is allowed after 
completion of all the steps in a drum.

Now you don’t have to spend days to send signals to your marquee. Send to 
marquee instruction allows you to communicate to the marquee via ASCII strings. A 
unique message number is assigned to each message in the message database. This 
instruction looks up the message number, corresponding to the intended message 
to be displayed and sends it to the marquee. User can define actions if a message 
number cannot be found in the database.

This is how your EZPLC would process external events that require “instantaneous” 
response. User can write a separate interrupt logic routine. At the instance of an 
external event, the PLC would interrupt the main logic, execute this interrupt logic on 
a priority, and scan corresponding I/O. It would return to the main logic automatically 
after processing the interrupt routine. 

User can send/receive ASCII string data to/from any register in PLC to a predefined 
serial port. User can also define the Control address and character count of the source 
register. Similarly, user can send ASCII string data to a Marquee directly from the 
main logic.

Bit move instructions allow the user to move word data from a register type memory 
address to a bit in a discrete memory location and backward. 

32-bit floating point calculations

Data Conversion

Move Block

String

Subroutines

Marquee Instructions

Interrupt Routine

ASCII Instructions

The concept of this patent 
pending Free Flow Ladder 
Logic is to create less 
restricted rungs of logic. This 
saves the user rung space 
and valuable scan time. On 
the right you will see an 
example of Free Flow Ladder-
Logic. As you can see the 
Free Flow logic allows logic 
to be placed and connected 
anywhere in the rung rather 
than creating a new rung. 
This allows the user to spend 
more time on other parts of 
the machine development 
and let the CPU do more of 
the work of solving the logic.

Just One 
Rung!

For detailed information, see the PLC Programming Instructions on page 8-23 in the EZPLC section.

Drum Sequencer

Bit Move Instructions

EZTouchPLC Panel with Shared Databases

EZTouchPLC 
Editor has 
Windows 
type Folder 
organization for 
Quick EZ Search 
just like RSLogix 
and other high 
end programming 
software that 
costs thousands 
of dollars. The EZTouchPLC Editor has a structured 
programming software. You do not have to scroll through 
literally hundreds of rungs to find your I/O mapping, 

Touch Panel tags can easily be 
read by the EZPLC.
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Unique On-Line Programming 
Makes Project Design and Start-Up EZier

You know the power of 
On-Line programming 

if you deal with 
machine/process start-up

Patent 
Pending

Create Screen

THEIRS
1. Create Screen - 20 minutes
2. Compile and Download to Panel, minimum 

5 minutes
3. Check it out on the Panel
4. Change colors, fonts, object sizes an 

average of 4 times, 5 minutes each
Time to develop and finalize 
one screen - 60 minutes

Create ScreenOURS
1. Create a couple of objects
2. Click Save (also transfers to panel 

instantaneously) to see how they look on 
Panel

3. Add more objects, click save again
NO COMPILATION OR DOWNLOADS!
Time to develop and finalize 
one screen - 10 minutes

NO Compilation 

or Download

Just Click and 

Save to Panel

60 minutes

During machine start-up, you can simply plug 
your computer into Panel’s Programming Port 
and:
1) Create a Troubleshoot screen
2) Create a troubleshoot button on main screen. 
3) Disable critical outputs
4) Monitor registers and/or specific bits in your 
ladder logic... without ever having to shut down 
the machine!

Create a temporary 
Troubleshoot Screen in 
“Edit On-Line” Mode

1 Connect Computer 
to Panel

2

Troubleshoot without 
ever having to shut 
down the machine

3
Eliminates the need to go 
through hundreds of ladder 
rungs to troubleshoot the logic
 

It’s like having a FREE On-Line Debug Tool

Compile...  Download...

Compile...  Download... and

Compile... and Download...

Compile... and... Download

Compile.................
....

10 minutes            JUST MAKING IT EZ
It’s like developing screens

 right on your panel



7-15Touch Panels w/ Built-in PLCswww.EZAutomation.net

 EZTouchPLC
E

ZTouchP
LC

Compile...  Download... and

Compile... and Download...

Compile... and... Download

Compile.................
....

This Almost FREE Automation Controller also 
has Great Connectivity to DeviceNet, Profibus 

and Ethernet TCP/IP

Ethernet TCP/IP
All EZTouchPLC models are available with built-in high speed 
Ethernet TCP/IP communication interface in addition to RS232 
and RS422/485 communication ports. This interface allows 
EZTouchPLC to reside on a 10 Mbps TCP/IP network (10Base 
T Ethernet) via an RJ45 port. Use Ethernet models for easy 
Ethernet programming with 100 meters being the maximum 
distance between two nodes. For distances greater then 100 
meters repeaters can be used to extend the distance between any 
two nodes.

DeviceNet Slave Module
EZTextPLC models when ordered with built-in DeviceNet 
Slave communication interface provide DeviceNet connectivity 
in addition to RS232 and RS422/485 communication ports. 
DeviceNet communication interface for EZTouchPLC 
provides a digital, multi-drop network that can be used for 
communicating with DeviceNet enabled controllers and I/O 
devices. On DeviceNet network every device acts as a node and 
allows multiple communication hierarchies and prioritization 
of messages. EZTouchPLC with DeviceNet communication 
interface can be configured in a master-slave control architecture 
as a slave node and allows peer-peer communication. DeviceNet 
control system provides a single point of connection both for 
configuration and support for I/O as well as explicit messaging. 

Profibus
All EZTouchPLC models are available with built-in Profibus 
Slave communication interface in addition to RS232 and 
RS422/485 communication ports. This gives EZTouchPLC 
the ability to link with a Profibus Master Controller. Profibus 
is a vendor independent open field bus protocol standard in 
manufacturing automation and process control. It reduces 
hard-wiring costs and provides specifications for information 
exchanged between nodes of a Profibus network. This 
communication interface provides the ability to transfer data 
between a Profibus master and EZTouchPLC.The Profibus 
communication interface also has an auto-detect feature for the 
baud rate of the Profibus network. 

All EZTouchPLC models can be ordered with 
Ethernet, DeviceNet and Profibus connectivity 
through separate part numbers.

$99

$129

$79
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EZAutomation - EZTouchPLC

Built-in RS422/485 Port to Communicate to 
External Devices such as Drives, 

Message Displays or Temperature Controllers

EZMarquee

Barcode Printer

AC Drive

RS485 Cable

1 Use EZTouchPLC’s 
“Send to Marquee” 
instruction to initiate 
communication with 
EZMarquee.

2 Configure 
your 
message’s 
source tag 
and status 
tag.

3 Control your 
message 
attributes 
without ever 
having to worry 
about ASCII 
format

Type in your message along with 
it’s attributes like character size, 
color, and effects like scrolling or 
blinking. Preview the message to 
edit any changes. 

    EZ COMMUNICATIONS

EZTouchPLC
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8 Models to Choose From Starting as Low as

$510

6” Monochrome, QVGA
EZP-S6M-FS-PLC: $613

6” TFT Color, QVGA
EZP-T6C-FS-PLC: $1110

15” TFT Color, VGA
EZP-T15C-FS-PLC: $2649

10” TFT Color, VGA
EZP-T10C-FS-PLC: $1849

8” TFT Color, VGA
EZP-T8C-FS-PLC: $1549

$510 $613 
$910 

$1110 

$2649$1849

$1549 
$1099 

6” White on Blue, QVGA
EZP-S6W-RS-PLC: $510

6” STN Color, QVGA
EZP-S6C-FS-PLC: $910

8” STN Color, VGA
EZP-S8C-FS-PLC: $1099

   NOW THIS IS INCREDIBLE!

Key Features
• NEMA 4 or NEMA 1, FDA Compliant Front Bezel
• Pre-Built 3-D Panel Objects
• Display text in up to nine different languages 
• Built-in Symbol Factory with over 4,000 symbols
• Screen and object password protection 
• Unmatched alarm capability with history, count 

and details
• Recipe downloads to the PLC
• Floating-point numbers to and from PLC
• Built-in clock and calendar
• Bitmaps can be sized on the screen in the 

Programming Software
• Import/export messages to/from Excel/CSV files
• Export alarms to Excel or CSV file
• Multi-state Bitmap object (bit or word selectable)
• Multi-state Indicator/Message object (bit or word 

selectable) allows up to four embedded data 
variables in messages

• Bitmap Button object
• Scalable meters and bar graphs
• Floating point support for Meters, Bar Graphs, 

PID and Line Graphs
• 32 I/O Base for 6” models, 64 I/O Base for larger 

models 
• I/O Modules are Snap-In 8 Point with Status 

LED’s
• Mix-N-Match 8 Point I/O starting as low as $19 

for 8 0.5 amp DC short circuit proof outputs
• 1/3rd to 1/10th the cost of competitor’s analog 

I/O, $99 for 4 12 bit Analog In and 4 12 bit 
Analog Out

• 100KHz counter module with less than 50µs PLS 
response time

• 3.5 mm Pheonix Removable Terminal Blocks
• Single Tag Database for both PLC and HMI 
• 8192 Variables, 8192 Registers
• 64 KB User Memory
• 3 ms Scan Time
• RS422/485 Communication Port Built-in
• Supports ASCII In/Out
• Powerful Ladder Logic Instruction Set 
• Less than a 4.25” depth including I/O

EZTouchPLC Editor only$99

Sensible PLC
Communications for: 
DeviceNet - $79
Profibus - $129
Ethernet - $99
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EZAutomation - EZTouchPLC

EZTouchPLC Model Specifications

EZTouch PLC EZP-S6W-RS-PLC  
$510

EZP-S6M-FS-PLC
$613

EZP-S6C-FS-PLC
$910

EZP-T6C-FS-PLC
$1,110

EZP-S8C-FS-PLC
$1,099

EZP-T8C-FS-PLC
$1,549

EZP-T10C-FS-PLC
$1,849

EZP-T15C-FS-PLC
$2,649

EZTouch PLC w/ 
Ethernet

EZP-S6W-RS-PLC-E
$609

EZP-S6M-FS-PLC-E
$712

EZP-S6C-FS-PLC-E
$1,009

EZP-T6C-FS-PLC-E
$1,209

EZP-S8C-FS-PLC-E
$1,198

EZP-T8C-FS-PLC-E
$1,648

EZP-T10C-FS-PLC-E
$1,948

EZP-T15C-FS-PLC-E
$2,748

EZTouch PLC w/ 
DeviceNet

EZP-S6W-RS-PLC-D
$589

EZP-S6M-FS-PLC-D
$692

EZP-S6C-FS-PLC-D
$989

EZP-T6C-FS-PLC-D
$1,189

EZP-S8C-FS-PLC-D
$1,178

EZP-T8C-FS-PLC-D
$1,628

EZP-T10C-FS-PLC-D
$1,928

EZP-T15C-FS-PLC-D
$2,728

EZTouch PLC w/ 
Profibus

EZP-S6W-RS-PLC-P
$639

EZP-S6M-FS-PLC-P
$742

EZP-S6C-FS-PLC-P
$1,139

EZP-T6C-FS-PLC-P
$1,239

EZP-S8C-FS-PLC-P
$1,228

EZP-T8C-FS-PLC-P
$1,678

EZP-T10C-FS-PLC-P
$1,978

EZP-T15C-FS-PLC-P
$2,778

Specifications 6” White on Blue 6” STN Mono 6” STN Color 6”TFT Color 8” STN Color 8” TFT Color 10” TFT Color 15” TFT Color

Display Type 5.7” STN (4 Shades of 
Blue) 320 x 240

5.7” STN (16 Shades of 
Gray) 320 x 240

5.7” STN (128-color 
palette) 320 x 240

5.7” TFT (128-color 
palette) 320 x 240

8.2” STN (128-color 
palette) 640 x 480

8” TFT (128-color 
palette) 640 x 480

10.4” TFT (128-color 
palette) 640 x 480

15” TFT (128-color palette) 
640 x 480

Brightness/Life 140 nits/25,000 hours 180 nits/25,000 hours 200 nits/50,000 hours 140 nits/25,000 hours 200 nits/40,000 hours 250 nits/40,000 hours

Touch Screen 48 Resistive Touch 
Cells (8x6) 192 Resistive Touch Cells (16x12)

Num of Display Screens Up to 999 Limited by display memory

Display Screen Saver Yes, Backlight Off

HMI User Memory 256K HMI RAM Mem. 512K HMI RAM Memory 1MB HMI RAM Memory

Maximum I/O Capacity 4 Slot Base (32I/O Max) 8 Slot Base (64I/O Max)

Maximum
Power Consumption 20 Watts @ 24VDC 22 Watts @ 24VDC 23 Watts @ 24VDC 25 Watts @ 24VDC 27 Watts @ 24VDC 29 Watts @ 24VDC 29 Watts @ 24VDC 33 Watts @ 24VDC

Processors Two 32 Bit, 40 MHz RISC Processors (One for PLC and One for HMI)

Total PLC Memory 64 KB (Ladder)

# of PLC Registers 8192 16Bit, 8192 Variables

PLC Typical Scan Time 3ms (1K Boolean)

Real Time Clock/Cal. Built-in

Battery Backup Yes, Lithium coin cell battery with 5 year life expectancy, with a low battery indicator

PLC LED Indicators Input Power, CPU Status (Run, Program & Run/Program),  Low Battery, Program PLC and Run Mode LED indicators

I/O Supported EZIO Snap-in modules with status LEDs and Removable Terminal Block; DC / AC / Analog / Relay / Thermocouple / High Speed Counter

Electrical Noise Nema ICS 2-230 Showering arc; ANSI C37.90a SWC; Level C Chattering Relay Test

Withstand Voltage 1000VDC (1 minute) between power supply input terminal and protective ground)

Insulation Resistance Over 20M Ohm between power supply input and terminal and protective ground

Enclosure Nema 1 FDA Compliant Nema 4,4x (indoor); 

Operating Temperature 0C to 45C 0C to 50C 0C to 55C 0C to 50C 0C to 55C

Storage Temperature  -20C to 60C  -25C to 65C  -25 to 60C  -25C to 65C

Vibration 5 to 55Hz 2G’s for 2 hours in X,Y,and Z axis

Shock 10G for under 12ms in the X,Y, and Z axis

Humidity 10-95% Non-Condensing

Protocols Supported ASCII In/Out; EZ Protocol, Ethernet, DeviceNet Slave, and Profibus Slave for communicating to PLC

Built-In Serial Com-
munication Ports

Port 1: RS232 (Programming and HMI Port Only)
Port 2: RS422 (1.2K, 2.4K, 4.8K, 9.6K, 19.2K, and 38.4K Baud Rates supported)

Agency Approval UL, CUL, CE (pending)

External Dimensions 8.048” x 6.145” x 3.896”
(204.41 x 156.08 x 98.95mm)

10.894” x 8.748” x 3.852”
(276.71 x 222.20 x 97.85mm)

13.584”x10.594”x3.856”
(345x269.1x97.95mm)

16.75”x13”x5.678”
(425.45x330.2x144.02mm)

Weight 2 lbs 3.5 lbs 4.5 lbs 7.5 lbs

Selection Guide and SpecsEZ Tou ch PL C TM
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RAM, Flash Card and 
Other Accessories

Part Number Description Price
EZIO-M Hardware User Manual for EZI/O Modules $25

EZPLC-CM Hardware User Manual for DeviceNet, Profibus 
and Ethernet options $25

EZPLC-BAT EZPLC Replacement Battery $20
EZP-PGMCBL Programming Cable $20
EZIO-DUMMY Dummy Module for Open Slots $5
EZIO-TERM11 11 Pin Removable 3.5mm Phoenix Terminal Block $5
EZPLC-TERM5 5 Pin Removable 3.5mm Phoenix Terminal Block $4
EZ-DNTERM5 DeviceNet 5 Pin Field Terminal Block $8
EZ-BRK-2 DIN clips (pk. of 4) $34

EZ-COMCON3
15-pin male D-sub connector with terminal 
blocks, for connecting RS422 network cable from 
EZTouch or EZText panels

$19

EZ-COMCON4 9-pin female D-sub connector with terminal blocks $19
EZP-TOUCHPLC-M Hardware User Manual For All EZTouchPLCs $35

EZ-TOUCHPLC-EDIT
Windows based Programming software for all 
EZTouchPLCs. Requires Windows 95/98/NT or 
2000. Manual and CD-ROM included

$99

EZP-PGMCBL

Programming cable for setup and programming 
for all EZTouchPLCs. 2 m (6.56ft) RS232 cable 
with 15-pin D-shell male connector on one end 
and 9-pin D-shell female connector at the other 
end.

$16

Part Number Description Price

EZP-PANELEDIT EZPanel 
Programming Software $99

EZP-PANEL-M Hardware User Manual $15
EZP-RAM-1 512K RAM Card $50
EZP-RAM-2 1MB RAM Card $97
EZP-FLASH-1 512K Flash Card $46
EZP-FLASH-2 1MB Flash Card $56
EZP-FLASH-3 2MB Flash Card $80

EZP-ETHERNET DirectLogic Ethernet Option 
Interface Card $190

EZP-ETHERPLUS
Modbus TCP/IP or 
DirectLogic Ethernet Option 
Card

$240

EZP-BAT Replacement 1/2 AA, 3.6 
volt Lithium Battery $20

EZP-BRK-1 EZTouch optional DIN 
Mounting Clips (pk. of 2) $15

EZP-COMCON3
15-pin male D-sub 
connectors with terminal 
blocks, for connecting 
RS422 network cable from 
EZTouch or EZText panels

$19

EZP-PANEL6-GSK (6”) Standard Replacement 
Gasket for all 6” panels $8

EZP-PANEL8-GSK (8”) Standard Replacement 
Gasket $8

EZP-PANEL10-GSK (10”) Standard 
Replacement Gasket $8

EZ-PANEL-STUDS Spare mounting studs 
(four with nuts) $8

EZP-6SLIMF-GSK (6”) Slim bezel FDA 
replacement gasket $8

EZP-8SLIMF-GSK (8”) Slim bezel FDA 
replacement gasket $25

EZP-10SLIMF-GSK (10”) Slim bezel FDA 
replacement gasket $30

EZP-15SLIMF-GSK (15”) Slim bezel FDA 
replacement gasket $34

EZP-COV6 Pack of 3 protective shields 
for any 6” EZTouch panel $20

EZP-COV8 Pack of 3 protective shields 
for any 8” EZTouch panel $34

EZP-COV10 Pack of 3 protective shields 
for any 10” EZTouch panel $38

EZP-COV15 Pack of 3 protective shields 
for any 15” EZTouch panel $56

EZTouchPLC’s Firmware is stored in the internal Flash memory of the panel which 
can be field upgraded through it’s programming port.  

The user program resides in the battery backed RAM of the panel. A backup battery 
provides power to the unit when external 24VDC power input is not present. If the 
backup battery is removed while the unit is without external 24VDC power, the user 
program residing in the RAM of the unit will be lost.

Optional FLASH Card
Flash cards for EZTouchPLC are used for backup of user HMI programs. There are 
three sizes of flash cards available (512K, 1MB, and 2MB). When an EZTouchPLC 
powers up it always checks for a flash card. If present, it loads the user HMI program 
from the flash card into the RAM of the panel.
1. Use flash cards for backing up user HMI programs. If the user program 

gets corrupted you will always have a backup copy for immediate transfer 
to a panel without the need of a PC. 

2. Take advantage of programming multiple units without a PC just by 
powering them up with the flash card installed. Once the unit powers up, 
the flash card can be removed and the user-program will reside in the 
RAM of the panel.

3. OEMs can distribute upgrades/updates of applications on flash cards 
which can be utilized by Users to transfer the updated/upgraded user-
programs to the RAM of a panel without the need of a PC.

Optional RAM Card
There are two sizes of plug-in RAM cards available, 512K and 1MB RAM, for 
expanding the available RAM on a panel. For most applications, the available RAM  
is more than sufficient for typical user-programs. For applications utilizing extensive 
bitmaps and/or screens can take advantage of plug-in RAM cards for expanding 
program storage space.

EZTouchPLC Model Specifications

EZTouch PLC EZP-S6W-RS-PLC  
$510

EZP-S6M-FS-PLC
$613

EZP-S6C-FS-PLC
$910

EZP-T6C-FS-PLC
$1,110

EZP-S8C-FS-PLC
$1,099

EZP-T8C-FS-PLC
$1,549

EZP-T10C-FS-PLC
$1,849

EZP-T15C-FS-PLC
$2,649

EZTouch PLC w/ 
Ethernet

EZP-S6W-RS-PLC-E
$609

EZP-S6M-FS-PLC-E
$712

EZP-S6C-FS-PLC-E
$1,009

EZP-T6C-FS-PLC-E
$1,209

EZP-S8C-FS-PLC-E
$1,198

EZP-T8C-FS-PLC-E
$1,648

EZP-T10C-FS-PLC-E
$1,948

EZP-T15C-FS-PLC-E
$2,748

EZTouch PLC w/ 
DeviceNet

EZP-S6W-RS-PLC-D
$589

EZP-S6M-FS-PLC-D
$692

EZP-S6C-FS-PLC-D
$989

EZP-T6C-FS-PLC-D
$1,189

EZP-S8C-FS-PLC-D
$1,178

EZP-T8C-FS-PLC-D
$1,628

EZP-T10C-FS-PLC-D
$1,928

EZP-T15C-FS-PLC-D
$2,728

EZTouch PLC w/ 
Profibus

EZP-S6W-RS-PLC-P
$639

EZP-S6M-FS-PLC-P
$742

EZP-S6C-FS-PLC-P
$1,139

EZP-T6C-FS-PLC-P
$1,239

EZP-S8C-FS-PLC-P
$1,228

EZP-T8C-FS-PLC-P
$1,678

EZP-T10C-FS-PLC-P
$1,978

EZP-T15C-FS-PLC-P
$2,778

Specifications 6” White on Blue 6” STN Mono 6” STN Color 6”TFT Color 8” STN Color 8” TFT Color 10” TFT Color 15” TFT Color

Display Type 5.7” STN (4 Shades of 
Blue) 320 x 240

5.7” STN (16 Shades of 
Gray) 320 x 240

5.7” STN (128-color 
palette) 320 x 240

5.7” TFT (128-color 
palette) 320 x 240

8.2” STN (128-color 
palette) 640 x 480

8” TFT (128-color 
palette) 640 x 480

10.4” TFT (128-color 
palette) 640 x 480

15” TFT (128-color palette) 
640 x 480

Brightness/Life 140 nits/25,000 hours 180 nits/25,000 hours 200 nits/50,000 hours 140 nits/25,000 hours 200 nits/40,000 hours 250 nits/40,000 hours

Touch Screen 48 Resistive Touch 
Cells (8x6) 192 Resistive Touch Cells (16x12)

Num of Display Screens Up to 999 Limited by display memory

Display Screen Saver Yes, Backlight Off

HMI User Memory 256K HMI RAM Mem. 512K HMI RAM Memory 1MB HMI RAM Memory

Maximum I/O Capacity 4 Slot Base (32I/O Max) 8 Slot Base (64I/O Max)

Maximum
Power Consumption 20 Watts @ 24VDC 22 Watts @ 24VDC 23 Watts @ 24VDC 25 Watts @ 24VDC 27 Watts @ 24VDC 29 Watts @ 24VDC 29 Watts @ 24VDC 33 Watts @ 24VDC

Processors Two 32 Bit, 40 MHz RISC Processors (One for PLC and One for HMI)

Total PLC Memory 64 KB (Ladder)

# of PLC Registers 8192 16Bit, 8192 Variables

PLC Typical Scan Time 3ms (1K Boolean)

Real Time Clock/Cal. Built-in

Battery Backup Yes, Lithium coin cell battery with 5 year life expectancy, with a low battery indicator

PLC LED Indicators Input Power, CPU Status (Run, Program & Run/Program),  Low Battery, Program PLC and Run Mode LED indicators

I/O Supported EZIO Snap-in modules with status LEDs and Removable Terminal Block; DC / AC / Analog / Relay / Thermocouple / High Speed Counter

Electrical Noise Nema ICS 2-230 Showering arc; ANSI C37.90a SWC; Level C Chattering Relay Test

Withstand Voltage 1000VDC (1 minute) between power supply input terminal and protective ground)

Insulation Resistance Over 20M Ohm between power supply input and terminal and protective ground

Enclosure Nema 1 FDA Compliant Nema 4,4x (indoor); 

Operating Temperature 0C to 45C 0C to 50C 0C to 55C 0C to 50C 0C to 55C

Storage Temperature  -20C to 60C  -25C to 65C  -25 to 60C  -25C to 65C

Vibration 5 to 55Hz 2G’s for 2 hours in X,Y,and Z axis

Shock 10G for under 12ms in the X,Y, and Z axis

Humidity 10-95% Non-Condensing

Protocols Supported ASCII In/Out; EZ Protocol, Ethernet, DeviceNet Slave, and Profibus Slave for communicating to PLC

Built-In Serial Com-
munication Ports

Port 1: RS232 (Programming and HMI Port Only)
Port 2: RS422 (1.2K, 2.4K, 4.8K, 9.6K, 19.2K, and 38.4K Baud Rates supported)

Agency Approval UL, CUL, CE (pending)

External Dimensions 8.048” x 6.145” x 3.896”
(204.41 x 156.08 x 98.95mm)

10.894” x 8.748” x 3.852”
(276.71 x 222.20 x 97.85mm)

13.584”x10.594”x3.856”
(345x269.1x97.95mm)

16.75”x13”x5.678”
(425.45x330.2x144.02mm)

Weight 2 lbs 3.5 lbs 4.5 lbs 7.5 lbs

E Z Touch P L C TM

Delivery Status: STK

Delivery Status: STK
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 Configure Your EZTouchPLC
From the most Flexible EZ I/O, Select the Modules 

Needed for your Applications 
23 Different Mix-n-Match Plug-in I/O Modules

4 Thermocouple Input .......................................................... EZIO-4THI $139
High Speed Counter, 1 input/4 output ................................ EZIO-4HSCM1 $99
High Speed Counter, 2 input/4 output ................................ EZIO-4HSCM2 $99
8 pt 24V DC In ..........................................................................EZIO-8DCI $19
8 pt 24V DC Out Source ....................................................... EZIO-8DCOP $19
8 pt 24V DC Out Sink .................................................. EZIO-8DCON $19
8 pt 24V DC In Fast ............................................................. EZIO-8HSDCI $24
4 pt 24V DC In, 4 pt 24V DC Out Sink .......................EZIO-4DCI4DCON $19
4 pt 24V DC In Standard, 4 pt 24V DC In Fast Interrupt ... EZIO-4DCI4DCIF $29
4 pt 24V DC In, 4 pt 24V DC Out Source ...................EZIO-4DCI4DCOP $19
8 pt 110 AC In ................................................................EZIO-8ACI $29
8 pt 110 AC Out ............................................................ EZIO-8ACO $29
4 pt 110 AC In, 4 pt 110 AC Out ....................................... EZIO-4ACI4ACO $29
4 pt 24V DC Out Source, 4 pt 110 AC Out .................EZIO-4DCOP4ACO $29
4 pt 110 AC In, 4 DC Out Source ................................... EZIO-4ACI4DCOP $29
4 pt 24V DC In, 4 110 AC Out .......................................... EZIO-4DCI4ACO $29
8 Analog In Voltage ................................................................EZIO-8ANIV $99
8 Analog In Current ................................................................ EZIO-8ANIC $99
4 Analog In, 4 Analog Out Voltage ................................. EZIO-4ANI4ANOV $99
4 Analog In, 4 Analog Out Current ................................. EZIO-4ANI4ANOC $99
4 pt Relay Out ...................................................................... EZIO-4IORLO $34
4 pt 110 AC In, 4 Relay Out ..............................................EZIO-4ACI4RLO $39
4 pt 24V DC In Source, 4 Relay Out ............................. EZIO-4DCOP4RLO $39

Page
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Switch Settings, Status Indicators and Connections

Optional Ethernet 
connectivity on 
Enhanced model

Insert I/O Modules
Snapped into the two 
slots  

DeviceNet, Profibus 
Optional Port

3V Battery 
Included

Power LED
CPU LED
Low Battery LED

Remove I/O Modules
Removed from the slots by 
pressing the two clips on the 
side of the module.

Block style 
connector used 
to connect an 
external 24VDC 
supply

24VDC 
Power Input

RS422/485
ASCII Port
Used to 
send ASCII 
instructions to 
other devices

RS232 
Programming 
Port 
Used to program 
PLC or TextPanel

Port for I/O Module

SW1 SW2
PLC 
LED

Panel 
LED

RUN 
LED Connection

1 0 On Off Off RS232 port to PLC

0 1 Off On Off RS232 port to Panel

1 1 On On Off No Connection

0 0 Off Off On
PLC Connected to 
Text Panel; RS232 
port not connected

SW3 SW4

Tri-
Color 
LED Operation

1 0 Green Run
0 1 Red Program
1 1 Amber Run/Program
0 0 Off No Operation

SD-
SD+
RD+
RD-

Pin # Function
2 TXD
3 RXD
5 Logic GND

Rest NC

RS232 Programming Port and  
Communication SelectorOperation Set up

Back side of 
EZI/O module

Caution: Do not use AC output module in the bottom left slot 
due to height of the battery

Program 
PLC LED

Program 
Panel LED

Run Mode
PLC to Touch 
Panel LED

1
2
3
4

1
2
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6” White on Blue Panel
6” White on Blue EZTouchPLC  
- Slim Bezel (5.7” STN)
EZTouchPLC 6” slim bezel White on 
Blue panel has a 5.7” diagonal touch 
screen with 320x240 pixel resolution 
with 4 shades of blue. This panel is a 
new addition to the EZTouchPLC line 
with a STN LCD (liquid crystal display) 
and is available with 32 I/O (max) PLC 
base. I/O modules are not included with 
EZTouchPLC and can be purchased 
separately. Please refer to EZI/O section 
(9) which lists all the available modules 
along with part numbers and pricing. This 
panel has a very low slim profile along 
with a smaller footprint on enclosures. 

6” White on Blue models 
feature:
• 5.7” diagonal White on Blue STN LCD
• 4 shades of blue
• NEMA 1, FDA compliant material
• 320x240 pixel resolution
• 25,000 hour expected bulb half-life
• 1/4” gasket and four DIN mounting clips for 

NEMA 1
• 256K Display RAM, not expandable
• 48 touch cells (8x6)
• 3.896” (98.95mm) installed depth

6” White on Blue 
Dimensions

32 I/O EZPLC BASE
• Total Program/Data Memory 64KB
• 3ms Scantime for 1K Instruction
• RS232 & RS422/485 Ports
• ASCII In/Out
• Built-in Calendar/Clock

Model Number Interface Price Del.

EZP-S6W-RS-PLC 6” White on Blue, 32 I/O EZPLC base, DC Power $510 STK

EZP-S6W-RS-PLC-E 6” White on Blue, 32 I/O EZPLC base w/Ethernet, DC Power $609 3DAY

EZP-S6W-RS-PLC-D 6” White on Blue, 32 I/O EZPLC base w/DeviceNet, DC Power $589 3DAY

EZP-S6W-RS-PLC-P 6” White on Blue, 32 I/O EZPLC base w/Profibus, DC Power $639 TBRS

EZ To uch PL C TM
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6” Mono Slim Bezel Panels
6” Monochrome EZTouchPLC 
- Slim Bezel (5.7” STN)
EZTouchPLC’s 6” slim bezel panels 
have a 5.7” diagonal touch screen 
with 320x240 pixel resolution. These 
panels have an STN LCD (liquid crystal 
display) with 16 shades of gray and 
are available with 32 I/O (max) PLC 
base. I/O modules are not included with 
EZTouchPLC and can be purchased 
separately. Please refer to EZI/O section 
(9) which lists all the available modules 
along with part number and pricing.  
All these panels have a very low slim 
profile along with a smaller footprint on 
enclosures. 

6” Mono 
Dimensions

6” Mono models feature:
• 5.7” diagonal mono STN LCD 16 shades
• NEMA 1, FDA compliant material
• 320x240 pixel resolution
• 25,000 hour expected bulb half-life
• 48 touch cells (8x6)
• 1/4” gasket and four DIN mounting clips for 

NEMA 1
• 3.896” (98.95mm) installed depth
• 192 touch cells
• 512K Expandable RAM for HMI

32 I/O EZPLC BASE
• Total Program/Data Memory 64KB
• 3ms Scantime for 1K Instruction
• RS232 & RS422/485 Ports
• ASCII In/Out
• Built-in Calendar/Clock

Model Number Interface Price Del.

EZP-S6M-FS-PLC 6” STN Mono, 32 I/O EZPLC base, DC Power $613 STK

EZP-S6M-FS-PLC-E 6” STN Mono, 32 I/O EZPLC base w/Ethernet, DC Power $712 3DAY

EZP-S6M-FS-PLC-D 6” STN Mono, 32 I/O EZPLC base w/DeviceNet, DC Power $692 3DAY

EZP-S6M-FS-PLC-P 6” STN Mono, 32 I/O EZPLC base w/Profibus, DC Power $742 TBRS

EZ To uch PL C TM
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6” STN Color Slim Bezel Panels
6” Color EZTouchPLC - Slim 
Bezel (5.7” STN)
EZTouchPLC 6” slim bezel panels 
have a 5.7” diagonal touch screen 
with 320x240 pixel resolution. These 
panels have an STN Color LCD (liquid 
crystal display) and is available with 
32 I/O (max) PLC base. I/O modules 
are not included with EZTouchPLC 
and can be purchased separately. 
Please refer to EZI/O section (9) 
which lists all the available modules 
along with part number and pricing. 
All these panels have a very low slim 
profile along with a smaller footprint 
on enclosures.

6” STN Color feature:
• 5.7” diagonal color STN LCD
• Low-profile slim bezel design
• 128 colors
• NEMA 1, FDA compliant material
• 320x240 pixel resolution
• 512K RAM expandable to 1.5MB, display only
• 512K, 1MB or 2MB option flash card for display 

memory backup
• 25,000 hour expected bulb half-life
• 192 touch cells (16x12)
• 1/4” gasket and four DIN mounting clips for 

NEMA 1

6” STN Color
Dimensions

32 I/O EZPLC BASE
• Total Program/Data Memory 64KB
• 3ms Scantime for 1K Instruction
• RS232 & RS422/485 Ports
• ASCII In/Out
• Built-in Calendar/Clock

Model Number Interface Price Del.

EZP-S6C-FS-PLC 6” STN Color, 32 I/O EZPLC base, DC Power $910 STK

EZP-S6C-FS-PLC-E 6” STN Color, 32 I/O EZPLC base w/Ethernet, DC Power $1009 3DAY

EZP-S6C-FS-PLC-D 6” STN Color, 32 I/O EZPLC base w/DeviceNet, DC Power $989 3DAY

EZP-S6C-FS-PLC-P 6” STN Color, 32 I/O EZPLC base w/Profibus, DC Power $1139 TBRS

EZ To uch PL C TM
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6” TFT Color Slim Bezel Panels
6” Color EZTouchPLC - Slim 
Bezel (5.7” TFT)
EZTouchPLC 6” slim bezel panels 
have a 5.7” diagonal touch screen with 
320x240 pixel resolution. This model is 
a new addition to EZTouch Enhanced 
line with a TFT LCD (liquid crystal 
display) and is available with 32 I/O 
(max) PLC base. I/O modules are not 
included with EZTouchPLC and can 
be purchased separately. Please refer 
to EZI/O section (9) which lists all 
the available modules along with part 
number and pricing All these panels 
have a very low slim profile along with 
a smaller footprint on enclosures.

6” STN Color models feature:
• 5.7” diagonal color STN LCD
• Low-profile slim bezel design
• 128 colors
• NEMA 1, FDA compliant material
• 320x240 pixel resolution
• 512K RAM expandable to 1.5MB
• 512K, 1MB or 2MB option flash card for 

memory backup
• 25,000 hour expected bulb half-life
• 192 touch cells (16x12)
• 1/4” gasket and four DIN mounting clips for 

NEMA 1
• 3.896” (98.95mm) installed depth

6” TFT Color
Dimensions

32 I/O EZPLC BASE
• Total Program/Data Memory 64KB
• 3ms Scantime for 1K Instruction
• RS232 & RS422/485 Ports
• ASCII In/Out
• Built-in Calendar/Clock

Model Number Interface Price Del.

EZP-T6C-FS-PLC 6” STN Color, 32 I/O EZPLC base, DC Power $1110 STK

EZP-T6C-FS-PLC-E 6” STN Color, 32 I/O EZPLC base w/Ethernet, DC Power $1209 3DAY

EZP-T6C-FS-PLC-D 6” STN Color, 32 I/O EZPLC base w/DeviceNet, DC Power $1189 3DAY

EZP-T6C-FS-PLC-P 6” STN Color, 32 I/O EZPLC base w/Profibus, DC Power $1239 TBRS

EZ To uch PL C TM



7-26 Touch Panels w/ Built-in PLCs 1-877-774-EASY

EZAutomation - EZTouchPLC

8” STN Color Slim Bezel Panels
8” Color EZTouchPLC - Slim 
Bezel (8.2” STN)
EZTouchPLC 8” color slim bezel 
panels have an 8.2” diagonal touch 
screen, with a 640x480 pixel 
resolution and feature a color STN 
LCD (liquid crystal display) and is 
available with 48 I/O (max) PLC 
base. I/O modules are not included 
with EZTouchPLC and can be 
purchased separately. Please refer 
to EZI/O section (9) which lists all 
the available modules along with 
part number and pricing. All models 
feature a low-profile slim bezel 
design that provides a small footprint 
on enclosures.

Features
• 8.2” diagonal color STN LCD, 128 colors
• Low-profile slim bezel design
• NEMA 4, 4X (indoor) or NEMA 1, FDA 

compliant material
• 640x480 pixel resolution
• 512K RAM expandable to 1.5MB
• 512K, 1MB or 2MB option flash card for 

memory backup
• 25,000 hour expected bulb half-life
• 192 touch cells (16x12)
• 1/4” gasket and four DIN mounting clips for 

NEMA 1
• 1/4” O-ring gasket and eight mounting studs for 

NEMA 4, 4X (indoor)
• 3.852” (97.85mm) installed depth

8” STN Color
Dimensions

64 I/O EZPLC BASE
• Total Program/Data Memory 64KB
• 3ms Scantime for 1K Instruction
• RS232 & RS422/485 Ports
• ASCII In/Out
• Built-in Calendar/Clock

Model Number Interface Price Del.

EZP-S8C-FS-PLC 8” STN Color, 64 I/O EZPLC base, DC Power $1099 STK

EZP-S8C-FS-PLC-E 8” STN Color, 64 I/O EZPLC base w/Ethernet, DC Power $1198 3DAY

EZP-S8C-FS-PLC-D 8” STN Color, 64 I/O EZPLC base w/DeviceNet, DC Power $1178 3DAY

 EZP-S8C-FS-PLC-P 8” STN Color, 64 I/O EZPLC base w/Profibus, DC Power $1228 TBRS

EZ To uch PL C TM
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8” TFT Color Slim Bezel Panels

8” TFT Color
Dimensions

8” Color EZTouchPLC 
- Slim Bezel (8.2” TFT)
EZTouchPLC 8” slim bezel panels 
have a 8.2” diagonal touch screen 
with 640x480 pixel resolution. This 
model is a new addition to EZTouch 
PLC line with a TFT LCD (liquid 
crystal display) and is available with 
48 I/O (max) PLC base. I/O modules 
are not included with EZTouchPLC 
and can be purchased separately. 
Please refer to EZI/O section (9) 
which lists all the available modules 
along with part number and pricing. 
All these panels have a very low 
slim profile along with a smaller 
footprint on enclosures. 

Features
• 8.2” diagonal color TFT LCD, 128 colors
• NEMA 4, 4X (indoor) or NEMA 1, FDA compliant 

material
• 640x480 pixel resolution
• 512K RAM expandable to 1.5MB
• 512K, 1MB or 2MB option flash card for memory 

backup
• Ethernet card optional (EZ-ETHERNET)
• MODBUS TCP/IP card optional (EZ-

ETHERPLUS)
• 25,000 hour expected bulb half-life
• 192 touch cells (16x12)
• 1/4” gasket and four DIN mounting clips for 

NEMA 1
• 1/4” O-ring gasket and eight mounting studs for 

NEMA 4, 4X (indoor)
• 3.852” (97.85mm) installed depth

64 I/O EZPLC BASE
• Total Program/Data Memory 64KB
• 3ms Scantime for 1K Instruction
• RS232 & RS422/485 Ports
• ASCII In/Out
• Built-in Calendar/Clock

Model Number Interface Price Del.

EZP-T8C-FS-PLC 8” TFT Color, 64 I/O EZPLC base, DC Power $1549 STK

EZP-T8C-FS-PLC-E 8” TFT Color, 64 I/O EZPLC base w/Ethernet, DC Power $1648 3DAY

EZP-T8C-FS-PLC-D 8” TFT Color, 64 I/O EZPLC base w/DeviceNet, DC Power $1628 3DAY

 EZP-T8C-FS-PLC-P 8” TFT Color, 64 I/O EZPLC base w/Profibus, DC Power $1678 TBRS

EZ To uch PL C TM
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10” TFT Color Slim Bezel Panels
10” Color EZTouchPLC 
- Slim Bezel (10.4” TFT)
The 10” color EZTouchPLC slim 
bezel panels have an 10.4” diagonal 
touch screen, with a 640x480 
pixel resolution and feature a TFT 
LCD (liquid crystal display) and is 
available with 48 I/O (max) PLC 
base. I/O modules are not included 
with EZTouchPLC and can be 
purchased separately. Please refer 
to EZI/O section (9) which lists 
all the available modules along 
with part number and pricing. All 
models feature a low-profile slim 
bezel design that provides a small 
footprint on your enclosure.

Features
• 10.4” diagonal color TFT LCD, 128 colors
• NEMA 4, 4X (indoor) or NEMA 1, FDA 

compliant material
• 640x480 pixel resolution
• 512K RAM expandable to 1.5MB
• 512K, 1MB or 2MB option flash card for 

memory backup
• 25,000 hour expected bulb half-life
• 192 touch cells (16x12)
• 1/4” gasket and four DIN mounting clips for 

NEMA 1
• 1/4” O-ring gasket and eight mounting 

studs for NEMA 4, 4X (indoor)
• 3.856” (97.95mm) installed depth

10” TFT Color
Dimensions

64 I/O EZPLC BASE
• Total Program/Data Memory 64KB
• 3ms Scantime for 1K Instruction
• RS232 & RS422/485 Ports
• ASCII In/Out
• Built-in Calendar/Clock

Model Number Interface Price Del.

EZP-T10C-FS-PLC 10” TFT Color, 64 I/O EZPLC base, DC Power $1849 STK

EZP-T10C-FS-PLC-E 10” TFT Color, 64 I/O EZPLC base w/Ethernet, 
DC Power $1948 3DAY

EZP-T10C-FS-PLC-D 10” TFT Color, 64 I/O EZPLC base w/DeviceNet, 
DC Power $1928 3DAY

EZP-T10C-FS-PLC-P 10” TFT Color, 64 I/O EZPLC base w/Profibus, 
DC Power $1978 TBRS

EZ To uch PL C TM
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10” TFT Color Slim Bezel Panels 15” TFT Color Slim Bezel Panels
15” Color EZTouchPLC 
- Slim Bezel (15.0” TFT)
The 15” color EZTouchPLC slim 
bezel panels have a 15.0” diagonal 
touch screen, with a 640x480 
pixel resolution and feature a TFT 
LCD (liquid crystal display) and is 
available with 48 I/O (max) PLC 
base. I/O modules are not included 
with EZTouchPLC and can be 
purchased separately. Please refer 
to EZI/O section (9) which lists all 
the available modules along with 
part number and pricing. All models 
feature a low-profile slim bezel 
design that provides a small footprint 
on your enclosure.

Features
• 15.0” diagonal color TFT LCD, 128 colors
• NEMA 1, FDA compliant material
• 640x480 pixel resolution
• 1MB RAM expandable to 1.5MB or 2MB
• 1MB or 2MB option flash card for memory 

backup
• 25,000 hour expected bulb half-life
• 192 touch cells (16x12)
• 1/4” gasket and four DIN mounting clips for 

NEMA 1
• 5.670” (144.02mm) installed depth

15” TFT Color
Dimensions

64 I/O EZPLC BASE
• Total Program/Data Memory 64KB
• 3ms Scantime for 1K Instruction
• RS232 & RS422/485 Ports
• ASCII In/Out
• Built-in Calendar/Clock

Model Number Interface Price Del.

EZP-T15C-FS-PLC 15” TFT Color, 64 I/O EZPLC base, DC 
Power $2649 STK

EZP-T15C-FS-PLC-E 15” TFT Color, 64 I/O EZPLC base w/Ether-
net, DC Power $2748 3DAY

EZP-T15C-FS-PLC-D 15” TFT Color, 64 I/O EZPLC base w/Devi-
ceNet, DC Power $2728 3DAY

EZP-T15C-FS-PLC-P 15” TFT Color, 64 I/O EZPLC base w/Profi-
bus, DC Power $2778 TBRS

EZ To uch PL C TM
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E Z A u t o m a t i o n
T H E  M O S T  S E N S I B L E  A U T O M AT I O N  P R O D U C T S

DIRECT FROM THE FACTORY
with worldwide local support

Product
  Overview

EZ Te x t TM

E Z Marquee TM

The Most SENSIBLE
PLC Touch Panels 

The Original EZText - Enhanced 
with Vacuum Fluorescent Option

NEW

NEW

NEW
NEW

E Z Mon i to r TM

The Most Practical 
Industrial Marquees 
at SENSIBLE Prices

EZ Text PLC TM

NEW

NEW

EZ Tou ch PL C TM

Touch Panel w/ 
Built-in PLC

EZ PLC TM

NEW
The Most SENSIBLE Micro 
Modular PLC Ever Built

EZ I/O TM

NEW
The Most SENSIBLE Real World 
I/O for all PLCs

Starting at
$399E Z Pane l TM

Enhanced 
Drivers

The Most 
SENSIBLE Stable 
Platform CE Computer

Starting at
$599

Starting at
$548

Text Panel w/ 
Built-in PLC

Starting at
$272

Starting at
$169

Starting at
$19

Starting at
$149

Starting at
$349

Starting at
$999

The Most SENSIBLE 
Flat Panel Monitors

Starting at
$699

AMD 333 MHz
CE ProcessorThe Most SENSIBLE Open 

Platform PLC Touch Panel
Internet Browser & Windows CE File Viewer

EZ CE Touchpane l TM

EZ Touch sc ree n CE C ompute r TM
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What is EZPLC?
EZPLC is the most innovative PLC in 
its class. It is packed with power only 
found in high end PLC’s that cost 3 to 
5 times more. It also sports the most 
flexible I/O in the industry.

What does it have?
• 8-96 Local I/O
• Extremely flexible 8 point I/O models
• Total Program/Data memory 64K
• Fast scantime, 3ms for 1K instructions

• Powerful Ladder Logic instruction set
• Patent Pending Free Flow Logic
• Two integrated communication ports 

RS232 and RS422/485
• Supports ASCII In/Out instructions
• Built-in RealTime clock/calendar
• Ethernet, DeviceNet, Profibus option
• Extremely cost effective Analog I/O
• 100 kHz counter module with PLS 

outputs
• Interrupt Input
• EZ to use programming software  

Where does it make sense?
This power-packed micro modular PLC 
is a good fit for small machines that 
need high end PLC performance like 
fast scan times or a fair amount of I/O 
or lots of memory, or simply low cost.

The Most SENSIBLE Micro 
Modular PLC Ever Built!

EZPLC 32 I/O

EZ PLC TM

$149
16 Digital 

I/O
$187
32 Digital 

I/O

Extremely 
Flexible;  SENSIBLE 

Plug-in I/O
Starting At For 8 

DC In or 
Out$19
First SENSIBLE 

Analog I/O
For 12 Bit 4 

Analog In and 4 
analog Out

$99



8-3PLCswww.EZAutomation.net

 EZPLC
E

ZP
LC

Where Option Modules DO NOT 
Cost More Than The PLC!

$129

Choice of four I/O bases: 
32, 48, 64 or 96 with 
Power Supply, CPU and 
2 COM ports

Profibus Slave 
Option Card

100 KHz 
Counter 
Modules

Wide Variety of 
I/O Modules!
Mix-n-Match 

AC/DC, In/Out, 
Digital/Analog

$79

$99

$111
Starting At

DeviceNet 
Option Card

WOW!
       THAT’S THE WAY TO GO!

$99
Ethernet TCP/IP with   

EZPLC Protocol
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EZAutomation - EZPLC

We Looked At Every Detail!

I/O Status LED Indicators

4 In/4 Out Wide Variety of 
Mix-n-Match I/O Modules

CPU Status Indicator LEDs

Snap-in I/O 
Modules

EZPLC offers the widest range of 4 In/4 Out 
I/O modules. Mix 4 DC In with 4 AC Out.

EZ PLC TM

Built-in 
Wiring 
Guide
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We Looked At Every Detail!

EZ to Wire Phoenix Plug-in 
Terminal Blocks

0.5 Amp Short Circuit 
Proof DC Outputs

AC/DC Mixed Modules 
for Highest Flexibility

This 2x2x1” ultra compact 
module has 8 DC Outputs 
rated at 0.5 Amp each that 
are short circuit proof!

24 VDC or 
110 VAC 
power input

1 14 AWG, 2 18 AWG, 4 22 AWG 
wires per terminal

FLEXIBLE AND SENSIBLE I/O
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Typical Scan Time (1K Boolean): (3ms I/O Update)
Total Memory available (words): 64K 
 EZPA-32  $111
 EZP-8DCI  2@$19 
 EZP-8DCO  $19 
 EZP-4ANI4ANO  $99
 

Performance You Will Find Only in 
PLCs Costing Thousands More!

64k Byte User Memory
Most Micro PLCs have only a limited 8-16k 
memory. But not this souped up PLC! Some 
of the things you can do with this 64k byte 
memory:

 • Store 2000 Messages
 • Store 500 (20 Variable) Recipes
 • Collect 10,000 (4 Variable)
   Data Points

32 Bit, 40 MHz RISC 
Processor with Built-in 
Ethernet

EZ PLC TM

To get 8192 Registers, 64K of memory and scan time in the range of 3 ms, you have to buy a 
PLC costing thousands of dollars.

Typical Scan Time (1K Boolean):  1.9ms
Total Memory available (words): 30.4K
 D2-16ND3-2   $79
 D2-08TD2   $49 
 F2-04AD-2   $219
 F2-02DA-2   $159
 D2-06BDC1-1   $157
 D2-260    $299

64K 
Available 

for 
Ladder & 
Memory

8192 Registers

CompactLogix
Typical Scan Time (1K Boolean): (2ms I/O Update Period Min)
Total Memory available (words): 64K (L20)
 1769-L20 Processor  $830
 Digital I/O   $758 
 Analog I/O   $1,392
 1769-ECR Misc   $31

Let’s Take an Example
Assume the application to be a small 32 I/O PLC system, 
however with fast scan time and lots of memory.
Further let’s assume 24 VDC power needs 16 24 VDC 
digital inputs, 8 24 VDC digital outputs, 4 12 bit analog 
inputs and 4 12 bit analog outputs.

Allen Bradley Solution

$3011
Total

EZPLC

$267
Total

DL205

$962
Total

This $111 PLC uses a powerful 40 
Mhz RISC processor allowing us to 
achieve 3ms scan time and support 
for large amounts of memory. The 
number of variables itself is 8192.
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Five Reasons Why EZPLC is the 
Most SENSIBLE PLC for You!

1

2

3

4

5

EZ PLC TM

Extremely Flexible and 
SENSIBLE I/O

First SENSIBLE Analog I/O

Incredible Communications 
Capability

Extremely Powerful CPU

SENSIBLE EZ to Use Programming 
Software Priced at $49

CompactLogix
Typical Scan Time (1K Boolean): (2ms I/O Update Period Min)
Total Memory available (words): 64K (L20)
 1769-L20 Processor  $830
 Digital I/O   $758 
 Analog I/O   $1,392
 1769-ECR Misc   $31

EZPLC offers true versatility when it comes to Analog 
I/O modules. Analog modules are available as 8AI to 
combinations like 4AI/4AO for only $99 each. The 
modules are 12 bit and have 0-5V, 0-10V, 4-20 mA, or 
0-20 mA options.

The EZPLC comes with two serial communication 
ports on every model. Port 1 is RS232 which can be 
used for programming and connection to an operator 
interface. Port 2 is RS422/485 which can be used in a 
variety of ways including ASCII In/Out, EZMarquee 
connectivity, and AC drive just to name a few. Use 
EZPLC’s enhanced base for Ethernet communications 
for only $99 more. DeviceNet and Profibus slave cards 
are available for $79 and $129 respectively.

• 32 Bit, 40 MHz RISC Processor
• 8192 Total Registers, 8192 variables
• 3 ms Scantime (1K Typical Instructions)
• Powerful instruction set

• Patent Pending Mix-n-Match I/O
• 24 Modules to Choose From
• 8 DC In/Out Starting at $19

• On-Line Programming
• Tag Based Addressing
• Marquee Instruction Set
• Patent pending Free Flow Logic
• Very intuitive and familiar EZ as 1-2-3 software

Port 2
RS422/485

Port 1
RS232

Ethernet
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Practical Discrete Control

8-96 I/O Points with 
Highest Flexibility

Available in 4 Base 
Models for Size Constraints

When it comes to Micro-Modular PLC’s, EZ-PLC is 
the most flexible in its class. In fact EZPLC takes it 
one step further to bridge that gap between Micro’s and 
PLC’s like AB’s SLC and Automation Direct’s DL205. 
With DL06 one needs to specify the base model with 
fixed I/O type, where as EZPLC uses one base for any 
kind of I/O whether they are DC, AC, Analog, Relay or 
any other combination of Inputs/Outputs or AC/DC in 
one module! All you have to do is to specify a base of 
PLC as per your maximum I/O need, pick your EZ-I/O 
to go along with it and you are all set!

EZPLC base is available in 4 models to accommodate 
32, 48, 64 and 96 I/O points. There is no restriction 
of I/O types that could be used with any of the bases 
except AC output modules cannot be used in the 
bottom left slot. Just choose the right base model 
based on your maximum I/O requirements:

Top six reasons why the EZPLC is perfect 
for discrete applications...

EZ PLC TM

1

2

32 I/O 48 I/O

64 I/O 96 I/O
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Programming Software 
at a Great Price

Practical Connectivity

3ms Scantime

AC/DC Mixed Modules 

EZPLC has an unbeatable scan time of 3ms for 1k instructions in 
its class. When we say 3ms scan time it includes all the overhead 
along with the scan, which makes it undoubted the fastest PLC 
in Micro-PLC class! EZPLC uses a super fast 40Mhz ColdFire 
processor with support for Ethernet built-in. 

When it comes to modular I/O there is absolutely nothing 
comparable to EZ I/O. EZ I/O is the first in market to 
offer AC/DC combinations in a single module.
 - Smallest modular I/O (2x2x1”)
 - 24 models to choose from
 - Removable Terminal Blocks
 - LED indicator for each I/O
 - Extremely efficient “Mix-n-match” I/O
  

The EZPLC comes with two serial communication ports 
on every model. Port 1 is RS232 which can be used for 
programming and connection to an operator interface. Port 2 is 
RS422/485 which can be used in a variety of ways including 
ASCII In/Out, and AC drive just to name a few. Use EZPLC’s 
enhanced base for Ethernet communications for only $99 
more.

Our EZPLC programming software makes programming your application as 
EZ as 1-2-3 and affordable at $49. Some of the great features include: 

6

3

4

5

$29
ONLY

EA.

$49
- Windows type folders for quick and easy search 
- Free Flow Ladder Logic
 - Each Rung Commented
 - User friendly dialog boxes like EZTouch    
    programming software
 - Powerful data instruction
 - Very intuitive programming
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Unbeatable for Analog ControlEZ PLC TM

1 Four-For-One Pricing
Use Analog I/O modules with EZPLC to make the 
lowest cost/highest functionality analog control system 
in the Micro-PLC world. The cost of a competitor’s 
analog control system would buy you FOUR EZPLCs; 
try beating that!
(check the comparison of Analog I/O modules)

Top five reasons to use EZPLC for analog control...

2 Choice of 4 Analog In/ 4 Analog Out 
Module, or 8 Analog In Module

EZPLC offers true versatility when it comes to Analog 
I/O modules. Analog modules are available in 8AI or 
4AI/4AO in either 0-5, 0-10 voltage range or 0-20, 
4-20 mA range.

3 Better Accuracy
EZI/O’s analog modules offer 12 bit resolution along with 0.2% Gain Error 
(GE) on AO and GE of ± 2 counts on AI modules. Compare that to DL06’s 
0.4% GE on AO and Gain Error of ± 4 on AI modules. That’s 50% more 
accurate then DL06’s analog module! Better accuracy on analog modules 
mean better precision and accuracy for your analog control process.

$99
ONLY

EA.

Head-to-Head for Analog Control
Features

EZAutomation
EZPLC

DirectLOGIC
DL06

Allen-Bradley
MicroLogix 1200 

Allen-Bradley
MicroLogix 1500

GE Fanuc
VersaMax Micro

Siemens
S7-226

8 Analog voltage IN, 12 bit
8 Channel Analog 

In Module
$99 

2 of 4 Channel 
Analog Voltage 

Input
$230

2 of 4 
Channel In

$588

2 of 4 
Channel In

$928

2 of 4 
Channel In

$478

2 of 4 
Channel In

$312

4 Analog voltage IN, 
4 Analog voltage OUT, 12 bit

4 Channel Analog 
Out/ 4 Channel 

Analog In
$99

2 of 
4 In / 2 Out

$418

2 of
2 In / 2 Out

$588

2 of
4 In / 2 Out

$1112

2 of
4 In / 2 Out

$478

2 of
4 In / 1 Out

$712
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4 Direct Wiring to Common 
Analog Devices

EZPLC uses EZ-I/O modules with removable field terminal 
blocks and offers direct wiring to the most common analog 
devices in the market such as pressure transducers, panel meters, 
thermocouple inputs, proportional valves etc.
 - 0-20 mA; 4-20 mA, DIP switch selectable
 - 0-5V and 0-10V input and output ranges, DIP switch selectable

5 Practical Built-In 
Communications

EZPLC has two built-in communication ports. Port 1 is 
capable of RS232 type of communications and can be used 
for programming the EZPLC and connecting to EZPanel/
EZText Enhanced operator interfaces. Port 2 is an RS422/485 
communication port and can be used for networking to 
multiple EZMarquees, Bar code printers, Scanners, and 
ASCII type devices.
All the models of EZPLC are also available with Ethernet, 
DeviceNet Slave, and Profibus Slave DP connectivity to 
connect as a node on your existing control network. Reduce 
your hard wiring costs and take advantage of incredible 
cost savings for only $99 
additional for Ethernet 
with EZ TCP/IP protocol, 
DeviceNet, or Profibus 
connectivity. 

RS232 Port for 
Programming 
or connection 
to an operator 
interface

RS422/485
Communication 
Port
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Communication as Easy as 1-2-3EZ PLC TM

1 Ethernet TCP/IP 
Connectivity for $99!

Use EZPLC’s enhanced base models for Ethernet 
connectivity for an unmatched $99. Ethernet port 
can also be used for programming the EZPLC 
thus leaving Port 1 and Port 2 free for other 
communication and networking needs. This 
offers the most flexible communication setup in 
Micro-PLC world at the most affordable prices! 
We currently have EZ protocol implemented in 
Ethernet and will also be announcing the Modbus 
TCP/IP protocol shortly.

Top  reasons to choose EZPLC for communication-enabled 
applications...

2 Profibus Slave for $129!
It’s affordable than ever to add EZPLC to a Profibus 
controller network for just $129. Compare that to $259 
for DL06 and $888 for MicroLogix 1500.

This add-on option card allows 244 byte of data 
exchange between Profibus master and EZPLC.

3 DeviceNet Slave for $79!
Reduce the hard wiring and add device level 
diagnostics to your control network with EZPLC’s 
DeviceNet module for a mere $79. 

This add-on option card allows 256 byte of data 
exchange between DeviceNet master and EZPLC.

4 2 Serial Communication 
Ports

The EZPLC has two serial communication ports 
for maximum flexibility. Port 1 is RS232 and 
can be used for programming of EZPLC and can 
also be used for communication to an operator 
interface. Port 2 has the same communication 

capabilities of many larger PLCs in a serial port 
which can be used to network AC drives or 

any other compatible device with multi-drop 
capability over RS422/485.
 

RS232 9 pin 
sub-D connector

RS422/485 Port 
Removable Phoenix 
Terminal Block
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6

Use Programming Port 
(Port 1) to Connect to 

Operator Interface
Use Port 1 on EZPLC for programming and once you’re done use 
the same Port 1 to connect to your EZPanel Enhanced and EZText 
Enhanced operator interfaces. This leaves your Port 2 free for any 
other communication needs including connection to an external 
device or networking. EZPLC is also programmable through 
Ethernet (Enhanced I/O Base).

5

Use Port 2 to Connect Directly 
to ASCII Device(s)

Our EZPLC has built-in ASCII communication capability which allows 
you to connect to any compatible ASCII device in a seamless manner:
 • Port 2 supports ASCII in or out on RS422/485
 • Error detection bits on both ASCII in and out transactions
 • Data rates from 1200 to 38.4 K
 • Simple programming within ladder logic
 • Time/date stamps in three formats
 • Connect to barcode readers, weigh scales, or embedded controllers

EZPLC’s enhanced I/O base comes with a built-in Ethernet TCP/IP 
which can also be used for programming thus leaving both Port 1 
(RS232) and Port 2 (RS422/485) for communication to other devices! 
EZPLC’s enhanced I/O base offers 10Mbit Ethernet link via RJ-45 
which can be used to communicate to EZMARQUEE. The Ethernet 
port can be assigned standard IP address to be used with standard 
routers and switches.

7 Connect to EZMarquee on 
Port 2 or Ethernet
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EZPLC For High Speed Applications
Remember Autotech’s “Highest Operating Speed” Trait?

We love High Speed!

High Speed Counter Modules 1
$99

ONLYWe have two 24 bit High Speed Counter Modules 
that can accept quadrature encoders up to 100KHz 
in frequency and have sophisticated options to 
multiply the count by two or four and also sport 
PLS outputs with less than 100µs throughput. 

High Speed Interrupt Modules 2 $24
ONLY

This module’s eighth DC 
input is configured to 
generate an immediate 
interrupt in the PLC scan 
loop, execute a subroutine 
and turn on or off a DC 
output in less than 40µs.

EZIO-4DCI4DCIF

EZIO-4HSCM1 and
EZIO-4HSCM2

100KHz 
Encoder 
100µs 
PLS

40µs 
Response 

to external 
Interrupt

* For Full specifications, see page 9-13 in EZI/O section.
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High Speed Interrupt Modules 

You Have Seen Our Incredible Hardware!
Our Programming Software is Just as Good,

Especially at $49.00 

THEIRS

EZPLC Free Flow Ladder Logic

The concept of this patent pending Free Flow 
Ladder Logic is to create less restricted rungs 
of logic. This saves the user rung space and 
valuable scan time. On the right you will see 
an example of Free Flow Ladder-Logic. As you 
can see the Free Flow logic allows logic to be 
placed and connected anywhere in the rung 
rather than creating a new rung. This allows 
the user to spend more time on other parts of 
the machine development and let the CPU do 
more of the work of solving the logic.

Other editors require you to 
generate one rung per output 
instruction requiring you to fill up 
many pages with ladder logic.

12 Rungs 
and Lots 

of Wasted 
Space

Just One 
Rung!

Let’s take an 8 PLS output 
programming and ladder logic example

Unique Patent Pending Free Flow Logic

EZPLC Editor has Windows type Folder organization for Quick EZ Search 
just like RSLogix and other high end programming software that costs 
thousands of dollars. The EZPLC Editor has a structured programming 
software. You do not have to scroll through literally hundreds of rungs to find 
your I/O mapping, subroutines or interrupts.
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The More We Study the Competition, the More We 
are Convinced that EZPLC is Truly the 

Most SENSIBLE Micro Modular PLC Ever Built!
You Be the Judge!

MicroLogix runs out of gas at about 50 I/O!

      OUT OF GAS

        I  GIVE UP

Let’s Configure a PLC System with a Total of 48 I/O, 24 VDC Power

Part Number Description Price

1762-L40 BXB 24VDC In; 8(FET) Out; 8 
Relay Out DC Power $649

1762-OB16 16 Point; 24VDC Out $206
1762-IA8 8 Point; AC In $139
1762-OA8 8 Point; AC Out $180
1762-IF2OF2 2 Analog In / 2 Analog Out $294
1762-IF2OF2 2 Analog In / 2 Analog Out $294

1761-NET-ENI RS232 - Ethernet-IP 
Communication Interface $650

• 16 DC In
• 12 DC Out
• 8 AC In
• 4 AC Out

• 4 Analog In
• 4 Analog Out
• High Speed Counter at 30 Khz
• Ethernet 

$2382

DL06 is unable to handle all 48 I/O

Only 20 KHz Encoder No more slots open

Part Number Description Price

DO-06DD2-D RO DC In; 16 DC Out 
DC Power $199

FO-2AD2DA-2 2 Analog In, 2 Analog Out $149
FO-2AD2DA-2 2 Analog In, 2 Analog Out $149
HO-CTRIO High Speed Counter $189
HO-ECOM Ethernet $169

JUST CAN’T
DO IT!

Oops! No I/O Space Available for AC I/O

MicroLogix 1200

ADC DL06

Now this is not a very taxing PLC requirement by any standard!
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Even DL205 has all 9 slots 
tied up for just 56 I/O!

And Here is the EZPLC

Even DL205 has all 9 slots tied up for just 48 I/O
Part Number Description Price

D2-09BDC1-1 9 slot Base; 12/24 VDC 
Power Supply $195

H2-CTRIO-M High Speed Counter $279
H2-ECOM Ethernet $275
D2-260 CPU, 304K Memory $299
D2-16ND3-2 16 Point 24VDC In $79
D2-16TD2-2 16 Point 12/24 VDC Out $82
D2-08NA-1 8 Point 110VAC In $65
D2-08TA 8 Point 18-220 VAC Out $95
F2-4AD2DA 4 Analog In, 2 Analog Out $279
F2-02DA-1 2 Analog Out $152

$1800

  NOT EZ TO COMPETE W/ EZPLCDL205: D2-260 
Processor

Part Number Description Price

EZPLC-D-64E Enhanced Ethernet 
64 I/O Max 12/24 VDC Power $269

EZIO-4HSCM1 High Speed Counter $99
EZIO-8DCI 8 Point DC In $19
EZIO-8DCI 8 Point DC In $19
EZIO-8DCOP 8 Point DC Out $19
EZIO-8DCOP 8 Point DC Out $19
EZIO-8ACI 8 Point AC In $29
EZIO-8ACO 8 Point AC Out $29
EZIO-4ANI4ANOV 4 A In / 4 A Out $99

   WE WIN AGAIN!

$601
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Head to Head 
System ComparisonEZ PLC TM

Two EZPLCs For The Price Of One DL06!
Four EZPLCs For The Price Of One AB And Other PLCs!

12 Digital In, 4 Digital Out, 4 Analog In, 4 Analog Out with High Speed Counter & 
Profibus - DC Power (24 I/O + Counter & Profibus)

EZAutomation
EZPLC

DirectLOGIC
DL06

Allen-Bradley
MicroLogix 1200 

Allen-Bradley
CompactLogix 5320

Versamax
Micro

Base EZPLC-D-32 - $111 D0-06DD2-D - $199

NO PROFIBUS AVAILABLE! NO PROFIBUS AVAILABLE! NO PROFIBUS AVAILABLE!

Digital I/O EZIO-8DCI - $38 
EZIO-4DCI4DCO - $38

Analog I/O EZIO-4ANI4ANO - $99 F0-2AD2DA-2 - 2@$149

Counter EZIO-HSCM - $99 H0-CTRI0 - $189

Profibus EZIO-PROFIBUS - $99 H0-P3CM - $259

Misc.

Total Price: $484 $945

16 Digital In / 12 Digital Out; 8 AC In / 4 AC Out;  8 Analog In / 8 Analog Out with High 
Speed Counter & Ethernet - DC Power (56 I/O + Counter & Ethernet)

EZAutomation
EZPLC

DirectLOGIC
DL06

Allen-Bradley
MicroLogix 1200 

Allen-Bradley
CompactLogix 5320

Versamax
Micro

Base EZPLC-A-64E - $287

DL06 is unable to handle this 
much I/O and is out of module 

space!

MicroLogix 1200 is unable to 
handle this much I/O and is out 

of module space!

1769-L32E - $2,704

Versamax Micro is unable to 
handle this much I/O and is out 

of module space!

Digital I/O EZIO-8DCI - 2@$38 
EZIO-8DCO - 2@$38

1769-IQ16 - $227 
1769-OV16 - $273

Analog I/O 
(12 bit resolution)

EZIO-8ANI - $99 
EZIO-8ANO - $99

1769-IF8 - $742 
1769-OF8 - $1391 
(14 bit resolution)

AC I/O EZIO-8ACI - $29 
EZIO-8ACO - $29

1769-IA8I - $242 
1769-OA8 - $268

Counter EZIO-HSCM - $99 1769-HSC - $850

Ethernet Embedded in base

Misc. 1769-ECL - $41
1769-PB4 - $427

Total Price: $756 $6,646

16 Digital In / 8 Digital Out; 4 Analog In / 4 Analog Out - DC Power (32 I/O System)
EZAutomation

EZPLC
DirectLOGIC

DL06
Allen-Bradley

MicroLogix 1200 
Allen-Bradley

CompactLogix 5320
Versamax

Micro

Base EZPLC-D-32 - $111 D0-06DD2-D - $199 1762-L40BXB - $649 1769-L20 - $830 IC200UDD110 - $291 

Digital I/O EZIO-8DCI - 2@$38 
EZIO-8DCO - $19 1762-IF2OF2 - $294 1769-IQ16 - $227 

1769-OV16 - $273

Analog I/O EZIO-4ANI4ANO - $99 F0-2AD2DA-2 - 2@$149 1762-IF2OF2 - $294 1769-IF4XOF2 - $556 
1769-OF2 - $464 IC200EX626 - 2 @ $258 

Misc. 1769-ECR - $31
1769-PB2 - $258

Total Price: $305 $497 $1,237 $2,639 $807 

You can get 9 EZPLCs for the price of 1 CompactLogix 5320
 to handle just 56 I/O!
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4 Digital In / 4 Digital Out; 8 AC In / 8 AC Out with High Speed Counter 
and DeviceNet - AC Power  (24 I/O System + Counter & DeviceNet)
EZAutomation

EZPLC
DirectLOGIC

DL06
Allen-Bradley

MicroLogix 1200 
Allen-Bradley

CompactLogix 5320
Versamax

Micro

Base EZPLC-A-32 - $129 D0-06AA - $259 1762-L24BWA - $391 1769-L20 - $830

NO DEVICENET!

Digital I/O EZIO-4DCI4DCO - $19 D0-10ND3 (DC In) - $42 1762-OB8 - $144 1769-IQ16 - $227
1769-OB16 - $299

AC I/O EZIO-8ACI - $29 
EZIO-8ACO -$29 DC-10TD1 (DC Out) - $49 1762-IA8 - $139 

1762-OA8 - $180
1769-IA8 - $242
1769-OA8 - $268 

Counter EZIO-HSCM1 - $99 H0-CTRIO - $189 Embedded @ 20 KHz 1769-HSC - $850

DeviceNet EZIO-DEVICENET - $99 D0-DEVNETS - $79 1761-NET-DNI - $256 1769-ADN - $510

Misc. 1769-ECR - $31
1769-PA4 - $427

Total Price: $404  $618 $1,110 $3,684

16 Digital In / 12 Digital Out; 8 AC In / 4 AC Out;  8 Analog In / 8 Analog Out with High 
Speed Counter - DC Power (56 I/O + Counter)

EZAutomation
EZPLC

DirectLOGIC
DL06

Allen-Bradley
MicroLogix 1200 

Allen-Bradley
CompactLogix 5320

Versamax
Micro

Base EZPLC-D-64 - $170

DL06 is unable to handle this 
much I/O and is out of module 

space!

MicroLogix 1200 is unable to 
handle this much I/O and is out 

of module space!

1769-L20 - $830

Versamax Micro is unable to 
handle this much I/O and is out 

of module space!

Digital I/O EZIO-8DCI - 2@$19 
EZIO-8DCO - 2@$19 

1769-IQ16 - $227 
1769-OB16 - $299 
1769-PB2 - $258

Analog I/O EZIO-4ANI4ANOV - 2@$99 1769-IF8 - $742 
1769-OF8 - $1391 

AC I/O EZIO-8ACI - $29 
EZIO-8ACO - $29 

1769-IA8 - $242 
1769-OA8 - $268

Counter EZIO-HSCM1 - $99 1769-HSC - $850

Misc. 1769-ECR - $31

Total Price: $581 $5,307

8 Digital In; 4 AC In / 4 AC Out; 4 Relay Out; 
4 Analog In / 4 Analog Out - AC Power (28 I/O System)

EZAutomation
EZPLC

DirectLOGIC
DL06

Allen-Bradley
MicroLogix 1200 

Allen-Bradley
CompactLogix 5320

Versamax
Micro

Base EZPLC-A-32 - $129 D0-06AA - $259  1762-L24AWA - $464 1769-L20 - $830 IC200UAR028 - $362 

Digital I/O EZIO-8DCI - $19 1762-IQ8 - $134 1769-IQ16 - $227 IC200UEX209 - $291 

Analog I/O EZIO-4ANI4ANO - $99 F0-2AD2DA-2 - 2@$149 1762-IF2OF2 - $294 
1762-IF2OF2 - $294

1769-IF4 - $464 
1769-OF2 - 2@$464 IC200UEX636 - 2@$278  

AC I/O EZIO-4ACI4ACO - $29 F0-08NAT - $47 1762-IA8 - $139 
1762-OA8 - $180

1769-IA8  - $242 
1769-OA8 - $268

Relay Out EZIO-4IORLO - $34 NO RELAY OUT Embedded in base 1769-OW8 - $201

Misc. 1769-ECR - $31 
1769-PA2 - $258

Total Price: $310 $604 $1,505 $3,449 $1,209 

Head to Head System Comparison

HALT/HASS certified PLC 
with EZ Software, 

30-day Guarantee @ 
1/2 to 1/8th the price!
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EZMarquee is Even EZier to Use with EZPLC

EZPLC has an RS422/485 port and an Ethernet port that can be 
connected to the corresponding port on the EZMarquee. 

In addition, message programming and storage is much EZier as 
EZPLC has been designed from ground up to easily communicate  
with marquees.

EZPLC has a “send Marquee Message” instruction that allows messages 
to be easily programmed and stored in the EZPLC.
NO need to generate ASCII Strings, it’s AUTOMATIC!

1 Use EZPLC’s 
“Send to Marquee” 
instruction to initiate 
communication with 
EZMarquee.

2 Configure 
your 
message’s 
source tag 
and status 
tag.

3 Control your 
message 
attributes 
without ever 
having to worry 
about ASCII 
format

Type in your message along with 
it’s attributes like character size, 
color, and effects like scrolling or 
blinking. Preview the message to 
edit any changes. 
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Modularity Reduces Part Numbers and Costs
16 AC In/8 AC Out

1762-L40AWA - $690
24 AC In/16 Relay Out

1762-0A8 - $180
8-pt. AC Out

EZPLC-A-32
$129
32 I/O Base

16 DC In/8 DC Out

1762-L40BWA - $664
24 DC In/16 Relay Out

1762-0B8 - $144
8-pt. DC Out EZPLC-A-32

$129
32 I/O Base

EZIO-8ACI 
$29
8 AC In

EZIO-8ACO 
$29
8 AC Out

16 DC In/12 AC Out

1762-L40BWA - $664
24 DC In/16 Relay Out

EZPLC-A-32
$129
32 I/O Base

16 DC In, 4 AC In/8 DC Out, 4 AC Out

1762-L40BWA
$664
24 DC In/16 Relay Out

1762-IA8
$180
8-pt. AC In

EZPLC-A-32
$129
32 I/O Base

THEIRS EZPLC

1762-OA8 - $180
8-pt. AC Out

1762-OA8 - $180
8-pt. AC Out

1762-OB8
$144
8-pt. DC Out

1762-OA8
$180
8-pt. AC Out

EZIO-8ACI - $29
8 AC In

EZIO-8DCI
$19
8 DC In

EZIO-8DCI
$19
8 DC In

EZIO-8DCO
$19
8 DC Out

EZIO-8DCI
$19
8 DC In

EZIO-8DCI
$19
8 DC In

EZIO-8ACO - $29
8 AC Out

EZIO-8ACO - $29
8 AC Out

EZIO-8DCI
$19
8 DC In

EZIO-8DCI
$19
8 DC In

EZIO-8DCO
$19
8 DC Out

EZIO-4ACI4ACO 
$29
4 AC In, 4 AC Out

Reduce parts inventory from 37% to 75%!

$1168
Total

$844
Total

$788
Total

$870
Total $216

Total

$186
Total

$225
Total

$215
Total

THEIRS EZPLC

THEIRS EZPLC

THEIRS EZPLC
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Powerful Ladder Logic Instructions  EZ PLC TM

SORRY! We don’t have the 229 instructions of DL06 or 225 instructions of D2-
260, but our 55 EZPLC instructions are more than adequate, and for some, less 
confusing, to do the job while saving you major $$! 

You be the judge!

Advanced Instructions:

The EZPLC supports 32-bit floating point mathematical and 
logical operations. The data options allow you to use signed 
or unsigned integer data as well as floating point data type.

This instruction is meant to make ladder programming EZ 
and flexible. You can copy the data in one register, convert 
its data type and save it into another register without 
altering the ‘source’ register. The data can be converted 
from binary to BCD or grey code or vice versa.

This instruction adds convenience to handling data inside 
the ladder program. You can move blocks of memory. All 
you need to specify is starting point of your source address, 
number of data elements to move and starting point of 
destination memory address. Along with Move Block, Fill 
Block and Move table of Constants also make life of a 
programmer much simpler.

These instructions operate on ASCII string data type. You 
can Move string data between registers, base rung power 
flow upon string comparison and compute string length to 
store the length value in a different register.

Capability to use subroutines is a huge plus in EZPLC 
programming. For large and complex programs, user can 
define many subroutines and use them in the main ladder 
program. These subroutines can be called from the main 
logic. Return instruction allows user to return to the main 
logic at any step. 

This is a time or event based sequencer that updates up to 
16 outputs per step, up to 16 steps. Time base of each count 
is user defined and each step has its own counter. User can 
define an event to trigger the count. The rung power flow is 
allowed after completion of all the steps in a drum.

Now you don’t have to spend days to send signals to 
your marquee. Send to marquee instruction allows you 
to communicate to the marquee via ASCII strings. A 
unique message number is assigned to each message 
in the message database. This instruction looks up the 
message number, corresponding to the intended message 
to be displayed and sends it to the marquee. User can 
define actions if a message number cannot be found in the 
database.

This is how your EZPLC would process external events that 
require “instantaneous” response. User can write a separate 
interrupt logic routine. At the instance of an external 
event, the PLC would interrupt the main logic, execute 
this interrupt logic on a priority, and scan corresponding 
I/O. It would return to the main logic automatically after 
processing the interrupt routine. 

User can send/receive ASCII string data to/from any 
register in PLC to a predefined serial port. User can also 
define the Control address and character count of the source 
register. Similarly, user can send ASCII string data to a 
Marquee directly from the main logic.

Bit move instructions allow the user to move word data 
from a register type memory address to a bit in a discrete 
memory location and backward. 

32-bit floating point calculations

Data Conversion

Move Block

String

Subroutines

Drum Sequencer

Marquee Instructions

Interrupt Routine

ASCII Instructions

Bit Move Instructions

   EZ FREE FLOW SOFTWARE
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PLC ProgrammingEZ PLC TM

Rich Instruction Set
Relay/Boolean Instructions
- NO Contact
When the corresponding memory bit is a 1 (on) it will allows 
power flow through this element
- NC Contact
When the corresponding memory bit is a 0 (off) it will allow 
power flow through this element
- Positive Transition
When the corresponding memory bit switches from 0 (off) to 1 
(on) it will allow power flow through this element
- Negative Transition
When the corresponding memory bit switches from 1 (on) to 0 
(off) it will allow power flow through this element
- NO Coil
Sets the corresponding memory bit to 1 (on)
- NC Coil
Sets the corresponding bit to 0 (off)
- Set Coil
Sets the corresponding bit to 1 (on) and remains On even if the 
rung condition goes to false (use RESET COIL instruction to 
turn the corresponding bit Off)
- Reset Coil
Sets the corresponding bit to 0 (off) and remains off even if the 
run condition becomes false (use SET COIL instruction to turn 
the corresponding bit Off)
- NO Immediate Input
When the corresponding memory bit is a 1 (on) it will allow 
power flow through this element. The NO Immediate Input is 
updated immediately with the current memory Bit status when 
processed in the program scan
- NC Immediate Input
When the corresponding memory bit is a 0 (off) it will allow 
power flow through this element. The NC Immediate input is 
updated immediately with the current memory Bit status when 
processed in the program scan
- NO Immediate Output
Sets the corresponding memory bit to 1 (on). The NO Immedi-
ate Output Bit status is updated immediately when processed 
in the program scan 
- NC Immediate Output
Sets the corresponding memory bit to 0 (off). The NC Immedi-
ate Output Bit status is updated immediately when processed 
in the program scan

Compare Instructions
- Equal to
Allows power flow through this element if the data value of 
“Opr1” register is Equal to “Opr2” register
- Not Equal to
Allows power flow through this element if the data value of 
“Opr1” register is NOT Equal to “Opr2” register
- Greater than
Allows power flow through this element if the data value of 
“Opr1” register is Greater Than “Opr2” register
- Less than
Allows power flow through this element if the data value of 
“Opr1” register is Less Than “Opr2” register
- Greater than or Equal to
Allows power flow through this element if the data value of 
“Opr1” register is Greater Than or Equal to “Opr2” register
- Less than or Equal to
Allows power flow through this element if the data value of 
“Opr1” register is Less Than or Equal to “Opr2” register
- Limit
Allows power flow through this element if the data value of 
“Input” register is within the data values of “High Limit” and 
“low Limit” registers

Math Instructions
- Add
Adds two data values in “Opr1” and “Opr2” registers and 
stores the result in “Result” register
- Subtract
Subtracts “Opr2” register data value from “Opr1” register data 
value and stores the result in “Result” register

- Multiply
Multiplies two data values in “Opr1” and “Opr2” registers and 
stores the result in “Result” register
- Divide
Divides “Opr1” register data value by “Opr2” register data 
value and stores the result in “Result” register
- Modulo
Divides “Opr1” register data value by “Opr2” register data 
value and stores only the remainder in “Result” register
- Absolute
Converts a negative data value from “Opr1” register to a posi-
tive value and stores it in “Result” register
- Conversion
Copies the data value of “Opr” register, converts it into “Re-
sult” registers data type, and stores the data value in “Result” 
register
- Binary Conversion
Converts the data value of “Source” register in Binary, BCD, 
or GRAY code to the data value of “Result” register in Binary, 
BCD or GRAY Code

Bitwise Instructions
- AND
Performs a bitwise AND operation between the data values 
of two registers “Opr1” and “Opr2”. The result is stored in 
“Result” register
- OR
Performs a bitwise OR operation between the data values 
of two registers “Opr1” and “Opr2”. The result is stored in 
“Result” register
- XOR
Performs a bitwise XOR operation between the data values 
of two registers “Opr1” and “Opr2”. The result is stored in 
“Result” register
- NOT
Performs a bitwise NOT operation on the data value of 
“Source” register and stores the result in “Destination” register
- Shift Left
Performs a logical Shift Left on the data value of “Opr1” reg-
ister by the data value of “Opr2” register and stores the result 
in “Result” register
- Shift Right
Performs a logical Shift Right on the data value of “Opr1” 
register by the data value of “Opr2” register and stores the 
result in “Result” register
- Rotate Left
Performs a logical Rotate Left on the data value of “Opr1” 
register by the data value of “Opr2” register and stores the 
result in “Result” register
- Rotate Right
Performs a logical Rotate Right on the data value of “Opr1” 
register by the value of “Opr2” register and stores the result in 
“Result” register

Move Instructions
- Move Data
Moves data value of “Source” register to “Destination” 
register
- Bit Move
Moves either words to bits or bits to words with user-speci-
fied length for the number of words to move. Maximum of 16 
words can be moved at a time
- Move Block
Moves a block of memory area. “Source” register defines the 
starting area of memory address/register to Move from and 
“Destination” register defines the starting area of memory 
address/register to move to. The number of elements to move 
is user defined
- Block Fill
Fills a block of memory area. “Source” register defines the 
data value to Fill with and “Destination” register defines the 
starting area of memory address/register to Fill to. The number 
of elements to move is user defined. The number of elements 
to Fill is user defined
- Move Table of Constants
Loads a table of user defined constants to a consecutive memo-
ry/register locations with the starting memory address/register 
location defined by “Destination” register

Timer/Counter Instructions
- Timer
This instruction starts timing when called and once it reaches 
the preset value as defined by the data value of “Timer Preset 
Value” register, it will stop timing and will allow power flow 
through the element
- Counter
This instruction starts counting either Up or Down by the 
increments of one until the counter reaches the data value of 
“Counter Preset Value” register. The Counter will then allow 
power flow through the element

Program Control Instructions
-  Jump
Skips the rung containing Jump instruction (after execution 
of the rung) to a rung with the label specified in the JUMP 
instruction and continues executing the program thereafter
- For Loop
Executes the logic between the FOR Loop and NEXT instruc-
tions by the data value of “Loop Count” register
- Next Statement
Specifies the return/end point for the FOR Loop instruction
- Call Subroutine
Calls a Subroutine specified by the label in CALL Subroutine 
instruction and is terminated by the RETURN instruction
- Return
Terminates a subroutine and returns back to the main logic  

String Instructions
- String Move
Moves the data value (string type) of “Source” register to 
“Destination” register by the number of characters specified 
by the user
- String Compare
Allows power flow through this element if the data value 
(string type) of “Source1” register is Equal to “Source2” 
register by the number of characters specified
- String Length
Computes the length of a null-terminated “String” register 
(string type) and stores the result in “Save Length in” register

Communication Instructions
- Open Port
Opens the serial port for communication using the parameters 
specified by the user
- Send to Serial Port
Send an ASCII string data from “Source” register to the se-
rial port with control and character count from user defined 
“Control Address” and “Character Count Address” registers 
respectively
- Receive From Serial Port
Receives an ASCII string data from serial port to “Source” 
register with control and character count from user defined 
“Control Address” and “Character Count Address” registers 
respectively
- Close Port
Closes the serial port opened for communication
- Send to Marquee
Sends ASCII instructions for marquee communication. The 
message to be displayed on a marquee is selected by the data 
value of “Message Number” register which looks up the 
message number for a corresponding message from the central 
message database. If message number is not found in the mes-
sage database, user selected action for unmatched messages 
is done.

Miscellaneous Instructions
- Drum
Time and/or Event driven drum type sequencer with up to 16 
steps and 16 discrete outputs per step. The outputs are updated 
during each step. Counts have a specified time base (1MSec 
to 1 Sec) and every step has its own counter along with an 
event to trigger the count. After the time expires for one step, it 
transitions to the next step and completes up to 16 steps total. 
After the completion of all the steps this element allows power 
flow through it
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Type Description of Operation

Polled

EZPLC DeviceNet communications card when configured for polled I/O will 
allow “output” data to be received from a master controller in the sequence 
pre-determined by a master controller. The polling rate of a network 
depends on the total number of nodes present on a network, baud rate, size 
of messages exchanged on the network, and the internal settings (timing) 
of a master controller. Polled DeviceNet I/O data can either be unicast or 
multicast.

Network Size Up to 64 Nodes

Network Length

Selectable end-to-end network 
distance varies with speed.
125 Kbps 500 m (1,640 ft)
250 Kbps 250 m (820 ft)
500 Kbps 100 m (328 ft) 

Data Packets 0-128 words produced and 
consumed

System Features Selectable end-to-end network 
distance varies with speed.

EZPLC-DEVICENET
$79

EZPLC-PROFIBUS
$129

DeviceNet
EZPLC-Devicenet option card can be installed 
on the back side of EZPLC’s motherboard as 
described fully in the user manual. This option 
card ships with a standard 5 pin DeviceNet 
connector as shown to the right. 

This option card allows EZPLC to become 
a slave node on a DeviceNet network. 256 
bytes of data can be exchanged between the 
DeviceNet master  and EZPLC in a predefined 
group to master/slave communication 
mode.. 

DeviceNet and Profibus Option Cards

Profibus
EZPLC-Profibus option card can be installed 
on the back side of EZPLC’s motherboard as 
described fully in the user manual. This gives 
EZPLC the ability to link with the Profibus 
master controller. This communication interface 
provides the ability to transfer 244 bytes of data 
between a Profibus master and EZPLC. The 
Profibus communication interface has an auto-
detect feature for the baud rate of the Profibus 
network.

The option card has a Profibus approved standard 
9-pin D-sub female connector. You can plug any 
Profibus certified 9-pin male D-sub connector, 
such as ERNI 103658 or 103659, into this option 
card. Recommended cables are Belden 3079A or 
Siemens 6XV1 830 0AH10. Maximum network 
length depends on the frequency at which your 
Profibus network is operating. The EZPLC-
Profibus option card can operate from 9.6 Kbps 
to 12Mbps as selected through the EZPLC 
programming software.

5 V+ (24V)

4 CAN H
3 Drain
2 CAN L

1 V-
Connect 120 Ohms 
between pins 2 and 4

EZPLC Accessories
Part Number Description Price

EZPLC-EDIT EZPLC Programming Software $49

EZPLC-M Hardware User Manual for EZPLC CPU and Base $30
EZIO-M Hardware User Manual for EZI/O Modules $25
EZPLC-CM Hardware User Manual for DeviceNet, Profibus and Ethernet options $25
EZPLC-BAT EZPLC Replacement Battery $20
EZP-PGMCBL Programming Cable $20
EZIO-DUMMY Dummy Module for Open Slots $5
EZIO-TERM11 11 Pin Removable 3.5mm Phoenix Terminal Block $5
EZPLC-TERM5 5 Pin Removable 3.5mm Phoenix Terminal Block $4
EZPLC-DNTERM5 DeviceNet 5 Pin Field Terminal Block $8
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Switch Settings, Status Indicators and Connections

Optional Ethernet 
connectivity on 
Enhanced model

Insert I/O Modules
Snapped into the two 
slots  

DeviceNet, Profibus 
Optional Port

3V Battery 
Included

Remove I/O Modules
Removed from the slots by 
pressing the two clips on the 
side of the module.

110 VAC or 
24 VDC Power 
Input

RS422/485
ASCII Port
Used to 
send ASCII 
instructions to 
other devices

RS232 
Programming Port 
Used to program 
PLC or TextPanel

Port for I/O Module

SW1
PLC 
LED

RUN 
LED Connection

1 On Off RS232 port to PLC

0 Off On
RS232 port disconnected 
(Set SW2 to 0 and this port will get 
disconnected when SW1 is 0)

SW3 SW4

Tri-
Color 
LED Operation

1 0 Green Run
0 1 Red Program
1 1 Amber Run/Program
0 0 Off No Operation

SD-
SD+
RD+
RD-

Pin # Function
2 TXD
3 RXD
5 Logic GND

Rest NC

RS232 Programming Port 
Enable Switch Set up 

PLC Run/Program Set up

Back side of 
EZI/O module

Caution: Do not use AC output module in the bottom left slot due to height of the battery. 
Analog IN/OUT module can be used only on the first 4 slots. Other analog modules or 
High Speed counter module can be used only in the first ten slots.

Open = OFF = 0
Closed = ON = 1

Power LED
CPU LED
Low Battery LED
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EZPLC Model Specifications
Part Number EZPLC-A-32 - Standard $129

EZPLC-A-32E - Ethernet $228
EZPLC-D-32 - Standard $111
EZPLC-D-32E - Ethernet $210

EZPLC-A-48 - Standard $168
EZPLC-A-48E - Ethernet $267
EZPLC-D-48 - Standard $150
EZPLC-D-48E - Ethernet $249

EZPLC-A-64 - Standard $188
EZPLC-A-64E - Ethernet $287
EZPLC-D-64 - Standard $170
EZPLC-D-64E - Ethernet $269

EZPLC-A-96 - Standard $219
EZPLC-A-96E - Ethernet $318
EZPLC-D-96 - Standard $190
EZPLC-D-96E - Ethernet $289

Specifications EZPLC models with “E” suffix are built with 10/100 Base-T Ethernet with a standard RJ45 connector

4 Slot EZPLC AC 
Powered

4 Slot EZPLC DC 
Powered

6 Slot EZPLC  AC 
Powered

6 Slot EZPLC  DC 
Powered

8 Slot EZPLC  AC 
Powered

8 Slot EZPLC  DC 
Powered

12 Slot EZPLC  AC 
Powered

12 Slot EZPLC  DC 
Powered

Input Voltage Range 110 VAC 
(95-125VAC)

24VDC 
(20-28VDC)

110 VAC 
(95-125VAC)

24VDC 
(20-28VDC)

110 VAC 
(95-125VAC)

24VDC 
(20-28VDC)

110 VAC 
(95-125VAC)

24VDC 
(20-28VDC)

Maximum I/O 
Capacity 4 Slot Base (32I/O Max) 6 Slot Base (48I/O Max) 8 Slot Base (64I/O Max) 12 Slot Base (96I/O Max)

Power Supply 
Capacity 3.3V @ 1 Amp

CPU & Support 
Electronics Power 300mA

I/O Module Power  
(typical) 25mA

DeviceNet/Profibus 
Interface Power 

DeviceNet 50mA
Profibus 100mA

Maximum Power
Consumption 10 watts 11 watts 12 watts 15 watts

CPU Processor 32 Bit, 40 MHz RISC Processor

Total Memory 
Available 64 KB (Ladder)

Total Number of 
Registers 8192 16Bit

Typical Scan Time 3ms (1K Boolean)

Real Time Clock/
Calendar Built-in

Built-In Battery 
Backup Yes, Lithium coin cell battery with 5 year life expectancy, with a low battery indicator

LED Indicators Input Power, CPU Status (Run, Program & Run/Program) , Low Battery and RS232 Programming Port active indicators

I/O Supported EZI/O Snap-in modules with status LEDs and Removable Terminal Block
DC / AC / Analog / Relay / Thermocouple / High Speed Counter / DeviceNet / Profibus

Operating 
Temperature  -10C to 60C

Storage 
Temperature  -20C to 70C

Humidity 10-95% Non-Condensing

Electrical Noise Nema ICS 2-230 Showering arc; ANSI C37.90a SWC; Level C Chattering Relay Test (pending)

Agency Approval UL, CUL, CE (pending)

Withstand Voltage 1000VDC (1 minute) between power supply input terminal and protective ground)

Insulation 
Resistance Over 20M Ohm between power supply input and terminal and protective ground

Vibration 5 to 55Hz 2G’s for 2 hours in X,Y,and Z axis

Shock 10G for under 12ms in the X,Y, and Z axis

Protocols 
Supported

ASCII In/Out on RS422/485 port; EZ Protocol on Ethernet and RS232 port
DeviceNet Slave option card (EZPLC-DeviceNet), and Profibus Slave option card (EZPLC-Profibus)

Communication 
Ports

Standard Model: Port 1: RS232 (Programming and HMI Port Only with EZ Protocol)
Port 2: RS422 (1.2K, 2.4K, 4.8K, 9.6K, 19.2K, and 38.4K Baud Rates supported) ASCII In/Out

Ethernet Model: Port 1: RS232 (Programming and HMI Port Only with EZ Protocol)
Port 2: RS422 (1.2K, 2.4K, 4.8K, 9.6K, 19.2K, and 38.4K Baud Rates supported) ASCII In/Out

Port 3: Ethernet TCP/IP with EZ Protocol for programming or interface to an HMI

External 
Dimensions

5.75” x 4.868” x 3.124”   
(146.05 x 123.65 x 79.356mm)

8.35” x 4.868” x 3.124”   
(212.09 x 123.65 x 79.356mm)

9.21” x 5.818” x 3.124”   
(233.93 x 147.78 x 79.356mm)

14.908” x 5.173” x 3.124”   
(378.65 x 131.4 x 79.356mm)

EZPLC Selection Guide and Specifications
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EZPLC-X-32 SpecificationsEZ PLC TM

Model Number Interface Price Del.

EZPLC-A-32
AC Model – 32 I/O Base 
comes with RS232 port 1 and RS422/485 port 2, and a Male con-
nector for plugging in DeviceNet or Profibus option cards

$129 STK

EZPLC-A-32E
AC Model – 32 I/O Enhanced Ethernet Base
comes with RS232 port 1, RS422/485 port 2, Ethernet port 3 and a 
Male connector for plugging in DeviceNet or Profibus option cards

$228 3DAY

EZPLC-D-32
DC Power – 32 I/O Base 
comes with RS232 port 1 and RS422/485 port 2, and a Male con-
nector for plugging in DeviceNet or Profibus option cards

$111 STK

EZPLC-D-32E
DC Power – 32 I/O Enhanced Ethernet Base
comes with RS232 port 1, RS422/485 port 2, Ethernet port 3 and a 
Male connector for plugging in DeviceNet or Profibus option cards

$210 3DAY

MODULES NOT INCLUDED WITH BASE

No limitation on I/O module location except:
Bottom left module cannot be AC output module
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EZPLC-X-48 SpecificationsEZ PLC TM

MODULES NOT INCLUDED WITH BASE
Model Number Interface Price Del.

EZPLC-A-48
AC Model – 48 I/O Base 
comes with RS232 port 1 and RS422/485 port 2, and a Male connector for 
plugging in DeviceNet or Profibus option cards

$168 STK

EZPLC-A-48E
AC Model – 48 I/O Enhanced Ethernet Base
comes with RS232 port 1, RS422/485 port 2, Ethernet port 3 and a Male con-
nector for plugging in DeviceNet or Profibus option cards

$267 3DAY

EZPLC-D-48
DC Power – 48 I/O Base 
comes with RS232 port 1 and RS422/485 port 2, and a Male connector for 
plugging in DeviceNet or Profibus option cards

$150 STK

EZPLC-D-48E
DC Power – 48 I/O Enhanced Ethernet Base
comes with RS232 port 1, RS422/485 port 2, Ethernet port 3 and a Male con-
nector for plugging in DeviceNet or Profibus option cards

$249 3DAY

No limitation on I/O module location except:
1) Bottom left module cannot be AC output module
2) Analog input and output combination module can be configured only in the first 4 slots
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EZPLC-X-64 SpecificationsEZ PLC TM

MODULES NOT INCLUDED WITH BASE
Model Number Interface Price Del.

EZPLC-A-64
AC Model – 64 I/O Base 
comes with RS232 port 1 and RS422/485 port 2, and a Male connector for 
plugging in DeviceNet or Profibus option cards

$188 STK

EZPLC-A-64E
AC Model – 64 I/O Enhanced Ethernet Base
comes with RS232 port 1, RS422/485 port 2, Ethernet port 3 and a Male con-
nector for plugging in DeviceNet or Profibus option cards

$287 3DAY

EZPLC-D-64
DC Power – 64 I/O Base 
comes with RS232 port 1 and RS422/485 port 2, and a Male connector for 
plugging in DeviceNet or Profibus option cards

$170 STK

EZPLC-D-64E
DC Power – 64 I/O Enhanced Ethernet Base
comes with RS232 port 1, RS422/485 port 2, Ethernet port 3 and a Male con-
nector for plugging in DeviceNet or Profibus option cards

$269 3DAY

No limitation on I/O module location except:
1) Bottom left module cannot be AC output module
2) Analog input and output combination module can be configured only in the first 4 slots
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EZPLC-X-96 SpecificationsEZ PLC TM

MODULES NOT INCLUDED WITH BASE

Model Number Interface Price Del.

EZPLC-A-96
AC Model – 96 I/O Base 
comes with RS232 port 1 and RS422/485 port 2, and a Male connector for 
plugging in DeviceNet or Profibus option cards

$219 3DAY

EZPLC-A-96E
AC Model – 96 I/O Enhanced Ethernet Base
comes with RS232 port 1, RS422/485 port 2, Ethernet port 3 and a Male con-
nector for plugging in DeviceNet or Profibus option cards

$318 3DAY

EZPLC-D-96
DC Power – 96 I/O Base 
comes with RS232 port 1 and RS422/485 port 2, and a Male connector for 
plugging in DeviceNet or Profibus option cards

$190 3DAY

EZPLC-D-96E
DC Power – 96 I/O Enhanced Ethernet Base
comes with RS232 port 1, RS422/485 port 2, Ethernet port 3 and a Male con-
nector for plugging in DeviceNet or Profibus option cards

$289 3DAY

No limitation on I/O module location except:
1) Bottom left module cannot be AC output module
2) Analog input and output combination module can be configured only in the first 4 slots
3) Analog I/O modules can be configured only in the first 10 slots
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The Most SENSIBLE Real World 
I/O for All EZAutomation PLCsEZ I/O TM

$19

Extremely 
Flexible DC In/DC 

Out Modules

$99
First Sensible 

Analog I/O

What is EZI/O?
It is a newly developed real world I/O. 
It was designed by a group of engineers 
with over 200 years of collective 
experience in designing automation 
products and systems. It is an 8 point 
small footprint yet extremely powerful, 
modular and flexible I/O.  

What does it have?
• All digital I/O optically isolated
• 8 point real world inputs or outputs
• Digital or 12 bit Analog
• Thermocouple Inputs
• 24 bit High Speed Counter and PLS

• 2 60 KHz Quadrature inputs and 2 PLS 
outputs for each encoder with 100µs response 
time
• 1 100 KHz Quadrature input with 4 PLS 
outputs, 100µs response time

• Interrupt Modules for a total of 40µs 
throughput

• DC outputs 24VDC @ 0.5 Amp short 
circuit proof

• AC outputs 120 VAC @ 1 Amp
• Relay outputs 200V @ 1 Amp
• Analog modules 0-5V @ 2 Amps, 0-

10V, 0-20mA, 4-20mA, 12 bit
• Only occupies 2 x 2 x 1” space
• LED status indicators for all digital 

I/O
• EZ to wire Phoenix Plug-in terminal 

blocks
• I/O Modules that snap onto the base
• 4 In / 4 Out Wide variety of “Mix-n-

Match I/O Modules 

Where does it make sense?
EZI/O is used with our EZPLCs, 
EZTouchPLCs and EZTextPLCs. This 
is simply the best I/O on the market 
today. If you need a lot of Analog 
I/O, you will save hundreds or even 
thousands of dollars using EZI/O. This 
I/O also has lots of potential as simply 
Remote I/O interfacing to DeviceNet, 
Profibus and Ethernet. And it will 
continue to expand every quarter!!

$99

First Sensible High 
Speed Counter and 
PLS Module 100 KHz, 

100µs PLS
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You Will Demand a Lot More From Your Current 
Supplier After You Look at These Features

Here is what you get for $19
• 8 24 VDC sourcing outputs
• 2500 VDC optical isolation
• Each output rated at 0.5 Amp
• Total module current 1.0 Amp
• All outputs short circuit proof
• Snap-in module
• LED status indicator for each output
• 11 Point-Phoenix removable terminal blocks
• 2 x 2 x 1” compactness

Here is what you get for $29
• 4 110 VAC Inputs
• 4 110 VAC Outputs
• 2500 VDC Optical Isolation
• Outputs rated at 1.0 amp each
• Snap-in module
• LED status indicator for each output
• 11 Point-Phoenix removable terminal blocks
• 2 x 2 x 1” compactness
• Base Power Consumption 20mA @ 3.3V maximum

Here is what you get for $99
• 4 Analog Inputs 0-5 VDC, 0-10 VDC
• 4 Analog Outputs
• 2500 VDC optical isolation
• 12 bit resolution
• Snap-in module
• 11 Point-Phoenix removable terminal blocks
• 2 x 2 x 1” compactness
• Input stability +/- 1 count
• Gain Error +/- 2 counts
• Linearity end to end +/- 2 counts
• Maximum inaccuracy 0.4% @ 60°C
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We Looked at Every Detail!

Snap-In I/O Module
EZI/O modules are designed with one thing 
in mind - modularity! Each and every EZI/O 
module can be utilized with EZPLC, 
EZTouchPLC, and EZTextPLC for a truly 
modular I/O.

I/O Status LED 
Indicators
LED indicator lights on 
every channel to help 
troubleshoot and debug 
field wiring.

Wiring Duct for Routing 
Field Wires
Every EZI/O module has a wiring duct 
for routing field wiring in neat bundles.

Male Header to Plug in  an 11 Point 
Phoenix, Removable Terminal Block
EZI/O modules come with male headers to 
accommodate 11 point removable Phoenix 
terminal blocks (UL rated for 300V 10 amp 
14AWG) for ease of wiring.

EZ I/O TM

No Power Budgeting 
Required, Period!
All EZ Family PLCs are 
designed to handle any 
combination of EZI/O 
modules without any 
need for external power 
supplies. EZI/O modules 
consume only 20-40 mA 
power at 3.3V.

$19
Starting From

Up to one 14 Gauge 
Up to two 18 Gauge
Up to four 22 Gauge 

Wires in One Terminal

Mix-N-Match
AC and DC, input and outputs are 
mixed-n-matched to provide maximum 
flexibility.

Extremely Compact 
2 x 2 x 1 inch

EZI/O Manual and Accessories
Part Description Price
EZIO-M Hardware Manual for EZIO Modules. Note: EZIO Modules are shipped without User Manual. Sold separately $15
EZIO-DUMMY Dummy Module for EZPLC, EZTouchPLC, and EZTextPLC Open Slots $5
EZIO-TERM11 11 Pin Removable 3.5mm Phoenix Terminal Block for EZIO Modules $5
EZIO-SCDRV Pack of 2 (2.5mm blade) Screwdrivers $5
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8 Point DC Output Module - Head to Head

Features
EZI/O

EZP-8DCOP
DL05/06
D0-10TD2

MicroLogix 1200
1762-ob8

MicroLogix 1500
1769-ob8

Total Outputs 8 (24 VDC) 10 (24 VDC) 8 (24 VDC) 8 (24 VDC)

Short Circuit Proofing Yes No No No

Removable Terminal Block Yes Yes No No

Optical Isolation Yes Yes Yes Yes

Max Output Current/Point 0.5 Amp 0.3 Amp 0.5 Amp 2.0 Amp

Max Module 
Output Current 1.0 1.5 Amp 4.0 Amp 8.0 Amp

Status Indicator 8 LEDs (1 per output point adjacent to 
output terminal) Only 1 for Module Activity 8 LEDs 8 I/O diagnostic LEDs

Base Power Consumption 40mA 150mA Max 115 mA @ 5 VDC (0.575W) 145 mA at 5 VDC(0.725W)

Price $19 $49 $144 $237

Head to Head ComparisonsEZ I/O TM

4 Point Thermocouple Input  Module - Head to Head

Features
EZI/O

EZIO-4THI
DL05/06
F0-04THM

MicroLogix 1200
1762-IT4

MicroLogix 1500

Number of Channels 4 Channel 4 Differential 4 input channels plus a CJC sensor 6 Input Channels with 2 CJC sensors

Absolute Max Rating Full protected up to ± 50 VDC Full protected up to ± 50 VDC ± 35 VDC continuous ± 30 VDC

Base Power Consumption 10mA @ 3.3 VDC 30mA @ 5 VDC 40mA @ 5 VDC 100 mA @ 5 VDC

Linearity Error End to End  ± 1°C  ± 1°C N/A N/A

Maximum Inaccuracy 
excluding Thermocouple 
Error

± 2°C  ± 3°C ±7.5°C for Ktype ±7.5°C for K type

Types of Thermocouples J, K, S, T J, E, K, R, S, T, B, N, C Type input 
ranges J, N, T, K, E, S, R, C, B J, N, T, K, E, S, R, C, and B Type

Cold Junction 
Compensation Automatic Automatic Automatic Automatic

Price $139 $199 $412 $970

4 Analog In 4 Analog Out Module - Head to Head

Features
EZI/O

EZIO-4ANI4ANOV
DL05/06

F0-2AD2AD-2
MicroLogix 1200

1762-if20f2
GE Versamax Micro

IC200UEX626

Total Analog I/O 4 Analog In/4 Analog Out 2 Analog In/2 Analog Out 2 differential inputs/2 single ended 
outputs 4 Analog In 2 Analog Out

Removable Terminal Block Yes Yes Yes Yes

Input Range 0 to 5VDC; 0-10VDC 0 to 5VDC; 0-10VDC Voltage: 0-10V -10V to +10V 

Input Resolution 12 Bit 12 Bit 12 Bit 12 Bit

Input Linearity Error ± 2 counts  ± 2 counts NA ±3 LSB maximum

Output Range 0-5VDC; 0-10VDC 0-5VDC; 0-10VDC 0-10V 0-10V

Output Resolution 12 Bit 12 Bit 12 Bit 12 Bit

Maximum Inaccuracy ± 0.3% at 60°C  ± 0.6% at 60°C NA ±1 %

Price $99 $149 x 2 = $298 $294 x 2 = $588 $239 x 2 = $478



9-6 Field I/O Modules 1-877-774-EASY

EZAutomation - EZI/O

EZI/O as Remote I/O on Ethernet, 
DeviceNet and Profibus Networks

EZ I/O TM

EZI/O is an excellent choice of Field I/O for low cost I/O expansion of PLCs. All you need is Ethernet 
or DeviceNet or Profibus on the PLC network. The local processor in this configuration is also capable 
of performing local logic if you choose to do. This processor is also capable of storing 64K byte of data.

Save 50 to 200% over Terminator I/O and 
1/3rd to 1/6th the cost of AB Flex I/O and GE Versamax Remote I/O

DeviceNet
32 Point Field Remote I/O - Head to Head

Features EZI/O Terminator I/O

Base with DeviceNet EZPLC-D-32 w/ DeviceNet
$190

T1K-DEVNETS
$149

16 Inputs 24 VDC 2 of EZIO-8DCI
$38

2 of T1K-08ND3
$106

16 Outputs 0.5A @ 24 VDC 2 of EZIO-8DCOP
$38

2 of T1K-08TD2-1
$126

Price $266 $401

Profibus
32 Point Field Remote I/O - Head to Head

Features EZI/O Terminator I/O

Base with Profibus EZPLC-D-32 w/ Profibus
$240

T1H-PBC
$309

16 Inputs 24 VDC 2 of EZIO-8DCI
$38

2 of T1K-08ND3
$106

16 Outputs 0.5A @ 24 VDC 2 of EZIO-8DCOP
$38

2 of T1K-08TD2-1
$126

Price $316 $541

Ethernet
32 Point Field Remote I/O - Head to Head

Features EZI/O Terminator I/O

Base with Ethernet EZPLC-D-32E
$210

T1K-EBC
$199

16 Inputs 24 VDC 2 of EZIO-8DCI
$38

2 of T1K-08ND3
$106

16 Outputs 0.5A @ 24 VDC 2 of EZIO-8DCOP
$38

2 of T1K-08TD2-1
$126

Price $286 $431
EZPLC-D-96
Standard - $190
Ethernet - $289

with DeviceNet - $269 
with Profibus - $319SAVE TWICE AS MUCH WITH ANALOG!

EZPLC-D-64
Standard - $170
Ethernet - $269

with DeviceNet - $249 
with Profibus - $299

EZPLC-D-48
Standard - $150
Ethernet - $249

with DeviceNet - $229 
with Profibus - $279

EZPLC-D-32
Standard - $111
Ethernet - $210

with DeviceNet - $190 
with Profibus - $240

Let’s Compare some basic Digital I/O

   MOST SENSIBLE REMOTE I/O
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Removing Terminal Blocks
As EZI/O was built to withstand industrial 
environments, terminal blocks have a very 
snug fit on the module. Slip the edge of the 
screw-
driver 
under the 
terminal 
block and 
lift to pop 
off. 

Insert I/O Modules
EZI/O modules have two clips and a molex connector which snap 
into EZTouchPLC, EZTextPLC, or 
EZPLC bases. Make sure the male 
molex connector is aligned to the 
female counterpart on the base.

Remove I/O Modules
Removed from the slots by pressing the 
two clips 
inward  on 
the sides of 
the module 
to release the 
clips from the 
base. You may 
need to use 
your thumb to 
apply enough 
force.

Inserting Terminal Blocks
Eliminate rewiring your terminal 
block 
anytime 
you need 
to swap 
out a 
module. 

Wiring EZI/O Modules
Simply insert the wire and 
screw to tighten.

EZI/O Module Installation and WiringEZ I/O TM

Inserting and Removing I/O Modules

Removable Terminal Block and EZ Wiring
Wiring Duct
EZI/O modules are equipped with 
wiring trays for proper routing of 
wires.  

EZI/O Dimensions  

Back side of 
EZI/O module

Screwdriver Required
EZI/O terminal blocks require a 2.5mm blade 
screwdriver. You can purchase these screwdrivers 
from us at a price of $5.00 under part # 
EZIO-SCDRV for a pack of two.

Wiring Capabilities
UL rated at 300 volts, 10 amps 
14 AWG

Number of Wires 
Allowed in Each Terminal

1 14 AWG
2 18 AWG
4 22 AWG
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EZAutomation - EZI/O

8 pt. 24VDC  Input ModuleEZ I/O TM

EZIO-8DCI
$19

Module Specifications
Number of Inputs 8 (sink/source)
Input Voltage Range 10-28 VDC
Peak Voltage 40 VDC

Input Current 1.92 mA @ 12 VDC 
4.0 mA @ 24 VDC

Maximum Input Current 5 mA @ 28 VDC
Input Impedance 5.6k @ 10-28 VDC
ON Voltage Level > 10 VDC
OFF Voltage Level < 2 VDC
Min. ON Current 1.5 mA
Min. OFF Current 0.2 mA
OFF to ON Response 2-4 ms, typical 3 ms
ON to OFF Response 2-4 ms, typical 3 ms
Status Indicators Red LED for each input
Commons 2 points 
Fuse No Fuse
Base Power Required (3.3V) Typical 15mA (all inputs on) 
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 AWG, 
4 of 22 AWG

Pinout Information
Pin No. EZIO-8DCI

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 COM
6 Input(5)
7 Input(6)
8 Input(7)
9 Input(8)

10 COM
11 Not Connected

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

EZIO-8DCI

Delivery 
Code
STK
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8 pt. 24V DC Output 
Module (Source)

EZ I/O TM

EZIO-8DCOP
$19

Module Specifications
Number of Outputs 8 sourcing
Peak Voltage 50.0 VDC
Maximum Steady State 
Output Current

0.5A per output, 
1.0A max per module @ 50°C

Maximum Leakage Current 100µA @ 50 VDC @ 50°C 
ON Voltage Drop 2 VDC @ 0.5A 
Maximum Inrush Current 0.8A for 10ms
OFF to ON Response < 2µs
ON to OFF Response <10µs
Status Indicators Red LED for each output
+V Terminals & Commons One V+, 2 Common

Short Circuit Protection
1 Amp per module, turns off 
outputs upon short circuit 
detection

Base Power Required (3.3V) 40mA, all outputs on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 AWG, 
4 of 22 AWG

Pinout Information
Pin No. EZIO-8DCOP

1 Output(1)
2 Output(2)
3 Output(3)
4 Output(4)
5 GND
6 Output(5)
7 Output(6)
8 Output(7)
9 Output(8)

10 GND
11 Customer_Supply( +VS )

(10-28 VDC)

EZIO-8DCOP

DC OUTPUT [SOURCE]

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Delivery 
Code
STK
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EZAutomation - EZI/O

8 pt. 24VDC Output 
Sinking Module

EZ I/O TM

EZIO-8DCON
$19

Module Specifications
Number of Outputs 8 sinking
Peak Voltage 50.0 VDC
Maximum Steady State 
Output Current

0.5A per output, 
1.4A max per module @ 50°C

Maximum Leakage Current 100µA @ 50 VDC @ 50°C 
ON Voltage Drop 1.3 VDC @ 0.5A 
Maximum Inrush Current 1.0A for 10ms
OFF to ON Response < 2µs
ON to OFF Response <10µs
Status Indicators Red LED for each output
+V Terminals & Commons One V+, 2 Common

Short Circuit Protection
1.4 Amp per module, turns 
off outputs upon short circuit 
detection

Base Power Required (3.3V) 40mA, all outputs on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 AWG, 
4 of 22 AWG

Pinout Information
Pin No. EZIO-8DCON

1 Output(1)
2 Output(2)
3 Output(3)
4 Output(4)
5 GND
6 Output(5)
7 Output(6)
8 Output(7)
9 Output(8)

10 GND
11 Customer_Supply( +VS )

(10-28 VDC)

EZIO-8DCON

DC OUTPUT [SINK]

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Delivery 
Code
STK
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8 pt. 24VDC High Speed 
Input Module

EZ I/O TM

EZIO-8HSDCI
$24

Module Specifications
Number of Inputs 8 (sink/source)
Input Voltage Range 10-28 VDC
Peak Voltage 40 VDC

Input Current 1.92 mA @ 12 VDC 
4.0 mA @ 24 VDC

Maximum Input Current 5 mA @ 28 VDC
Input Impedance 5.6k @ 10-28 VDC
ON Voltage Level > 10 VDC
OFF Voltage Level < 2 VDC
Min. ON Current 1.5 mA
Min. OFF Current 0.2 mA

OFF to ON Response 0.2-0.4 ms, 
typical 0.3 ms

ON to OFF Response 0.2-0.4 ms, 
typical 0.3 ms

Status Indicators Red LED for each output
Commons 2 points 
Fuse No Fuse

Base Power Required (3.3V) Typical 15 mA (all inputs 
on) 

Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

Pinout Information
Pin No. EZIO-8HSDCI

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 COM
6 Input(5)
7 Input(6)
8 Input(7)
9 Input(8)

10 COM
11 Not Connected

EZIO-8HSDCI

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Delivery 
Code
STK
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EZAutomation - EZI/O

4 pt. 24VDC In/4 pt. 24VDC 
Out Sinking Module

EZ I/O TM

EZIO-4DCI4DCON
$19

Pinout Information
Pin No.  EZIO-4DCI4DCON

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 COM
6 Output(1)
7 Output(2)
8 Output(3)
9 Output(4)

10 GND
11 Customer_Supply( +VS )

Module Specifications
DC Power 
Supply Specs Voltage Range

DC Input Specs

Number of Inputs 4 (sink/source)
Input Voltage Range 10-28 VDC
Peak Voltage 40 VDC

Input Current 1.92 mA @ 12 VDC 
4.0 mA @ 24 VDC

Maximum Input Current 5 mA @ 28 VDC
Input Impedance 5.6k @ 10-28 VDC
ON Voltage Level > 10 VDC
OFF Voltage Level < 2 VDC
Min. ON Current 1.5 mA
Min. OFF Current 0.2 mA
OFF to ON Response 2-4 ms, typical 3 ms
ON to OFF Response 2-4 ms, typical 3 ms

Status Indicators Red LED for each 
output

Commons 1 point
Fuse No Fuse

Base Power Required (3.3V) Typical 8 mA (all 
inputs on) 

Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

DC Output 
Specs

Number of Outputs 4 sinking
Peak Voltage 50.0 VDC

Maximum Steady State 
Output Current

0.5A per output, 
1.4A max per module 
@ 50°C

Maximum Leakage Current 100µA @ 50 VDC @ 
50°C 

ON Voltage Drop 1.5 VDC @ 0.5A 
Maximum Inrush Current 1.0A for 10ms
OFF to ON Response < 2µs
ON to OFF Response <10µs

Status Indicators Red LED for each 
output

+V Terminals & Commons One V+, 1 Common

Short Circuit Protection
1.4 Amp per module, 
turns off outputs upon 
short circuit detection

Base Power Required (3.3V) 20mA, all outputs on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

(10-28 VDC)

EZIO-4DCI4DCON

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Delivery 
Code
STK
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 EZI/O
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4 pt. 24VDC In/4 pt. 24VDC Fast 
                                Input Module with Interrupt

EZ I/O TM

EZIO-4DCI4DCIF
$29

Pinout Information
Pin No. EZIO-4DCI4DCIF

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 GND
6 Fast Input(5)
7 Fast Input(6)
8 Fast Input(7)
9 Fast Input(8) - Interrupt

10 GND
11 Not Connected

Module Specifications
DC Power 
Supply Specs Voltage Range

Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 AWG, 4 
of 22 AWG

DC Input Specs
(Standard)

Number of Inputs 4 (sink/source)
Input Voltage Range 10-28 VDC
Peak Voltage 40 VDC

Input Current 1.92 mA @ 12 VDC 
4.0 mA @ 24 VDC

Maximum Input Current 5 mA @ 28 VDC
Input Impedance 5.6k @ 10-28 VDC
ON Voltage Level > 10 VDC
OFF Voltage Level < 2 VDC
Min. ON Current 1.5 mA
Min. OFF Current 0.2 mA
OFF to ON Response 2-4 ms, typical 3 ms
ON to OFF Response 2-4 ms, typical 3 ms
Status Indicators Red LED for each output
Commons 1 point
Base Power Required (3.3V) Typical 3.5 mA (all inputs on) 

DC Input Specs
(Fast)

Number of Inputs 4 (sink/source)
Input Voltage Range 10-28 VDC
Peak Voltage 40 VDC

Input Current 1.92 mA @ 12 VDC 
4.0 mA @ 24 VDC

Maximum Input Current 5 mA @ 28 VDC
Input Impedance 5.6k @ 10-28 VDC
ON Voltage Level > 10 VDC
OFF Voltage Level < 2 VDC
Min. ON Current 1.5 mA
Min. OFF Current 0.2 mA

OFF to ON Response 0.2-0.4 ms, typical 0.3 ms
For Inputs 5,6 and 7

ON to OFF Response 0.2-0.4 ms, typical 0.3 ms
For Inputs 5,6 and 7

Interrupt 

Low pass filter of 20µs, 
60µs typical response time 
from input interrupt, 1 rung 
of processing and output 
activation, For Input # 8

Status Indicators Red LED for each output
Commons 1 point
Fuse No Fuse
Base Power Required (3.3V) Typical 3.5 mA (all inputs on) 

EZIO-4DCI4DCIF

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Delivery 
Code
STK
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EZAutomation - EZI/O

4 pt. 24VDC In/ 
4 pt. 24VDC Out Module (Source)

EZ I/O TM

EZIO-4DCI4DCOP
$19

Pinout Information
Pin No.  EZIO-4DCI4DCOP

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 GND
6 Output(1)
7 Output(2)
8 Output(3)
9 Output(4)

10 GND
11 Customer_Supply( +VS )

Module Specifications
DC Power 
Supply Specs Voltage Range

DC Input Specs

Number of Inputs 4 (sink/source)
Input Voltage Range 10-28 VDC
Peak Voltage 40 VDC

Input Current 1.92 mA @ 12 VDC 
4.0 mA @ 24 VDC

Maximum Input Current 5 mA @ 28 VDC
Input Impedance 5.6k @ 10-28 VDC
ON Voltage Level > 10 VDC
OFF Voltage Level < 2 VDC
Min. ON Current 1.5 mA
Min. OFF Current 0.2 mA
OFF to ON Response 2-4 ms, typical 3 ms
ON to OFF Response 2-4 ms, typical 3 ms

Status Indicators Red LED for each 
output

Commons 1 point
Fuse No Fuse

Base Power Required (3.3V) Typical 7.5 mA (all 
inputs on) 

Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

DC Output 
Specs

Number of Outputs 4 (sourcing)
Peak Voltage 50.0 VDC

Maximum Steady State 
Output Current

0.5A per output, 
1.0A max per module 
@ 50°C

Maximum Leakage Current 100µA @ 50 VDC @ 
50°C 

ON Voltage Drop 2 VDC @ 0.5A 
Maximum Inrush Current 0.8A for 10ms
OFF to ON Response < 2µs
ON to OFF Response <10µs

Status Indicators Red LED for each 
output

+V Terminals & Commons One V+, 1 Common

Short Circuit Protection
1 Amp per module, 
turns off outputs upon 
short circuit detection

Base Power Required (3.3V) 20mA, all outputs on
Optical Isolation 2500 Volt

Wires
1 of 14 AWG, 2 of 18 
AWG, 
4 of 22 AWG

EZIO-4DCI4DCOP

(10-28 VDC)

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Delivery 
Code
STK
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Pinout Information
Pin No.  EZIO-4DCI4DCOP

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 GND
6 Output(1)
7 Output(2)
8 Output(3)
9 Output(4)

10 GND
11 Customer_Supply( +VS )

8 pt. 110VAC Input ModuleEZ I/O TM

EZIO-8ACI
$29

Module Specifications
Number of Inputs 8
Input Voltage Range 70-132 VAC
AC Frequency 47-63 Hz
Peak Voltage 180 Volt
Input Current 0.5mA @ 110 VAC
Maximum Input Current 0.6mA @ 132 VAC
Input Impedance 200K 
ON Voltage Level 70 VAC
OFF Voltage Level 40 VAC
OFF to ON Response < 10ms
ON to OFF Response < 10ms

Status Indicators Red LED for each 
input

Commons 2 Commons
Fuse No fuse
Base Power Required (3.3V) 20mA for all 8 on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

Pinout Information
Pin No. EZIO-8ACI 

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 AC_Common
6 Input(5)
7 Input(6)
8 Input(7)
9 Input(8)

10 AC_Common
11 Not Connected

EZIO-8ACI

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Internal
External

Delivery 
Code
STK
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EZAutomation - EZI/O

8 pt. 110VAC Output ModuleEZ I/O TM

EZIO-8ACO
$29

Module Specifications
Number of Output Points 8
Number of Commons 2
Output Voltage Range 20-132 VAC
Peak Voltage 180 Volt
ON Voltage Drop 1.2 V @ 1A

Maximum Current 1.2 A @ 25°C, 0.8A @ 
50°C for each output

Maximum Leakage Current 1mA @ 132 VAC
Maximum Inrush Current 38Amps for 16.6ms
Minimum Load 15mA 
OFF to ON Response max 1/2 cycle
ON to OFF Response max 1/2 cycle
Fuse No fuse
Base Power Required (3.3V) 70mA for all 8 on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

Pinout Information
Pin No.  EZIO-8ACO

1 Output(1)
2 Output(2)
3 Output(3)
4 Output(4)
5 AC_Common
6 Output(5)
7 Output(6)
8 Output(7)
9 Output(8)

10 AC_Common
11 Not Connected

EZIO-8ACO

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Internal
External

Delivery 
Code
STK
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4 pt. 110VAC In , 
4 pt. 110VAC Out Module

EZ I/O TM

EZIO-4ACI4ACO
$29

Module Specifications
AC Power 
Supply Specs Voltage Range

AC Input Specs

Number of Inputs 4
Input Voltage Range 70-132 VAC
AC Frequency 47-63 Hz
Peak Voltage 180 Volt
Input Current 0.5mA @ 110 VAC
Maximum Input Current 0.6mA @ 132 VAC
Input Impedance 200K 
ON Voltage Level 70 VAC
OFF Voltage Level 40 VAC
OFF to ON Response < 10ms
ON to OFF Response < 10ms

Status Indicators Red LED for each 
input

Commons 1 Common
Fuse No fuse
Base Power Required (3.3V) 10mA for all 4 on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

AC Output 
Specs

Number of Output Points 4
Number of Commons 1
Output Voltage Range 20-132 VAC
Peak Voltage 180 Volt
ON Voltage Drop 1.2 V @ 1A

Maximum Current 1.2 A @ 25°C, 0.8A @ 
50°C for each output

Maximum Leakage Current 1mA @ 132 VAC
Maximum Inrush Current 38Amps for 16.6ms
Minimum Load 15mA 
OFF to ON Response max 1/2 cycle
ON to OFF Response max 1/2 cycle
Fuse No fuse
Base Power Required (3.3V) 35mA for all 4 on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

Pinout Information
Pin No.  EZIO-4ACI4ACO

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 AC_Common
6 Output(1)
7 Output(2)
8 Output(3)
9 Output(4)

10 AC_Common
11 Not Connected

EZIO-4ACI4ACO

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Internal
External

Internal
External

Delivery 
Code
STK
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EZAutomation - EZI/O

4 pt. 24VDC Out (Source) , 
4 pt. 110AC Out Module

EZ I/O TM

EZIO-4DCOP4ACO
$29

Pinout Information
Pin No. EZIO-4DCOP4ACO

1 AC Output(1)
2 AC Output(2)
3 AC Output(3)
4 AC Output(4)
5 AC_Common
6 DC Output(5)
7 DC Output(6)
8 DC Output(7)
9 DC Output(8)

10 GND
11 Customer_Supply( +VS ) 

Module Specifications
AC/DC Power 
Supply Specs Voltage Range

DC Output 
Specs

Number of Outputs 4 (sourcing)
Peak Voltage 50.0 VDC

Maximum Steady State 
Output Current

0.5A per output, 
1.0A max per module 
@ 50°C

Maximum Leakage Current 100µA @ 50 VDC @ 
50°C 

ON Voltage Drop 2 VDC @ 0.5A 
Maximum Inrush Current 0.8A for 10ms
OFF to ON Response < 2µs
ON to OFF Response <10µs

Status Indicators Red LED for each 
output

+V Terminals & Commons One V+, 1 Common

Short Circuit Protection
1 Amp per module, 
turns off outputs upon 
short circuit detection

Base Power Required (3.3V) 20mA, for all 4 on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

AC Output 
Specs

Number of Output Points 4
Number of Commons 1
Output Voltage Range 20-132 VAC
Peak Voltage 180 Volt
ON Voltage Drop 1.2 V @ 1A

Maximum Current 1.2 A @ 25°C, 0.8A @ 
50°C for each output

Maximum Leakage Current 1mA @ 132 VAC
Maximum Inrush Current 38Amps for 16.6ms
Minimum Load 15mA 
OFF to ON Response max 1/2 cycle
ON to OFF Response max 1/2 cycle
Fuse No fuse
Base Power Required (3.3V) 35mA for all 4 on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

(10-28 VDC)

EZIO-4DCOP4ACO

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Internal
External

Delivery 
Code
STK
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 EZI/O
E

ZI/O

4 pt. 110VAC In/4 pt. 24V 
DC Out Module (Source)

EZ I/O TM

EZIO-4ACI4DCOP
$29

Pinout Information
Pin No. EZIO-4ACI4DCOP

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 AC_Common
6 Output(1)
7 Output(2)
8 Output(3)
9 Output(4)

10 GND
11 Customer_Supply( +VS )

Module Specifications
AC/DC Power 
Supply Specs Voltage Range

AC Input Specs

Number of Inputs 4
Input Voltage Range 70-132 VAC
AC Frequency 47-63 Hz
Peak Voltage 180 Volt
Input Current 0.5mA @ 110 VAC
Maximum Input Current 0.6mA @ 132 VAC
Input Impedance 200K 
ON Voltage Level 70 VAC
OFF Voltage Level 40 VAC
OFF to ON Response < 10ms
ON to OFF Response < 10ms

Status Indicators Red LED for each 
input

Commons 1 Common
Fuse No fuse
Base Power Required (3.3V) 10mA for all 4 on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

DC Output 
Specs

Number of Outputs 4 (sourcing)
Peak Voltage 50.0 VDC

Maximum Steady State 
Output Current

0.5A per output, 
1.0A max per module 
@ 50°C

Maximum Leakage Current 100µA @ 50 VDC @ 
50°C 

ON Voltage Drop 2 VDC @ 0.5A 
Maximum Inrush Current 0.8A for 10ms
OFF to ON Response < 2µs
ON to OFF Response <10µs

Status Indicators Red LED for each 
output

+V Terminals & Commons One V+, 1 Common

Short Circuit Protection
1 Amp per module, 
turns off outputs upon 
short circuit detection

Base Power Required (3.3V) 24mA, for all 4 on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

EZIO-4ACI4DCOP

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

AC (Input)

DC Output (Source)

(10-28 VDC)

Internal
External

Delivery 
Code
STK
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EZAutomation - EZI/O

4 pt. 24VDC In/ 
4 pt. 110VAC Out Module

EZ I/O TM

EZIO-4DCI4ACO
$29

Pinout Information
Pin No. EZIO-4DCI4ACO

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 GND
6 Output(1)
7 Output(2)
8 Output(3)
9 Output(4)

10 AC_Common
11 Not Connected

Module Specifications
AC/DC Power 
Supply Specs Voltage Range

DC Input Specs

Number of Inputs 4 (sink/source)
Input Voltage Range 10-28 VDC
Peak Voltage 40 VDC

Input Current 1.92 mA @ 12 VDC 
4.0 mA @ 24 VDC

Maximum Input Current 5 mA @ 28 VDC
Input Impedance 5.6k @ 10-28 VDC
ON Voltage Level > 10 VDC
OFF Voltage Level < 2 VDC
Min. ON Current 1.5 mA
Min. OFF Current 0.2 mA
OFF to ON Response 2-4 ms, typical 3 ms
ON to OFF Response 2-4 ms, typical 3 ms

Status Indicators Red LED for each 
output

Commons 1 point
Fuse No Fuse

Base Power Required (3.3V) Typical 7.5 mA (all 
inputs on) 

Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

AC Output 
Specs

Number of Output Points 4
Number of Commons 1
Output Voltage Range 20-132 VAC
Peak Voltage 180 Volt
ON Voltage Drop 1.2 V @ 1A

Maximum Current 1.2 A @ 25°C, 0.8A @ 
50°C for each output

Maximum Leakage Current 1mA @ 132 VAC
Maximum Inrush Current 38Amps for 16.6ms
Minimum Load 15mA 
OFF to ON Response max 1/2 cycle
ON to OFF Response max 1/2 cycle
Fuse No fuse
Base Power Required (3.3V) 35mA for all 4 on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

EZIO-4DCI4ACO

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Internal
External

Delivery 
Code
STK
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 EZI/O
E

ZI/O

4 pt. Relay Out ModuleEZ I/O TM

EZIO-4RLO
$34

Module Specifications
Number of Outputs 4

Output Voltage Range 5-180 VDC or 
20-132 VAC

Output Type Relay 1 Form A 
(SPST)

Output Terminals 
Consumed 8

Peak Voltage 180 VDC/200 VAC
AC Frequency 47-63 Hz
Maximum Current (resist.) 1A/point

Maximum Leakage Current 0.5mA @ 130 VAC 
@ 60Hz

Maximum Switching 
Current 0.5A

Electromagnetic Shield 2 pF between contact 
and shield

Dielectric Strength
250V between 
contacts, 1500V 
between contacts and 
shield

OFF to ON Response ≤1ms (typical)
ON to OFF Response ≤1ms (typical)
Status Indicators Red LEDs
Contacts 4 isolated
Base Power Required (3.3V) 50mA

Pinout Information
Pin No. EZIO-4RLO

1 Output(1)_Normally open
2 Output(1)_COM
3 Output(2)_Normally open
4 Output(2)_COM
5 Not Connected
6 Not Connected
7 Output(3)_Normally open
8 Output(3)_COM
9 Not Connected

10 Output(4)_Normally open
11 Output(4)_COM

EZIO-4RLO

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

(20-132 VAC)

(5-180 VDC)

InternalExternal

Delivery 
Code
STK

with built-in Electromagnetic shield
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EZAutomation - EZI/O

4 pt. 110 AC In/4 pt. Relay Out ModuleEZ I/O TM

EZIO-4ACI4RLO
$39

Pinout Information
Pin No.  EZIO-4ACI4RLO

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 Customer_COM (GND)
6 Output(1)
7 Output(2)
8 Output(3)
9 Output(4)

10 Customer_COM (GND)
11 Not Connected

EZIO-4ACI4RLO

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Module Specifications

AC Input 
Specs

Number of Inputs 4
Input Voltage Range 70-132 VAC
AC Frequency 47-63 Hz
Peak Voltage 180 Volt
Input Current 0.5mA @ 110 VAC
Maximum Input Current 0.6mA @ 132 VAC
Input Impedance 200K 
ON Voltage Level 70 VAC
OFF Voltage Level 40 VAC
OFF to ON Response < 10ms
ON to OFF Response < 10ms

Status Indicators Red LED for each 
input

Commons 1 Common
Fuse No fuse
Base Power Required (3.3V) 10mA for all 4 on
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

Relay 
Output 
Specs

Number of Outputs 4

Output Voltage Range 5-180 VDC or 
20-132 VAC

Output Type Relay 1 Form A 
(SPST)

Output Terminals 
Consumed 5

Peak Voltage 180 VDC/200 VAC
AC Frequency 47-63 Hz
Maximum Current (resist.) 1A/point

Maximum Leakage Current 0.5mA @ 130 VAC 
@ 60Hz

ON Voltage Drop 1.5 V @ 1 Amp
Maximum Switching 
Current 0.5A

Electromagnetic Shield 2 pF between contact 
and shield

Dielectric Strength
250V between 
contacts, 1500V 
between contacts and 
shield

OFF to ON Response ≤1ms (typical)
ON to OFF Response ≤1ms (typical)
Status Indicators Red LEDs
Commons 1 
Base Power Required (3.3V) 25mA

InternalExternal

Delivery 
Code
STK

with built-in Electromagnetic shield
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 EZI/O
E

ZI/O

4 pt. 24VDC In/4 pt. Relay Out ModuleEZ I/O TM

EZIO-4DCIP4RLO
$39

Pinout Information
Pin No. EZIO-4DCIP4RLO

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 Customer_COM (GND)
6 Output(1)
7 Output(2)
8 Output(3)
9 Output(4)

10 Customer_COM (GND)
11 Not Connected

EZIO-4DCIP4RLO

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Internal
External

Module Specifications

DC 
Input 
Specs

Number of Inputs 4 (sink/source)
Input Voltage Range 10-28 VDC
Peak Voltage 40 VDC

Input Current 1.92 mA @ 12 VDC 
4.0 mA @ 24 VDC

Maximum Input Current 5 mA @ 28 VDC
Input Impedance 5.6k @ 10-28 VDC
ON Voltage Level > 10 VDC
OFF Voltage Level < 2 VDC
Min. ON Current 1.5 mA
Min. OFF Current 0.2 mA
OFF to ON Response 2-4 ms, typical 3 ms
ON to OFF Response 2-4 ms, typical 3 ms

Status Indicators Red LED for each 
output

Commons 2 points 
Fuse No Fuse

Base Power Required (3.3V) Typical 7.5mA (all 
inputs on) 

Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 
AWG, 4 of 22 AWG

Relay 
Output 
Specs

Number of Outputs 4

Output Voltage Range 5-180 VDC or 
20-132 VAC

Output Type Relay 1 Form A 
(SPST)

Output Terminals 
Consumed 5

Peak Voltage 180 VDC/200 VAC
AC Frequency 47-63 Hz
Maximum Current (resist.) 1A/point

Maximum Leakage Current 0.5mA @ 130 VAC 
@ 60Hz

ON Voltage Drop 1.5 V @ 1 Amp
Maximum Switching 
Current 0.5A

Electromagnetic Shield 2 pF between 
contact and shield

Dielectric Strength
250V between 
contacts, 1500V 
between contacts 
and shield

OFF to ON Response ≤1ms (typical)
ON to OFF Response ≤1ms (typical)
Status Indicators Red LEDs
Commons 1 
Base Power Required (3.3V) 25mA

Delivery 
Code
STK

with built-in Electromagnetic shield
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EZAutomation - EZI/O

8 pt. Analog In Module (Voltage)EZ I/O TM

EZIO-8ANIV
$99

Module Specifications
Number of Channels 8 single ended

Input Range 0-5, 0-10V DIP switch 
selectable

Resolution 12 bit (4 in 4 or 6)
Step Response 200µs to 95% of FS
Crosstalk 1/2 count max, -80db
Input Impedance >20KΩ
Absolute Max Ratings ± 15V

Converter Type successive 
approximation

Linearity Error (end to end) ± 2 count
Input Stability ± 2 count
Gain Error ± 2 counts
Offset Calibration Error ± 5 counts

Max Inaccuracy ± 0.2% at 25°C, 
± 0.4% at 0-60°C

Accuracy vs. Temperature ± 50 ppm/°C typical

Pinout Information
Pin No. EZIO-8ANIV

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 Customer_COM ( Analog GND)
6 Input(5)
7 Input(6)
8 Input(7)
9 Input(8)

10 Customer_COM ( Analog GND)
11 Not Connected

EZIO-8ANIV

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

ExternalInternal

Delivery 
Code
STK
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 EZI/O
E

ZI/O

8 pt. Analog In Module (Current)EZ I/O TM

EZIO-8ANIC
$99

Module Specifications
Number of Channels 8 Single Ended

Input Range 0-20mA or 4-10 mA 
DIP switch selectable

Resolution 12 bit (1 in 4 or 6)
Step Response 200µs for 95% FS
Crosstalk 1/2 count max, -80db
Input Impedance 62.5Ω ± 0.1%
Absolute Max Ratings -30mA to 30mA

Converter Type Successive 
Approximation

Linearity Error (end to end) ± 2 counts
Input Stability ± 1 count
Full-scale Calibration Error ± 10 counts @ 20mA
Offset Calibration Error ± 5 counts

Max Inaccuracy ± 0.3% @ 25°C, 
± 0.6% @ 60°C

Accuracy vs. Temperature ± 50 ppm/°C typical

Recommended Fuse .032 Amp, series 217 
fast acting

Pinout Information
Pin No. EZIO-8ANIC

1 Input(1)
2 Input(2)
3 Input(3)
4 Input(4)
5 Customer_COM ( Analog GND)
6 Input(5)
7 Input(6)
8 Input(7)
9 Input(8)

10 Customer_COM ( Analog GND)
11 Not Connected

EZIO-8ANIC

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

ExternalInternal

Delivery 
Code
STK
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EZAutomation - EZI/O

4 pt. Analog In/4 pt. Analog Out 
Module (Voltage)EZ I/O TM

EZIO-4ANI4ANOV
$99

Pinout Information
Pin No. EZIO-4ANI4ANOV

1 Output(1)
2 Output(2)
3 Output(3)
4 Output(4)
5 Customer_COM ( Analog GND)
6 Input(1)
7 Input(2)
8 Input(3)
9 Input(4)

10 Customer_COM ( Analog GND)
11 Not Connected

EZIO-4ANI4ANOV

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Module Specifications

Analog 
Voltage 
Input 
Specs

Number of Channels 4 single ended

Input Range 0-5, 0-10V DIP switch 
selectable

Resolution 12 bit (4 in 4 or 6)
Step Response 200µs to 95% of FS
Crosstalk 1/2 count max, -80db
Input Impedance >20KΩ
Absolute Max Ratings ± 15V

Converter Type successive 
approximation

Linearity Error (end to end) ± 2 count
Input Stability ± 2 count
Gain Error ± 2 counts
Offset Calibration Error ± 5 counts

Max Inaccuracy ± 0.2% at 25°C, 
± 0.4% at 0-60°C

Accuracy vs. Temperature ± 50 ppm/°C typical

Analog 
Voltage 
Output 
Specs

Number of Channels 4 single ended (1 
common)

Output Range
0-5 VDC, 0-10 VDC 
(DIP switch 
selectable)

Resolution 12 bits (1 in 4096)
Conversion  Setting Time 100 µs for FS
Crosstalk 1/2 count max, -80db
Peak Output Voltage ± 18 VDC
Offset Error ± 0.15% of range
Gain Error ± 0.3% of range
Linearity Error (end to end) ± 1 count
Output Stability ± 2 counts
Load Impedance 2k Ω min. 
Load Capacitance .01 microF max
Accuracy vs. Temperature ± 50 ppm/C typical

ExternalInternal

Delivery 
Code
STK
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 EZI/O
E

ZI/O

4 pt. Analog In/4 pt. Analog Out 
Module (Current)EZ I/O TM

EZIO-4ANI4ANOC
$99

Pinout Information
Pin No. EZIO-4ANI4ANOC

1 Output(1)
2 Output(2)
3 Output(3)
4 Output(4)
5 Customer_COM ( Analog GND)
6 Input(1)
7 Input(2)
8 Input(3)
9 Input(4)

10 Customer_COM ( Analog GND)
11 Not Connected

EZIO-4ANI4ANOC

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Module Specifications

AC Input 
Specs

Number of Channels 4 Single Ended

Input Range 0-20mA or 4-10 mA 
DIP switch selectable

Resolution 12 bit (1 in 4 or 6)
Step Response 1ms for 95% FS
Crosstalk 1/2 count max, -80db
Input Impedance 62.5Ω ± 0.1%
Absolute Max Ratings -30mA to 30mA

Converter Type Successive 
Approximation

Linearity Error (end to end) ± 2 counts
Input Stability ± 1 count
Full-scale Calibration Error ± 10 counts @ 20mA
Offset Calibration Error ± 5 counts

Max Inaccuracy ± 0.3% @ 25°C, 
± 0.6% @ 60°C

Accuracy vs. Temperature ± 50 ppm/°C typical

Recommended Fuse .032 Amp, series 217 
fast acting

AC Output 
Specs

Number of Channels 4 single ended

Output Range
0-20mA, 4-20mA
(DIP switch 
selectable)

Output Type Current Sourcing
Resolution 12 bit (1 in 4 or 6)
Max. Loop Voltage 30 VDC
Load/loop Power Supply 0-300Ω/18-30 VDC
Linearity Error (end to end) ± 2 counts
Conversion Setting Time 100µs for FS
Full-scale Calibration Error ± 12 counts
Offset Calibration Error ± 6 counts
Max. Full-scale Inaccuracy 
(all errors included) ± 0.3%

ExternalInternal

Delivery 
Code
TBRS
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EZAutomation - EZI/O

Thermocouple Input ModuleEZ I/O TM

EZIO-4THI
$139

Pinout Information
Pin No. 4 Thermocouple Input

1 CHAN1 + ( Input)
2 CHAN1  - ( Input)
3 CHAN2 + ( Input)
4 CHAN2  - ( Input)
5 CHAN3 + ( Input)
6 CHAN3  - ( Input)
7  CHAN4 + ( Input)
8  CHAN4  - ( Input)
9 + 5 VDC

10 Vout ( Temp. Sensor)
11 Analog GND

EZIO-4THI

Terminal Block
300 Volt/10 Amp/
14AWG UL Rating

Module Specifications
Number of Channels 4, differential
Common Mode Range -1.5 VDC to +4.0 VDC
Common Mode 
Rejection

100dB min. @ VDC 
50/60Hz

Input Impedance 5MΩ
Absolute Maximum 
Ratings

Fault-protected inputs to 
±50 VDC

Accuracy vs. 
Temperature

± 15ppm/°C max.
0-1.25V ±35 ppm/°C max. 
(including max. offset 
change)

PLC Update Rate 4 channels per scan
Base Power 
Required

10mA @ 3.3 VDC supplied 
by base

Operating Temperature 32° to 140°F (0° to 60°C)

Storage Temperature -4° to 158°F (-20° to 70°C)

Relative Humidity 5 to 95% (non-condensing)

Environmental Air No corrosive gases 
permitted

Vibration MIL STD 810C 514.2

Shock MIL STD 810C 516.2

Noise Immunity NEMA ICS3-304

Replacement 
Terminal Block

EZIO-TERM11CJC 
(comes with CJC)

Thermocouple Specifications

Input Ranges
 Range in C Range in F
Type J  -190 to 760°C   -310 to 1400°F
Type K  -150 to 1372°C -238 to 2502°F
Type S  65 to 1768°C  149 to 3214°F
Type T  -230 to 400°C -382 to 752°F

Display Resolution ± 0.1°C or ± 0.1°F
Cold Junction 
Compensation Automatic

Conversion Time 1ms per channel

Warm-Up Time 30 minutes typically 
± 1°C repeatability

Linearity Error 
(End to End) ± 1°C max. ± 0.5°C typical

Maximum Inaccuracy ± 3°C (excluding thermocouple error)

Delivery 
Code
TBRS
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 EZI/O
E

ZI/O

High Speed Counter Modules
with PLS Outputs

EZ I/O TM

EZIO-HSCM1
EZIO-HSCM2

$99
Configuring your High Speed 
Counter Module is EZier than Ever!

1

2

3

In EZPLC’s 
I/O 
configuration 
specify the 
range of 
registers to 
be used for 
input and 
output.

Configure pulse, direction, 
quadrature counting, set points, 
preset values and preset mode

Detailed information for 
input and output registers

EZI/O System supports two High Speed 24 bit Counter 
Modules with PLS outputs that accept quadrature encoder 
inputs. The PLS outputs compare the counter value to two 
on/off presets and turn on outputs within 100µs of position 
change. Presets can be loaded into the counter modules 
from EZPLC. All inputs and outputs are optically isolated. 
In addition, PLS outputs are 0.5A short circuit proof DC 
outputs.  

The counters have various preset/reset and inhibit modes as 
shown on the following page.

Delivery 
Code
3DAY

1 Counter Pin Out
Pin 
No. EZIO-HSCM1

1 Quad A encoder 1
2 Quad B encoder 1
3 Inhibit
4 Reset
5 Common
6 Preset
7 Counter 1 Output 1
8 Counter 1 Output 2
9 Counter 2 Output 1

10 Counter 2 Output 2
11 Vs+

2 Counter Pin Out
Pin 
No. EZIO-HSCM1

1 Quad A encoder 1
2 Quad B encoder 1
3 Quad A encoder 2
4 Quad B encoder 2
5 Common
6 Preset
7 Counter 1 Output 1
8 Counter 1 Output 2
9 Counter 2 Output 1

10 Counter 2 Output 2
11 Vs+
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EZAutomation - EZI/O

General Specifications
Optical Isolation 2500 Volt

Wires 1 of 14 AWG, 2 of 18 AWG, 
4 of 22 AWG

Operating 
Environment 0-60°C, Humidity non-condensing 5-95%

DC INPUT (Source)
for Control Signals

DC INPUT (Source)
for Control Signals

Encoder
Output

(External) (Internal)

(10-28 VDC)

Module Specifications
Feature EZIO-HSCM1 EZIO-HSCM2

Module Type Intelligent High Speed Dual 
Counter Module

Intelligent High Speed Single 
Counter Module

Maximum Input 
Frequency

60KHz after 1X, 2X or 4X 
Multiplication

100KHz after 1X, 2X or 4X 
Multiplication

Minimum Pulse 
Width

5 µs

Resource Options 1X, 2X, or 4X Quadrature, Up or Down Counter, Reset

Counter Range 16 million (24 bits)

Preset Modes

1. This mode will preset the counter to the preset value while 
preset is held high.  While the preset signal is high, no new 
count signals will be counted.

2. This mode will create an interrupt on the rising edge of the 
reset signal to set the counter to the preset value.

3. This mode will create an interrupt on the falling edge of the 
preset signal to set the counter to the preset value.

4. This mode will create a preset pulse every time that there is a 
rising edge of signal A and the preset signal is high.

Reset Modes/Input
None Same as Preset except the 

reset input sets the counter 
value to zero

Inhibit Input None Inhibits the counter from 
counting when high

High Speed Counter Module
Specifications

EZ I/O TM

PLS Output Specifications
Feature EZIO-HSCM1 EZIO-HSCM2

Number of 
Outputs

2 Source out-
puts for each 

counter

4 Source 
outputs

Response Time 100µs
PLS Setpoints 1 on/off pair for each output
Peak Voltage 50.0 VDC
Maximum Steady 
State Output 
Current

0.5A per output, 
1.0A max per module @ 50°C

Maximum Leak-
age Current 100µA @ 50 VDC @ 50°C 

ON Voltage Drop 2 VDC @ 0.5A 
Maximum Inrush 
Current 0.8A for 10ms

OFF to ON 
Response < 2µs

ON to OFF 
Response <10µs

Status Indicators Red LED for each output
+V Terminals 
& Commons One V+, 1 Common

Short Circuit 
Protection

1 Amp per module, turns off 
outputs upon short circuit 

detection
Optical Isolation 2500 Volt

Counter Input Specifications
Feature EZIO-HSCM1 EZIO-HSCM2
Number of 
Inputs 5 

Input Voltage 
Range 10-28 VDC

Peak Voltage 40 VDC

Input Current 5.0 mA @ 12 VDC 
8.0 mA @ 24 VDC

Maximum Input 
Current 10 mA @ 28 VDC

Input Imped-
ance 2.2KΩ min. @ 10-28 VDC

ON Voltage 
Level > 10 VDC

OFF Voltage 
Level < 2 VDC

Min. ON Cur-
rent 5 mA

Min. OFF Cur-
rent 0.2 mA

OFF to ON 
Response < 2µs

ON to OFF 
Response < 3µs

Status Indica-
tors Red LED for each input

Commons 1 point
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EZAutomation - EZTouchscreen CE Computer

What is EZTouchscreen CE Computer?
Windows CE®  based computers are increasingly finding 
their way in the industrial automation world due to the fact 
that they do not need a hard disk and yet provide the benefits 
of the Windows world like Internet Browsers, etc. The 
EZTouchscreen CE Computer is a 333 MHz CE Computer 
housed in the EZTouch housing. It comes in 8 models 
including a 6” White on Blue display that allows us to offer a 
full fledged CE Touch Computer at an incredible $599.

What does it have?
Hardware
• AMD Alchemy 333 MHz 32Bit Processor
• 32MB Flash and 64MB RAM built-in
• Compact Flash slot
• One 10/100 Base-T Ethernet port
• USB Host port
• 2 Serial ports, one RS232, second RS232/422/485
• 4 wire Analog resistive touch screen
• 24 VDC, 0.5 Amp for up to 10” models
• Network card option for future expansion
• Mechanical/hardware interface to build EZPLC and EZI/O 

in the same housing, for future release.
• Choice of 8 displays

Software
• Windows CE.net® 4.2 Core preloaded in standard model 

with Compact Framework
• Windows CE.net® 4.2 Professional Plus preloaded in 

Enhanced model, with Internet Explorer and Viewer 
software

• SDK for Software Development

Where does it make sense?
If you like to write or use your own HMI/SCADA/Control 
software to use on a standard Windows CE® hardware, 
EZTouchScreen CE Computer is an ideal platform to 
consider. It has been designed to work reliably in an industrial 
plant versus just office environments. It has very low 
power consumption so that no fans or large heat sinks are 
required to maintain acceptable operating temperatures. This 
EZTouchScreen CE Computer will work from -10°C to 60°C 
for most models.
The Windows CE OS needs only 16-20 MB of memory 
as compared to 100+ MB for Windows XP or even XP 
embedded. Therefore, you can enjoy the benefits of the world 
of Windows without the use of moving media like a hard disc. 
 

The Most SENSIBLE Made in America  
CE Computer with Stable Platform

Made in 
America

CPU GUARANTEED 
AVAILABILITY FOR

7 Years

EZ To u c h sc r een CE C omputer TM
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 EZTouchscreen CE Computer
E

ZTouchscreen
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• AMD Alchemy 333 MHz CPU
• 32 MB Flash, 64MB RAM
• Compact Flash Slot
• 10/100 Base-T Ethernet
• One RS232, one RS232/422/485 

Port, One USB Host Port
• Network and I/O Card Option

6” Monochrome, QVGA
EZTCC-S6M-S (Standard): $749
EZTCC-S6M-E (Enhanced): $849

6” TFT Color, QVGA
EZTCC-T6C-S (Standard): $1199
EZTCC-T6C-E (Enhanced): $1299

15” TFT Color, VGA
EZTCC-T15C-S (Standard): $1999
EZTCC-T15C-E (Enhanced): $2099

10” TFT Color, VGA
EZTCC-T10C-S (Standard): $1799
EZTCC-T10C-E (Enhanced): $1899

8” TFT Color, VGA
EZTCC-T8C-S (Standard): $1499
EZTCC-T8C-E (Enhanced): $1599

$599 
$749 

$899 
$1199 

$1999 $1799 

$1499 
$1299 

$599
Widest Selection of CE Touch Computers with a 

Common Hardware Platform
Providing Full CE Functionality 

for as low as 

• Light weight / Low Power
• Complete NEMA 4, 4x 

Industrial Ratings

6” White on Blue, QVGA
EZTCC-S6W-S (Standard): $599
EZTCC-S6W-E (Enhanced): $699

6” STN Color, QVGA
EZTCC-S6C-S (Standard): $899
EZTCC-S6C-E (Enhanced): $999

8” STN Color, VGA
EZTCC-S8C-S (Standard): $1299
EZTCC-S8C-E (Enhanced): $1399
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EZAutomation - EZTouchscreen CE Computer

  to be SENSIBLE

AND IT WON’T FIT IN 
MY APPLICATION... 

IT’S TOO BIG!

Leading Competitor’s CE Motherboard

Overall height measures 
over 1.75 inches 

1.75”

1.125”

THIS MONSTER USES 5 WATTS TO RUN...
(and by the way, its the best we could find)

Overall height measures an 
impressive compact height 
of only 1.125 inches 

64 MB of RAM
 

Highly Efficient 
Power Supply

Familiar Motherboard
The heart of the EZTouchscreen CE Computer 
is the motherboard which might look very 
familiar to you. You are right! It has the same 
foot print as the EZTouch Coldfire processor 
motherboard. When we decided to offer a 
standard Windows CE operating system in the 
EZ series of our Automation products, it made 
SENSE to use the same housing and the same 
displays as the EZTouch family. So the end 
result was availability of 8 different models with 
common feature sets except the type and size of 
display. 

AMD Alchemy 
AV1100 Processor
We chose this 333 MHz processor to give 
you high processing power at low power 
consumption. It consumes a maximum of 70mw  
of power as compared to 5 Watts for some other 
processors.

We Designed E Z Touchsc reen CE C omputer TM
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Serial Port configurable 
to RS232/422/485
 

Serial Port RS232
 

10/100 Base-T 
Ethernet Port
 

USB Host
 

Connector for 
Network and/or 
future release 
I/O Interface
 

32 MB of Flash
 

AMD Alchemy 333 
MHz CPU

Compact Flash 
Socket

Guaranteed Hardware Stability & Availability for 7 Years
Since the hardware of the EZTouchscreen CE Computer was designed in the U.S.A. specifically for the Industrial Automation 
market, we carefully selected the processor and other components with long term availability in mind. It is quite normal in the PC 
industry to obsolete motherboards every 12-18 months. Whereas this works for the consumer PC environment, it does not work 
with industrial automation. You as a plant floor professional or one who serves the manufacturing plants, want to have consistency 
in the automation product you get today, tomorrow and 5 years from now. 

At AVG, we come from a background, no matter if it is an Autotech PLS or a Uticor welding control, where we continue to serve 
our customers with even 20 year old products. 
Thus, we can guarantee you that the same EZTouchscreen CE Computer shall be available to you even 7 years from now.   

   WE’RE NOT GOING ANYWHERE
   35 PLUS YEARS OF SERVICE IN AMERICA!
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Our Windows CE® Hardware is as Rugged
as Any of Our Other Automation Products

Many control engineers have a fear of the Windows world for factory 
automation because of their every day experience of Windows operating 
systems not booting up correctly, or getting hung-up or simply crashing. 
There are two reasons for possible malfunctions when dealing with 
Windows based products:

1. Hardware Failure 
If the hardware is designed for a typical office application, it would 
not have an EMI filtered, input 
power/voltage variation tolerant power 
supply, and it may not withstand 
high operating temperatures like 50 
C ambient, high shock and vibration, 
water condensation or spray or a 
high level of electrical noise. The 
EZAutomation’s EZTouchScreen 
CE Computer has been designed to 
withstand these adverse environments 
quite admirably. It has the following 
environmental specifications:

EZTouchscreen CE Computer Specifications
Storage Temp -20° to +65° C

Operating Temp -10 to +60° C for TFT models 
(0 to +55° C for all others)

Humidity 10-95% R.H.
Vibration 5-55 Hz, 3 G for 2 hrs
Shock 20 G for under 12 ms in the X, Y, Z directions

Electrical Noise
NEMA ICS 2-230 showering arc
ANSI C37, 90a-1974 SWC
Level C Chattering Relay Test

Enclosure NEMA 4, 4X (indoor)

2. Software Lock-up 
This phenomenon depends upon how open you 
would allow your CE Computer to be. If it is 
totally open, you have to block all viruses that may 
come its way. An open system may also result in 
the software just hanging-up. You as a software 
designer of your applications are responsible for 
any such occurrence. 

Built to 
withstand harsh 
environments!
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EZTouchscreen CE Computer Breaks Price Barrier
The first NEMA 4 Touch Screen CE Computer 

with full industrial ratings under $600

$599
There are many applications where an OEM needs the 
power of a Windows CE Touchscreen Computer for data en-
try and data storage to transmit to main server, but does not 
want to pay the price of a color screen. Until now, no one 
offered a CE Touchscreen Computer with a monochrome 
display below $600.

Here is what you get for $599
• 5.7” White on Blue Touch Screen Display with Four 

Shades of Blue
• 333 MHz AMD Processor
• 32 MB of Flash
• 64 MB of RAM
• Compact Flash Slot
• 10/100 Base-T Ethernet Port
• USB Host
• 24 VDC Power @ 300 mA
• Windows CE.NET 4.2 Core Software with Compact 

Framework
• 2.325” Depth
• 7 Year CPU Availability Guarantee

Here is what you get for $699
All of Above Plus...
• Internet Explorer
• Adobe PDF Viewier
• Microsoft Word Viewer
• Microsoft Excel Viewer
• Microsoft Word Pad Text Editor
• MPEG (Video) Viewer
• FTP Server for sending and receiving files from 

remote location

$699
with Internet Explorer 

and File Viewers

American Pride in Manufacturing
All Research, Development and Manufacturing for EZAutomation 
is done at our plant in Bettendorf, IA. 

Made in America

EZ Touchsc ree n C E C o mp uter TM
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EZTouchscreen CE Computer Head to Head Comparison
6” STN W/Win CE Preloaded

EZAutomation
EZTCC-S6C-S

Advantech
TPC-650S-CE

Display Size/Type 5.7” STN 5.7” STN

DisplayResolution 320x240 320x240

Display Brightness 180 Nits 110 Nits

Display Life 25,000 Hours NA

Touch Screen Analog Resistive Analog Resistive

CPU AMD Alchemy 330 MHz CPU Intel Pentium 166 MMX

CPU Bios Guarantee 7 Years None

Built-In Flash Memory 32MB Flash No, External Compact Flash required

RAM 64MB 32MB SO-DIMM SDRAM (to 128)

Ports 2 Serial (RS232, RS232/422/485), 10/100 BaseT Ethernet, USB 2 serial (1 for RS422/485); 1 parallel; 1 Ethernet 10/100BaseT; 1 PS2

Operating Temp 0 to 55°C 0 to 50°C

Storage Temp  -20 to 65°C -20 to 60°C

Enclosure Nema 4,4x (indoor) NEMA 4

Power Consumption 13 Watts @ 24VDC 24 Watts

Noise Rating NEMA ICS 2-230 showering arc ANSI; C37.90a-1974 SWC Level C Chattering Relay Test NA

Shock Rating 20 G for under 12ms in the X, Y and Z axes NA

Vibration Rating 5 to 55Hz 3 G for 2 hours in the X, Y and Z axis NA

Warranty 2 Year 1 Year

Weight 1.7 lbs 3.7lb (1.7kg)

Expansion Slots Available 64 pin bus connector for future release of network and I/O cards 1 16 bit PC104 slot

Certifications UL, CUL, CE* pending None

Price $899 $1506
l

6” TFT W/Win CE Preloaded
EZAutomation

EZTCC-T6C-S
Advantech

TPC-650T-CE (CE on Flash)
Allen Bradley VersaView CE

6182H-7TLH4D
Display Size/Type 5.7” TFT 6.4” TFT 6.5” TFT

DisplayResolution 320x240 VGA 640x480, 18bit color

Display Brightness 400 Nits 300 Nits NA

Display Life 50,000 Hours Half-Life NA NA

Touch Screen Analog Resistive Analog Resistive Analog Resistive

CPU AMD Alchemy 333 MHz CPU Intel Pentium 166 MMX Intel Celeron 650 MHz

CPU Bios Guarantee 7 Years None None

Built-In Flash Memory 32MB Flash No, External Compact Flash required 32MB (to 256)

RAM 64MB 32MB SO-DIMM SDRAM (to 128) 64MB (to 256)

Ports 2 Serial (RS232, RS232/422/485), 10/100 BaseT Ethernet, USB 2 serial (1 for RS422/485); 1 parallel; 1 Ethernet 10/100BaseT; 1 PS2 1 Serial; 2USB; 1 Ethernet 10/100

Operating Temp  -10C to 60°C 0 to 55°C 0 to 55°C

Storage Temp  -20 to 65°C -25 to 70°C -25 to 60°C

Enclosure Nema 4,4x (indoor) NEMA 4 NEMA12, 13, 4X

Power Consumption 15 Watts @ 24VDC 24 Watts NA

Noise Rating NEMA ICS 2-230 showering arc ANSI; C37.90a-1974 
SWC Level C Chattering Relay Test NA NA

Shock Rating 20 G for under 12ms in the X, Y and Z axes NA 15g (Opr) / 30g (non-opr)

Vibration Rating 5 to 55Hz 3 G for 2 hours in the X, Y and Z axis NA 0.012” p-p, 10-57Hz, 2g peak, 57-500Hz

Warranty 2 Year 1 Year 1 Year

Weight 1.7 lbs 3.7lb (1.7kg) 3.8lb (1.7kg)

Expansion Slots Available 64 pin bus connector for future release of network 
and I/O cards 1 16 bit PC104 slot DH+, Remote I/O

Certifications UL,CUL, CE* pending None UL, CUL, CE

Price 1199 1720 2525
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EZTouchscreen CE Computer Head to Head Comparison
10.4” TFT W/Win CE Preloaded

EZAutomation
EZTCC-T10C-S

AB Versaview CE
6182H-10TLH4D

Xycom
3310T-300-128-64M-CE

Display Size/Type 10.4” TFT 10.4” TFT 10.4” TFT

DisplayResolution 640x480 640x480, 18bit color VGA 640x480

Display Brightness 200 Nits NA NA

Display Life 40,000 Hours Half-Life NA NA

Touch Screen Analog Resistive Analog Resistive Analog Resistive

CPU AMD Alchemy 333 MHz CPU Intel Celeron 650 MHz NS Geode GX1 300 MHz

CPU Bios Guarantee 7 Years None None

Built-In Flash Memory 32MB Flash 32MB (to 256) 64 MB CompactFlash

RAM 64MB 64MB (to 256) 128MB DRAM (to 256)

Ports 2 Serial (RS232, RS232/422/485), 10/100 BaseT Ethernet, 1 USB Host 1 Serial; 2USB; 1 Ethernet 1 ethernet 10/100BaseT; 1serial; 1parallel; 2 PS2; 2 USB

Operating Temp  -10C to 60°C 0 to 55°C 0 to 50°C

Storage Temp  -20 to 65°C -25 to 60°C -20 to 60°C

Enclosure Nema 4,4x (indoor) NEMA12, 13, 4X NEMA4, 4X, 12

Power Consumption 18 Watts @ 24VDC 18-32V DC 100-240 VAC 1 Amp

Noise Rating NEMA ICS 2-230 showering arc ANSI; C37.90a-1974 
SWC Level C Chattering Relay Test NA NA

Shock Rating 20 G for under 12ms in the X, Y and Z axes 15g (Opr) / 30g (non-opr) 30g peak, 11msec duration

Vibration Rating 5 to 55Hz 3 G for 2 hours in the X, Y and Z axis 0.012” p-p, 10-57Hz, 2g peak, 57-500Hz 0.015” p-p, 5-2000Hz, 2.5g Max acc

Warranty 2 Year 1 Year 2 Year

Weight 3.8 lb 5.7lb (2.6kg) 11.0lb (5kg)

Expansion Slots Available 64 pin bus connector for future release of network 
and I/O cards ControlNet; DH+/DH485/RIO 2 PC104

Certifications UL, CUL, CE* pending UL, CUL, CE UL, CUL, CE

Price 1799 3390 2595

15” TFT W/Win CE Preloaded
EZAutomation

EZTCC-T15C-S
Advantech
TPC-1560T-CEN

AB Versaview CE
6182H-15TLH4D

An Arbor
paneLink15-embedded

Display Size/Type 15” TFT 15” TFT 15”TFT 15” TFT

DisplayResolution 1024 x 768 XGA 1024x768 1024x768, 18bit color 1024x768

Display Brightness 250 Nits 350 Nits NA NA

Display Life 40,000 Hours Half-Life NA NA NA

Touch Screen Analog Resistive Analog Resistive Analog Resistive Analog Resistive

CPU AMD Alchemy 333 MHz CPU Transmeta Crusoe 5400 500 MHz Intel Celeron 650 MHz 533 MHz VIA Eden

CPU Bios Guarantee 7 Years None None None

Built-In Flash Memory 32MB Flash No, External Compact Flash required 32MB (to 256) External Compact Flash required

RAM 64MB 128 MB (112 MB for user) 64MB (to 256) 128MB SDRAM (Upto 1 GB)

Ports 2 Serial (RS232, RS232/422/485), 10/100 
BaseT Ethernet, USB

3 serial (1 for RS232/422/485; 1 parallel; 
1 Ethernet 10/100BaseT; 2 USB; 1 PS2; 2 

PCMCIA; 1 VGA; MIC/Line out
1 Serial; 2USB; 1 Ethernet 1 Ethernet 10/100; 2 USB; 1 serial; 2 PS2; 

1 parallel

Operating Temp  -10C to 60°C 0 to 50°C 0 to 55°C 0 to 50°C

Storage Temp  -20 to 65°C -20 to 60°C -25 to 60°C -10 to 60°C

Enclosure Nema 4,4x (indoor) NEMA 4 NEMA12, 13, 4X NEMA 4X

Power Consumption 20 Watts @ 24VDC 24 V DC 1 Amp 18-32V DC 120 VAC

Noise Rating NEMA ICS 2-230 showering arc ANSI; C37.90a-
1974 SWC Level C Chattering Relay Test NA NA NA

Shock Rating 20 G for under 12ms in the X, Y and Z axes NA 15g (Opr) / 30g (non-opr) 10 G

Vibration Rating 5 to 55Hz 3 G for 2 hours in the X, Y and Z axis NA 0.012” p-p, 10-57Hz, 2g peak, 57-500Hz NA

Warranty 2 Year 1 year 1 year 1 year

Weight 8.9 lb 8.37lb (3.8kg) 9.3lb (4.2kg) NA

Expansion Slots Available 64 pin bus connector for future release 
of network and I/O cards 1 32bit PC104+ ControlNet; DH+/DH485/RIO None

Certifications UL, CUL, CE* pending None UL, CUL, CE None

Price $1999 $2381 $5760 $2295
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EZTouchscreen CE Computer Accessories
Part Number Description Price Del.

EZTCC-COMPUTER-M Hardware and Installation manual for EZTouchScreen CE Computer. This manual is included with every CE 
Computer.
Note: EZTCC-COMPUTER-M Hardware and Installation manual for EZTouchScreen CE Computer  included 
with every CE Computer.

$15 TBRS

EZP-BAT Replacement 1/2 AA, 3.6 volt lithium battery for EZPanel Enhanced, EZCE Touchpanel, and EZTouchScreen 
CE Computer

$20 STK

EZP-BRK-1 Optional DIN rail clips. Only for 6” models of EZPanel Enhanced, EZCE Touchpanel, and EZTouchScreen CE 
Computer (package of 2).

$15 STK

EZP-COMCON3 15-pin male D-sub connectors with terminal blocks, for connecting RS422 network cable to EZ Products $19 STK

EZP-PANEL-STUDS Spare mounting studs for EZPanel Enhanced, EZCE TouchPanel, and EZTouchScreen CE Computer panels. 
Comes in package of 8 with nuts.

$8 STK

EZP-6SLIMF-GSK Replacement gasket for Slim Bezel 6 inch models of EZPanel Enhanced, EZCE TouchPanel, and 
EZTouchScreen CE Computer.

$8 STK

EZP-8SLIMF-GSK Replacement gasket for Slim Bezel 8 inch models of EZPanel Enhanced, EZCE TouchPanel, and 
EZTouchScreen CE Computer.

$25 STK

EZP-10SLIMF-GSK Replacement gasket for Slim Bezel 10 inch models of EZPanel Enhanced, EZCE TouchPanel, and 
EZTouchScreen CE Computer.

$30 STK

EZP-15SLIMF-GSK Replacement gasket for Slim Bezel 15 inch models of EZPanel Enhanced, EZCE TouchPanel, and 
EZTouchScreen CE Computer.

$34 STK

EZP-COV6 Pack of 3 protective shields for 6 inch models of EZPanel Enhanced, EZCE TouchPanel, and EZTouchScreen 
CE Computer

$20 STK

EZP-COV8 Pack of 3 protective shields for 8 inch models of EZPanel Enhanced, EZCE TouchPanel, and EZTouchScreen 
CE Computer

$34 STK

EZP-COV10 Pack of 3 protective shields for 10 inch models of EZPanel Enhanced, EZCE TouchPanel, and 
EZTouchScreen CE Computer

$38 STK

EZP-COV15 Pack of 3 protective shields for 15 inch models of EZPanel Enhanced, EZCE TouchPanel, and 
EZTouchScreen CE Computer

$56 STK

EZTouchscreen CE Computer Accessories
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EZTouchscreen CE Computer Model Specifications
Part Number EZTCC-S6W-S EZTCC-S6W-E EZTCC-S6M-S EZTCC-S6M-E EZTCC-S6C-S EZTCC-S6C-E EZTCC-T6C-S EZTCC-T6C-E

Price $599.00   $699.00 $749.00 $849.00 $899.00   $999.00 $1199.00 $1299.00

Specification 6” white on blue 
standard 

6” white on blue 
enhanced

6” monochrome 
standard

6” monochrome 
enhanced

6” STN color 
standard 

6” STN color 
enhanced

6” TFT color 
standard

6” TFT color 
enhanced

Operating System Windows CE.NET 
4.2 Core

Windows CE.NET 
4.2 Pro Plus

Windows CE.NET 
4.2 Core

Windows CE.NET 
4.2 Pro Plus

Windows CE.NET 
4.2 Core

Windows CE.NET 
4.2 Pro Plus

Windows CE.NET 
4.2 Core

Windows CE.NET 
4.2 Pro Plus

Display Type 5.7” STN (White on Blue) 5.7” STN (monochrome) 5.7” STN (18 bit colors) 5.7” TFT (18 bit colors)

Enclosure NEMA 4, 4x

Display Size
(Viewing Area)

4.72”x3.5”
(119.4x88.9 mm)

Screen Pixels 320x240

Display Brightness 140 nits 180 nits 400 nits

Touch Screen Analog Resistive Touch Screen

CPU Type AMD Alchemy 333 MHz 32Bit Processor

Service Power 24VDC (20-30VDC operating range), 1.2A switching supply recommended

Power
Consumption 10 watts @ 24VDC 12 watts @ 24VDC 13 watts @ 24VDC 15 watts @ 24VDC

Agency Approval UL, CUL, CE (pending)

Operating 
Temperature 0° to 55°C -10° to 60°C

Storage
Temperature -20° to 65°C

Humidity 10-95% RH, noncondensing

Electrical Noise NEMA ICS 2-230 showering arc  ANSI C37.90a-1974 SWC Level C Chattering Relay Test

Withstand Voltage 1000VDC (1 minute), between power supply input terminal and protective ground (FG)

Insulation 
Resistance Over 20 MΩ, between power supply input and terminal and protective ground (FG)

Vibration 5 to 55Hz 3G for 2 hours in the X, Y and Z axes

Shock 20G for under 12ms in the X, Y and Z axes

Memory 32MB Flash and 64MB RAM built-in

Communications 2 Serial Ports: RS-232, RS-232/422/485 
Ethernet: One 10/100 Base-T Ethernet Port, USB

Expansion Slot 64 pin bus connector for future release of network and I/O cards

External 
Dimensions

6.145”x8.048”x2.433”
(156.078x204.40x51.786mm)

Weight 1.7 lbs

EZTouchscreen CE Computer Specifications
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EZTouchscreen CE Computer Specifications
EZTouchscreen CE Computer Model Specifications

Part Number EZTCC-S8C-S EZTCC-S8C-E EZTCC-T8C-S EZTCC-T8C-E EZTCC-S10C-S EZTCC-S10C-E EZTCC-T15C-S EZTCC-T15C-E

Price $1,299.00 $1,399.00 $1,499.00 $1,599.00 $1,799.00 $1,899.00 $1,999.00 $2,099.00

Specification 8” STN color 
standard

8” STN color 
enhanced

8” TFT color 
standard

8” TFT color 
enhanced

10” TFT color 
standard 

10” TFT color 
enhanced

15” TFT color 
standard

15” TFT color 
enhanced

Operating System Windows CE.NET 
4.2 Core

Windows CE.NET 
4.2 Pro Plus

Windows CE.NET 
4.2 Core

Windows CE.NET 
4.2 Pro Plus

Windows CE.NET 
4.2 Core

Windows CE.NET 
4.2 Pro Plus

Windows CE.NET 
4.2 Core

Windows CE.NET 
4.2 Plus

Display Type 8.2” STN (18 bit colors) 8” TFT (18 bit colors) 10.4” TFT (18 bit colors) 15” TFT (18 bit colors)

Enclosure Nema 4,4x

Display Size
(Viewing Area) 6.65”x5.024” (168.9x127.61 mm) 6.05”x4.55” (153.7x115.8 mm) 8.31”x6.22” (211.07 x 158mm) 12.02”x9.01” (305.28 x 228.96mm)

Screen Pixels 640x480 1024x768

Display Brightness 140 nits 200 nits 200 nits 250 nits

Touch Screen Analog Resistive Touch Screen

CPU Type AMD Alchemy 333 MHz 32Bit Processor

Service Power 24VDC (20-30VDC operating range), 1.5A switching supply recommended

Power
Consumption

18 Watts @ 24VDC 20 Watts @ 24VDC

Agency Approvals UL, CUL, CE (pending)        

Operating 
Temperature

0° to 50°C -10° to 60°C

Storage
Temperature

-20° to 65°C

Humidity 10-95% RH, noncondensing

Electrical Noise
Interference

NEMA ICS 2-230 showering arc  ANSI C37.90a-1974 SWC Level C Chattering Relay Test

Withstand Voltage 1000VDC (1 minute), between power supply input terminal and protective ground (FG)

Insulation 
Resistance

Over 20 MΩ, between power supply input and terminal and protective ground (FG)

Vibration 5 to 55Hz 2G for 3 hours in the X, Y and Z axes

Shock 20G for under 12ms in the X, Y and Z axes

Memory 32MB Flash and 64MB RAM built-in

Communications 2 Serial Ports: RS-232, RS-232/422/485 
Ethernet: One 10/100 Base-T Ethernet Port, USB

Expansion Slot 64 pin bus connector for future release of network and I/O cards

External 
Dimensions 8.75”x10.89”x2.76” (222.25x276.61x70.10mm) 10.59”x13.58”x2.86”   

(268.99x344.93x72.64mm)
13.00”x16.75”x4.68”   

(330.2x425.5x118.4mm)

Weight 2.9 lbs 3.8 lbs 7 lbs
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EZTouchscreen CE Computer 6” White on Blue
6” White on Blue - Slim Bezel (5.7” STN)
EZTouchscreen CE Computer’s 6” slim bezel White on Blue panel has a 5.7” 
diagonal touch screen with 320x240 pixel resolution. This computer has an STN 
LCD (liquid crystal display). This panel has a very low slim profile along with a 
smaller footprint on enclosures. 

Features:
• 5.7” diagonal white on blue STN LCD
• NEMA 4, 4x
• 320x240 pixel resolution
• 25,000 hour expected bulb half-life
• Analog resistive touch screen
• 2.43” installed depth
• AMD Alchemy 333 MHz 32Bit Processor
• 32MB Flash and 64MB RAM built-in
• Compact Flash slot
• One 10/100 Base-T Ethernet port
• USB Host port
• 2 Serial ports, one RS232, one 

RS232/422/485

6” White on Blue 
Dimensions

Part Number Description Price Del.

EZTCC-S6W-S 6” Mono White-on-blue display, CE 4.2 Core, Nema 4, 4x $599 TBRS
EZTCC-S6W-E 6” Mono White-on-blue display, Enhanced CE 4.2 PP, Nema 4, 4x $699 TBRS

Enhanced CE Computers with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE
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EZTouchscreen CE Computer  6” Mono 
Slim Bezel Panels
6” Monochrome - Slim Bezel (5.7” STN)
EZTouchscreen CE Computer’s 6” slim bezel panels have a 5.7” diagonal touch 
screen with 320x240 pixel resolution. These computers have an STN LCD 
(liquid crystal display) with 16 shades of gray and a very low slim profile along 
with a smaller footprint on enclosures. 

6” Mono 
Dimensions

Features:
• 5.7” diagonal mono STN LCD
• NEMA 4, 4x
• 320x240 pixel resolution
• 25,000 hour expected bulb half-life
• 2.43” installed depth
• Analog resistive touch screen
• AMD Alchemy 333 MHz 32Bit Processor
• 32MB Flash and 64MB RAM built-in
• Compact Flash slot
• One 10/100 Base-T Ethernet port
• USB Host port
• 2 Serial ports, one RS232, one 

RS232/422/485

Part Number Description Price Del.

EZTCC-S6M-S 6” Mono Gray scale, CE 4.2 Core, Nema 4, 4x $749 TBRS
EZTCC-S6M-E 6” Mono Gray scale, Enhanced CE 4.2 PP, Nema 4, 4x $849 TBRS

Enhanced CE Computers with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE
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EZTouchscreen CE Computer 6” STN Color 
Slim Bezel Panels
6” Color - Slim Bezel (5.7” STN)
EZTouchscreen CE Computer’s 6” slim bezel panels have a 5.7” diagonal 
touch screen with 320x240 pixel resolution. These computers have a  STN 
LCD (liquid crystal display) and a very low slim profile along with a 
smaller footprint on enclosures.

Features:
• 5.7” diagonal color STN LCD
• Low-profile slim bezel design
• 18 bit colors
• NEMA 4, 4x
• 320x240 pixel resolution
• 25,000 hour expected bulb half-life
• Analog resistive touch screen
• 2.43” installed depth
• 48 touch cells (8x6)
• AMD Alchemy 333 MHz 32Bit Processor
• 32MB Flash and 64MB RAM built-in
• Compact Flash slot
• One 10/100 Base-T Ethernet port
• USB Host port
• 2 Serial ports, one RS232, one 

RS232/422/485

6” STN Color
Dimensions

Part Number Description Price Del.

EZTCC-S6C-S 6” Color STN, CE 4.2 Core, Nema 4, 4x $899 TBRS
EZTCC-S6C-E 6” Color STN, Enhanced CE 4.2 PP, Nema 4, 4x $999 TBRS

Enhanced CE Computers with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE
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EZAutomation - EZTouchscreen CE Computer

EZTouchscreen CE Computer 6” TFT Color 
Slim Bezel Panels
6” Color - Slim Bezel (5.7” TFT)
EZTouchscreen CE Computer’s 6” slim bezel panels have a 5.7” diagonal 
touch screen with 320x240 pixel resolution. These computers have a TFT 
LCD (liquid crystal display) and a very low slim profile along with a 
smaller footprint on enclosures.

Features:
• 5.7” diagonal color TFT LCD
• Low-profile slim bezel design
• 18 bit colors
• NEMA 4, 4x
• 320x240 pixel resolution
• 25,000 hour expected bulb half-life
• Analog resistive touch screen
• 2.43”  installed depth
• 48 touch cells (8x6)
• AMD Alchemy 333 MHz 32Bit Processor
• 32MB Flash and 64MB RAM built-in
• Compact Flash slot
• One 10/100 Base-T Ethernet port
• USB Host port
• 2 Serial ports, one RS232, one 

RS232/422/485

6” TFT Color
Dimensions

Part Number Description Price Del.

EZTCC-T6C-S 6” Color TFT, CE 4.2 Core, Nema 4, 4x $1,199 TBRS
EZTCC-T6C-E 6” Color TFT, Enhanced CE 4.2 PP, Nema 4, 4x $1,299 TBRS

Enhanced CE Computers with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE
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EZTouchscreen CE Computer 8” STN Color 
Slim Bezel Panels
8” Color - Slim Bezel (8.2” STN)
EZTouchscreen  CE Computer’s 8” color slim bezel panels have an 8.2” 
diagonal touch screen, with a 640x480 pixel resolution, an STN LCD 
(liquid crystal display) and a low-profile slim bezel design that provides a 
small footprint on enclosures.

Features
• 8.2” diagonal color STN LCD
• Low-profile slim bezel design
• 18 bit colors
• NEMA 4, 4x
• 640x480 pixel resolution
• 40,000 hour expected bulb half-life
• Analog resistive touch screen
• 2.76” (70.10mm) installed depth
• AMD Alchemy 333 MHz 32Bit Processor
• 32MB Flash and 64MB RAM built-in
• Compact Flash slot
• One 10/100 Base-T Ethernet port
• USB Host port
• 2 Serial ports, one RS232, one 

RS232/422/485

8” STN Color
Dimensions

Part Number Description Price Del.

EZTCC-S8C-S 8” Color STN, CE 4.2 Core, Nema 4,4x $1,299 TBRS
EZTCC-S8C-E 8” Color STN, Enhanced CE 4.2 PP, Nema 4,4x $1,399 TBRS

Enhanced CE Computers with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE
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EZAutomation - EZTouchscreen CE Computer

EZTouchscreen CE Computer 8” TFT Color 
Slim Bezel Panels

8” TFT Color
Dimensions

8” Color - Slim Bezel (8” TFT)
EZTouchscreen CE Computer’s 8” slim bezel panels have a 8.2” diagonal 
touch screen with 640x480 pixel resolution. These CE Computers have a 
TFT LCD (liquid crystal display) and have a very low slim profile along 
with a smaller footprint on enclosures. 

Features
• 8” diagonal color TFT LCD
• Low-profile slim bezel design
• 18 bit colors
• NEMA 4, 4x
• 640x480 pixel resolution
• 40,000 hour expected bulb half-life
• Analog resistive touch screen
• 2.76” (70.10mm) installed depth
• AMD Alchemy 333 MHz 32Bit Processor
• 32MB Flash and 64MB RAM built-in
• Compact Flash slot
• One 10/100 Base-T Ethernet port
• USB Host port
• 2 Serial ports, one RS232, one 

RS232/422/485

Part Number Description Price Del.

EZTCC-T8C-S 8” Color TFT, CE 4.2 Core, Nema 4,4x $1,499 TBRS
EZTCC-T8C-E 8” Color TFT, Enhanced CE 4.2 PP, Nema 4,4x $1,599 TBRS

Enhanced CE Computers with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE
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EZTouchscreen CE Computer 10” TFT Color 
Slim Bezel Panels
10” Color - Slim Bezel (10.4” TFT)
The 10” color EZTouchscreen CE Computer slim bezel panel has a 10.4” 
diagonal touch screen, with a 1024x768 pixel resolution, a TFT LCD (liquid 
crystal display) and a low-profile slim bezel design that provides a small 
footprint on your enclosure.

Features
• 10.4” diagonal color TFT LCD
• Low-profile slim bezel design
• 18 bit colors
• NEMA 4, 4x
• 1024x768 pixel resolution
• 40,000 hour expected bulb half-life
• Analog resistive touch screen
• 2.86” installed depth
• AMD Alchemy 333 MHz 32Bit Processor
• 32MB Flash and 64MB RAM built-in
• Compact Flash slot
• One 10/100 Base-T Ethernet port
• USB Host port
• 2 Serial ports, one RS232, one 

RS232/422/485

10” TFT Color
Dimensions

Part Number Description Price Del.

EZTCC-T10C-S 10” Color TFT, CE 4.2 Core, Nema 4,4x $1,799 TBRS
EZTCC-T10C-E 10” Color TFT, Enhanced CE 4.2 PP, Nema 4,4x $1,899 TBRS

Enhanced CE Computers with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE
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EZAutomation - EZTouchscreen CE Computer

EZTouchscreen CE Computer 15” TFT Color 
Slim Bezel Panels
15” Color - Slim Bezel (15.0” TFT)
The 15” color EZTouchscreen CE Computer slim bezel panel has 
a 15.0” diagonal touch screen, with a 1024x768 pixel resolution, a 
TFT LCD (liquid crystal display) and a low-profile slim bezel design 
that provides a small footprint on your enclosure.

Features
• 15.0” diagonal color TFT LCD
• Low-profile slim bezel design
• 18 bit colors
• NEMA 4, 4x
• 1024x768 pixel resolution
• 40,000 hour expected bulb half-life
• Analog resistive touch screen
• 4.68” installed depth
• AMD Alchemy 333 MHz 32Bit Processor
• 32MB Flash and 64MB RAM built-in
• Compact Flash slot
• One 10/100 Base-T Ethernet port
• USB Host port
• 2 Serial ports, one RS232, one 

RS232/422/485

15” TFT Color
Dimensions

Part Number Description Price Del.

EZTCC-T15C-S 15” Color TFT, CE 4.2 Core, Nema 1 FDA Compliant $1,999 TBRS
EZTCC-T15C-E 15” Color TFT, Enhanced CE 4.2 PP, Nema 1 FDA Compliant $2,099 TBRS

Enhanced CE Computers with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE
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EZAutomation - EZCE Touchpanel

The Most SENSIBLE Open Platform PLC Panel 
Combining the Ease of Use of the Original EZTouch 
with the Most SENSIBLE CE Touchscreen Computer

Made in 
America

Hardware
• AMD Alchemy 333 MHz CPU
• 32 MB Flash, 64MB RAM
• Compact Flash Slot
• 10/100 Base-T Ethernet
• One RS232 Port, One 

RS232/422/485 Port, One USB 
Host Port

• Network and I/O Card Option
• Light weight / Low Power
• Complete NEMA 4, 4X Industrial 

Ratings

Software
• Adobe Acrobat PDF Viewer
• Microsoft Excel Viewer
• Microsoft Power Point Viewer
• Microsoft Word Viewer
• MPEG (Video) Viewer
• Microsoft Word Pad Text Editor
• Internet Explorer
• Microsoft Terminal Services
• FTP Server for sending to/receiving 

files from a Remote Location

EZTouch plus these additional features

Identical Footprint as
EZTouch and EZPanel 

EZ as 1-2-3 
Programming Software
compatible with 
EZTouch, EZPanel and 
EZCE Touchpanel brands

EZ CE To uch pa ne l TM

$699
Starting From

$99
Programming 

Software
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EZ CE Touchpane l TM

What does it have?
Key Features:
• Incredible 3-D graphical objects: pushbuttons, numeric entry, meters, line 

graphs, PID faceplates, etc. All are high-speed, vector-based objects with 
amazing scalability.

• 128 colors for use in objects and graphics
• Display text in up to nine different languages (user-selected by a push of 

a button!)
• Built-in Symbol Factory with over 4,000 symbols
• Screen and object password protection (eight user-defined levels)
• Unmatched alarm capability with history, count and details
• Recipe downloads to the PLC:20 values into 20 registers (fixed or variable)
• Floating-point numbers to and from PLC
• Built-in clock and calendar
• Forty-character tag names mapped to PLC addresses
• Bitmaps can be sized on the screen in the EZPanel/EZCE Touchpanel 

Software
• Import/Export tags to/from Excel or CSV files - Export messages to Excel 

or CSV file
• Export alarms to Excel or CSV file
• Multi-state Bitmap object (bit or word selectable)
• Multi-state Indicator/Message object (bit or word selectable) allows up to 

four embedded data variables in messages
• Bitmap Button object
• Scalable meters and bar graphs
• Floating point support for Meters, Bar Graphs, PID and Line Graphs

PLC Drivers Supported
• Allen-Bradley DF1 Half and Full Duplex (PLC-5, SLC 500, MicroLogix 1000, 
1200 and 1500) 
• DH485/AIC/AIC+ for MicroLogix 1000, 1200, 1500, SLC500, 5/01, /02, /03
• Aromat Mewtocol COM
• Control Techniques - Unidrive 2-wire, 4-wire (binary)
• Control Technology Corp. (CTC) - CTC2600, 2700 and 5100 (CTC Binary)
• EZPLC
• GE Fanuc SNPX (90/30, 90/70)
• Idec Computer Link
• Omron Host Link (C200 and C500)
• All Mitsubishi FX Series
• Modicon MODBUS RTU
• Siemens S7 MPI Adapter series PLCs
• Square D Symax - 300 Series CPU, 400 Series CPU (Symax)
• Texas Instruments - TI5x5 Series, TI505, TI545-1102, TI545-1104
• All AutomationDirect DirectLOGICPLCs

Windows CE Features:
Hardware
• AMD Alchemy 333 MHz 32Bit Processor
• 32MB Flash and 64MB RAM built-in
• Compact Flash slot
• One 10/100 Base-T Ethernet port
• USB Host port
• 2 Serial ports, one RS232, second RS232/422/485
• 4 wire Analog resistive touch screen
• Network card option for future expansion
• Mechanical/hardware interface to build EZPLC and EZI/O in the same 

housing 
• Choice of 8 displays

Software
• Windows CE.net® 4.2 Core preloaded in standard model with Compact 

Framework
• Windows CE.net® 4.2 Professional Plus preloaded in Enhanced model, with 

Internet Explorer and Viewer software
• SDK for Software Development

What is EZCE Touchpanel?
EZCE Touchpanel is an open platform PLC Touchpanel that combines 
the best assets of the original EZTouch and EZPanel Enhanced, which 
is its ease of use for both operators and programmers with the advanced 
functionality of a disk-less industrial computer running WindowsCE. 
It is available in all the eight different screen models of EZPanel and 
has the same footprint as the original EZTouch and EZPanel Enhanced. 
Programs developed on either the original EZTouch or the EZPanel 
Enhanced can be seamlessly transferred to the EZCE Touchpanel. 
Programs developed on EZCE Touchpanel can also be transferred 
to EZPanel Enhanced. In fact the EZPanel Enhanced Programming 
software is common to all these models. 

Where does it make sense?
If you need to give your machine operators access to the Microsoft world 
of CE, that is the ability to view files such as Adobe Acrobat PDF, Excel, 
Word, MPEG (Video), Word Pad text editor, as well as give access to 
Internet or Intranet, EZCE Touchpanel is a good choice. The user can 
also write their own programs in Visual Basic or C++ along with the 
EZPanel application running on the unit. There are pros and cons of 
using a dedicated HMI panel vs an open platform panel as described 
on the next page, but the beauty of the EZAutomation’s unique and 
exclusive approach is that you develop your application using the same 
programming software and can run it on either panel. EZ!

Connect to One of these Networks
• Allen-Bradley Data Highway Plus or Remote I/O
• Ethernet/IP
• Ethernet DF1 Protocol
• DeviceNet
• Profibus DP
• MODBUS Plus
• MODBUS TCP/IP
• CCLink
• GE SRTP 



11-4 CE Touchpanel 1-877-774-EASY

EZAutomation - EZCE Touchpanel

What is the Difference between 
EZPanel Enhanced and EZCE Touchpanel and 

How do I Choose between the two?

EZPanel Enhanced EZCE Touchpanel

• Dedicated 32 bit 40 MHz Coldfire 
processor

• Dedicated operating system needs only 
512 KB, and is really fast

• Faster Response time for touch input, 
typical 0.5 to 0.75 seconds

• Not subject to hardware or software 
tampering

• No boot-up, EZier to set-up

• Trending of data, only 2M memory.

• Low end print functions

• No Internet Browsers

• No File Viewers

• Lower Cost

• Windows CE 32 bit 333 MHz Alchemy 
Processor

• Windows CE OS, 16-22 MB, a little slower

• A little slower response time for touch input, 1 
to 1.5 seconds

• It is a computer, even though restricted.

• Slightly more involved start-up

• Bigger memory for data trending and storage, 
expandable to 256 MB.

• Windows type Print options

• Internet Browsers

• File Viewers such as Adobe Acrobat PDF 
Viewer, Microsoft Excel Viewer, Microsoft 
Word Viewer, MPEG (Video) Viewer, Microsoft 
Word Pad Text Editor, Internet Explorer and 
more...

• $300 to $400 less depending upon the model.

Model
EZPanel
Enhanced

EZCE 
Touchpanel

6” White on Blue $399 $699

8” TFT $1,299 $1,599

10” TFT $1,649 $1,899

Windows world has its own advantages as well as perils. On one hand, the openness of the Windows platform allows great connec-
tivity between the Touchpanel and the rest of the world, from simple features like connection to any printer, to full internet brows-
ing capability. On the other hand, the same openness may result in decreased system reliability. Now you have opened the gates to 
all the possible mischief like viruses etc. In addition, Windows platform is inherently a memory hog as well as slower as compared 
to a dedicated HMI. The good news from EZAutomation is that we make both options available to you, and you as the customer 
can make the ultimate decision which way to go. Here is a summary for you to consider:

Differences:

Similarities:
• Programming Software: Same, EZ as 1-2-3, EZPanel 

Enhanced Editor
• HMI Objects/Operators: Same as EZPanel Enhanced
• Footprint: Has same footprint as EZPanel Enhanced
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EZ Interoperability between EZTouch, EZPanel Enhanced 
and EZCE Touchpanel, unique to EZAutomation!

Application developed on any one of these platforms will run on others

EZPanel Enhanced/
EZCE Touchpanel EDITOR

EZPanel Enhanced EZCE TouchpanelThe Original EZTouch

EZ CE Touchpane l TM

The EZCE Touchpanel is 
the only HMI available 
that can run an application 
developed on a dedicated 
HMI  like EZTouch or 
EZPanel Enhanced to run 
on this Windows CE open 
platform panel. Usually 
you have to convert or 
translate your dedicated 
HMI application, if at all 
possible, to the new panel 
such as migrating from 
QuickPanel to QuickPanel 
View or Panelview 
standard to Panelview 
plus. It takes hours to 
translate and make sure 
that all operators have been 
properly converted. Not so 
with the EZ family. Since 
we have had full control of 
the hardware, firmware and 
software of the EZ family 
of PLC Touchpanels, 
interoperability is a cinch 
for us!

There is no 
“Program Conversion”!

No such thing with 
AB’s Panelview Plus or 
GE’s QuickPanel View

Similarities:

   NOW  THAT  IS  COMMON
 

SENSE!
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EZAutomation - EZCE Touchpanel

8 Models to Choose From Starting as Low as

$699

6” Monochrome, QVGA
EZC-S6M-S (Standard): $799
EZC-S6M-E (Enhanced): $899

6” TFT Color, QVGA
EZC-T6C-S (Standard): $1299
EZC-T6C-E (Enhanced): $1399

15” TFT Color, VGA
EZC-T15C-S (Standard): $2699
EZC-T15C-E (Enhanced): $2799

10” TFT Color, VGA
EZC-T10C-S (Standard): $1899
EZC-T10C-E (Enhanced): $1999

8” TFT Color, VGA
EZC-T8C-S (Standard): $1599
EZC-T8C-E (Enhanced): $1699

$699 $799 
$899 

$1299 

$2699$1899

$1599 
$1399 

6” White on Blue, QVGA
EZC-S6W-S (Standard): $699
EZC-S6W-E (Enhanced): $799

6” STN Color, QVGA
EZC-S6C-S (Standard): $899
EZC-S6C-E (Enhanced): $999

8” STN Color, VGA
EZC-S8C-S (Standard): $1399
EZC-S8C-E (Enhanced): $1499

• Adobe Acrobat PDF Viewer

• Microsoft Excel Viewer

• Microsoft Word Viewer

• Microsoft Wordpad Text Editor

• MPEG Video player

• Compact Flash Slot

• Internet Explorer

• 32MB Flash memory built-in

Minimum 
$2525 

from AB    NOW THIS IS INCREDIBLE!
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The EZCE Touchpanel line with all the additional features, 
has the same EZ to use programming software across all 
panels, all eight models. A wide variety of serial drivers is 
available and we continue to add more every quarter. We also 
have a broad range of units with pre-installed modules to 
connect to the most popular field networks, legacy as well as 
the latest.

The Most SENSIBLE CE Touchpanels Available!

Drivers Supported
• Allen-Bradley DF1 Half and Full Duplex (PLC-5, SLC 500, 

MicroLogix 1000, 1200 and 1500) 
• DH485/AIC/AIC+ for MicroLogix 1000, 1200, 1500, SLC500, 5/01, 

/02, /03
• Aromat Mewtocol COM
• Control Techniques - Unidrive 2-wire, 4-wire (binary)
• Control Technology Corp. (CTC) - CTC2600, 2700 and 5100 (CTC 

Binary)
• EZPLC
• GE Fanuc SNPX (90/30, 90/70)
• Idec Computer Link
• Omron Host Link (C200 and C500)
• All Mitsubishi FX Series
• Modicon MODBUS RTU
• Siemens S7 MPI Adapter series PLCs
• Square D Symax - 300 Series CPU, 400 Series CPU (Symax)
• Texas Instruments - TI5x5 Series, TI505, TI545-1102, TI545-1104
• All AutomationDirect DirectLOGICPLCs

Connect to One of these Networks
• Allen-Bradley Data Highway Plus or Remote I/O
• Ethernet/IP
• Ethernet DF1 Protocol
• DeviceNet
• Profibus DP
• MODBUS Plus
• MODBUS TCP/IP
• CCLink
• GE SRTP

Easy to Program, Easy to Operate
You can create a basic screen in about 10 minutes.
We know you have better things to do than attend a class 
on how to configure a touch panel! EZCE Touchpanel is so 
intuitive that in a few minutes you should be able to create great 
screens on your own. 
EZCE Touchpanel programming software lets you:
 • Click, drop and edit objects on the screen
 • Copy and paste screens from and to other projects
 • Scale objects to virtually any size with little or no distortion
 • Enter data with a pop-up keypad
 • Configure panels for up to nine languages
 • Use the included Symbol Factory library of over 4,000   
   factory objects, or import 128-color bitmaps

Download the software demo 
to see for yourself:
www.EZAutomation.net

EZCE 
Touchpanel

Programming 
Software

$99

Check out all the different EZCE Touchpanel  
models and specifications available to you 
starting on page 11-28.  

Starting at
$699

 

15” TFT

10” TFT

8” TFT

8” STN

6” STN

6” TFT Expanded wide 
variety of models, 
sizes and PLC drivers 6” White on Blue

6” Mono
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EZAutomation - EZCE Touchpanel

EZ CE Tou ch pane l TM

Designed from the ground up to simply be 
the EZiest to program and use

You do not have to spend $1300 for a 3 day course to 
learn how to program an Operator Panel

EZTouch has widely been recognized as the EZiest to program software in the industry. More than 10,000 
companies and over 20,000 Automation Control Engineers have used our software without having the need 
to attend even a one hour tutorial. In designing this product to be sold through the direct business channel 
without any local hand holding or training classes, we had to design the software to be so intuitive that even a 
first time user can get it up and running in a couple of hours without opening the software manual.

Communication Capability to Industrial Network

• Allen-Bradley Data Highway Plus or Remote I/O
• Controlnet
• Ethernet/IP
• Ethernet DF1 Protocol
• DeviceNet
• Profibus DP
• MODBUS Plus
• MODBUS TCP/IP
• CCLink
• GE SRTP

The EZCE Touchpanel has the broadest communication capability of any other Operator Panel. 
Here is what we connect to:

EZPanel/CE Touchpanel 
Editor - EZ as 1-2-3
Easy-to-use windows based software 
makes panel configuration and testing 
simple. Edit and debug faster than ever 
with our unique online programming 
feature. 

$99

EZ as 1-2-3!

Software is a pain!

RSView Studio 
Software
“This course is designed to provide 
students with the skills needed to create 
and configure an RSView ME(Machine 
Edition) project for Machine level and 
small-process control”

Free for existing 
EZTouch users!

$613

Add $20 for Programming Cable 
and assume a professional 
engineer costing $50/hr for 2 hours.

Add $100 for Programming 
Cable and $1300 for 
3 day course (RS-RSVMETRG)

@ $50/hr minimum

Total Investment $219 Total Investment more than $3200

AB Versaview can 
communicate 
only to DH+, Remote I/O 
and Controlnet 
GE Quickpanel View can communicate only 
to Genius I/O, DeviceNet and Profibus

Universal Connectivity!

to learn programming for “small process control”
Wonder what it would be for a large process control! 

Save Me From
Other Networks!
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Lets compare! Which Touchpanel is best for your PLC?
EZ CE Touchpane l TM

EZAutomation
EZCE TouchPanel

Allen Bradley
VersaView

6182H-7TLH4D

GE QuickPanel View
IC754VSL06CTD

Screen Type 5.7” TFT 6.5” TFT 5.7” TFT
Resolution 320x240 640x480 320x240
Built-In Flash Memory 32 MB 32 MB 1 CF slot
DRAM 64 MB 64 MB 32MB
Ethernet Yes Yes Yes
Trending Yes Yes Yes
3D Pre-Built Objects Yes Yes Yes
Power Consumption 12 Watts 17 Watts 24 Watts
On-Line Programming Yes No No

Ease of Programming Legendary EZ 3-day course @ $3200 
Suggested by AB to get started Not so easy

SDK for Visual Basic & C++ Yes Yes Yes
Microsoft Viewers Yes Yes Yes
Communication Expansion DH+, RIO, MB+, CCLink, Ethernet IP, 

MB TCP/IP
GE SRTP, Profibus, DeviceNet, Control 

Net

DH+, RIO, ControlNet only Genius IO, DeviceNet, Profibus 
only

Price $1399 $2525 $1995

EZCETouchpanel AB Versaview GE Quickpanelview Zycom 3300T Series
Part Number EZC-T10C-E 6182H-10TLH4D IC754VSL12D 3310-0011020016503
ScreenType 10.4” TFT 10.4” TFT 12.1” TFT 10.4” TFT
Resolution 640x480 640x480 800x600 640x480
Power consumption 18 W 27 W 48 W NA
Built-in Flash memory 32MB 32MB None No, 64MB on Compact Flash
RAM 64MB 64MB 32MB 128MB
Ethernet 10/100BaseT 10/100BaseT 10/100BaseT 10/100BaseT
Processor 333MHz AMD 650MHz Celeron NA 300MHz
Trending Real time & Historical Historical Historical NA
Prebuilt 3-D objects Yes Yes Yes Yes

Ease of programming Legendary EZ 3-day course @ $3200 
Suggested by AB to get started Not so easy Not so easy

On-Line programming Yes No No No
Microsoft Viewers Yes Yes Yes NA
Communication 
expansion

DH+, RIO, MB+, CCLink, Ethernet IP, MB TCP/IP
GE SRTP, Profibus, DeviceNet, Control Net DH+, RIO, ControlNet only Genius IO, DeviceNet, Profibus only NA

Number of Tags Unlimited Unlimited Unlimited Limited to 1500
Application 
compatibility between 
dedicated HMI & CE

Yes; Same software Limited; Totally different software Limited; Totally different software None

Price $1999 $3390 $3895 $2995
Software $99 $613

NA NACable $20 $100
Total Price $2118 $4103

   THE BEST CE TOUCHPANEL

  AND MADE IN AMERICA

Made in 
America
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EZAutomation - EZCE Touchpanel

EZCE Touchpanels are Easy to Operate

Pop-up Keypad is the EZiest method to input 
data into pre-assigned addresses in PLC.
The numeric entry object makes writing values 
to PLC EZier as never before. Minimum and 
Maximum limits can be set using Range Check 
option. The keypad also has built-in capability 
to change data types to floating point, signed/
unsigned decimal, hexadecimal or octal.

Thumbwheel object in EZCE Touchpanel 
is an electronic replica of conventional 
mechanically operated thumb wheel 
switch.

Simply hit “ENT” or “Enter” on all pop-ups 
to download your entry to the PLC.

All data input objects have 
password security. A user can 
define up to eight password 
labels of security. In addition, 
variable passwords can be 
defined from registers in the 
PLC.

POP-UP Electronic 
Thumbwheel
emulates a mechanical 
thumbwheel switch.

POP-UP Keypad allows 
you to enter data into a 
pre-defined PLC register.

Eight levels of password 
security for every input 
object.
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Just a Few Reasons Operators 
Love These Panels

Our engineers and technical support personnel worked closely in designing 
this product, keeping one thing in mind... that this touch panel has to be the 
most user friendly for machine operators. Here are some highlighted features:

Operators Can Choose their Favorite Language 
The United States has one of the most culturally diverse population of all 
countries and that means operators have a need for multiple languages. We 
were among the first to identify this need which resulted in multiple language 
support in our EZPanel Enhanced editor. You can configure each and every 
object (except PID face plate) for up to nine different languages (ASCII 
characters) each. While configuring our panel, a “language button” can be 
created to let the operators select their favorite language. For example, one 
operator can change the whole screen to Spanish by pressing a “Spanish” 
button. The next operator can change the whole screen to English by pressing 
an “English” Button. And so on...

It’s EZier than ever for operators to input data!
EZCE Touchpanel allows pop-up keypads for users to enter data in any 
of its supported formats (Signed and Un-Signed Decimal, Floating Point, 
Hexadecimal, and Octal). When creating pop-up type inputs for the above 
type formats, it automatically selects the right type based on the PLC/internal 
tag chosen. Ever needed a thumbwheel type input? We’ve added that as well, 
which allows the operator to scroll up/down each digit (max of five digits). 
All the data input type objects (including pop-up and thumbwheel) can be 
protected with up to eight levels of password protection. These passwords 
can be pre-programmed in our editor or they could be pointers to registers in 
a PLC. Having the passwords pointing to PLC registers allows for different 
passwords for multiple shifts and overrides by supervisors.

Scale objects to any size with no distortion
Our Editor uses vector-based graphics for objects. Unlike other editors that 
use graphic symbols, which distort when scaled, objects created by EZPanel 
Enhanced editor retain their shape with no or very little distortion. Another 
advantage to using vector based graphics is the super fast response time as our 
objects utilize very little memory. Any object in our editor is configurable up 
to 128 colors and allows importing of bitmaps as well with 128 colors.

The most sensible objects hard to find 
in other brands 
EZCE Touchpanel offers a graphical trending feature (great for time change 
over), PID face plates (single loop PID controller face plates), Downloadable 
Recipe (you can download up to 20 values, predefined or pointing to variable 
registers, to a PLC with just a single push button), thumbwheel, analog and 
digital clocks, radio buttons, step switches, many forms of meters, and many 
more along with our 4000 objects from SymbolFactoryTM.

1

2

3

4
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View Machine Manuals in PDF. 
To have fast and immediate access to information on machine/process. 
EZCE Touchpanel provides operators with the flexibility to view machine 
manuals or any other documents in PDF format on the panel right away.

View Microsoft Excel and Microsoft Word
Instead of sending the current data to a computer or server, machine 
operators may want to view and analyze the data on the screen right away. 
EZCE Touchpanel provides you easy to view data using Microsoft Excel 
and Word format on  the screen itself.

View PowerPoint and MPEG Video for 
installation, training etc.
EZCE Touchpanel provides operators with easy to view PowerPoint 
applications and video files in MPEG format. PowerPoint and MPEG 
Video provide you with an added advantage to visually learn and train 
other operators or observers about the machine or the process of the 
machine.

Store massive amount of data and send to 
plant server 
Now a days, machines collect massive amounts of data for different 
processes of the machine and that data needs to be sent to a plant server to 
archive for future reference. EZCE Touchpanel provides you with an easy 
way to store massive amounts of data and send the data to plant server.

Write notes on Microsoft WordPad Text Editor
When the machine is in the running mode, there are some notes and 
values that are needed to be noted. You don’t have to be worried about 
carrying a pen and paper with you all the time. EZCE Touchpanel 
provides you with an ability to write notes on Microsoft WordPad Text 
Editor.

Internet Explorer 
Machine operators can go to the company’s website to get up to date 
information that is needed to upgrade machine process or get new 
production instructions from a different location. EZCE Touchpanel 
provides you with an easy connection to access Internet Explorer.

Send or receive files from remote location
Operators may also need to send and receive message or files from a 
remote location. EZCE Touchpanel provides you with easy method to 
send and receive files from remote location.

5

6

7

8

9

10

11

Weekly Production.ppt
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Enhanced Graphics Made EZ
EZCE Touchpanel comes with unique graphical features to convert PLC data into 
usable operator information. We believe that information is power! Here are just a 
few features:

Graphical Trends Analysis
Operators find it much EZier to time-monitor the process by looking at the trend 
charts, rather than browsing thru cumbersome numbers. The most intuitive and EZ-to-
configure trend graphs allow users to monitor up to 6 PLC variables in a single chart. 
The chart can be pre-programmed to acquire data by seconds, minutes, hours or even 
days. Each chart can keep up to 999 data points.

PID Faceplates
A PID Faceplate object enables a one-stop review of your set-point and process 
variable together. A single loop PID algorithm makes the Output variable control the 
Process Variable to keep it as close to the set-point as possible. Use a PID Faceplate 
with other objects such as trend chart and experience amazingly EZ process control!

Multi-State Indicators
Process monitoring was never so EZ! Multi state indicator enables you to highlight 
various process conditions by setting a PLC address. We also included an ability to 
display the called process message as an indicator light to make it more visible to the 
operator. 

Alarm Reporting
The Alarm History object allows the user to configure a button, that when pressed, 
will provide the Alarm Count or Alarm History. When PLC triggers an alarm, such 
pre-programmed button pops-up on the screen. An active alarm is displayed at the 
bottom of the current screen. The operator can go into the details of the alarm right 
from the touch screen, and take necessary action immediately.
 

Dynamic Recipe Object
How about having an ability to write up to 20 preset or variable values to PLC by 
pressing just a single button on the screen? EZiest ever method to  change the process! 
Being a critical object, it can have 8 levels of password protection and visibility 
control too. Use Recipe with Numeric Keypads to add on-screen flexibility to recipe 
modification. 

Built-in 4000 Symbol Library
Being creative in your screen design is EZiest and at your fingertips. You don’t need 
to search for that special bitmap image you want to put on the screen anymore! EZ 
CE Panel comes with standard built-in image library with 4000 symbols like pumps, 
valves, blowers, conveyors etc. Any object in our editor is configurable up to 128 
colors and allows importing of bitmaps as well with 128 colors.
 

Distortion Free Scaling of On-Screen Objects
The innovative usage of vector-based graphics for objects in EZCE Touchpanel 
allows almost distortion free scaling of screen objects. This is unique compared to 
many other editors that use graphic symbols, which distort when scaled. Vector-based 
graphics also offer super fast response time as our objects utilize very little memory. 
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The following example shows 
just how EZ it is to create an 
object:

Tool Bar

Program this Screen in less than 10 minutes
EZ as 1-2-3

EZCE Touchpanel has earned 
it’s name!
We named it EZCE Touchpanel for a reason. We 
made an easy to use, simple operator interface 
that will save you lots of engineering hours and 
design time due to its simplicity and ease of use. 
You don’t need prior programming knowledge 
to design a screen. You do not need to attend any 
classes to learn how to program. It is Intuitive, it 
is Simple!

The only assumptions are:
• You are familiar with Windows-based 

environments

• You have a good understanding of 
your PLC memory’s address formats

A) Click on “Objects” on the main   
menu bar

B) Select the object you wish to create. 
In this example, click on “Switches”.

     You may also select an object from 
the tool bar below the main menu.

 Select an Object1

Or select switch 
object from the 
tool bar
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AB

C

D EClick the style of switch you wish to 
use.

Select “Label Text”. This will allow you 
to name and customize the object.

Select or create a PLC bit address tag 
that the “Switch” will activate. 

If you need password protection, click 
on the “Protection” tab at the top of the 
dialog box. 

If you wish to keep this object invisible 
until a PLC tag is triggered, click on 
“Visibility/Details”. 

Visibility will be discussed later
 in detail.

A) 

B)

C)

D)

E)

Click your mouse on the screen and 
stretch the object to your desired size. 
If you want to edit the object again, 
simply double click on it and the 
configuration dialog box will reappear. 
There is even a “Simulate” button on 
the dialog box for some objects so you 
can see how objects will work in real 
time. 

 Placing the Object3

 Fill in the Dialog Box2

PERFORM THE PREVIOUS STEPS FOR DIFFERENT OBJECTS 
AND YOU HAVE DESIGNED YOUR SCREEN!

Designed from Ground up to Simply be the
EZiest Software to Program Touch Panels

EZ has widely been recognized as the Easiest to program software in the industry. More than 10,000 companies and over 20,000 
Automation Control Engineers have used our software without having the need to attend even a one hour tutorial. In designing this 
product to be sold through the direct business channel without any local hand holding or training classes, we had to design this 
software to be so intuitive that even a first time user can get it up and running in a couple of hours without opening the software 
manual.

You do not have to spend $1300 or attend a 3 day course 
to learn how to program an operator panel!

Allen Bradley recommends attending their course number RS-RSVMETRG for developing skills needed to create and configure their panels even for small machine/process
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EZ & Most Sensible Communication Setup 

Got more panels?
Connecting multiple panels to your PLC can’t be 
EZier than this! All you need is a PLC that has 
multiple communication ports that we support! 
If your PLC allows it, you can add extra ports by 
installing data communication modules. EZ CE 
Panels support most of the PLCs in the market.

Data Highway Plus
EZCE Touchpanels can be installed with an option 
card to be able to communicate with AB DH+

Ethernet Capability makes 
us EZ & Fast
EZCE Touchpanels are among the fastest, but 
there are limitations to the PLC communication 
port speed. If your PLC can support 10 Mega 
Baud Ethernet connection we have a Panel that 
will allow you to be fast and flexible by using it’s 
Ethernet port.  

Open Protocol Panels
EZCE Touchpanels are based on open protocol 
technology, meaning that they can be installed with 
popular network cards like DeviceNet, Profibus, 
MODBUS TCP/IP or Ethernet/IP. This makes us a 
unique Touch Panel that can communicate easily 
with almost every popular PLC and almost every 
network in the industry!

Connect multiple EZPanels 
(with Ethernet option cards) 
over Ethernet

Ethernet Hub

Connect multiple 
EZCE Touchpanels 
to the CPU.

Bottom view

EZCE Touchpanel 
Programming Screen

PLC Connectivity Not a Costly Affair
Having made the programming EZ, we also made the 
connectivity EZier. A simple molded cable lets you 
connect the EZCE Touchpanel to most of the PLCs. 
These custom designed cables not only bring the cost of 
connectivity down but also make it the most flexible.  

Patented Online Programming
Best way to reduce your process downtime while 
editing the Panel program. EZCE Touchpanel can be 
programmed via separate Programming Port, while it 
is ‘Live’ thru PLC Port! Operator can continue running 
the machine while the Engineer is modifying certain 
section of the program. The changes to the program are 
transferred to the Panel “Online” without swapping the 
cables. What an EZ way to save time and engineering 
effort!

Program Over Ethernet Network
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Unique Visibility Tags - Allows Objects to be Hidden 
for Maximum Utilization of Screen Real Estate

Normal Run Mode
Operator does not have access to 
changing PLS setpoints. 

1

2 Set point Edit Mode
PLC “PROG_MOD” Tag makes 
three additional objects appear 
on the screen. “ON POSITION”, 
“OFF POSITION” and 
“Updating Setpoint” objects are 
programmed with “PROG_MOD” 
variable as their Visibility tag. 

3 Fine Tune Mode
PLC “FINE_TUNE” Tag makes 
Fine tune objects replace the 
updating setpoint object. Panels 
without visibility tags would 
need screen real estate for 
both “PROG_MOD” objects and 
“FINE_TUNE” objects. Visibility 
tags thus save a tremendous 
amount of screen real estate. 
Its not unusual to reduce the 
number of total screens to half by 
virtue of this unique feature.

All objects have the unique ability to appear 
and disappear based upon both PLC tags, 
as well as internal tags. In the following 
example, we show one of the many ways 
Visibility Tags can be used to expand your 
screen.

Here is how one of 
our customers
used visibility 
tags to reduce the 
number 
of screens 
by 30%!

Patent 
Pending

REDUCE # OF SCREENS BY HALF
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EZCE Touchpanel Objects 

The Most Sensible, Best-Looking Objects Available
The screen below shows a configuration of the available 33 objects in EZCE 
Touchpanel editor. This and the following page cover the basics of some of 
these objects.  

Radio Buttons
You can create a series of pushbuttons using Radio 
Button Object. When one button is on, all the other 
buttons are off (Only one button/station active at one 
time, like an old car radio)

1 Pushbutton
2 Indicator Button
3 Radio Button
4 Switch
5 Step Switch
6 Tri-State Switch
7 Numeric Entry

8 Recipe
9 Thumbwheel

10 Indicator Light
11 Numeric Display
12 Analog Clock

13 Digital Clock

14 Meter
15 Bar Graph
16 Line Graph
17 PID Faceplate
18 Screen Change
19 Alarm History
20 Multi-state Indicator
21 Increment/Decrement
22 Static Text

23 Trigger Text

24 Lookup Text
25 Dynamic Text
26 Text Entry

27 Adjust Contrast
28 Inc/Dec Hour
29 Activate Screen Save
30 Select Language
31 Dynamic Bitmap
32 Bitmap Button
33 Multi-state Bitmap

333231

1 2 3 4 5 6

7 8 9 10 11 12 13

14 15

16

17

18

19

20

22

21

23

24

25

26

27

28

29

30

Meters
Meter Object has many style types and 
operations available. EZCE Touchpanel 
Editor allows you to custom design the 
color bars for alarm zones and also allows 
you to select the number of divisions 
to be displayed. The meters provide an 
excellent graphical representation of 
analog gauges.

Line and Bar Graphs
The Line and Bar graph objects have an 
outstanding resolution. You can custom 
design the legend for X and Y axis and 
assign labels to major “tic” marks on a 
chart. Just adding a bit of color makes 
them as visually appealing as they are 
functional.

PID Faceplate
Use our PID faceplate for PLC systems 
capable of PID loops. PID faceplate 
allows you to display values for three PID 
loop controlled parameters in the form of 
bar graphs.

14

3

16
17

15
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Recipe Objects
By using one of our most desired Recipe objects, 
you can download up to 20 pre-set or variable PLC 
registers per Recipe in the EZCE Touchpanel panel. 
This object can also be used to set values in PLC 
registers to change a process all together!

Alarm History
Use our pre-built Alarm History button to show 
Alarm Count and Alarm History with one touch of a 
button. Alarm History displays all the alarms triggered 
sequentially with the most recent one right on the top, 
whereas Alarm Count displays the exact number of 
times a certain alarm has been triggered. Use this great 
preventive maintenance tool to replace any components 
that need to be changed. Any time an alarm is highlighted 
and selected, it will show you all the details that you’ll 
ever need to know including the time it was triggered, the 
time it was cleared, date stamp, upper and lower limits 
along with the limit that tripped an alarm. 

EZCE Touchpanel Objects 

Bitmap Objects 
EZCE Touchpanel Enhanced editor 
allows you to create Dynamic Bitmaps, 
Multi-state Bitmaps, Button Bitmaps, 
and Static Bitmap Objects in a breeze. 
There is a built in library of 4000 
objects available for you to copy and 
paste directly to a project screen and 
use them in any arrangement or position 
them just the way you like.  

For a true dynamic simulation, use our Dynamic 
Bitmap object to stack layers upon layers of 
bitmap objects which only allows one bitmap 
object to be displayed at one time based on 
whether it is triggered by a control program or 
the panel itself. For example, you can display a 
red image of a blower when its turned off and a 
green image when turned on. Dynamic Bitmap 
Objects allow you to select different bitmaps for 
“On” and “Off” states of a PLC/Internal register. 
Under “On Bitmap” settings, select a green blower (using the symbol 
factory) and repeat for “Off Bitmap” with a red blower. That’s it! And 
you have created a dynamic simulation of your blower.

Multi-State Bitmaps have the same functionality of Dynamic Bitmap 
buttons with only one difference: It is a lot more powerful in that it 
allows you to display all the way to 16 bitmaps based on the value of 
a bit in a word or a word address.

A ‘Bitmap Button’ object is a “Button” which is capable of displaying 
different bitmap images when turned on or off by a user. On the other hand a 
‘Static Bitmap’ lets you display a bitmap (imported, copied from clipboard, or 
symbol factory) which can be resized within the editor and stays static on a 
screen, e.g. a company logo.

With one press of a button, 
you can view all of the tag-
names and values of the 
recipe batch.

With a push of a button, you 
can view Alarm Count, Alarm 
History, and Alarm Details.

8

19

333231

You can customize the screen to simulate your 
process by adding bitmaps  from the extensive 
symbol library included in the EZPanel 
Enhanced Software.

Click and drag to size 
the bitmap objects in the 
EZTouch Enhanced software

The selected object will be 
highlighted and shown in 
the preview window

Copy the symbol from 
the library and paste it 
onto the EZPanel screen
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EZCE Touchpanel Enhanced Editor Example

Click the “Write Program to Panel” button,  
click OK, and you’re done!
Or just click Save if in Online Mode.3

Select the configura-
tion method from our 
“Online, Read from 
Panel, and Edit Offline” 
options.

Enter system 
information and use 
the pull-down menu for 
correct selections. 

Click OK when you’re 
done!

Select any of the 33 objects available 
in the toolbar or from the Objects 
Option in the Main Menu Bar

3 Easy Steps are displayed on the 
right hand margin of the window at 
all times. Just click on them anytime 
you need assistance. 

Complete the 
Dialog box 
(on the right)

And the PLC 
assignment
(below)

Meter created on 
the screen

Meter is now on the EZTouch panelWrite program to panel meter

The startup screen 
would provide you 
with options for 
creating and opening 

projects. First, choose the 
configuration mode: Edit 
offline, Read from Panel, 
Edit Online. Then enter 
your system parameters by 
typing in the fields or using 
the pull down menus.

1

2 Once you select your options and your 
new/previously developed screen is open, 
you are ready to start creating your project 
using our easy to find toolbar or menu’s.

EZ as 1-2-3
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EZCE Touchpanel Editor
Easy-to-use Programming Software
EZCE Touchpanel Editor is by far one of the easiest to use 
programming software available in the market. You just saw 
a presentation of our editor’s most powerful objects in the 
last few pages. Now let’s take a look at how easy and simple 
it is to create some of those objects.

The EZCE Touchpanel programming software is just like any 
other windows application that comes with a main menu bar, 
tear off toolbars, a Project Screen Explorer, a main window 
area, and individual screen windows. Build multiple screens 
at the same time and display them as tiled or cascaded in the 
main window.

Toolbars
EZCE Touchpanel Enhanced Editor allows you to place up 
to nine different toolbars (Standard, Basic Objects, System 
Objects, Text Objects, Bitmap Objects, Draw, Panel 3 Easy 
Steps, and Project Screens). These are fully customizable 
toolbars and can be moved and placed to your liking. The 
following example shows how the basic toolbar is moved to 
the right of the screen and also shows the flyover tip associated 
with each object. You can also display ‘Panel’ toolbar by 
selecting it through ‘Edit’ pull down section. The following 
icons are present in ‘Panel’ toolbar: Write to Panel, Panel 
Information, Display Screen, Reboot Panel, Panel Time and 
Date, and Diagnostics.

Online Programming
Online program editing is one of the most powerful features 
of EZCE Touchpanel panel. It lets you program your panel 
‘Online’ without losing any precious time uploading and 
downloading projects to a panel. Just connect your panel to 
your computer, select online programming, edit, and save your 
entire project while your panel is online with a PLC.

In case you missed our illustration of just how important and 
powerful this feature is, please review page 3-8 in the EZPanel 
Enhanced section as it explains in detail this huge time saving 
feature! 

Windows Architecture
EZPanel Enhanced programming software is built on the 
Windows 32-bit system architecture and thus utilizes all the 
functionality associated with it. The ‘Main Menu Bar’ has 
pull downs for every menu, some of which provide even 
more dialog boxes when selected, along with the flyover 
tips. Whenever the cursor is on top of one of these icons, 
a brief description or a hot key is displayed on top of it for 
you to navigate with ease. This information is very helpful 
when trying to determine the right kind of object or selection 
amongst all the options available to you. Multiple screens in 
the main programming window can be tiled or cascaded as per 
your preference and can also be minimized/maximized within 
the main window. 

Project Screen 
Explorer
The left side 
margin displays 
the project 
screens you 
have created. 
Simply double-
click on a screen 
to open and edit. 

Main Menu Bar

The Drawing Tool Bar contains all of the necessary tools 
for creating and drawing lines and objects. It is a tear-
off, floating tool bar that can be positioned anywhere on 
the screen.

The active screen window is displayed 
when you have opened a project and 
screen to edit. The title bar at the 
top displays the screen that you are 
currently working on. You can have 
multiple screens open at the same 
time, but the active screen will be the 
one with the highlighted title bar. 

Tear-off floating toolbar contains all of 
the objects represented by an icon. Each 
icon has fly-over help that gives a brief 
description of the object icon. Simply 
click on the object that you want to 
create and the associated dialog box will 
appear prompting you with the necessary 
information to build the object.

Minimum PC 
Requirements
• Pentium, 133 MHz, CD ROM
• 32MB RAM
• 87 MB free disk space
• WIN95/98/2000/NT4.0/XP/XP Pro
• Color SVGA
800x600 minimum
1024x768 recommended

You can size the screen window to represent the panel 
screen size, turn on a grid, snap to a grid, and change 
the background color all from the Screen heading in the 
Main Menu Bar or by simply right clicking the screen.
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Password Protection
Most functional objects have password protection 
built-in for up to eight different user groups. 
Simply choose the group or level of protection and 
enter the password.

PLC Addressing
One of the fields to be 
completed in the object 
creation window is the 
PLC tagname. Type in 
the tagname and the 
appropriate PLC address 
string and data type, and 
the object will be linked 
to the PLC. It’s that easy!

Most of the 
objects have a 
style selection 
of how the 
object will 
appear on the 
screen.

You can custom label the 
objects by enabling the text and 
typing in the name you want. 

Color 
Palette
The color palette 
has 128 available 
colors for text, 
background, 
indicators and 
other object 
parameters.

Se Habla Español? No hay Problema!
Another great feature of the EZCE Touchpanel panels is the 
ability to program your text and messages in different languages. 
As long as the text characters are in the ANSI text table, they 
can be displayed on the panel. You can store up to nine different 
language types for each object. Select the language number from 
the pull-down menu and type in the text to be displayed.

It’s as EZ as
                                         
                  to Create an Object

1 - 2 - 3Using the tool bar or pull-
down menu, select the object 
that you want to create.1
Each object has an 
associated dialog box 
containing all of the 

necessary parameters for creating 
the object. Simply fill in the areas 
to meet your application needs and 
click OK.

2

Object is drawn on 
the screen. 3

Si usted prefiere que sus mensajes se visualizen en 
Español, simplemente seleccione el número de el 
lengueaje que desea y escribalo en su texto para 
cada función.

O, se ha qualche operatore che preferisce 
l’italiano, scriva il test in una forma piú 
comprensibile per loro.

Typical object configuration dialog box

(Example 
shown at 
step 3)

with Display Frame without Display Frame

EZCE Touchpanel Editor
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EZCE Touchpanel Editor
Multi-state Bitmap Object
The new Multi-state Bitmap Object is created to display 
images within a frame on the EZCE Touchpanel screen. 
Each object has its own programmed images. The object 
will display one image at a time based on a bit (the one 
that is set), or a value in the tag. The maximum number 
of images that can be programmed is based on available 
memory. 

Bitmap Button Object
The new Multi-state Bitmap is a touch object that 
combines functions of a button, a Dynamic Bitmap, and 
an Indicator Light. It allows you to perform a WRITE 
operation to one bit and a READ operation from a 
second discrete location. The state of that READ location 
determines whether the button is displayed in the ON 
or OFF mode. You may choose to make the READ and 
WRITE location the same. 

Sizing Bitmap Objects
EZTouch software allows bitmap objects to be sized 
with total flexibility, including changing the shape. 
Simply click on the object to select and then click 
and drag one of the side or corner handles to size the 
bitmap as needed. 

Default Bitmap
Bitmap of bit 1

Bitmap of bit 2
Bitmap of bit 3

1 - 2 - 3
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EZCE Touchpanel Editor

Multi-state Indicator Object
The Multi-state Indicator Object is created to display 
preprogrammed messages within a frame on the EZCE Touchpanel 
screen. Each object has preprogrammed messages that are stored in 
the object itself. In other words, messages are stored in the object, 
NOT the Message Database. (The Message Database is used by the 
Lookup Text Object only.) It displays one message at a time based 
on a bit (the one that is set), or a value in the tag. The maximum 
number of messages that can be programmed is 255. Click on the 
Messages tab to program messages in the database.

Increment/Decrement Value Object
The Increment/Decrement Value Object allows you to 
configure a button, that when pressed, will Add or Subtract 
from a value using two tags and a programmed value. 
You will be able to Read a value in the first tag and then 
Write to another using the value you have programmed 
to increment or decrement that register value. Of course, 
if both tags are the same, the tag itself is changed by that 
value.

The Multi-state Indicator can also be used without 
messages as simply a Multi-state Indicator Light, 
such as the one shown here. 

Messages
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Introduction
EZCE Touchpanel is an open platform PLC Touchpanel that 
combines the best assets of the original EZTouch and EZPanel 
Enhanced, which is its ease of use for both operators and 
programmers with the advanced functionality of a disk-less 
industrial computer running WindowsCE. It is available in all 
the eight different screen models of EZPanel and has the same 
footprint as the original EZTouch and EZPanel Enhanced. Programs 
developed on either the original EZTouch or the EZPanel Enhanced 
can be seamleasly transferred to the EZCE Touchpanel. Programs 
developed on EZCE Touchpanel can also be transferred to EZPanel 
Enhanced. In fact the EZPanel Enhanced Programming software is 
common to all these models. 

Overview
EZCE Touchpanel are fully programmable and provide power and 
flexibility through a vast set of features. The displays are available 
in white on blue (6” only), monochrome & full color. Mono displays 
are only available with a 6” screen. The color units are available in 
6”, 8”, 10” or 15” versions.  

Getting Started
Installing the software and configuring the EZCE Touchpanel is 
simple to do. You will only need the following items to successfully 
connect and configure the panel:
     • EZCE Touchpanel
     • 24 VDC power supply
       (min. 1.5A, switching)
     • Programming cable
     • PLC interface cable
     • PC
     • EZPanel/EZCE Touchpanel Programming 
        Software

OverviewEZ CE Touchpane l TM

Compact Flash Card getting installed

Compact FLASH Slot
EZCE Touchpanels have a slot for Compact Flash for expanding 
non-volatile memory. Because of the built-in 32MB of Flash on 
the CE Motherboard, you most likely will not need this external 
Compact Flash but we do have a slot if you do.

What does it have?
Key Features:
• Incredible 3-D graphical objects: pushbuttons, numeric entry, meters, line 

graphs, PID faceplates, etc. All are high-speed, vector-based objects with 
amazing scalability.

• 128 colors for use in objects and graphics
• Display text in up to nine different languages (user-selected by a push of 

a button!)
• Built-in Symbol Factory with over 4,000 symbols
• Screen and object password protection (eight user-defined levels)
• Unmatched alarm capability with history, count and details
• Recipe downloads to the PLC:20 values into 20 registers (fixed or variable)
• Floating-point numbers to and from PLC
• Built-in clock and calendar
• Forty-character tag names mapped to PLC addresses
• Bitmaps can be sized on the screen in the EZPanel/EZCE Touchpanel 

Software
• Import/Export tags to/from Excel or CSV files - Export messages to Excel 

or CSV file
• Export alarms to Excel or CSV file
• Multi-state Bitmap object (bit or word selectable)
• Multi-state Indicator/Message object (bit or word selectable) allows up to 

four embedded data variables in messages
• Bitmap Button object
• Scalable meters and bar graphs
• Floating point support for Meters, Bar Graphs, PID and Line Graphs

Windows CE Features:
Hardware
• AMD Alchemy 333 MHz 32Bit Processor
• 32MB Flash and 64MB RAM built-in
• Compact Flash slot
• One 10/100 Base-T Ethernet port
• USB Host port
• 2 Serial ports, one RS232, second RS232/422/485
• 4 wire Analog resistive touch screen
• Network card option for future expansion
• Mechanical/hardware interface to build EZPLC and EZI/O in the same housing 
• Choice of 8 displays

Software
• Windows CE.net® 4.2 Core preloaded in standard model with Compact Framework
• Windows CE.net® 4.2 Professional Plus preloaded in Enhanced model, with 

Internet Explorer and Viewer software
• SDK for Software Development

Made in 
America
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Compatible with Major PLCs
EZCE Touchpanel is the most compatible panel ever built. One 
of the great things about EZTouch panels is connectivity to 

many different PLC types. In addition to EZPLC, you will have 
no problems connecting to major PLCs (Allen Bradley, GE, 
Mitsubishi, Omron, Modicon, Siemens, etc.)  

Networking
By using the applicable network card, EZCE Touchpanel panels 
can communicate through a variety of networking protocols. 
Currently supported networks are: 

• Allen-Bradley Data Highway Plus or Remote I/O
• Ethernet/IP
• Ethernet DF1 Protocol
• DeviceNet
• Profibus DP
• MODBUS Plus
• MODBUS TCP/IP
• CCLink
• GE SRTP

The DH+ and other network models are ordered as a complete 
unit. Please see the Selection guide table in this section for the 
part number of your interest.

Easy Installation
Installing a panel is as EZ as 1-2-3! 

1. Mounting
Since the EZCE Touchpanel panel is a front-panel mount 
unit, it requires a panel cutout, which you can mount by either 
drilling holes for mounting screws or installation of add-on 
DIN clips to secure the panel to the mounting area. You can 
find the detailed information on dimensions and installation on 
pages 11-30 thru 11-37.

2. Wiring and Connections
After mounting the EZCE Touchpanel, configure the protocol 
type in the software and connect the unit. You can find the 
detailed information on wiring and connection in EZCE 
Touchpanel Hardware and User Manual. 

3. Communications Setup
For your convenience, our software ships with default 
parameters. Ensure that the settings are correct, change them if 
necessary, and you’re ready to begin your project.

Support
You can also find up-to-date information on all the products, 
any new features, tech support and much more. Our website 
address is:  
www.EZAutomation.net
If you have any questions for which you can’t find an answer, 
give us a call at 1-877-774-EASY (3279) and we will be glad to 
assist you.

EZCE Touchpanel Overview

PLC Compatibility Table
PLC/Network Model Protocols

EZAutomation EZPLC EZ Protocol

Allen-Bradley 

MicroLogix 1000/1200/1500 
SLC 500, 5/01, /02, /03

DH485/AIC/AIC+

MicroLogix 1000, 1200 and 1500 
SLC 5/03, /04, /05, PLC-5 (w/DF1)

DF 1 Half Duplex; DF1 Full Duplex

SLC 5/04, PLC 5 DH+ (Option Card)
PLC5 DF 1
PLC 2, 3 and 5 Remote I/O (w/DH+ Option Card)

Aromat Aromat Mewtocol COM

Control Techniques Unidrive 2-wire, 4-wire Binary

Control Technology 
Corporation (CTC)

CTC 2600, 2700 and 5100 CTC Binary

DeviceNet DeviceNet I/O Generic DeviceNet I/O (Option Card)

Ethernet ControlLogix, MicroLogix, 
CompactLogix, GE Versamax

Ethernet/IP, SRTP, DF1, Modbus 
TCP/IP

General Electric 90/30 and 90/70 Versamax SNPX, SNP

Idec Idec Computer Link

Mitsubishi FX Series (all) Direct
CC Link CC Link Protocol

Modicon
984 CPU, Quantum 113 CPU, AEG 
Modicon Micro Series 110 CPU: 311-xx, 
411-xx, 512-xx, 612-xx

Modbus RTU

984 Series, Quantum Series Modbus Plus (Option Card)

Omron C200, C500, CQM1, CPM1, CPM2 Host Link

Profibus Profibus-DP Generic Profibus-DP (Option Card)

DirectLOGIC

DL05
K-Sequence, DirectNet,  
MODBUS (Koyo Addressing)

DL105 K-Sequence

DL205

D2-230 K-Sequence
D2-240 K-Sequence, DirectNet

D2-250
K-Sequence, DirectNet, 
MODBUS (Koyo Addressing)

D2-240/250DCM DirectNet

DL305

D3-330/330P DirectNet
D3-340 DirectNet

D3-350
K-Sequence, DirectNet, 
MODBUS (Koyo Addressing)

D3-350 DCM DirectNet

DL405

D4-430 K-Sequence, DirectNet
D4-440 K-Sequence, DirectNet

D4-450
K-Sequence, DirectNet, 
MODBUS (Koyo Addressing)

All with DCM DirectNet

Siemens Siemens S7 MPI Adapter 3964R
Siemens S7-200 S7-200

Square D Symax 300 Series CPU, 400 Series CPU Symax

Texas Instruments TI5X5 Series - TI505, TI 545-1102, 
TI545-1104

TBP (Transparent Byte Protocol) 
or NITP (Non-Intelligent Terminal 
Protocol)

Uni-Telway Telemecanique TSX 37 Micro UNI-TE (Version 1.1)

Other 
H2 - WinPLC (Think & Do V6.3, 
Think & Do Studio, check for ver-
sion compatibility)

MODBUS RTU (serial port)
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Connecting to a PLC/Programming Computer is EZ 
Cable Connections
Due to the new drivers that have been added to our 
EZCE Touchpanel, we have added many new cables for 
the various communication methods.

Part Number Description Price Del.

EZP-PANELEDIT EZPanel/EZCE Touchpanel
Programming Software $99 STK

EZC-TOUCHPANEL-M Hardware User Manual $15 STK

EZP-BAT Replacement 1/2 AA, 3.6 
volt Lithium Battery $20 STK

EZP-BRK-1
Optional DIN Mounting 
Clips (pk. of 2, 6” models 
only)

$15 STK

EZ-PANEL-STUDS Spare mounting studs 
(four with nuts) $8 STK

EZP-6SLIMF-GSK (6”) Slim bezel replacement 
gasket $8 STK

EZP-8SLIMF-GSK (8”) Slim bezel replacement 
gasket $25 STK

EZP-10SLIMF-GSK (10”) Slim bezel 
replacement gasket $30 STK

EZP-15SLIMF-GSK (15”) Slim bezel 
replacement gasket $34 STK

EZP-COV6 Pack of 3 protective shields 
for any 6” panel $20 STK

EZP-COV8 Pack of 3 protective shields 
for any 8” panel $34 STK

EZP-COV10 Pack of 3 protective shields 
for any 10” panel $38 STK

EZP-COV15 Pack of 3 protective shields 
for any 15” panel $56 STK

EZCE Touchpanel Accessories

Battery Replacement
3.6 volt high energy Lithium battery is used to provide back-up power 
for program storage in the system RAM. EZCE Touchpanel has a low 
battery indicator on the screen. It is recommended that the battery is 
replaced every five years. 

    MAKING OPERATORS HAPPY

Cable Part
Number

Cable
Description Price

EZP-PGMCBL 10 ft. Programming Cable $20
EZP-CBL 10 ft. EZPLC cable RS232 $20

EZP-2CBL 10 ft. RS 232C, 15 pin D-shell male 
to RJ12 $20

EZP-2CBL-1 10 ft. RS 232C, 15 pin D-shell male 
to15 pin male $20

EZP-3CBL 10 ft. RS 232C, 15 pin D-shell male 
to RJ11 $20

EZP-4CBL-1 10 ft. RS 232C, 15 pin to 15 pin 
D-shell male $20

EZP-4CBL-2 10 ft. RS 232C, 15 pin to 25 pin 
D-shell male $20

EZP-MLOGIX-CBL 10 ft. Allen-Bradley MicroLogix 1000, 
1200, 1500 $25

EZP-SLC-232-CBL 10 ft. Allen-Bradley SLC 5-03-04-05 
with DF-1 port $20

EZPLC5-232-CBL 10 ft. Allen-Bradley PLC-5 CPU with 
DF1 port $20

EZP-DH485-CBL 10 ft. Allen-Bradley SLC 500 with 
DH485 port $22

EZP-90-30-CBL 10 ft. GE Fanuc Series 90/30 and 
90/70 using SNPX $20

EZP-MITSU-CBL 10 ft. Mitsubishi FX Series 15-25 pin 
D-shell male $20

EZP-MITSU-CBL-1 10 ft. Mitsubishi FX Series 15-8 DIN $20

EZP-S7MPI-CBL 10 ft. Siemens Simatic 7
15-9 D-shell $20

EZP-OMRON-CBL 10 ft. Omron C200-C500 with 
Hostlink protocol $20

EZP-ARCOL-CBL 10 ft. Aromat Mewtool COM $20

EZP-CTRLUNI-CBL 10 ft. Control Techniques 
(Emerson) RS422 4 wire $20

EZP-CTCBI-CBL 10 ft. CTC Binary, RS232 $20
EZP-IDECM-CBL 10 ft. IDEC Micro, 8 pin mini DIN $20
EZP-MODUNI-CBL 10 ft. Modicon Uni-Telway $20
EZP-MODRTU-CBL 10 ft. Modbus RTU $20
EZP-MODTCP-CBL 10 ft. Modbus TCP/IP $20
EZP-S7200-CBL 10 ft. Siemens S7 200 $20
EZP-SYMAX-CBL 10 ft. Square D Symax $20
EZP-TX505-CBL 10 ft. Texas Instrument 505 $20

EZP-CTRLUNI-CBL-1 10 ft. Control Technologies RS485, 
2 wire $20

EZP-IDECS-CBL 10 ft. IDEC Smart $20

EZP-TX545-CBL 10 ft. Texas Instrument 545-1102, 
RS422 $20

EZP-TX545-CBL1 10 ft. Texas Instrument 545-1104, 
RS422 $20

EZP-MODRJ-CBL 10 ft. RS232 15 pin D-shell male 
to RJ45 $20

Delivery: Stock
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EZCE Touchpanel 6-inch Model Specifications

Part Number

Windows CE.NET 4.2 Core
EZC-S6W-S (Non-expandable) $699
EZC-S6W-SU (Universal Ethernet) $1098

Windows CE.NET 4.2 Core Pro Plus
EZC-S6W-E (Full Featured) $799
EZC-S6W-EU (Universal Ethernet) $1198

Windows CE.NET 4.2 Core
EZC-S6M-S (Full Featured) $799
EZC-S6M-SD (DeviceNet) $1699
EZC-S6M-SH (DH+) $1299
EZC-S6M-SM (Modbus Plus) $1299
EZC-S6M-SP (Profibus) $1699
EZC-S6M-SC (CC Link) $1299
EZC-S6M-SU (Universal Ethernet) $1198

Windows CE.NET 4.2 Core Pro Plus
EZC-S6M-E (Full Featured) $899
EZC-S6M-ED (DeviceNet) $1799
EZC-S6M-EH (DH+) $1399
EZC-S6M-EM (Modbus Plus) $1399
EZC-S6M-EP (Profibus) $1799
EZC-S6M-EC (CC Link) $1399
EZC-S6M-EU (Universal Ethernet) $1298

Windows CE.NET 4.2 Core
EZC-S6C-S (Full Featured) $899
EZC-S6C-SD (DeviceNet) $1799
EZC-S6C-SH (DH+) $1399
EZC-S6C-SM (Modbus Plus) $1399
EZC-S6C-SP (Profibus) $1799
EZC-S6C-SC (CC Link) $1399
EZC-S6C-SU (Universal Ethernet) $1298

Windows CE.NET 4.2 Core Pro Plus
EZC-S6C-E (Full Featured) $999
EZC-S6C-ED (DeviceNet) $1899
EZC-S6C-EH (DH+) $1499
EZC-S6C-EM (Modbus Plus) $1499
EZC-S6C-EP (Profibus) $1899
EZC-S6C-EC (CC Link) $1499
EZC-S6C-EU (Universal Ethernet) $1398

Windows CE.NET 4.2 Core
EZC-T6C-S (Full Featured) $1299
EZC-T6C-SD (DeviceNet) $2199
EZC-T6C-SH (DH+) $1799
EZC-T6C-SM (Modbus Plus) $1799
EZC-T6C-SP (Profibus) $2199
EZC-T6C-SC (CC Link) $1799
EZC-T6C-SU (Universal Ethernet) $1698

Windows CE.NET 4.2 Core Pro Plus
EZC-T6C-E (Full Featured) $1399
EZC-T6C-ED (DeviceNet) $2299
EZC-T6C-EH (DH+) $1899
EZC-T6C-EM (Modbus Plus) $1899
EZC-T6C-EP (Profibus) $2299
EZC-T6C-EC (CC Link) $1899
EZC-T6C-EU (Universal Ethernet) $1798

Specification 6” white on blue 6” slim bezel gray scale 6” color slim bezel

Display Type 5.7” STN (White on Blue) 5.7” STN (Monochrome) 5.7” STN (18 bit colors) 5.7” TFT (18 bit colors)

Enclosure NEMA 4, 4X

Display View Area 4.72”x3.5”  (119.4x88.9 mm) 4.65”x3.5” (118.1 x 88.9mm)

Screen Pixels 320x240

Brightness/Life 140 nits/25,000 hours 180 nits/25,000 hours 400 nits/50,000 hours

Touch Screen Analog Resistive Touch Screen

CPU Type AMD 333 MHz 32 Bit CPU

Service Power 24VDC (20-30VDC operating range), 1.2A switching supply recommended 24VDC (20-30VDC operating range), 1.5A switching supply recommended

Power 10 watts @ 24VDC 12 watts @ 24VDC 13 Watts @ 24VDC 15 Watts @ 24VDC

Agency Approval UL, CUL, CE pending

Operating Temp. 0 to 55°C -10° to 60°C

Storage Temp. -20° to 65°C

Humidity 10-95% RH, noncondensing

Electrical Noise NEMA ICS 2-230 showering arc  ANSI C37.90a-1974 SWC Level C Chattering Relay Test

Withstand Voltage 1000VDC (1 minute), between power supply input terminal and protective ground (FG)

Insulation Res. Over 20 MΩ, between power supply input and terminal and protective ground (FG)

Vibration 5 to 55Hz 3G for 2 hours in the X, Y and Z axes

Shock 20G for under 12ms in the X, Y and Z axes

User Memory 32 MB Built-in Flash; 64 MB RAM

Num. of Screens Up to 999 limited by memory

Real Time Clock Built into panel (PLC clock is still accessible if available)

Screen Saver Yes, Backlight off

Serial 
Communications

PLC port: RS-232/RS-422/RS-485  15-pin D-sub (female)

Download/program port: RS-232/RS-422/RS-485  9-pin D-sub (female)

External 
Dimensions

6.145”x8.048”x2.433”
(156.078x204.407x51.786mm)

Weight 1.7 lbs

EZCE Touchpanel Selection Guide and Specifications
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EZCE Touchpanel Selection Guide and Specifications
EZCE Touchpanel 8, 10 and 15-inch Model Specifications

Part Number

Windows CE.NET 4.2 Core
EZC-S8C-S (Full Featured) $1399
EZC-S8C-SD (DeviceNet) $2299
EZC-S8C-SH (DH+) $1899
EZC-S8C-SM (Modbus Plus) $1899
EZC-S8C-SP (Profibus) $2299
EZC-S8C-SC (CC Link) $1899
EZC-S8C-SU (Universal Ethernet) $1798

Windows CE.NET 4.2 Core Pro Plus
EZC-S8C-E (Full Featured) $1499
EZC-S8C-ED (DeviceNet) $2399
EZC-S8C-EH (DH+) $1999
EZC-S8C-EM (Modbus Plus) $1999
EZC-S8C-EP (Profibus) $2399
EZC-S8C-EC (CC Link) $1999
EZC-S8C-EU (Universal Ethernet) $1898

Windows CE.NET 4.2 Core
EZC-T8C-S (Full Featured) $1599
EZC-T8C-SD (DeviceNet) $2499
EZC-T8C-SH (DH+) $2099
EZC-T8C-SM (Modbus Plus) $2099
EZC-T8C-SP (Profibus) $2499
EZC-T8C-SC (CC Link) $2099
EZC-T8C-SU (Universal Ethernet) $1998

Windows CE.NET 4.2 Core Pro Plus
EZC-T8C-E (Full Featured) $1699
EZC-T8C-ED (DeviceNet) $2599
EZC-T8C-EH (DH+) $2199
EZC-T8C-EM (Modbus Plus) $2199
EZC-T8C-EP (Profibus) $2599
EZC-T8C-EC (CC Link) $2199
EZC-T8C-EU (Universal Ethernet) $2098

Windows CE.NET 4.2 Core
EZC-T10C-S (Full Featured) $1899
EZC-T10C-SD (DeviceNet) $2799
EZC-T10C-SH (DH+) $2399
EZC-T10C-SM (Modbus Plus) $2399
EZC-T10C-SP (Profibus) $2799
EZC-T10C-SC (CC Link) $2399
EZC-T10C-SU (Universal Ethernet) $2298

Windows CE.NET 4.2 Core Pro Plus
EZC-T10C-E (Full Featured) $1999
EZC-T10C-ED (DeviceNet) $2899
EZC-T10C-EH (DH+) $2499
EZC-T10C-EM (Modbus Plus) $2499
EZC-T10C-EP (Profibus) $2899
EZC-T10C-EC (CC Link) $2499
EZC-T10C-EU (Universal Ethernet) $2398

Windows CE.NET 4.2 Core
EZC-T15C-S (Full Featured) $2699
EZC-T15C-SD (DeviceNet) $3599
EZC-T15C-SH (DH+) $3199
EZC-T15C-SM (Modbus Plus) $3199
EZC-T15C-SP (Profibus) $3599
EZC-T15C-SC (CC Link) $3199
EZC-T15C-SU (Universal Ethernet) $3098

Windows CE.NET 4.2 Core Pro Plus
EZC-T15C-E (Full Featured) $2799
EZC-T15C-ED (DeviceNet) $3699
EZC-T15C-EH (DH+) $3299
EZC-T15C-EM (Modbus Plus) $3299
EZC-T15C-EP (Profibus) $3699
EZC-T15C-EC (CC Link) $3299
EZC-T15C-EU (Universal Ethernet) $3198

Specification 8” color slim bezel 10” color slim bezel 15” color slim bezel

Display Type 8.2” STN (18 bit colors) 8” TFT (18 bit colors) 10.4” TFT (18 bit colors) 15.0” TFT (18 bit colors)

Enclosure NEMA 4, 4X 

Display View Area 6.65”x5.024” (168.9x127.61 mm) 6.05”x4.55” (153.7x115.8 mm) 8.31”x6.22” (211.07 x 158mm) 12.02”x9.01” (305.28 x 228.96mm)

Screen Pixels 640x480 1024x768

Brightness/Life 200 nits/40,000 hours 250 nits/40,000 hours

Touch Screen Analog Resistive Touch Screen

CPU Type AMD 333 MHz 32-bit CPU

Service Power 24VDC (20-30VDC operating range), 1.5A switching supply recommended

Power 16 Watts @ 24VDC 18 Watts @ 24VDC 20 Watts @ 24VDC

Agency Approval UL, CUL, CE (pending)

Operating Temp. -10° to 60°C

Storage Temp. -20° to 65°C

Humidity 10-95% RH, noncondensing

Electrical Noise NEMA ICS 2-230 showering arc  ANSI C37.90a-1974 SWC Level C Chattering Relay Test

Withstand Voltage 1000VDC (1 minute), between power supply input terminal and protective ground (FG)

Insulation Res. Over 20 MΩ, between power supply input and terminal and protective ground (FG)

Vibration 5 to 55Hz 3G for 2 hours in the X, Y and Z axes

Shock 20G for under 12ms in the X, Y and Z axes

User Memory 32 MB Built-in Flash; 64 MB RAM

Num. of Screens Up to 999 limited by memory

Real Time Clock Built into panel (PLC clock is still accessible if available)

Screen Saver Yes, Backlight off

Serial 
Communications

PLC port: RS-232/RS-422/RS-485  15-pin D-sub (female)

Download/program port: RS-232/RS-422/RS-485  9-pin D-sub (female)

External 
Dimensions

8.748”x10.894”x2.289”   
(222.199x276.708x58.136mm)

10.59”x13.58”x2.86” 
(268.99x344.93x72.64mm)

13.00”x16.75”x4.66”   
(330.2 x 425.45 x 118.36mm)

Weight 2.9 lbs 3.8 lbs 7 lbs
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EZCE Touchpanel 6” White on Blue

6” White on Blue 
Dimensions

6” White on Blue EZCE Touchpanel - Slim Bezel (5.7” STN)
EZCE Touchpanel’s 6” slim bezel White on Blue panel has a 5.7” diagonal touch 
screen with 320x240 pixel resolution. This panel has an LCD (liquid crystal 
display) and is available for serial drivers or Universal Ethernet (Ethernet/IP, 
DF1 over Ethernet, MODBUS TCP/IP or GE SRTP). This panel has a very low 
slim profile along with a smaller footprint on enclosures. 

Part Number Description Price Del.

EZC-S6W-S 6” Mono White-on-blue display, CE 4.2 Core, Nema 4, 4X $699 TBRS

EZC-S6W-SU 6” Mono White-on-blue display, CE 4.2 Core, Universal Ethernet, Nema 4, 4X $1,098 TBRS

EZC-S6W-E 6” Mono White-on-blue display, Enhanced CE 4.2 PP, Nema 4, 4X $799 TBRS

EZC-S6W-EU 6” Mono White-on-blue display, Enhanced CE 4.2 PP, Universal Ethernet, Nema 4, 4X $1,198 TBRS

Enhanced CE Touchpanels with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE

6” White on Blue models feature:
• 5.7” diagonal LCD
• NEMA 4, 4X 
• 320x240 pixel resolution
• 140 nits brightness
• 25,000 hour expected bulb half-life
• Analog resistive touch screen
• 1/4” gasket and four DIN 

mounting clips for NEMA 4/4X
• 2.43” installed depth
• Has all EZPanel Enhanced 

objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel 

Enhanced software or EZTouch 
Programming software
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EZCE Touchpanel 6” Monochrome
6” Monochrome EZCE Touchpanel - Slim Bezel (5.7” STN)
EZCE Touchpanel’s 6” slim bezel panels have a 5.7” diagonal touch screen 
with 320x240 pixel resolution. These panels have an STN LCD (liquid crystal 
display) and are available for serial drivers or Universal Ethernet (Ethernet/IP, 
DF1 over Ethernet, MODBUS TCP/IP or GE SRTP). In addition, these panels 
have the capability of interfacing to industrial networks like DH+, Remote I/O, 
Modbus Plus, DeviceNet, CC Link, Profibus, etc. All these panels have a very 
low slim profile along with a smaller footprint on enclosures. 

6” Mono 
Dimensions

6” Mono models feature:
• 5.7” diagonal mono STN LCD
• NEMA 4, 4X
• 320x240 pixel resolution
• Analog resistive touch screen
• 140 nits brightness
• 25,000 hour expected bulb half-life
• 1/4” gasket and four DIN mounting 

clips
• 2.43” installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel 

Enhanced software or EZTouch 
Programming software

Part Number Description Price Del.
EZC-S6M-S 6” Mono Gray scale, CE 4.2 Core, Nema 4, 4X $799 TBRS
EZC-S6M-SD 6” Mono Gray scale, CE 4.2 Core, DeviceNet, Nema 4, 4X $1,699 TBRS
EZC-S6M-SH 6” Mono Gray scale, CE 4.2 Core, DH+, Nema 4, 4X $1,299 TBRS
EZC-S6M-SM 6” Mono Gray scale, CE 4.2 Core, MB+, Nema 4, 4X $1,299 TBRS
EZC-S6M-SP 6” Mono Gray scale, CE 4.2 Core, Profibus, Nema 4, 4X $1,699 TBRS
EZC-S6M-SC 6” Mono Gray scale, CE 4.2 Core, CCLink, Nema 4, 4X $1,299 TBRS
EZC-S6M-SU 6” Mono Gray scale, CE 4.2 Core, Universal Ethernet, Nema 4, 4X $1,198 TBRS
EZC-S6M-E 6” Mono Gray scale, Enhanced CE 4.2 PP, Nema 4, 4X $899 TBRS
EZC-S6M-ED 6” Mono Gray scale, Enhanced CE 4.2 PP, DeviceNet, Nema 4, 4X $1,799 TBRS
EZC-S6M-EH 6” Mono Gray scale, Enhanced CE 4.2 PP, DH+, Nema 4, 4X $1,399 TBRS
EZC-S6M-EM 6” Mono Gray scale, Enhanced CE 4.2 PP, MB+, Nema 4, 4X $1,399 TBRS
EZC-S6M-EP 6” Mono Gray scale, Enhanced CE 4.2 PP, Profibus, Nema 4, 4X $1,799 TBRS
EZC-S6M-EC 6” Mono Gray scale, Enhanced CE 4.2 PP, CCLink, Nema 4, 4X $1,399 TBRS
EZC-S6M-EU 6” Mono Gray scale, Enhanced CE 4.2 PP, Universal Ethernet, Nema 4, 4X $1,298 TBRS

Enhanced CE Touchpanels with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE
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EZCE Touchpanel 6” STN Color
6” Color EZCE Touchpanel - Slim Bezel (5.7” STN)
EZCE Touchpanel’s 6” slim bezel panels have a 5.7” diagonal touch screen with 
320x240 pixel resolution. These panels have a  STN LCD (liquid crystal display) 
and are available for serial drivers or Universal Ethernet (Ethernet/IP, DF1 over 
Ethernet, MODBUS TCP/IP or GE SRTP). In addition, these panels have the 
capability of interfacing to industrial networks like DH+, Remote I/O, Modbus 
Plus, DeviceNet, CC Link, Profibus, etc. All these panels have a very low slim 
profile along with a smaller footprint on enclosures.

6” STN Color models feature:
• 5.7” diagonal color STN LCD
• Low-profile slim bezel design
• 18 bit colors
• NEMA 4, 4X 
• 320x240 pixel resolution
• 180 nits brightness
• 25,000 hour expected bulb half-life
• Analog resistive touch screen
• 1/4” gasket and four DIN mounting clips 
• 2.43” installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel 

Enhanced software or EZTouch 
Programming software

6” STN Color
Dimensions

Part Number Description Price Del.
EZC-S6C-S 6” Color STN, CE 4.2 Core, Nema 4, 4X $999 TBRS
EZC-S6C-SD 6” Color STN, CE 4.2 Core, DeviceNet, Nema 4, 4X $1,799 TBRS
EZC-S6C-SH 6” Color STN, CE 4.2 Core, DH+, Nema 4, 4X $1,399 TBRS
EZC-S6C-SM 6” Color STN, CE 4.2 Core, MB+, Nema 4, 4X $1,399 TBRS
EZC-S6C-SP 6” Color STN, CE 4.2 Core, Profibus, Nema 4, 4X $1,799 TBRS
EZC-S6C-SC 6” Color STN, CE 4.2 Core, CCLink, Nema 4, 4X $1,399 TBRS
EZC-S6C-SU 6” Color STN, CE 4.2 Core, Universal Ethernet, Nema 4, 4X $1,298 TBRS
EZC-S6C-E 6” Color STN, Enhanced CE 4.2 PP, Nema 4, 4X $999 TBRS
EZC-S6C-ED 6” Color STN, Enhanced CE 4.2 PP, DeviceNet, Nema 4, 4X $1,899 TBRS
EZC-S6C-EH 6” Color STN, Enhanced CE 4.2 PP, DH+, Nema 4, 4X $1,499 TBRS
EZC-S6C-EM 6” Color STN, Enhanced CE 4.2 PP, MB+, Nema 4, 4X $1,499 TBRS
EZC-S6C-EP 6” Color STN, Enhanced CE 4.2 PP, Profibus, Nema 4, 4X $1,899 TBRS
EZC-S6C-EC 6” Color STN, Enhanced CE 4.2 PP, CCLink, Nema 4, 4X $1,499 TBRS
EZC-S6C-EU 6” Color STN, Enhanced CE 4.2 PP, Universal Ethernet, Nema 4, 4X $1,398 TBRS

Enhanced CE Touchpanels with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE
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EZCE Touchpanel 6” TFT Color
6” Color EZCE Touchpanel - Slim Bezel (5.7” TFT)
EZCE Touchpanel’s 6” slim bezel panels have a 5.7” diagonal touch 
screen with 320x240 pixel resolution. This model is a new addition to 
EZCE Touchpanel line with a TFT LCD (liquid crystal display)and are 
available for serial drivers or Universal Ethernet (Ethernet/IP, DF1 over 
Ethernet, MODBUS TCP/IP or GE SRTP). In addition, these panels have 
the capability of interfacing to industrial networks like DH+, Remote I/O, 
Modbus Plus, DeviceNet, CC Link, Profibus, etc. All these panels have a 
very low slim profile along with a smaller footprint on enclosures.

6” TFT Color models feature:
• 5.7” diagonal color TFT LCD
• Low-profile slim bezel design
• 18 bit colors
• NEMA 4, 4X
• 320x240 pixel resolution
• 200 nits brightness
• 50,000 hour expected bulb half-life
• Analog resistive touch screen
• 1/4” gasket and four DIN mounting clips
• 2.43” installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel Enhanced 

software or EZTouch Programming software

6” TFT Color
Dimensions

Part Number Description Price Del.
EZC-T6C-S 6” Color TFT, CE 4.2 Core, Nema 4, 4X $1,299 TBRS
EZC-T6C-SD 6” Color TFT, CE 4.2 Core, DeviceNet, Nema 4, 4X $2,199 TBRS
EZC-T6C-SH 6” Color TFT, CE 4.2 Core, DH+, Nema 4, 4X $1,799 TBRS
EZC-T6C-SM 6” Color TFT, CE 4.2 Core, MB+, Nema 4, 4X $1,799 TBRS
EZC-T6C-SP 6” Color TFT, CE 4.2 Core, Profibus, Nema 4, 4X $2,199 TBRS
EZC-T6C-SC 6” Color TFT, CE 4.2 Core, CCLink, Nema 4, 4X $1,799 TBRS
EZC-T6C-SU 6” Color TFT, CE 4.2 Core, Universal Ethernet, Nema 4, 4X $1,698 TBRS
EZC-T6C-E 6” Color TFT, Enhanced CE 4.2 PP, Nema 4, 4X $1,399 TBRS
EZC-T6C-ED 6” Color TFT, Enhanced CE 4.2 PP, DeviceNet, Nema 4, 4X $2,299 TBRS
EZC-T6C-EH 6” Color TFT, Enhanced CE 4.2 PP, DH+, Nema 4, 4X $1,899 TBRS
EZC-T6C-EM 6” Color TFT, Enhanced CE 4.2 PP, MB+, Nema 4, 4X $1,899 TBRS
EZC-T6C-EP 6” Color TFT, Enhanced CE 4.2 PP, Profibus, Nema 4, 4X $2,299 TBRS
EZC-T6C-EC 6” Color TFT, Enhanced CE 4.2 PP, CCLink, Nema 4, 4X $1,899 TBRS
EZC-T6C-EU 6” Color TFT, Enhanced CE 4.2 PP, Universal Ethernet, Nema 4, 4X $1,798 TBRS

Enhanced CE Touchpanels with Windows CE 
Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, PowerPoint, Image and 
Internet Explorer for Windows CE
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EZCE Touchpanel 8” STN Color
8” Color EZCE Touchpanel - Slim Bezel (8.2” STN)
The 8” color EZCE Touchpanel slim bezel panels have a 8.2” diagonal 
touch screen, with a 640x480 pixel resolution and feature a STN LCD 
(liquid crystal display)and are available for serial drivers or Universal 
Ethernet (Ethernet/IP, DF1 over Ethernet, MODBUS TCP/IP or GE 
SRTP). In addition, these panels have the capability of interfacing to 
industrial networks like DH+, Remote I/O, Modbus Plus, DeviceNet, 
CC Link, Profibus, etc. All these panels have a very low slim profile 
along with a smaller footprint on enclosures.

Features
• 8.2” diagonal color STN LCD
• Nema 4, 4X
• Low-profile slim bezel design
• 18 bit colors
• 640x480 pixel resolution
• 140 nits brightness
• 25,000 hour expected bulb half-life
• Analog resistive touch screen
• 1/4” O-ring gasket and eight mounting studs for 

NEMA 4, 4X (indoor)
• 2.29” installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel Enhanced 

software or EZTouch Programming software

8.2” STN Color
Dimensions

Part Number Description Price Del.
EZC-S8C-S 8” Color STN, CE 4.2 Core, Nema 4,4x $1,399 TBRS
EZC-S8C-SD 8” Color STN, CE 4.2 Core, DeviceNet, Nema 4,4x $2,299 TBRS
EZC-S8C-SH 8” Color STN, CE 4.2 Core, DH+, Nema 4,4x $1,899 TBRS
EZC-S8C-SM 8” Color STN, CE 4.2 Core, MB+, Nema 4,4x $1,899 TBRS
EZC-S8C-SP 8” Color STN, CE 4.2 Core, Profibus, Nema 4,4x $2,299 TBRS
EZC-S8C-SC 8” Color STN, CE 4.2 Core, CCLink, Nema 4,4x $1,899 TBRS
EZC-S8C-SU 8” Color STN, CE 4.2 Core, Universal Ethernet, Nema 4,4x $1,798 TBRS
EZC-S8C-E 8” Color STN, Enhanced CE 4.2 PP, Nema 4,4x $1,499 TBRS
EZC-S8C-ED 8” Color STN, Enhanced CE 4.2 PP, DeviceNet, Nema 4,4x $2,399 TBRS
EZC-S8C-EH 8” Color STN, Enhanced CE 4.2 PP, DH+, Nema 4,4x $1,999 TBRS
EZC-S8C-EM 8” Color STN, Enhanced CE 4.2 PP, MB+, Nema 4,4x $1,999 TBRS
EZC-S8C-EP 8” Color STN, Enhanced CE 4.2 PP, Profibus, Nema 4,4x $2,399 TBRS
EZC-S8C-EC 8” Color STN, Enhanced CE 4.2 PP, CCLink, Nema 4,4x $1,999 TBRS
EZC-S8C-EU 8” Color STN, Enhanced CE 4.2 PP, Universal Ethernet, Nema 4,4x $1,898 TBRS

Enhanced CE Touchpanels with 
Windows CE Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, 
PowerPoint, Image and Internet Explorer for 
Windows CE
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EZCE Touchpanel 8” TFT Color

8” TFT Color
Dimensions

8” Color EZCE Touchpanel - Slim Bezel (8” TFT)
EZCE Touchpanel’s 8” slim bezel panels have a 8” diagonal touch 
screen with 640x480 pixel resolution. This model is a new addition to 
EZCE Touchpanel line with a TFT LCD (liquid crystal display)  and are 
available for serial drivers or Universal Ethernet (Ethernet/IP, DF1 over 
Ethernet, MODBUS TCP/IP or GE SRTP). In addition, these panels have 
the capability of interfacing to industrial networks like DH+, Remote I/O, 
Modbus Plus, DeviceNet, CC Link, Profibus, etc. All these panels have a 
very low slim profile along with a smaller footprint on enclosures.

Features
• 8” diagonal color TFT LCD
• Low-profile slim bezel design
• 18 bit colors 
• 640x480 pixel resolution
• 200 nits brightness
• 40,000 hour expected bulb half-life
• Analog resistive touch screen
• 1/4” O-ring gasket and eight mounting studs for 

NEMA 4, 4X (indoor)
• 2.29” installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel Enhanced 

software or EZTouch Programming software

Part Number Description Price Del.
EZC-T8C-S 8” Color TFT, CE 4.2 Core, Nema 4,4x $1,599 TBRS
EZC-T8C-SD 8” Color TFT, CE 4.2 Core, DeviceNet, Nema 4,4x $2,499 TBRS
EZC-T8C-SH 8” Color TFT, CE 4.2 Core, DH+, Nema 4,4x $2,099 TBRS
EZC-T8C-SM 8” Color TFT, CE 4.2 Core, MB+, Nema 4,4x $2,099 TBRS
EZC-T8C-SP 8” Color TFT, CE 4.2 Core, Profibus, Nema 4,4x $2,499 TBRS
EZC-T8C-SC 8” Color TFT, CE 4.2 Core, CCLink, Nema 4,4x $2,099 TBRS
EZC-T8C-SU 8” Color TFT, CE 4.2 Core, Universal Ethernet, Nema 4,4x $1,998 TBRS
EZC-T8C-E 8” Color TFT, Enhanced CE 4.2 PP, Nema 4,4x $1,699 TBRS
EZC-T8C-ED 8” Color TFT, Enhanced CE 4.2 PP, DeviceNet, Nema 4,4x $2,599 TBRS
EZC-T8C-EH 8” Color TFT, Enhanced CE 4.2 PP, DH+, Nema 4,4x $2,199 TBRS
EZC-T8C-EM 8” Color TFT, Enhanced CE 4.2 PP, MB+, Nema 4,4x $2,199 TBRS
EZC-T8C-EP 8” Color TFT, Enhanced CE 4.2 PP, Profibus, Nema 4,4x $2,599 TBRS
EZC-T8C-EC 8” Color TFT, Enhanced CE 4.2 PP, CCLink, Nema 4,4x $2,199 TBRS
EZC-T8C-EU 8” Color TFT, Enhanced CE 4.2 PP, Universal Ethernet, Nema 4,4x $2,098 TBRS

Enhanced CE Touchpanels with 
Windows CE Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, 
PowerPoint, Image and Internet Explorer for 
Windows CE
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EZCE Touchpanel 10” TFT Color
10” Color EZCE Touchpanel - Slim Bezel (10.4” TFT)
The 10” color EZCE Touchpanel slim bezel panels have a 10.4” 
diagonal touch screen, with a 640x480 pixel resolution and feature a 
TFT LCD (liquid crystal display)and are available for serial drivers 
or Universal Ethernet (Ethernet/IP, DF1 over Ethernet, MODBUS 
TCP/IP or GE SRTP). In addition, these panels have the capability of 
interfacing to industrial networks like DH+, Remote I/O, Modbus Plus, 
DeviceNet, CC Link, Profibus, etc. All these panels have a very low 
slim profile along with a smaller footprint on enclosures.

Features
• 10.4” diagonal color TFT LCD
• Low-profile slim bezel design
• 18 bit colors
• 640x480 pixel resolution
• 200 nits brightness
• 40,000 hour expected bulb half-life
• Analog resistive touch screen
• 1/4” O-ring gasket and eight mounting studs 

for NEMA 4, 4X (indoor)
• 2.86” installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel Enhanced 

software or EZTouch Programming software

 

10” TFT Color
Dimensions

Part Number Description Price Del.
EZC-T10C-S 10” Color TFT, CE 4.2 Core, Nema 4,4x $1,899 TBRS
EZC-T10C-SD 10” Color TFT, CE 4.2 Core, DeviceNet, Nema 4,4x $2,799 TBRS
EZC-T10C-SH 10” Color TFT, CE 4.2 Core, DH+, Nema 4,4x $2,399 TBRS
EZC-T10C-SM 10” Color TFT, CE 4.2 Core, MB+, Nema 4,4x $2,399 TBRS
EZC-T10C-SP 10” Color TFT, CE 4.2 Core, Profibus, Nema 4,4x $2,799 TBRS
EZC-T10C-SC 10” Color TFT, CE 4.2 Core, CCLink, Nema 4,4x $2,399 TBRS
EZC-T10C-SU 10” Color TFT, CE 4.2 Core, Universal Ethernet, Nema 4,4x $2,298 TBRS
EZC-T10C-E 10” Color TFT, Enhanced CE 4.2 PP, Nema 4,4x $1,999 TBRS
EZC-T10C-ED 10” Color TFT, Enhanced CE 4.2 PP, DeviceNet, Nema 4,4x $2,899 TBRS
EZC-T10C-EH 10” Color TFT, Enhanced CE 4.2 PP, DH+, Nema 4,4x $2,499 TBRS
EZC-T10C-EM 10” Color TFT, Enhanced CE 4.2 PP, MB+, Nema 4,4x $2,499 TBRS
EZC-T10C-EP 10” Color TFT, Enhanced CE 4.2 PP, Profibus, Nema 4,4x $2,899 TBRS
EZC-T10C-EC 10” Color TFT, Enhanced CE 4.2 PP, CCLink, Nema 4,4x $2,499 TBRS
EZC-T10C-EU 10” Color TFT, Enhanced CE 4.2 PP, Universal Ethernet, Nema 4,4x $2,398 TBRS

Enhanced CE Touchpanels with 
Windows CE Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, 
PowerPoint, Image and Internet Explorer for 
Windows CE
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EZCE Touchpanel 15” TFT Color
15” Color EZCE Touchpanel - Slim Bezel (15.0” TFT)
The 15” color EZCE Touchpanel slim bezel panels have a 15.0” 
diagonal touch screen, with a 1024x768 pixel resolution and feature 
a TFT LCD (liquid crystal display)and are available for serial drivers 
or Universal Ethernet (Ethernet/IP, DF1 over Ethernet, MODBUS 
TCP/IP or GE SRTP). In addition, these panels have the capability of 
interfacing to industrial networks like DH+, Remote I/O, Modbus Plus, 
DeviceNet, CC Link, Profibus, etc. All these panels have a very low 
slim profile along with a smaller footprint on enclosures.

Features
• 15.0” diagonal color TFT LCD
• Low-profile slim bezel design
• 18 bit colors
• NEMA 4,4x  
• 1024x768 pixel resolution
• 250 nits brightness
• 40,000 hour expected bulb half-life
• Analog resistive touch screen
• 1/4” gasket for NEMA 4,4x
• 4.68” installed depth
• Has all EZPanel Enhanced objects
• Has all 4,000 Library symbols
• Programmed with either EZPanel Enhanced 

software or EZTouch Programming software

15” TFT Color
Dimensions

Part Number Description Price Del.
EZC-T15C-S 15” Color TFT, CE 4.2 Core, Nema 4,4x $2,699 TBRS
EZC-T15C-SD 15” Color TFT, CE 4.2 Core, DeviceNet, Nema 4,4x $3,599 TBRS
EZC-T15C-SH 15” Color TFT, CE 4.2 Core, DH+, Nema 4,4x $3,199 TBRS
EZC-T15C-SM 15” Color TFT, CE 4.2 Core, MB+, Nema 4,4x $3,199 TBRS
EZC-T15C-SP 15” Color TFT, CE 4.2 Core, Profibus, Nema 4,4x $3,599 TBRS
EZC-T15C-SC 15” Color TFT, CE 4.2 Core, CCLink, Nema 4,4x $3,199 TBRS
EZC-T15C-SU 15” Color TFT, CE 4.2 Core, Universal Ethernet, Nema 4,4x $3,098 TBRS
EZC-T15C-E 15” Color TFT, Enhanced CE 4.2 PP, Nema 4,4x $2,799 TBRS
EZC-T15C-ED 15” Color TFT, Enhanced CE 4.2 PP, DeviceNet, Nema 4,4x $3,699 TBRS
EZC-T15C-EH 15” Color TFT, Enhanced CE 4.2 PP, DH+, Nema 4,4x $3,299 TBRS
EZC-T15C-EM 15” Color TFT, Enhanced CE 4.2 PP, MB+, Nema 4,4x $3,299 TBRS
EZC-T15C-EP 15” Color TFT, Enhanced CE 4.2 PP, Profibus, Nema 4,4x $3,699 TBRS
EZC-T15C-EC 15” Color TFT, Enhanced CE 4.2 PP, CCLink, Nema 4,4x $3,299 TBRS
EZC-T15C-EU 15” Color TFT, Enhanced CE 4.2 PP, Universal Ethernet, Nema 4,4x $3,198 TBRS

Enhanced CE Touchpanels with 
Windows CE Professional Plus offer:
• File viewers such as Acrobat, Excel, Word, 
PowerPoint, Image and Internet Explorer for 
Windows CE
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Same Day Shipping
For Orders Received By 7:15 PM Central Standard Time

Bettendorf, IA

Picks Up
7:30pmAT

CST

Applicable to All Phone, Fax, Email or On-Line Orders
Phone: 877-774-EASY (774-3279)
Mon - Fri 6:00am - 8:00pm Central Std Time

Fax: 1-877-775-EASY (775-3279)
Email: sales@ezautomation.net
On-Line: www.EZAutomation.net

Enhanced Customer Support

Extended Customer Service Hours: 
6:00 am to 8:00 pm Central Standard Time
Monday - Friday

We wanted to provide you even better 
customer support than you currently get. 
To accomplish that, here is what we did:

Phone: 1-877-774-EASY (774-3279)
Fax: 1-877-775-EASY (775-3279)
sales@ezautomation.net

Enhanced Technical Support
Extended Tech Support Hours: 
6:00 am to 12:00 midnight Central Standard Time
Monday - Friday

Phone: 1-877-774-EASY
Fax: 1-877-775-EASY
techsupport@ezautomation.net
Emergency Weekend Number: 563-650-8112
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What is EZMonitor?
EZMonitor is an industrial strength display that can be used 
with any standard, commercial or industrial computer. All 
you need is a standard VGA port to connect EZMonitor to 
your computer. EZMonitor offers solution for industrial 
environments not suited for standard commercial monitors.   

What does it have?
• Nema 4,4x Enclosure
• Powder Coated Aluminum Bezel
• Rugged Metal Chassis
• Hard Coated Screen Surface (3H)
• Analog Resistive Touch Screen
• TFT LCD Displays
• Plug-n-Play Setup
• Standard VGA Input Signal
• Wide Viewing Angles
• Anti-Glare Treated Front Polarizer
• Minimal Power Consumption
• 40-50K Hours Rated Half Life
• 12VDC Power Input
• Electrical Noise Immunity
• External Buttons for Power and Display Control
• Minimal Mounting Depth (Slim Design), 1.9”
• Ultra LOW Heat Build-up
• UL, CUL, CE certification**

Where does it make sense?
Use EZMonitors to display information from your PC based 
controls any where on your plant floor. It has excellent noise, 
shock, and vibration ratings to survive the toughest plant 
conditions thus providing you with an opportunity to utilize 
your information right where you need it. Analog resistive 
touch screen allows user input with the highest resolution and 
makes user input easier then ever. With EZMonitors you don’t 
have to buy standard monitors and enclose them in special 
housings just to survive thermal shock and water-proofing. 
EZMonitors have Nema 4,4x rated front bezel to provide the 
strongest protection from water and dusty environments.

** Pending
 

The Most SENSIBLE Industrial Strength
Flat Panel Touchscreen Monitors

EZMoni to r TM

$999
Starting At

   SLIM AND STURDY
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Look at what you 
get for $999..

EZMoni to r TM

NEMA 4, 4X front
Allows optimum protection 
against Hosedown and 
Splashing Water with Corrosion 
Resistance.

Powder Coated 
Aluminum Bezel
Slim yet sturdy front bezel 
with industrial hardened studs 
pressed-in.

Aluminum Chassis
All metallic aluminum chassis 
with ventilation holes for 
minimal heat buildup.

12 VDC Input Power
Take advantage of your existing 12VDC power supply 
in your system.
Removable Phoenix Terminal Block is provided for 
the power wiring and is shipped with each EZMonitor.
For 110-240 VAC applications, we can supply wall 
plug-in 12 Volt power supllies also.

Menu Options and Screen Control
Adjust display settings with easy to navigate 
menu buttons.

Analog Resistive 
Touch Screen
Reliable touch screen for tough 
industrial environments, Glove 
Proof! 

TFT Color Displays
Ultra crisp picture quality with 
wide viewing angles.

VGA Port for Signal Input
Standard VGA port for plug-n-play 
operation with any computer with 
VGA out.

6’ Industrial VGA Cable
Standard 6’ length VGA cable 
included with every EZMonitor.

Touch Screen Port
Communication port for 
EZMonitors with Touch 
Screen.

6’ Touch Screen Communication Cable
Standard 6’ long touch screen cable included with 
every Touch Screen model EZMonitor. Touch Screen 
Drivers included for easy installation with Windows 95, 
98, 2000, NT, ME, CE, XP and DOS.

Agency Approvals
UL, CUL, and CE (pending)

Power Control
External power control button 
on rear end.
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EZMoni to r TM Head to Head Comparison

EZAutomation
EZ-15MT

Ann Arbor 
Technologies
WebLink15M

Xycom/Proface
5015T

Allen Bradley/
Rockwell

6186-M15ALTR
Advantech

FPM-3150TVE-T
Automation Direct

FPM-150-TS

Display 15” TFT with 
Touch Screen

15” TFT with 
Touch Screen

15” TFT with 
Touch Screen

15” TFT with 
Touch Screen

15” TFT with 
Touch Screen

15” TFT with 
Touch Screen

Resolution 1024 x 768 1024 x 768 1024 x 768 1024 x 768 1024 x 768 1024 x 768

Brightness 250 Nits NA 300 Nits 250 Nits 350 Nits 450 Nits

Contrast Ratio 350:1 NA  400:1  500:1  250 :1  300 :1

Backlight Life
(Half Life) 40,000 Hours NA 50,000 Hours 50,000 Hours 25,000 hrs 35,000 hrs 

Enclosure NEMA 4, 4X   NEMA 4 NEMA 4/4X/12 NEMA 1/12/13/4/4X NEMA 4 NEMA 4/12

Operating Temp 0C to +60C 0C to +50C 0C to +50C 0C to +50C 0C to +50C 0C to +50C

Storage Temp  -20C to +65C  -10C to +60C  -20C to +60C  -20C to +60C  -20C to 60C  0C to 60C

Humidity 10% to 90% NC NA 20% to 80% NC 10% to 90% NC 20% to90% NC 10% to95% NC

Shock with Terminal 
Block Power Wiring 20g (operating) 10g (operating) 15g (operating) 20g (operating) NA NA

Vibration with 
Terminal Block 
Power Wiring

2g (operating) 1g (operating) 1g (operating) 2g (operating) NA NA

Warranty 1 Year 1 Year 2 Year 1 Year 1 Year 3 Years (TS)

Input Voltage 12 VDC 120 VAC 100-240 VAC 90-264 VAC / 12,24 
VDC 90-270 VAC 120/240 VAC

Power Consumption 15 Watts 60 Watts 0.8 A 24 Watts 60 Watts 25 Watts

Mounting Depth 1.9” 2.4” 2.3” 2.28” 3.4” 2.68”

Price $1,299 $1,495 $1,595 $2,495 $1,399 $1,875
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EZMonitor Selection Guide and Specifications
EZMonitor 10”, 12”, 15” and 17” Model Specifications

Part Number EZ-10M                   $999
EZ-10MT  (Touchscreen)   $1099

EZ-12M                  $999
EZ-12MT  (Touchscreen)   $1199

EZ-15M                  $1099
EZ-15MT (Touchscreen)  $1299

EZ-17M                  $1199
EZ-17MT (Touchscreen)  $1499

Display Type 10.4” SVGA TFT Color 12.1” SVGA TFT Color 15” XGA TFT Color 17” SXGA TFT Color

Enclosure NEMA 4, 4X Front plate

Active Screen Size
(Viewing Area) 211.2x158.4mm 246x184.5mm 304.1x228.1mm 337.9x270.3mm

Display Surface 
Treatment Hard Coating (3H), Anti-glare treatment of the front polarizer, HAZE (13%)

Resolution 800 x 600 800 x 600 1024 x 768 1280 x 1024

Contrast Ratio 400:1 200:1 350:1 350:1

Display Brightness 
/Half Life Hours 220 nits/40,000 300 nits/50,000 250 nits/40,000 250 nits/50,000

Input Voltage 12VDC

Power
Consumption

Total 10 Watt (typ.) 12 Watt (typ.) 15 Watt (typ.) 30 Watt (typ.)

Agency Approval UL, CUL, CE (pending)

Operating 
Temperature

0° to 60°C

Storage
Temperature

-20° to 65°C

Humidity 10-90% RH

Life Time 4 0,000 Hours 50,000 Hours 40,000 Hours 50,000 Hours

Electrical Noise NEMA ICS showering arc  approval pending

Vibration with 
Terminal Block 
Power Wiring

2.0G, 0.37oct/min 3 axis, 1 hour/axis

Shock with 
Terminal Block 
Power Wiring

20G, 2ms one shock of each six faces

Ext. Dimensions 12.10” x 9.7” x 1.75” 13.45” x 10.50” x 2.12” 16.25” x 12.50 x 1.9” 18.25” x 14.50” x 2.18”

Weight 5.5 lbs. 6.1 lbs 7.0 lbs 10.51 lbs

EZMonitor Accessories

Part Number Description Price Del.
EZ-MPS-A Molded design cord set power supply: Input: 110V-240VDC at 50-60Hz, Output: 12VDC, 3.3A $39 STK
EZ-MPS-B Molded design cord set power supply: Input: 110V-240VDC at 50-60Hz, Output: 12VDC, 5A $49 STK
EZ-MVCBL-10 10’ shielded video cable $29 STK
EZ-MVCBL-25 25’ shielded video cable $49 STK
EZ-MVCBL-50 50’ shielded video cable $75 STK
EZ-TERM3 3 Point Terminal Block adapter for power input $29 STK
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EZAutomation - EZMonitor

EZMoni to r TM 10” TFT Industrial LCD Monitor
10” Color - Flat Panel Monitor
EZMonitors 10” Industrial Displays have a 10.4” diagonal LCD screen 
with 800x600 SVGA resolution. 10” displays are available in two models, 
one with Analog Resistive Touch Screen and one without. EZMonitors 
have powder coated aluminum bezel, sturdy aluminum chassis and Nema 
4,4x front rating.

Features:
• 800 x 600 SVGA
• NEMA 4, 4X Front
• Powder Coated Aluminum Bezel
• Rugged Metal Chassis
• Hard Coated Screen Surface (3H)
• Anti-Glare Treated Front Polarizer
• Analog Resistive Touch Screen*
• Plug-n-Play Setup
• Wide Viewing Angles
• 40K Hours Rated Half Life
• 24VDC Power Input
• Electrical Noise Immunity
• External Buttons for Power and Display 

Control
• 12.10” x 9.7” x 1.75”

* Touch screen models

Model Number Touch Screen Option Price Del.
EZ-10M 10” SVGA TFT Color Display - Nema 4/4X $999 STK
EZ-10MT 10” SVGA TFT Color Display with Touch Screen Nema 4/4X $1,099 STK

12VDC Molded Cord Set Power Supply (optional) Price Del.

EZ-MPS-A
Molded design provides a reliable power source
Indoor Use Only. UL, CE listed
Input: 100V-240VDC at 50-60Hz
Output: 12VDC, 3.33A

$39 STK

10” EZMonitor Cutout Dimensions

Touch Screen 
Communication Cable
6’ cable included with every 
Touch Screen model of 
EZMonitor

Standard VGA Cable
6’ cable included with every 
Touch Screen model of 
EZMonitor
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EZMoni to r TM 12” TFT Industrial LCD Monitor
12” Color - Flat Panel Monitor
EZMonitors 12” Industrial Displays have a 12.1” diagonal LCD screen 
with 800x600 SVGA resolution. 12” displays are available in two 
models, one with Analog Resistive Touch Screen and one without. 
EZMonitors have powder coated aluminum bezel, sturdy aluminum 
chassis and Nema 4,4x front rating.

Features:
• 800 x 600 SVGA
• Nema 4,4x Enclosure
• Powder Coated Aluminum Bezel
• Rugged Metal Chassis
• Hard Coated Screen Surface (3H)
• Anti-Glare Treated Front Polarizer
• Analog Resistive Touch Screen*
• Plug-n-Play Setup
• Wide Viewing Angles
• 50K Hours Rated Half Life
• 24VDC Power Input
• Electrical Noise Immunity
• External Buttons for Power and Display 

Control
• 13.45” x 10.5” x 2.12”

* Touch screen models

Model Number Touch Screen Option Price Del.
EZ-12M 12” SVGA TFT Color Display - Nema 4/4X $999 STK
EZ-12MT 12” SVGA TFT Color Display with Touch Screen Nema 4/4X $1,199 STK

12VDC Molded Cord Set Power Supply (optional) Price Del.

EZ-MPS-A
Molded design provides a reliable power source
Indoor Use Only. UL, CE listed
Input: 100V-240VDC at 50-60Hz
Output: 12VDC, 3.33A

$39 STK

12” EZMonitor Cutout Dimensions

Touch Screen 
Communication Cable
6’ cable included with every 
Touch Screen model of 
EZMonitor

Standard VGA Cable
6’ cable included with every 
Touch Screen model of 
EZMonitor



12-8 Industrial Monitor 1-877-774-EASY

EZAutomation - EZMonitor

EZMoni to r TM 15” TFT Industrial LCD Monitor
15” Color - Flat Panel Monitor
EZMonitors 15” Industrial Displays have a 15” diagonal LCD screen 
with 1024x768 XGA resolution. 10” displays are available in two 
models, one with Analog Resistive Touch Screen and one without. 
EZMonitors have powder coated aluminum bezel, sturdy aluminum 
chassis and Nema 4,4x front rating.

Model Number Touch Screen Option Price Del.
EZ-15M 15” XGA TFT Color Display - Nema 4/4X $1,099 STK
EZ-15MT 15” XGA TFT Color Display withTouch Screen Nema 4/4X $1,299 STK

Features:
• 1024 x 768 XGA
• Nema 4,4x Enclosure
• Powder Coated Aluminum Bezel
• Rugged Metal Chassis
• Hard Coated Screen Surface (3H)
• Anti-Glare Treated Front Polarizer
• Analog Resistive Touch Screen*
• Plug-n-Play Setup
• Wide Viewing Angles
• 40K Hours Rated Half Life
• 24VDC Power Input
• Electrical Noise Immunity
• External Buttons for Power and Display 

Control
• 16.25” x 12.5” x 1.9”

* Touch screen models

12VDC Molded Cord Set Power Supply (optional) Price Del.

EZ-MPS-A
Molded design provides a reliable power source
Indoor Use Only. UL, CE listed
Input: 100V-240VDC at 50-60Hz
Output: 12VDC, 3.33A

$39 STK

15” EZMonitor Cutout Dimensions

Touch Screen 
Communication Cable
6’ cable included with every 
Touch Screen model of 
EZMonitor

Standard VGA Cable
6’ cable included with every 
Touch Screen model of 
EZMonitor
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EZMoni to r TM 17” TFT Industrial LCD Monitor
17” Color - Flat Panel Monitor
EZMonitors 17” Industrial Displays have a 17” diagonal LCD 
screen with 1280x1024 SXGA resolution. 17” displays are 
available in two models, one with Analog Resistive Touch 
Screen and one without. EZMonitors have powder coated 
aluminum bezel, sturdy aluminum chassis and Nema 4,4x front 
rating.

Model Number Touch Screen Option Price Del.
EZ-17M 17” SXGA TFT Color Display - Nema 4/4X $1,199 STK
EZ-17MT 17” SXGA TFT Color Display with Touch Screen Nema 4/4X $1,499 STK

Features:
• 1280 x 1024 SXGA
• Nema 4,4x Enclosure
• Powder Coated Aluminum Bezel
• Rugged Metal Chassis
• Hard Coated Screen Surface (3H)
• Anti-Glare Treated Front Polarizer
• Analog Resistive Touch Screen*
• Plug-n-Play Setup
• Wide Viewing Angles
• 50K Hours Rated Half Life
• 24VDC Power Input
• Electrical Noise Immunity
• External Buttons for Power and Display 

Control
• 18.25” x 14.5” x 2.18”

* Touch screen models

12VDC Molded Cord Set Power Supply (optional) Price Del.

EZ-MPS-B
Molded design provides a reliable power source
Indoor Use Only. UL, CE listed
Input: 110V-240VDC at 50-60Hz
Output: 12VDC, 5A

$49 STK

17” EZMonitor Cutout Dimensions

Touch Screen 
Communication Cable
6’ cable included with every 
Touch Screen model of 
EZMonitor

Standard VGA Cable
6’ cable included with every 
Touch Screen model of 
EZMonitor



Become an EZ-VAR

Become an EZ-SI

We believe that our customers do not have to sacrifice local 
support to get SENSIBLE prices on Automation products. 
Qualified Value Added Resellers do perform a true value 
added function in providing extra local inventory in case a 
customer can not wait for next day shipment, in providing 
local technical support for customers who may need 
extra start-up assistance or simply providing the face to 
face interface with a real live person preferred by many 
customers. 

The EZ-VAR program is real EZ, in line with our 
philosophy of making it real EZ for anyone to do business 
with us. Specifically, the EZ-VAR program has the following 
key provisions:

1. Nonstocking or stocking options
2. Modest inventory for those who choose stocking 

option with the most liberal stock rotation 
priviledges. 

3. We do not limit you to carry competitive products 
because we believe that our products will speak for 
themselves. 

We do, however, require serious factory training so that you 
can provide the value added services our customers may need. 

System Integrators today are playing an increasingly 
important role in helping manufacturing plants 
become more efficient. EZAutomation values this 
important service to our industry. 

We also believe that the system integrators need to 
make a decent margin in order to continue providing 
the technical expertise/assistance to our customers. 
We offer a good incentive program for those who 
choose to become EZ-SI’s. 

Contact EZ-VAR/SI  Hotline for further details!
Please call 1-877-774-EASY ext 312

Sell the Most SENSIBLE Automation 
Products, Made in America, 
with Twice the Features at

Less than Half the Cost!

EZ TO SELL, EZ TO SUPPORT
AND EZ TO MAKE MONEY!

E Z A u t o m a t i o n

Apply the Most Innovative and 
SENSIBLE Automation Products with 

the Highest Value and Reliability

EZ AS 1-2-3
Provide the Most Cost Effective  
Solution to Your Customer with an 
Added Incentive from EZAutomation

     EZ AS 1 - 2 - 3
12-10
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